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Concrete Retaining Wall - Requires further detail from

Structural Engineer
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Provide a dedicated power supply, terminating with a 13amp.

Switched fused spur at low level (lift charger adjacent).

Brick and flag steps, minimum 900 clear width with

300mm goings and maximum 170 risers.

Build Brick and flag plinth 1.5m x 3.75m at existing path level,

 lift face to be solid brick or 7kN concrete block concealed behind the lift.

Provide 32mm ducting's for power supply and call station,

ducting's to have swept bends and draw cords.

1300mm x 200mm x 200mm shutter concrete insert for light gate fixing.

Excavate the front garden and build new 225mm

retaining wall to three sides, wall at the side of the

lift to be the same height as the plinth over 1.9m.

Excavate the garden and lay a 1900mm x 1450mm x 100mm thick flat concrete base under lift position

(level side to side, to fall away from the lifting face, maximum fall is 10mm over 1900mm).

Lay new 900mm wide flagged path.

Brick and flag steps minimum 900mm wide

with 300mm goings and maximum 170mm risers.

Flag on end retainer.Excavate new front garden and lay a

new hard standing using SUD blocks,

fall on hardstanding to be around 1:50

falling towards the pavement.

Total 35m2

Galvanised steel balustrade type railings to all exposed sides of the plinth steps, painted black,

1100mm high on level plinth, 900mm high to sides of step, 90mm maximum gap between vertical rails.

Pollock Classic step lift with manual upper and lower gates, side rails with glazed panels,

lower fixed ramp, platform size 1400 x 900mm and SWL 280kg.

100mm x 100mm concrete post concreted into the ground to protect

 lift and also serve as a post for the lower call station, painted white.
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Edging to the boarder defining the boundary.

Slight fall created away from the door opening.

Low threshold door to provide flush level internally/ externally

Obscure glazing to wet room

100mm pea gravel soak away to the perimeter of the extension

Pre-cast concrete flagged patio

and path around the property.

Total 55m2

Hedge to be retained

Boundary fence to be retained
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Existing hedge to be retained
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