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ALL GLAZING TO BE IN TOUGHENED
LAMINATED GLASS TO 60 MINUTES
FIRE INTEGRITY & INSULATION. TO
BE ACOUSTIC RATED TO HIGH dB
RATING FOR SEPARATION BETWEEN
RESTAURANT & OFFICE SPACES.

COFFERED PLASTERBOARD CEILING
INCORPORATING PREFORMED CEILING
MOULDING: ORAC SWAN NECK
PREFORMED CORNICE MOULDING. REF
C334. CEIING LEVEL SET AS HIGH AS
POSSIBLE SUBJECT TO SERVICE
STRATEGY AND REQUIRED VOID TO
ACCOMMODATE RUNS.

ANTIQUE BRONZE METAL FRAME
GLAZED DOOR & PARTITIONS FROM
ENTRANCE. PUSH/PULL PLATES IN
MATCHING ANTIQUE BRONZE
FINISH.

ALL GLAZING TO BE IN TOUGHENED
LAMINATED GLASS TO 60 MINUTES
FIRE INTEGRITY & INSULATION. TO
BE ACOUSTIC RATED TO HIGH dB
RATING FOR SEPARATION BETWEEN
RESTAURANT & OFFICE SPACES.

FEATURE PANELLED TIMBER WALLS
INCORPORATING CURVED CAPPING
AT HEAD AND BASE AND PLANT ON
DETAILING. SPECIFICATION FOR
PANELLS TO BE 'DARK BROWN
CHARLESTON OAK LAMINATE - H3154
ST36 - EGGER'

PLASTERBOARD DOWNSTAND TO
PERIMETER AT HEAD OF GLAZING
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COFFERED PLASTERBOARD CEILING
INCORPORATING PREFORMED
CEILING MOULDING: ORAC SWAN
NECK PREFORMED CORNICE
MOULDING. REF C334. CEIING
LEVEL SET AS HIGH AS POSSIBLE
SUBJECT TO SERVICE STRATEGY
AND REQUIRED VOID TO
ACCOMMODATE RUNS.

ANTIQUE BRONZE METAL FRAME
GLAZED DOOR & PARTITIONS
FROM ENTRANCE

31
25

ALL GLAZING TO BE IN
TOUGHENED LAMINATED GLASS
TO 60 MINUTES FIRE INTEGRITY &
INSULATION. TO BE ACOUSTIC
RATED TO HIGH dB RATING FOR
SEPARATION BETWEEN
RESTAURANT & OFFICE SPACES.
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ANTIQUE BRONZE METAL FRAME
GLAZED DOOR FOR DDA ACCESS
FROM PLATFORM

DDA ACCESS BUTTON IN BRONZE
FINISH TO MATCH FRAMES TO BE
LOCATED CENTRAL TO COLUMN
AND BETWEEN 800-1100mm TO
HEAD

EXISTING COLUMN TO BE RETAINED,
EXISTING FINISHES STRIPPED BACK
AND TO BE CLAD IN ANTIQUE
BRONZE FINISH TO MATCH
ADJACENT FRAMES

DUMMY COLUMN TO BE
CONSTRUCTED TO MIRROR
LOCATION & SIZE OF EXISTING,
TO BE CONFIRMED ON SITE.

COLUMNS TO LOBBY TO BE CLAD
IN ANTIQUE BRONZE FINISHED
ALUMINIUM TO MATCH
ADJACENT FRAMES

GROUND FLOOR ENTRANCE GLAZING
DETAILS

AXI - 502 3

varies@A1

00

DO NOT SCALE FROM THIS DRAWING.
ALL DIMENSIONS TO BE CHECKED ON SITE.
(DRAWINGS MAYBE SCALED FOR LOCAL AUTHORITY & PLANNING PURPOSE ONLY)
COPYRIGHT PROTECTED.
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ALL DIMENSIONS TO BE CHECKED ON SITE PRIOR TO ANY MANUFACTURE OR
CONSTRUCTION OF EQUIPMENT, FINISH, SIGNAGE ETC.

DRAWINGS TO BE READ IN CONJUNCTION WITH THE FOLLOWING STAGE 3
INFORMATION:
· STRUCTURAL ENGINEER'S DESIGN & RECOMMENDATIONS (DWLP)
· HERITAGE REPORT (PAUL BUTLER ASSOCIATES)
· M&E AND FIRE STRATEGY (HILSON MORAN)
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GROUND FLOOR ENTRANCE GLAZING
SCALE - 1:50 @ A1 REFERENCE PLAN
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GROUND FLOOR ENTRANCE GLAZING
SCALE - 1:20 @ A1 FRONT ELEVATION
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GROUND FLOOR ENTRANCE GLAZING
SCALE - 1:20 @ A1 FRONT ELEVATION
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