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25mm Thick suitable finish to concrete floor
100mm Thick concrete floor slab
1200 Guage visqueen taped and sealed to
provide continuity with horizontal DPC
100mm Kingspan or similar insulation
1200 Guage Visqueen layer
25mm Sand blinding
150mm Well compacted crushed brick hardcore.

Brickwork to inner leaf to
ground level only.
Lean mix concrete infill to
cavity to 225mm below DPC.

Proposed Ground Floor

Flat Roof:
Roofing felt to B.S. 747
15mm Thick external plywood on top of rafters.
47x145mm timber joists grade C16 at 400mm
centres to Table T38 of the TRADA tables.
100mm thick celotex or similar approved insulation
board between the rafters.
Minimum of 50mm gap above the insulation board.
Minmum of 20mm gap on either side of the roof.
12.5mm foil backed plasterboard to ceiling.
The roof should have a minimum fall of 1 in 80
towards the rainwater gutter.

Existing Ground Floor

UPVC
Orangery

Section B-B

Front

First Floor

Existing Gym

Brickwork to inner leaf to
ground level only.
Lean mix concrete infill to
cavity to 225mm below DPC.

25mm Thick suitable finish to concrete floor
100mm Thick concrete floor slab
1200 Guage visqueen taped and sealed to
provide continuity with horizontal DPC
100mm Kingspan or similar insulation
1200 Guage Visqueen layer
25mm Sand blinding
150mm Well compacted crushed brick hardcore.

Ground Floor

Proprietary make
system to be used
to ventilate the
roof space at
eaves level.

150x25mm fascia board,
100mm soffit board.
100mm dia. half round
RW Pvc gutter.

First Floor;
25mm Thick T&G Floor boards
47x170mm timber joists grade
C16 at 400mm centres to Table
T8 of the TRADA tables.
12.5mm foil backed plasterboard
to ceiling of ground floor.

Roof Construction:
Pitch of roof - 36 degrees
Red coloured Roof tiles to match existing
25x38mm softwood battens
Externally graded roofing felt.
38x100mm Rafters at 400mm centres
(C16-Table 32 of the TRADA tables).
270mm Thick Rockwool or similar approved
Insulation to roof space.
38x145mm ceiling joists at 400mm centres (C16
- Table T8 of the TRADA tables).
12.5mm plasterboard to ceiling to be plastered
and skimmed.

RSJ to be used as
purlin, size to be
determined later.

38x25mm joist hangers
to support the ceiling
joists.
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Proprietary brand
cavity closure to be
used to close the
cavity at the top.

Proprietary brand
cavity closure to be
used to close the
cavity at the top.

Juliet balcony.

Exist. Front Boundary Details

Proposed Front Boundary Details

Specification for the proposed gates and fence:
Existing brick pillars shall be raised by 300mm.
Brick pillars and the existing boundary wall shall be rendered and finished in light
grey colour, however, the coping stones shall be finished in dark grey.
The proposed vehicular gate shall be electrically operated.
Both pedestrian and vehicular gates shall have gloss black metal frame with dark
grey coloured vertical members.
The slats above the gates shall be finished in gloss black.
The metal fence above the existing wall shall be finished similar to the gates with
gloss black metal frame and dark grey coloured vertical members. The slats above
shall be finished in gloss black.
There shall be lighting to the pillar of the vehicular gate, operated autmatically
when the gate is opened.
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