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J: ‘ — 225 Class B engineering
e brickwork min 1 course max 1. BACK DROP CONNECTION TO BE BUILT IN ACCORDANCE WITH
P o 3 courses UNITED UTILITES STANDARD DETAIL STND/01/003.
. A 2. ALL LEVELS SHOWN ARE RELATIVE TO THE TOPOGRAPHIC
Sl o — Pipework constructed SURVEY.
‘. b vertically 3. ALL INSITU CONCRETE TO BE DC-3 OR FND3
< y L. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO ENSURE ANY
‘4 g — 150mm minimum GEN 3 EXISTING GROUND AND INVERT LEVELS SHOWN ON THE DRAWING
: R concrete surround ARE CORRECT PRIOR TO THE COMMENCEMENT OF ANY WORKS.
R ANY DISCREPANCIES MUST BE REPORTED IMMEDIATELY.
150."1"1 g - 5. PRIOR TO THE COMMENCEMENT OF ANY ON SITE WORKS THE
Min - 4‘ : CONTRACTOR MUST CONTACT THE STATUTORY UNDERTAKER AND
T4 BE IN POSSESSION OF THE LATEST DRAWINGS SHOWING THEIR
< ) s APPARATUS.
i 4. 6. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO NOTIFY
N s UNITED UTILITIES OF THE START OF DRAINAGE WORKS,
. 4 COMPLETE REQUIRED FORMS AND PAY ANY NECESSARY FEES.
" d A 7. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO ALLOW FOR
- " ) THE SUPERVISION OF THE CONSTRUCTION WORKS BY UNITED
a4 o UTILITIES. THE CONTRACTOR WILL NOTIFY THE SUPERVISING
L . f“a OFFICER GIVING NOTICE WHICH WILL BE IN  ACCORDANCE WITH
. o THE AUTHORITIES REQUIREMENTS.
4 7 8. ALL MATERIALS SHALL COMPLY WITH THE NBS SPECIFICATION.
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