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Air Flow

TOP VIEW

GENERAL

Retum Air Flow

SPECIFICATIONS

Frame

Dampers+Pipes)

Dimensions (mm)(Size+Pedestal+

(-5°C/100%)-(28°C/50%/WB:20.32°C%
/DP:16.61°C)(MANCHESTER)

318 kW - 63.7 kW

0.8 mm Galvanized

37,800 m®h 32,580 m*h P 155/45PS W 3,450 x H 3,550 x L 5,345

Air Velocity Retum Air Velocity Insulation Material Total Weight Altitude

1.99 m/s 1.72 m/s 45 mm Rockwool 70 kg/m? 4,782 kg 78 m

Coail Air Velocity Air Density Outside Sheet Material Base Height Roof (Outside)
2.31m/s 1.3021 kg/m® 0.8 mm Painted Galvanized 150 mm Sheet
Design Outdoor Temp.(W-S) HRS Capacity (W-S) Inside Sheet Material Motor Power

5.4 kW x4 /3.65kW x4

Total Heating Capacity

Total Cooling Capacity

Total Sensible Capacity

Total Absorbed Power

337 kW 285.9 kW 184.2 kW 27.26 kW
Specific Fan Power(SFP Total) ErP Compliance ErP Code External Static Pressure Return External Static Pressure
2,279 W/(m¥/s) 2016 & 2018 NRVU - BVU 400 Pa 450 Pa
O D PO R of=
Frequency Hz 125 250 500 1000 2000 4000 8000 LwA-tot
Airborne Sound Power Level 80.6 85.6 73.8 83.6 67.0 73.7 87.5 88.5|dBA
Air Outlet Induct Sound Power Level 73.1 84.1 88.6 99.1 87.9 88.3 87.5 99.1|dBA
Air Inlet Induct Sound Power Level 67.2 67.5 58.8 59.8 41.6 16.4 22.8 63.3|dBA
Return Air Outlet Induct Sound Power Level 74.7 88.1 90.1 91.6 92.0 87.9 88.9 96.5|dBA
Return Air Inlet Induct Sound Power Level 74.8 771 71.6 67.4 44.6 16.8 254 73.1|dBA
B A AL PROPER A ATIO
CAL Class CAL Class A ACO A ATIO dB
Model CSClass | -400Pa (M) | +700 Pa (M) | FBL Class | TT Class | TBF Class

-400 Pa (R) | +400 Pa (R) 125Hz | 250Hz | 500 Hz | 1000 Hz | 2000 Hz | 4000 Hz | 8000 Hz

M%‘eﬁ,’ 4BS°X D1 (M) | L1 (MYL1(R) | L1 (M)L1 (R) F9 T4 TB4 16 22 29 32 34 39 46
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