
Existing chipboard floor 
finish removed, void 
insulated and the finished 
with engineered panels of 
oak parquet flooring

ENT. HALL
Rm-GO3

W-105

External
pavement

level

Brown shaded 
timbers are a new 
floor structure with an 
insulated fill (not 
underfloor heating)

13
79

CELLAR STORE
Rm-LGO3

Existing drain 
connection out 
through the external 
wall runs at ceiling 
height in the cellar. 
adapt to connect  to 
SP-02 

New forged steel 
handrail with square 
balusters like the 
main stair case set in 
oak edging board to 
upper floor level, 
plaster below.

Form new door opening
with splayed edge to

maximise available
width. Build up jamb in
engineering brick well

bonded to the existing to
keep the building edge

strong. See Detail 4326

Start the new door
opening alongside the

edge of the existing
chimney breast. This is a

minimal projection and
has a fake fire piece

(which is to be removed).
This is possibly all part of
the 1980s reconstruction

D-E04

The skirting runs 
across and returns 
back to door frame. 
Box out flush below

Approx level of yard 
floor behind

70
0

30
77

27
15

Remove the existing
panelling under the window

and extend wall across flush
under the window cill. Create

a heavy boxed cill for the
window to marry up with the

new architraves.

ENT. HALL
Rm-GO3

New soil pipe SP-02
serving new kitchen

and bathroom boxed
in to the corner

South wall boxed out to
partial height to enclose

the drainage pipe and
also provide a level plane
for mounting the platform

lift.

New floor structure 
with an insulated fill 
(not underfloor 
heating)

13
79

CELLAR STORE
Rm-LGO3

LIBRARY
Rm-102

Existing beam boxing

D-E04
W-G04

New sliding sash 
window with new 
bespoke architraves 
(see pattern F on this 
sheet) Remove 
existing radiators and 
expose existing 
panelling below.

W-104

Original floor level

External yard level

+49.30

ENT. HALL
Rm-GO3

D-G03

D-E04

W-G04

SP-02

+49.30

Finish lowered floor in
quarry tiles on a ply

sub base

South wall to be boxed out to
partial height to enclose new
soil pipe SP02 as it connects

onto the existing pipe
connection in the cellar.

Stannah "Stair Riser SR" fold
away wheelchair lift mounted

to inclined track on south wall.
Access from the side at the

bottom of the stairs and wheel
straight off at the top

Existing chipboard floor 
finish removed, void 
insulated and the finished 
with engineered panels of 
oak parquet flooring

Existing firedoor with 
new bespoke 
architraves (see 
pattern F on this 
sheet)

1698

15
91

+50.00

Oak steps between 
the levels. Bulbous 
bottom step like the 
main staircase.

13
00

1040

Rebuild boundary wall 
creating a niche on the 
inside face that will allow a 
straight drop for the 
rainwater pipe 

RWP-01Form new door opening with
splayed edge to maximise

available width. Build up jamb in
engineering brick well bonded to
the existing to keep the building

edge strong

20mm Ecocork
insulated lime plaster to

external walls
Remove the existing panelling under the 
window and extend wall across flush under 
the window cill. Create a heavy boxed cill for 
the window to marry up with the new 
architraves.

Finish lowered floor in 
quarry tiles on a ply 
sub base

Stannah "Stair Riser SR" fold away 
wheelchair lift mounted to inclined track on 
south wall. Access from the side at the 
bottom of the stairs and wheel straight off at 
the top

Existing chipboard floor
finish removed, void

insulated and the finished
with engineered panels of

oak parquet flooring

ENT. HALL
Rm-GO3

D-G04

W-105

D-LG03

External pavement level

Existing cement render the basement wall 
retained. New insulation extends over the top 
to level up wall

New soil pipe SP-02 serving new kitchen and 
bathroom boxed in to the corner

South wall boxed out to partial height to 
enclose the drainage pipe and also provide a 
level plane for mounting the platform lift.

+49.30

+50.00

Oak steps between
the levels. Bulbous

bottom step like the
main staircase.

Brown shaded
timbers are a new

floor structure with an
insulated fill (not

underfloor heating)

13
79

20
86

Double up timbers at
the inside edge and
form a ladder beam

with new timbers
above to support the

edge of the upper
floor.

CELLAR STORE
Rm-LGO3

2314

New drain connection
to SP-02 runs at

ceiling height in the
cellar.

LIBRARY
Rm-102

New skirting 250mm high with a 
simple stepped proflie like a 
stone plinth. See Detail proflie G 
adjacent

Upper floor to have underfloor 
heating coil set between the 
existing joists.

Existing beam boxing

0 2 metres1

ENT. HALL
Rm-GO3

LIBRARY
Rm-F02

D-102

W-105

Simple flat cornice 'Frieze' detail - extends 
down from ceiling and also flat across the 
ceiling.  180mm deep x 15mm out from the 
wall or ceiling

Oak steps between the levels. Bulbous 
bottom step like the main staircase.

Stannah "Stair Riser SR" fold away 
wheelchair lift mounted to inclined track on 
south wall. Access from the side at the 
bottom of the stairs and wheel straight off at 
the top

South wall boxed out to partial height to 
enclose the drainage pipe and also provide a 
level plane for mounting the platform lift.

New forged steel
handrail with square

balusters like the
main stair case set in

oak edging board to
upper floor level,

plaster below.

D-G03

Ecocork insulated lime
plaster to external walls

• DO NOT SCALE FROM THIS DRAWING
• THE CONTRACTOR IS TO CHECK ALL DIMENSIONS ON SITE
• THIS DRAWING IS SUBJECT TO COPYRIGHT
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THE OLD STATIONMASTERS HOUSE, 
MANCHESTER
Redevelopment to form Holiday Accomodation
Details of Proposed Rear Entrance (Rm-G03)
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(NEW PROFILES)

Skirting profile to match 
existing on staircase
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NEW ARCHITRAVES - PATTERN F - HALF SIZED

NEW SKIRTINGS - PATTERN G - HALF SIZE

REVISION

P1- Feb 2023. Architrave and skirting detail revised
P2 - Feb 2023 - external wall insulation revised


