
137Cdwg no:
project:

dwg title:

scale: 1:5 @ a1

typical detail
floor/ceiling/cornice

bridgewater house

PLANNING ISSUE
snookarchitects
89 Wood Street
Liverpool
L1 4NU

t: 0151 707 0100

Do not scale from this drawing.

All dimensions are to be checked on site prior to 
commencing works on site. Discrepancy found 
between information given on this drawing and that 
given elsewhere or recorded on site shall be notified 
immediately to the project architect in writing.
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Typical Detail: Floor / Ceiling / Cornice

Existing brick wall 
HD1049: HUSH MAT 15 RB SYSTEM

Typical existing cornice profile

Shown here as 50x200 C16 joists @ max. 400mm c/c.

Existing joists to be retained subject to condition.

60 minutes fire resistance:
• 15mm soundbloc (inner layer)
• 15mm  soundbloc (outer layer)

• mounted on gyproc resilient bar

gives sound insulation of :

100mm wool insulation

hushslab 100 soundabsorber between joists

Existing lath and plaster

IMPORTANT NOTE: where lathe & plaster has been

badly damaged by water ingress  L&P to be carefully removed

IMPORTANT NOTE:
Cornices to be carefully left

in situ when removing any
[damaged] existing lath and

plaster

IMPORTANT NOTE:
Envirograf
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gives	
  74	
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  integrity	
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  bearing

Impact lntw dB Airborne dntw dB ctr dB
47 61 49

20mm nominal floor finish
 (glued to floorboards with flexible floor glue)

18mm osb floor board [glued and mechanical fixed
to existing joists as per manufacturers recomendation]


