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FOR PLANNING

DO NOT USE FOR CONSTRUCTION

COFFERED PLASTERBOARD CEILING
INCORPORATING PREFORMED CEILING
MOULDING: ORAC SWAN NECK

PREFORMED CORNICE MOULDING. REF GENERAL PLANNING NOTES:
C334. CEIING LEVEL SET AS HIGH AS
POSSIBLE SUBJECT TO SERVICE ALL DIMENSIONS TO BE CHECKED ON SITE PRIOR TO ANY MANUFACTURE OR

STRATEGY AND REQUIRED VOID TO CONSTRUCTION OF EQUIPMENT, FINISH, SIGNAGE ETC.
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INFORMATION:

I /:7 DRAWINGS TO BE READ IN CONJUNCTION WITH THE FOLLOWING STAGE 3

! ! e  STRUCTURAL ENGINEER'S DESIGN & RECOMMENDATIONS (DWLP)
- e  HERITAGE REPORT (PAUL BUTLER ASSOCIATES)
e MG&E AND FIRE STRATEGY (HILSON MORAN)

PLASTERBOARD DOWNSTAND TO
PERIMETER AT HEAD OF GLAZING

FIXED GLAZING TO HEAD OF
DOORSETS IN MATCHING ANTIQUE
BRONZE FINISH WITH GLAZING TO
MEET SAME SPECIFICATION AS
DOORSET
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SHEER CURTAINS SET WITHIN
RECESSED CHANNEL AT HEAD OF
EXTENDED BULKHEAD. REFER TO ID
PACK FOR SPECIFICATION.

FEATURE WALL LIGHTS (REFER TO
RCP SCHEDULE FOR SPECIFICATION) ]

WITH POWER FEEDS / /
INCORPORATED BEHIND NEW

PLASTERBOARD WALL. FEATURE

PANELLING TO INCORPORATE I @

ENTRANCE LOBBY

m

GFO1

MAIN ENTRANCE
MOSLEY ST

GFO3
DDA LIFT

ANGLED DETAIL BEHIND LAMP.

FEATURE PANELLED TIMBER WALLS
INCORPORATING CURVED CAPPING
AT HEAD AND BASE AND PLANT ON
DETAILING. SPECIFICATION FOR
PANELLS TO BE 'DARK BROWN
CHARLESTON OAK LAMINATE - H3154
ST36 - EGGER'

ANTIQUE BRONZE METAL FRAME
GLAZED DOOR & PARTITIONS FROM

!

3000

ENTRANCE. PUSH/PULL PLATES IN

MATCHING ANTIQUE BRONZE
FINISH. 2

ALL GLAZING TO BE IN TOUGHENED —
LAMINATED GLASS TO 60 MINUTES
FIRE INTEGRITY & INSULATION. TO
BE ACOUSTIC RATED TO HIGH dB
RATING FOR SEPARATION BETWEEN
RESTAURANT & OFFICE SPACES.

N
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/02>, GROUND FLOOR ENTRANCE GLAZING

502 SCALE - 1:20 @ A1 FRONT ELEVATION

01\ GROUND FLOOR ENTRANCE GLAZING

502 SCALE - 1:50 @ A1 REFERENCE PLAN

COFFERED PLASTERBOARD CEILING
INCORPORATING PREFORMED
CEILING MOULDING: ORAC SWAN
NECK PREFORMED CORNICE
MOULDING. REF C334. CEIING
LEVEL SET AS HIGH AS POSSIBLE
SUBJECT TO SERVICE STRATEGY
AND REQUIRED VOID TO
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EXISTING COLUMN TO BE RETAINED,
EXISTING FINISHES STRIPPED BACK
AND TO BE CLAD IN ANTIQUE 3.01] 06/01/23 | REVISED FOR PLANNING o ARG

BRONZE FINISH TO MATCH Updated for Cat B submission
ADJACENT FRAMES 3.00|20/09/22 ISSUED FOR PLANNING SO ARB

REV | DATE DESCRIPTION DRAWN | CHECKED

DUMMY COLUMN TO BE
CONSTRUCTED TO MIRROR
LOCATION & SIZE OF EXISTING, T e

V TO BE CONFIRMED ON SITE.
V COLUMNS TO LOBBY TO BE CLAD v
IN ANTIQUE BRONZE FINISHED
EQ EQ ALUMINIUM TO MATCH
ADJACENT FRAMES

—— ANTIQUE BRONZE METAL FRAME
o GLAZED DOOR & PARTITIONS ADDRESS : 4th FLOOR CALICO 53-55 MOSLEY STREET,
8 FROM ENTRANCE MANCHESTER ,M2 3HQ
S TELEPHONE +44 (0)161 879 7357
EMAIL : www.axi.studio
m m COMPANY No : 11847325
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150 150 150 GLAZED DOOR FOR DDA ACCESS CLIENT
FROM PLATFORM

bruntwood

TOUGHENED LAMINATED GLASS
TO 60 MINUTES FIRE INTEGRITY &
INSULATION. TOBEACOUSTIC
RATED TO HIGH dB RATING FOR PROJECT

SEPARATION BETWEEN

RESTAURANT & OFFICE SPACES. B R U NTWO O D
DDA ACCESS BUTTON IN BRONZE 38 M OS LEY STR E ET

FINISH TO MATCH FRAMES TO BE

BETWEEN 800-1100mm 70 HEAD MANCHESTER M2 3AZ
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