ALL CEILINGS

Shopfitter to supply and install front
of house suspended ceiling system
at 2750mm from F.F.L, formed of
600mm x 1200mm Colortone Neeva
Black fibre board, laid in an
exposed black finished metal grid,
by Armstrongs.

SELF SELECTOR BULKHEAD
Shopfitter to supply and install
suspended ceiling system at
2170mm from F.F.L, formed of 600 x
600mm black egg crate tiles, laid in
an exposed black finished metal
grid, Armstrong Trulok Prelude 24
or other approved.

Form new bulkhead above
Sandwich | Drink self selectors with
timber wallboards, ref;, HB403 WL
by Geaves. Trims finished to match,
finished at a height of 2170mm from
F.F.L.

Shopfitter to supply and install back
of house suspended ceiling system
at 2750mm, 2425mm & 2395mm to
remote store from F.F.L, formed of
600 x 600mm PVC faced (White)
plasterboard gyproc tiles, Gyprex
Satinspar or similar approved laid in
an exposed white finished metal
grid, Armstrong Trulok Prelude 24
or other approved.

Ceiling to give Class O resistance to
spread of flame.

Suspension wires to be fixed and to
placed at centres as manufactures
instructions.

Toilet ceilings to be laid with
Rockwall Thermal Roll, 100mm
thick. Ensure adequate apertures
within the insulation are formed for
light fittings and other services.

The existing structural ceiling is to
be repaired as required to maintain
its fire compartmentation and
structural performance

FRONT OF HOUSE LIGHTING
Electrician to install free issue LED
lighting as shown on contractors
drawings.

BACK OF HOUSE LIGHTING
Electrician to install free issue
modular light fittings as shown of
contractors drawings.

EMERGENCY LIGHTING AND
AUTOMATIC FIRE DETECTION

The emergency lighting system is to
be installed to BS5266-1: current
edition. The automatic fire detection
system is to conform to BS5839-1:
current edition. The locations for
call points, heat and smoke
detectors and emergency lights will
be marked upon the drawings.
Provide void smoke detection as
and when required, to BS5839-1:
current edition. The emergency
lights are to be free issue. Upon
completion of the emergency
lighting installation the contractor is
to supply an Emergency Lighting
Construction Declaration Certificate
and an Emergency Lighting
Verification Certificate.

Upon completion of the automatic
fire detection system the contractor
is to supply a Fire Detection and
Alarm System Installation Certificate.
Fire alarm system control panel to
be Citadel CB 2001/03 two or four
zone panel, to suit size of premise,
to EN54-2, manufactured by Control
Equipment Ltd, available through
Rexel Senate. Detectors by Apollo
Fire Systems, discovery range,
optical smoke detector, heat
detector, intelligent open area
sounder all with intelligent isolate
bases and manual call point.
Cabling to be red FP fire alarm
cable. Control panels to recessed
and wall mounted to the central
control point.

Staff to be instructed with regard to
the operation of the automatic fire
alarm systems and emergency
lighting and their routine testing.

ELECTRICAL INSTALLATION

All electrical works are to comply
with the IEE Wiring Regulations
current edition & BS7671: current
edition, all to be installed by a
suitably qualified electrical engineer
and to include for the design of the
electrical installation as whole, as
displayed upon the drawings, to
include for all cable sizing,
balancing of phases & the
installation of all free issue electrical
equipment. Install, test &
commission the system to BS767
and supply upon completion an
Electrical Installation Certificate.

The distribution board is to be to
commercial standard Merlin Gerlin
& to comply to BS5486,
BSEN60439. MCB's to comply with
BSEN 60898 & BSEN 60947 as for
the kA capacity. The distribution
board is to have 54 ways.

The light wiring system is to be free
issue, the Flex Connections Flex 7
system complete with free issue
light fittings as marked upon
drawings. The installation to
conform to the manufactures details
as indicated on drawings.

Generally electrical accessorise to
be MK or Crabtree unless otherwise
specified. The power installations
are to be on radial circuits to avoid
overloading. Sockets and power
outlets to positions marked on
drawings. Light and oven switches,
fire control panel, a/c controls, fans,
over door heater controls etc all
located at central control point as
marked on drawings.

AIR CONDITIONING

1No AC cassette to FOH to be
finished black and 1no white to
BOH.

Air conditioning units to be supplied
via Mitsubishi Electric Living
Environmental Systems Ltd direct
offices only and installed by
authorised Greggs / Mitsubishi
accredited installation partners only.
The Air conditioning units are to be
14kw heating/cooling to front of
shop and 7.1kw heating/ cooling to
back of shop. The air conditioning
units must be selected for the
Mitsubishi Electric Power Inverter
range and be suitable for low noise.
No deviation from this specification
will be considered unless written
consent is given from Greggs
directly. A wall mounted remote
controller should also be provided
for each air conditioning system
The remote controller will be
capable of altering the following
functions and information on the
indoor fan coil unit: -

On/Off

Set point

Fan speed

Louvre position

Timer settings

e  Mode selection

The controller shall also be capable
of displaying the following items: -
On/Off

Systems diagnostics

Fault codes

Status monitoring

Operating mode

Set point

Fan speed

Timer settings

Louvre position

The installation partner to design &
size layout, pipework, insulation &
power as required, liaise with the
principle contractor and others to
satisfactorily complete the
installation, units to be positioned as
indicated on drawings, internal units
to be ceiling or wall mounted
conveniently positioned in shop,
external condensing units
positioned to approved locations
shown on drawings complete with
rotary isolation switches, also
include for all system drainage runs
& pumps, forming & cutting of all
holes & access ways and powder
coated cages for condensing units
if required. Control units to be wall
mounted at the central control point.

Lighting Legend

Greggs 007 LED Light (ZL12P)
Greggs 008 LED Light with

50mm DIA 3W Emergency Light (ZL12Q)
Greggs 004 LED Directional Light (ZL12R)

Feature LED Pendant Light
B - Black, O - Orange, G - Muted Grey

LED EXIT SIGN, 3 hours maintained
operation, wall mounted (ZL12N)

Ceiling mounted P.I.R for enrty lights
600mm Single Fluorescent Light

600mm Double Fluorescent Light
1200mm Double Fluorescent Light

1500mm Double Fluorescent Light

Bulkhead emergency Light
R/H Directional Emergency Exit Light
L/H Directional Emergency Exit Light
Bottom Directional Emergency Exit Light

R/H Bottom Dir' Emergency Exit Light
L/H Bottom Dir' Emergency Exit Light

L/H R/H Bottom Dir' Emergency Exit Light
External Light Operated P.I.R
16W 2D light fitting

600 x 600 Modular light fitting

Extract Grilles

MECHANICAL EXTRACTION &
VENTILATION

Existing to be retained, Greggs
appointed contractor to allow to
adapt ducting to suit new fridge,
freezer and oven positions. Greggs
appointed hvac contractor to check
the extract system is working
adequately and report to Greggs
any faults in the system. Allow to
clean all existing ducting.

The oven canopy is to be formed in
polished Stainless Steel (grade 430)
with easy removable, and
dishwasher cleanable Stainless
Steel baffle filters.

Oven canopy size :-

1NO 1000 x 1500mm TO REMOTE

STORE. 1NO EXISTING TO MAIN
SHOP TB RETAINED.

Allow exposed Oven Canopy to be
clad in White Wallboard.

The oven extract to be formed in
galvanised Steel ductwork, to HVAC
standard DW144 - manufacture and
installation of ductwork and DW172
- standard for kitchen ventilation in
non domestic installations.
Ductwork to nominal size 315mm
diameter or sized to suit installation
with access panels to permit
inspection and cleaning at
maximum 2000mm spaces. The
extract system to achieve 30 AC/hr.
Include for all forming, jointing,
connecting and supporting required
for the duct system installation.

The extract fan to be a cased axial
unit sized to suit ductwork formed in
high grade galvanised steel with
sickle blade impeller, the IP54 class
F insulted motor and fan supported
in a cylindrical case, primed with
black polyester finish, single phase
with external wiring terminal block,
fan to be mounted with flexible
couplings to minimise vibration
noise.

A mechanical extraction system is to
remove air from other internal areas,
inclusive of office, staffroom,
changing rooms and WC. The
minimum extract rates should be
achieved;

e  Office-101/s

e  Staffroom- 15 l/s

e Changing room - 6 /s

e Toilet-6l/s

Above Fridge | Freezer - 20 I/s
Oven Canopy - 30 Ac | hr

Flexible ducts are to conform to BS
476 parts 6,7 and 20, is not to be
kinked or flattened, changes in
direction to be formed by long
swept curves, flexible ducts TO BE
100mm diameter & should not
exceed 1000mm in length, and
securely supported and connected
to main duct system, air to be
removed from rooms by ceiling
mounted extract grilles.

Where any ductwork passes
through compartment walls or floors
forming an aperture greater than
38mm DIA, contractor must provide
fire damper or collar to meet 1 hour
fire resistance.

P.I.R. REQUIREMENTS
Electrician to install free issue P.I.R.
next to the entrance of sales floor
and next to the rear fire escape
door.

Individual P.I.R's to be fitted within
the toilet, toilet lobby, staff room,
changing room, Office room and
storage room. If no movement is
detected after 30 minutes then the
lights will automatically turn off.

INTERCOM

Electrician to supply and install
Intercom system to Eagle Systems,
Eagle P665t cream 2 station
handset and intercom, run on 2
core cable wall mounted with
external power source to suit. For
larger installations use Eagle
Intercom 5 way All Masters, with 4
core cable, wall mounted with
external power supply.

System to be installed between
ground floor & remote store.

BUSY BUZZER & SOUNDER
Electrician to provide and install
Friedland wirefree bell and sounder,
bell to be mounted to each single
till pod, 1 bell per double till unit
and sounder wall mounted in prep
area.

MUSIC SYSTEM

Electrician to install free issue
music system (Amp) and ceiling
mounted speakers.

Music system to be installed within
office at high level, next to
sectretaire. Speakers to be
positioned as indicated on
contractor drawings.

Shopfitter to provide and install
shelf for Music system.

LED TV'S

3no. 42" TVs fixed to new cross
bulkhead.

Shopfitter to supply and install fixing
detail ready to receive free issue LED
Televisions. Electrician to hardwire
TV's back to office, provide a single
socket to each TV and Media player.
Install one data point above the
suspended ceiling in close proximity of
TV's. Refer to Greggs Contractor Guide
for further details.

FLY KILLERS

Free issue fly killers and fused spur
to be installed 50mm from
underside of suspended ceiling by
Electrician as indicated on Ceiling &
Electrical drawing.

CCTV SYSTEM

5 Camera CCTV system to be
installed by iFacility. Electrician to
provide a single socket and BT
extension point above suspended
ceiling, above Self Selector
bulkhead, as shown of contractors
drawings.

HEATING

Shopfitter to supply and install
electric panel heaters, ref: Dimplex
PLX Thermostat Ultra Slim Panel
Convector Heater, as indicated
below;

e  Staff oom: PLX1500

o  Office: PLX750

e Changing room: PLX750
Dimplex 120W Tubular Heater
T120W to be supplied and installed
in staff toilet(s) only, horizontally
mounted in a convenient location
with 30mm clearance around the

heater, run off a neon switch at
1500mm off FFL.

Supply and install Guard to tube
heater, as per manufacturers
details.

Note:
No heater to be installed in

customer toilet(s).

Fire Detection Legend

(X Smoke Detector

Bell
Buzzer

ok ddo®

Heat Detector
Break Glass

Flashing Siren - Ceiling Mounted
Siren - Ceiling Mounted

Siren - Wall Mounted

Fire Alarm Panel

Void Smoke Detection

Electrical Legend

SONEE «d=] > 2

Double Wall Socket

Black Double Wall Socket
w/ 2no USB sockets

Single Wall Socket
Distribution Board
Commando Socket
Fly Killer

Oven Isolator Switch

Unvented 3kW Water Heater

Main Switch Bank
Intercom

CCTV Camera
CCTV monitor
Data Legend

A BT Telephone Socket
A 4 Port EPOS Data Socket

Music System Legend

Standard Speaker For
Music System

Operated Speaker Control
Volume Control Switch

Fitted To Wall

Electrical Socket Schedule - Standard New Site / Refit
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GREGGS Plc (PENNINES)
31 GREENSIDE STREET
OPENSHAW
MANCHESTER

M11 2HW

Tel: (0161) 274 2760

Location Socket Type Finish Rating Phase | Height (FFL)
Self Selectors Double SSO Stainless Steel 13 Amp Single 1600mm
Within
Bulkhead
Nuttalls Hot Single 5 Pi above
Selector Clng 85 dm Red 16 Amp Three selector. Label
Supply ommando 'Nuttals HOT
(1020mm) selector
supply'
Customer Double SSO,
RCD Protected at | Stainless Steel 13 Amp Single 450mm
Socket
fuse board
Ovens Double 5 Pin N/A 16 Amp | Three 550mm
Commando
5 pin interlocking
Sota oven Sw't‘.;h’ IP44 rated N/A 32 Amp Three 450mm
with D curve
breaker
Back Bar Double SSO Stainless Steel 13 Amp Single 1200mm
Small Fridge Double SSO White 13 Amp Single 400mm
Bread Slicer Double SSO Stainless Steel 13 Amp Single 900mm
Bread Hard wjred pack .
) to main switch N/A 13 Amp Single N/A
Shelving
bank
Single 5 Pin .
Counters Commando N/A 32 Amp Single 300mm
) Single 5 Pin :
EPOS Tills Commando N/A 16 Amp Single 300mm
Chip & Pin Double White 13 Amp Single Site Specific
Single, on a 24/7 Above
Sales Floor TV independent White 13 Amp Single Suspended
supply Ceiling
Single, on a 24/7 Above
Media Player independent White 13 Amp Single Suspended
supply Ceiling
'Cloud' Above
Broadband Double White 13 Amp Single Suspended
Router Ceiling
Above
CCTV Monitor Single SSO White 13 Amp Single Suspended
Ceiling
Retarders & | n ble S5O White 13Amp | Single |  2050mm
Freezers
Prep Bench Double SSO White 13 Amp Single 400mm
5 pin interlocking
Dishwasher Sw't‘.;h’ IP44 rated N/A 16 Amp 3 Phase 450mm
with D curve
breaker
I.R. WHB Fused Spur White 13 Amp Single 1200mm
Water Boiler Fused Spur White 13 Amp Single Site Specific
100mm Below
Fly Killers Fused Spur White 13 Amp Single Suspended
Ceiling
Office Double SSO White 13 Amp Single 950mm
EPOS - Office Double SSO Red 13 Amp Single 950mm
Music System Double SSO White 13 Amp Single 2200mm
cerv Mon'tor Double SSO White 13 Amp Single 2000mm
- Office
Staffroom Double SSO White 13 Amp Single 1200mm
ff .
St,fri;‘;‘;m Double SSO White 13 Amp | Single 400mm
Panel / Tube . )
Heater Fused Spur White 13 Amp Single 400mm
i3 Microwave TBC TBC TBC TBC TBC
Flexeserve Hot TBC TBC TBC TBC TBC
hold
All sockets to be clearly labeled by Electrical Contractor
A ADDITIONAL HVAC INFO 06.12.22 AD
ADDED FOR LB T
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