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Electrical Engineer & Contractor

BARRIER NO. 1

2m high green screen fence

2.4m high fence

KEY

Bi-fold gates
Secure by design compliant
(Frontier Pitts or equivalent gates)

Hoarding on phasing line

external services room

P01
Z1-RNM-G540-PL-GR-58

SHARED CCTV INTERCOM & ANPR (ALL LINKED
BY SECURITY NETWORK, SIGNAL GOES TO
C3,C4 & C5 BARRIER OWNED BY ESTATE

CONTROL EQUIPMENT IN C4 THROUGH MSCP
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CCTV

CCTV

CCTV

CCTV

CCTV

ANPR CAMERA IS PART OF C5 SYSTEM

ENCLOSURE WITH MAINS INSTALLED

PATHWAY 1

PATHWAY 3

PATHWAY 2

PATHWAY 3
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ANPR CAMERA IS PART OF C4 SYSTEM

Crossings designed as part of Crown Street Phase 1

Planters designed as part of Crown Street Phase 1

Shared pedestrian / cycle lane

position as per Crown Street Phase 1 proposals

Retained vehicle access to Bridgewater House

Retained access to Gaddum House surface car park

Proposed kerb alignment

(minor changes to

Crown St Phase 1 proposals)

C4 car park entrance ramp

Existing roadway predominantly granite cobble setts

(where required repair to
 existing

failures to create a fully cobbled road)

Existing asphalt fo
otway

(where required patch repair)

Upgrade to surfacing to be delivered

under wider development proposals

Acoustic barrier

Maintenance path

3m wide shared

pedestrian / cycle lane

C4 DDA Taxi / Drop Off

Denoted with signage

External protection

to building facade (low metal rail)

External protection

to building facade (bollards)

positions to allow doors to open

Raised metal edge to allow sufficient

planting depth.

Footway levels slope towards crossing.

Impermeable resin at door threshold

Linear seat to deter pedestrians

cutting across the car park lanes

kerb transitions from

120mm to 0mm high

Pedestrian specification resin bound

gravel

Painted hatch zone / block paved to

denote turning area

Ground cover planting

only over the capping

beam

(Low soil depth)

Phase 1 Team to review

Raised Kerb

Resin laid to falls and

drained to carriageway drain

Perforated screen / baffle to alleviate wind

Painted hatch zone / block paved to

denote the separation of the service laybys

Low up-stand to bin store enclosure

Kerb installed under Phase 1 retained to start of radii

Increased kerb height*

transition from 100-215 high

P2

P3

P4

P6

P5

P2

Bi Fold Gate – with ANPR and intercom

Double gates on access control.

Detail by others

P7

P2

P3

P4

P6

P1

P5

P2

School enclosure fencing

Detail by others

2775000

Enclosure to the

car park vent

Service access area

C5 car park entrance ramp

Planter becomes

edge restraint.

White lining to

mark kerb

Low planter ontop of capping beam.

Exposed edge of capping beam to be

clad in same material as the planter

Weep holes in south side of planter cast

in to allow water escape

Pin kerb

Bullnose edge

of kerb facing drain

Upstand kerb, refer to engineers details

Basement extent requires

breaking into the existing footway.

Temporary grass verge until

future adjacent development

Indicative location of MCC

cycle hire racks (Bee Line)

tbc before paving installed.

Arm barrier, details to others

Arm barrier, details to others

 Levels subject to blue roof upstand

and cycle lane build up details

BARRIER NO. 2
BI FOLD GATE (NO PEDESTRIAN ACCESS)

BARRIER NO. 2

3 PHASE SUPPLY TO BARRIER

WIFI ACCESS POINT

POWER FOR SINAGE

6m LIGHTING COLUMN

LIGHTING FITTING FIXED TO WALL

BOLLARD

SOFFIT MOUNTED DOWNLIGHT

POP UP POWER POINT

TREE UPLIGHTER

PATHWAY 1 - 10.6 LUX

PATHWAT 2 & 3 - 14.4 LUX

REAR ROAD WAY - 25 LUX

CCTV SPUR IN BASE OF CCTV COUMN 
(FOR MEDIA CONVECTORS)

S

WAP

GENERAL AV 19.4 LUX

2x16mm SINGLE PHASE  COMMANDO SOCKET

POWER FACILITY WITHIN CCTV COLUMN

DOOR OPENING

2x32mm SINGLE PHASE  COMMANDO SOCKET

CCTV COLUMN
4,5,6 & 7

CCTV COLUMN
8 & 9 DISCRETLEY SITED

FEEDER PILLAR 

ENW MOD 165

EXTERNAL SERVICE DB

(C/W RCD & SURGE PROTECTION)

WITH 100A TP&N
DIST. BOARD

4m LIGHTING COLUMN

6m LIGHTING COLUMN 2 FITTING

6

4

6

MCCB
BOARD

METERS

MOD
156

200A
FUSED SWITCH

CONSUMER UNIT
FOR SERVICE ROOM 
LIGHTING & POWER

SUPPLY OUT TO
DIST. BOARD

DIST
BOARD

2x32A SINGLE PHASE COMANDO S/O
2x16A SINGLE PHASE COMANDO S/O

BULKHEAD FITTING
LIGHT SWITCH

DISTRIBUTION BOARD
100mm GALVANISED TRUNKING 

GREEN GRP ENCLOSURE
(WITH FULL WIDTH DOORs)

150mm WIDTH
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FEEDER PILLAR

(FEDDER PILLAR)

SPUR & TUBULAR HEATER C/W STAT

100mm DUCT WITH DB FEEDER CABLE

S
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