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GENERAL NOTES
L

2, Unsuitable material

Proide 0 Vegetabl matersuch asturf an ro0t should be removed fom the round to be
foundaions. st ootng and red by Jeast grouth. The efecs of
taken down r ae

y h from ground
these may not fioor
usate " Digest 29822. Where soils and vegetation

Foundatons 0 b designed by Sclurl Engieer
Concrete mixes o be in acordance ith BS 8500 - 1

'CONDITIONS RELATING TO THE GROUND
There shauk no e
a.non-engieered il (as descibed in BRE Diges 427) orvide varaion
inground condtions withinthe loaded area, nor
b weaker or

pe 3
teference shouldbe made to BRE Digests 26123 and 24224, and t the FBE
(Foundetion orthe Buit Envionmen) regons.

Consiruction Design And Management Requiations 1994, (COM
REGULATIONS) And Health and Salety a Work ec. Ac 1974
Designers COM Statement

foundaion & coudimpair the stabilyof he stucure,
2 ising

her dutes under
referted 10 the Health and Safety Executive's Guidance note 39 “The Role o the
Clnt"

depth such
) cuion o ks which
BS.12821975 acompetentbuder coud ot b easonayexected 0 k.

finked with exising

For
walls, the buider i to folowthe guidance i the Buiding Research
Nos 15.

£
‘surounded n min, 150mm pea gravel. 100mm diameter rains to fall 1in
“ 1in60.

duing vrk
wallsn older dwelings,
min ll existing 1, The Contractor
smm

p
wals, Soil and vent ipes to be 100mm U.P.V.C. 40mm diameter UP.V.C.
basins,

0
SV.P. 1o be taken up 0.2 e teminal or roof vent e ol or

2, Contractorto provide all necessary scaffoding wih edge protection o
prevent

vable raps 3. high level. i.e
{oghe access 0.l runs o e s system. Al apsare obe 75mm g ey s,
Al
o 4, Contractor
i for
th BS % andany Refr o Avoiding danger from
atfoor profct

Work Requlatons 2002,

s, (Refer
Agprove Document ). Deep flow guters nd 64 75 mm dimeter

HSG 47, C
Contolof Substance Hazardous to Healh Regulatons 2002 and Dangerous
2

P.C.rainvter piges. Substa 0 o
[ " 5
e o e - Equpmenta Work Requlaions 1982 (as amender)
& Allnew rain wate pipes o apped guleys &
5x ith 38 x 6
i stal s, 3 fo excavtion of tenches,
10, Opering ightst be min 120t totlfoorpan area
Il
e irished floorlevel and witin 300 & Contactor o povid all necessay support 10 mainain stzbily of eisting o
f e i
ndor, ol nhd ot v & . orking above
eork " ornear.
12 Seshatkas e onplan gy i S, BSE0 e o gt of ersons g o s
1L, Use of poner Refer jse of Work

plesercoat o give 112 hour e resistance. Lintels 0 have minimum and souprert et Bovson s ok
o litel manufacturer. R BlecticitySafety_Qualty and Continuity Regulations 2002
Caiy d T2, Avoid chasing of vl or Senvces,

@ 900mm ct 1
be 100mm concrete blockwork. objects
bt leat Risks of working
siabifoor level o innerlct. i’; used. Refer ot Contolof 200

®n
level
16, New concrete lintos over new openings to BSS977 Part 21986

into posiion above 20kg - use Adequate fing machinery. Referto Liing
Qoeratons and Liing Equipment Requlatons 1998 Manual Handing

(80mm or 225mm) deep where shown Qoera 199

Iy 16 Coverig ofroofs Al vor vith due regard o heath and
el y reg

B5:1234:1978 ot . dhe i

insulaton to the inner e, Jambs to be il sold by
retuming te blockuiork onto 150mm wide vertcal D.P.C. Provide

18,
(Workplace) Requlatons 1997
1,

Refer

1o Diving at Work INDG 382

comply vith Biding Reguiatons.
1.

es - no deeper than 0, utcloser

than 0.07 ofthe span, nor futher away than 0.25 tmes the span

joist

al s
dameters  entre tocente) agat, and belocated between 0.25 and 0.4
imes sgan from the suppor.

Mo notches orhols 0 be cu i oo aer, ot than suppors uhere
the ater may be birdsmouthed 1.2 depthnot exceeding 033 e rafer

depth
18 Al ppevork incoporated nthe it heating system,thatis

material (min conductvty 0.045WImK)

19, All masonry work o comply wih BS 5626; P3.
Clay bricks to BS 3921, Engineering brick to BS 3921
ps

204 Precautions to be taken when Working in confined spaces. Refer to.
Confined Spaces Requlations 1997 And Safe work in confined spaces,
Approved Code of Practice, Regulations and Guidance. L 101

THE CONTRACTOR IS ADVISED OF THE FOLLOWING REGULATIONS
APPLICABLE.

21, New Roads and Street Works Act 1991

22. Construction Health Safety and Welfare Requlations 1996

23, Health & Safety (First Aid) Requlations 1981

24, Health and Safety (Young Persons) Regulations 1997

25 lonising Radiations Regulations 1999

26. Management of Health and Safety at Work Regulations 1999

21, Nase af Work Requlations 1989

2 Pipelines Safely Regulations 1996

24 Pressure Systems Safety Regulations 2000

40 Reporing of e Diseases and DangerousOcxurences Reaatons
1095

Requlations 1992 (as amended
2, Mortar wih 2 afety and Welfare) Requiations 1997
BS5628: Part3 Gudance

i
manufacter and where suaes ae present i the ground
2,

34 Managing Health and Safey in Consiruction. Aporoved Code of Praciice
2nd Guidance. HSG 224

34 Successiu heallh and safety management, HSG 65
HSG 170

membrane as folows:
here

necessay.
membranes beneath siab should link with vl dpc's
IRCASE

‘220mm) Min Going o Tapered reads of S0mm. 2000mm headioom to
saif measured along pich ine. ax pich of stair 42 degrees. Hancral
d

alow e passage of 100 dameter phere
24, Fves (i applcabe)

Fiues bocks o b insered o imerlaf of exteralwalnlocatons
shoun on plans. Flu inervith max, 45 degre (30 degree prefrted),
ofsetat base, becided n cement motar rout o comply with B 1181
1971, Alfloor and roa tmbers il b timmed d0mm e rom he outer
{ace o chinneys and fues

24, Chases:

than in
cavity wals, 13 of the thickness o he ecf,

Horizontal chases should not b deeper than 16 o the tickness of the
leaf of the vl

partcularly where holow Blocks are used

Brish Standards, Coes of Practice requirements. Al matrials o be
, appled or
‘specications. All material shall b suitable for theirpurpose. The
ractor the proper
the "Inspector” whether or

1o Local Authoriy for approval
26, The Buider i enely responsibe for all temporary works and for

21, Contractr tovis e prir
dimensions and familaies himself with the e conditions. Ths drasing
mustthen be checked and veriied by the contzctor pior o work
‘commencing on site. No Encroachment by the buiking over the

from
relevant bodies for any encroachment whatsoever f unavoidabe.
28, Trckle Ventlation

ol

et does the Pt wall Actsay i vian o b up against

or st the boundary ne?

If you plan to buld a party vel or party feacs woll oxiride the
boundery lne, you

must nform the Adpiieg O by servng a netioe

You must: i infon the Adjolning Owner by sarving a sotios I

:mhw-unﬂ,mmmmmm'ﬂ
The Act conicles so enforcement procedures for follare o sanve 0
nofica, Honewr, I yu stort work withat being firet giwe nolice
T ibe proper woy Adkleing Orssss may sock o shop our wark.
Sroach o court inlnction or eeek oibr egel redees.

How long n advance do | have to serve the notice?

Wihat happens afe | seve noice about buiding
astide he boundary ne?

renkrond concrete wnder your neghbour’s leed bont ek
whin

oprm
You may shrt sk ene mankh ofer yur solios wen servel.
What does the Act say if | want to excavate near

backy
Habiabl rooms - 5000m equivalnt area
Kichen, Uty room and battroom - 2500mn equivlent aea

If you plon bo excavote, or excevabe and conslruct foundations for
cﬂqu-m-namuum

buiding

another room orconsenvtor if background ventltion s provided with

newwindows , and Purge ventiation s provided comprisingof 1 ormore
operings withmintotlfloor area as folows:

Windows - inged orpvot window thetapens 30" ormoe, o the Height x
with ofthe apening par shouidbe teasth ofthe room floor area,
Fora hinged or pivot window that opening less than 30° opening part
‘should be at leastzhth of the room floor area.

h of

the room foor area,

feast 1
extemal window, the opering pas may be added 1 acheive t east
24th of the room fioor area.

Note: Background ventiation should be located at least 1700mm above
oot evel and eed ot be vithin the doo rame.

o sichre, whare St wrk wll o desper fen

IV

ARCHITECTURAL LTD

Mob : 07805560652
e-mail: timdesign@live.co.uk

NOTE THE CLIENT IS ADVISED TO READ THE
PARTY WALL ACT 1996 FULLY FOR EXAMPLES OF
NOTICES SERVED AND FOR FURTHER
INFORMATION WITH REGARDS TO THE ABOVE.

Approved Document P (ElecticalSaley)
Al Electrical Work to which the Requirements of Part P (Elecrtical Safety) apply,
will e designed, nsialle, inspecte and teted by aperson competent 1o do so
Pior o comp

Elctical Installaion crticte issued under a"Competent Perors” scheme has
been issued or Appropriate certiicates and forms defined in BS 7671(as

tested by a ‘competent person” A "competent erson” il have a sound

and inBS 7671, be flly

Client:  MRIAY CARR

equipmen,
NOTE: THE ELECTRICAL LAYOUT SHOWN IS FOR BUILDING REGULATIONS
‘SUBMISSION ONLY.

. 20 WORTHINGTON STREET, MOSTON,
Address: ) NCHESTER, Ma0 85

Project: PROPOSED DETATCHED GARAGE

BUILDING REGS: PROPOSED BIN

Dwg Tile: STORE DETAILS

Date: DECEMBER 2022 %fﬂ:f 1:50

Job No: 11.22.610 Dwg No: BRO2

“TOR MUST BE INFORMED OF ANY CHANGES TO THE
LAYOUT PRIOR TO WORKS COMMENCING AND WORKS TO BE CARRIED
OUT BY A COMPETENT PERSON AS DESCRIBED ABOVE.

'CONTRACTOR TO AGREE POSITION OF ELECTRICAL ITEMS AND

RADIATORS WITH CLIENT PRIOR T0 WORK COMVENCING

Thisdrawing i Produce forsubmissionto the Local Authorty for
Approvals nder the Building Regulations and Town and Country Planring
Acts orly and this drawing i the copyright o T.0.M ARCHITECTURAL LTD
and any reproduction in whole o pts sticty foridden. Alldimensions

Buiding olerance and

Drawn: DL Checked: DL

ustbe checked on ite prio to work commencing



AutoCAD SHX Text
TIMBER CLADDING

AutoCAD SHX Text
TIMBER CLADDING

AutoCAD SHX Text
TIMBER CLADDING

AutoCAD SHX Text
TIMBER CLADDING
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. FOUNDATIONS 225mm min thickness, strip foundations to project . Where new foundations arise in vicinity of old foundations, existing . All exposed timbers to be treated with a suitable preservative to . All new cavities to be closed with 9mm supalux, all new cavities to be . All new drains to be Hepworth supersleve and to be bedded and . Insulated D.p.c's inserted to all head, jambs and cills of new external . All disturbed surfaces to be made good. . All new rain water pipes to trapped gulleys. . 75 x 100mm wallplate to strapped to wall at 2m centres with 38 x 6mm . Opening lights to be min 1/20th total floor plan area. . All glazing to critical zones to be toughened or laminated to BS 6206. . Steelwork as noted on plan to comply with BS449, BS5950 & be . Facing brickwork/stonework to extend min 2 courses below ground . New concrete lintols over new openings to BS5977 Part 2 1986 . Stainless steel wall ties to be spaced at 750mm centres horizontally . Notches and holes to timber joists to be within the following limits. . All pipework incorporated in the water / heating system, that is . All masonry work to comply with BS 5628; P3. . Mortar: Selection of mortar used below dpc to be in accordance with . DPM below slab to BS 6515: when the membrane is located below . STAIRCASE Equal risers (Max rise 220mm) Equal risers (Min going . Flues (if applicable) . Chases:  . All workmanship and materials to comply with Building Regulations, . The Builder is entirely responsible for all temporary works and for . Contractor to visit site prior to commencement of work and check all 
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If you plan to build a party wall or party fence wall astride the boundary line, you must inform the Adjoining Owner by serving a notice.  You must also inform the Adjoining Owner by serving a notice if you plan to build a wall wholly on your own land but up against the boundary line.  The Act contains no enforcement procedures for failure to serve a notice. However, if you start work without having first given notice in the proper way, Adjoining Owners may seek to stop your work through a court injunction or seek other legal redress. At least one month before the planned starting date for building before the planned starting date for building the wall. The notice is only valid for a year, so do not serve it too long before you wish to start. If the Adjoining Owner agrees within 14 days to the building of a new wall astride the boundary line, the work (as agreed) may go ahead. The expense of building the wall may be shared between the owners where the benefits and use of that wall will be shared. The agreement must be in writing and should record details of the in writing and should record details of the and should record details of the location of the wall, the allocation of costs and any other agreed conditions. If the Adjoining Owner does not agree, in writing, within 14 days, to in writing, within 14 days, to within 14 days, to the proposed new wall astride the boundary line, you must build the wall wholly on your own land, and wholly at your own expense. However, you have a right to place necessary footings for the new wall under your neighbour's land  subject  to compensating for any damage caused by building the wall or laying the foundations. There is no right to place reinforced concrete under your neighbour's land without their express written consent. You may start work one month after your notice was served. If you plan to excavate, or excavate and construct foundations for a new building or structure, within 3 metres of a neighbouring owner's building or structure, where that work will go deeper than the neighbour's foundations; or excavate, or excavate for and construct foundations for a new building or structure, within 6 metres of a neighbouring owner's building or structure, where that work will cut a line drawn downwards at 45°from the bottom of the neighbour's foundations.  you must inform the Adjoining Owner or owners by serving a notice. "Adjoining Owners" may include your next-but-one neighbour if they have foundations within 6 metres. The notice must state state whether you propose to strengthen or safeguard the foundations of the building or structure belonging to the Adjoining Owner. Plans and sections showing the location and depth of the proposed excavation or foundation and the location of any proposed building also accompany the notice. The Act contains no enforcement procedures for failure to serve a notice. However, if you start work without having first given notice in the proper way, Adjoining Owners may seek to stop your work through a court injunction or seek other legal redress. © Crown copyright 2002. The Party Wall Act 1996

AutoCAD SHX Text
. The Contractor shall ensure that he and all visitors to site are fully aware of . Contractor to provide all necessary scaffolding with edge protection to . Contractor to investigate possible live or redundant services within the site . All persons entering site to have all necessary protective clothing and head . Cleaning of windows to be accessible from inside if they are unable to be . All necessary propping and support required for excavation of trenches, . Contractor to provide all necessary support to maintain stability of existing or . Danger of collaspe to trenches caused by heavy machinery, working above . Danger of persons falling into trenches. . Use of power tools and equipment. Refer to Provision and Use of Work . Avoid chasing of walls for Services. . Risk of working with glass. Risks of working at height and from falling . Risks of working with dust /cement/ - protective gear/breathing protection to . Precautions to be taken when lifting heavy materials /objects and beams . Covering of roofs. All work to be carried out with due regard to health and . Risk of overhead power cables within and around the site. . Installation and use of flamable materials. Refer to Fire Precautions . Access into and out of site - traffic management into and out of site. Refer . Precautions to be taken when Working in confined spaces. Refer to . New Roads and Street Works Act 1991 . Noise at Work Regulations 1989 . Pipelines Safety Regulations 1996 . Pressure Systems Safety Regulations 2000 . Reporting of Injuries Diseases and Dangerous Occurrences Regulations . Supply of Machinery (Safety) Regulations 1992 (as amended) . Workplace (Health, Safety and Welfare) Regulations 1992 . Managing Health and Safety in Construction. Approved Code of Practice . Successful health and safety management. HSG 65 
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