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FOUL WATER DESIGN

OUTFALL:

5106 AGREEMENTS NOT REQUIRED

MASTERPLAN DRAINAGE SURFACE WATER MAY BE CONNECTED TO
WATERCOURSE IN FUTURE, ALL GULLIES ON UPPER FLOORS
BESIDES ROOF SHOULD BE CONNECTED TO FOUL

FW PEAK FLOW RATE ESTIMATED AT 2.3 I/s BASED ON DISCHARGE
UNIT METHOD & ARCHITECT'S GROUND FLOOR LAYOUT. M&E
DESIGNER TO CONFIRM DISCHARGE UNIT LOADING

TO MASTERPLAN DRAINAGE WITHIN ADJACENT STREET
5106 AGREEMENT NOT REQUIRED

QBAR 3.3L/S
1IN1 28L/S
1IN 30 55L/S
1IN 1006.8 LIS

THE EXISTING SITE IS BROWFIELD SITE, 50% OF EXISTING RUN OF RATES WILL
BE TOO HIGH FOR MASTER DRAINAGE THEREFORE GREENFIELD RATES HAVE
BEEN CALCULATED BASED ON AREA 5300M?

MASTERPLAN SURFACE WATER DRAINAGE: EACH PLOT AREA IS ASSUMED TO
BE DEALT WITH ON SITE AND RELEASED TO THE CARRIER NETWORK AT
GREENFIELD RATE OR 5L/S WHICHEVER IS LARGER.

DRAINAGE SUBJECT TO PLANNING CONDITION APPROVAL.

RESIDUAL

HAZARDS THAT SHOULD BE OBVIOUS TO A COMPETENT CONTRACTOR HAVE NOT BEEN INDICATED ON THIS DRAWING.
SHOULD ANY ADDITIONAL HAZARDS BE IDENTIFIED, THE CONTRACTOR SHOULD NOTIFY ALL RELEVANT PROJECT TEAM MEMBERS.

HAZARD REGISTER

HAZARD
REF No.

ITEM
(FEATURE, ELEMENT OR ACTIVITY)

RESIDUAL HAZARD

DEEP EXCAVATION

DEEP EXCAVATIONS FOR FOUL DRAINAGE

PRACTICABLE SO AS TO PROVIDE A FLEXIBLE JOINT AS CLOSEAS A

POSSIBLE TO THE OUTSIDE FACE OF THE CONCRETE SURROUND
AND CONNECTED TO A LENGTH OF ROCKER PIPE.

20. ALL NEW CONNECTIONS INTO EXISTING MANHOLES (OR INTO
EXISTING SEWERS) TO BE 'SOFFITS LEVEL' UNLESS OTHERWISE
NOTED.

21. ALL PRIVATE DRAINAGE PIPES WITH A COVER OF LESS THAN 600mm
IN NON-TRAFFICKED AREAS AND LESS THAN 1200mm IN TRAFFICKED
AREAS TO BE BEDDED AND SURROUNDED IN CONCRETE (CLASS 2).
COMPRESSIBLE MATERIAL SHALL BE PROVIDED AT EVERY PIPE
JOINT. WHERE COVER EXCEEDS THIS DEPTH, PIPES ARE TYPICALLY
BEDDED AND SURROUNDED IN CLASS S. REFER TO PIPE EMBEDMENT
DETAILS DRAWING FOR SPECIFIC TYPES.

22. WHERE DRAINAGE PIPES ARE LESS THAN 300mm BELOW THE
UNDERSIDE OF THE GROUND FLOOR SLAB, CONCRETE ENCASEMENT
IS REQUIRED (CLASS Z). COMPRESSIBLE JOINTS ARE TO BE
PROVIDED AT EVERY PIPE JOINT WITHIN THE CONCRETE.

23. WHERE PIPES ARE MORE THAN 300mm BELOW THE UNDERSIDE OF
THE SLAB, CLASS S BEDDING IS ACCEPTABLE.

24. SULPHATE RESISTANT CEMENT (C20-DC2) AND PRECAST CONCRETE
PRODUCTS MUST BE USED OR A LABORATORY REPORT PROVIDED
TO PROVE THAT SUCH PRECAUTIONS ARE NOT REQUIRED.

25. WHERE FOUL SEWERS RUN ABOVE SURFACE SEWERS, CONCRETE
PROTECTION MAY BE REQUIRED AT CROSSOVERS TO PREVENT ANY
POTENTIAL CONTAMINATION.

26. ALL CONNECTIONS PASSING THROUGH BASES OR EDGE BEAMS TO
BE IN SEALED SLEEVES. ALTERNATIVELY CONNECTIONS MAY BE
CAST-IN WITH FLEXIBLE JOINTS NOT GREATER THAN 150MM FROM
FACE OF CONCRETE.

27. THE CHAMBER SIZE OF MANHOLES WITH MORE THAN ONE
CONNECTION MAY NEED TO BE INCREASED TO ACCOMMODATE THE
CONNECTIONS AND BENDS.

28. ALL MANHOLE COVERS IN BLOCK/SLAB AND EXTERNAL PAVING
AREAS TO HAVE RECESSED COVERS OF THE APPROPRIATE GRADE
TO ACCEPT ARCHITECT'S PAVING PROPOSAL.

29. ALL INTERNAL COVERS TO HAVE MECHANICALLY JOINTED CORNERS
AND DOUBLE SEALED WITH RECESSED TRAY TO ALLOW FOR
FINISHES.

30. UNLESS NOTED OTHERWISE IN THE MANHOLE SCHEDULE, ALL
MANHOLE, GULLY AND CHANNEL COVERS (IRONWORK) SHOULD BE
THE FOLLOWING SPECIFICATION:

B125 LOAD CLASS IN PEDESTRIAN AREAS
D400 LOAD CLASS IN VEHICULAR AREAS.

31. ALL PROPRIETARY PRODUCTS TO BE INSTALLED IN STRICT
ACCORDANCE WITH THE MANUFACTURERS REQUIREMENTS,
INSTRUCTIONS AND RECOMMENDATIONS.

32. FOUL GULLIES WITHIN GROUND FLOOR PARKING AREAS ARE FOR
GENERAL WASHDOWN ONLY. THE PROCEDURE FOR CONTAINMENT &
DISPOSAL OF LARGER SPILLS TO BE CONFIRMED AND INCLUDED IN
MAINTENANCE PLAN
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