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UoM Museum Alts

JRB AW 20221125 1:50

Kitchen alterations
Demolitions

- 7135 L (1-)01 01

WILSON MASON

WILSON MASON

Key Plan Ground Floor

Demolitions

Key: not in scope

(and above) section of serving counter to be removed. abuting wall and skirting to be locally replastered/repaired and
decorated to match existing. Tiled counter frontage will require new cut tiles and chrome bead to new corner. Assume
new rear open area will require a grade 316 brushed stainless clad sheet adhesive fixed to water resistant MDF. To be
site measured. Make allowance for new section of glass serving top section (2800mm long).
Floor to dimensioned area to be sanded, stained to match existing (samples required for approval) then 2 coats of flooring
varnish. Holes from previous counter fixings to be filled with colour matched wood filler.

(and above) existing kitchen fittings removed to provide space for new fit out as Alliance drawings. Existing floor finish,
coved skirting and its trims removed. Allow to remove existing levelling compound and apply new. All wall cladding
removed. Ceilings and perimeter trim removed. Doors and frames rubbed down ready for redecoration

(and above) existing tank removed as M&E info. Clothes hooks removed, wall filled flush. New 960mm widex2100mm high
opening created in solid wall with new fire rated lintels with min 100mm end bearing. Lintels and damaged walls primed
and plastered, feathered into existing. Walls, window reveals, doors, frames, timber skirtings, and plasterboard area of
ceiling prepared for redecoration.
existing floor finish, coved skirting and its trims in kitchen and corridor removed. Allow to remove existing levelling
compound and apply new. timber skirtings removed and walls filled flush ready for new coved vinyl. existing kitchen
fittings removed to provide space for new fit out as Alliance drawings. Existing fittings and tiling on rear wall removed. this
wall prepared for new pvc wall cladding

rooms including doors and frames prepared for redecoration

non original non historic counter non original non historic counter

non original non historic ceiling tiles, flooring,
wall cladding, kitchen fittings

non original non historic ceiling tiles, flooring,
wall wall tiling, kitchen fittings, tank

01 JRB non-original notes added- 20221212

Corridor into which the new door will open
may well be original, but is not presented as a
historic building element, unlikely to have
been plastered with historic materials, and
includes many modern finishes such as the
vinyl floor, metal ceiling and white painted
walls.
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