[l [l

1.5m High post & Panel boundary fence

1.5m High post & Panel boundary fence

Lawn

Lounge

Dining

Store

] Kitchen
Hall

1.5m High post & Panel boundary fence

Up

Exist. Ground Floor Plan

Up

-

i i =
L[] []
1.0x1.0x1.0m Eza:fnﬂ;o
Soakaway, of 5.0m
filled with awal from
) single sized fhe?ew []
stone. extension
450mm Dia.
PVC manhole
oy with class B Lawn []
cover & Frame
to BS EN 124.
Length of Length of
brickwork brickwork
. =600mm. =750mm. 0
RW Pipe & \ RW Pipe &
Gulley/ _ Gulley.
. f.240m 0.240m,
| 155m Wide
1 X Patio door Ll
X L 275mm X 225mm
J Thick X Thick
ockwork. ockwork.
K blockwork M blockwork
X
N 2.29m 2.30m
X
é 3
% X
] % X [l
% X
% X
K
& .
d R Family
Kl N
5 Room
% Bedroom
[J K ]
<
K
K
K
K
K
K
K
<
L 11K
- XX
Existing
window to be
blocked.
()]
Lounge c
=
(o)
Store Do
® D

] Kitchen
Hall

Proposed Ground Floor Plan

Bedroom

Store

Down

Bedroom

A

Store

R
%

W.C.

] -

Bathftoom

Exist. First Floor Plan

/" NOTES

1. Do not scale from this drawing.
prior to starting any works.

& Safety legislation.

0.28W/m2K.

insulation.

plasterboard & skim.

brickwork.

be at 300mm centres.
by DPC.
door & window openings.

150mm.

fire resistance.

roof to the walls.

on "Safe Gas Register".

open).

1500mm from the floor level.

2. The Contractor must check all dimensions on site
3. The Contractor must comply with all current Health

4. All new brickwork to match and bond into existing.
The proposed walls to achieve "U" value of

5. New external walls to be 300mm thick, consisting of
100mm thick thermolite or similar blocks to outer and
inner leaf , 100mm cavity with drytherm or similar

6. Brickwork to outer-leaf to DPC level only.
7. Internal face of inner leaf to have 12.5mm

8. All internal dimensions shown are brickwork to

9. Stainless steel double trinangular wall ties at 750mm
horizontal & 450mm vertical centres. Ties at reveals to

10. All new cavities to be suitably closed and protected
11. Catnic or similar lintols to be provided over the new
12. Minimum bearing to any beam or lintol to be

13. All exposed steelwork to be protected by 2 layers of
12.5mm plasterboard & skimmed to provide 30minutes

14. 6mm M.S. straps to span 3 joists to be used to fix the

15. All electrical work to be undertaken by a competent
person and a completion certificate must be produced to
the Local Authority Building Inspector.
16. All gas works to be undertaken by a trained person

17. All new heating appliances to be fitted with
independent thermostatic control valves.
18. New window assemblies to achieve "U" value of
1.8W/m2K and have argon gas filled cavities.
19. The window to new bedroom shall be 1.52m wide
x1.20m high, to match existing, (1/20th floor area to

20. safety glazing to be used where window cill height is
less than 800mm from the floor level, for doors less than

21. The proposed external drainage pipe below ground
shall be 100mm diameter of clay or plastic.
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