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PLANNING BOUNDARY

S278 BOUNDARY

PROPOSED 125 X 255mm PCC HALF BATTERED KERB,
125mm UPSTAND. REFER TO DETAIL K01

PROPOSED 125 x 150mm PCC BULNOSE KERB,
6mm/25mm UPSTAND. REFER TO DETAIL K02

PROPOSED 125 X 255mm PCC TRANSITION KERB, 25mm
TO 125mm UPSTAND.

PROPOSED 50 x 150mm PCC EDGING LAID FLUSH. REFER
TO DETAIL K03

PROPOSED BRICK WALL

P01 TARMAC ROAD (OCCASIONAL HEAVY VEHICLE USE)
ASSUMED 1msa

P02 TARMAC FOOTWAY (PEDESTRIAN WITH LIGHT
VEHICLE USE)

P03 TARMAC FOOTWAY (VEHICULAR CROSSOVER)

P04 FOOTWAY-RESURFACING- NEW SURFACE AND
BINDER

P05 TACTILE PAVING

HIGHWAY GULLY TO BE ADJUSTED

EXISTING UTILITY COVER TO BE ADJUSTEDIC
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GENERAL NOTES

1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL RELEVANT ARCHITECTS AND
ENGINEERS DRAWINGS AND SPECIFICATIONS.

2. DO NOT SCALE THIS DRAWING. ALL DETAILS AND DIMENSIONS ARE TO BE CHECKED BY
THE CONTRACTOR PRIOR TO COMMENCEMENT OF CONSTRUCTION. ANY DISCREPANCIES
TO BE REPORTED TO THE ENGINEER.

3. ALL DIMENSIONS ARE IN METRES UNLESS OTHERWISE NOTED.

4. ALL LEVELS IN mAOD UNLESS SPECIFIED OTHERWISE.

5. ALL ROAD MARKINGS AND SIGNAGE TO BE IN ACCORDANCE WITH 'THE TRAFFIC SIGNS
REGULATIONS AND GENERAL DIRECTIONS' MANUAL.

6. THE CONTRACTOR IS RESPONSIBLE FOR VERIFYING THE ACCURACY OF THE
TOPOGRAPHICAL SURVEY AND UNDERTAKING ADDITIONAL SURVEYS FOR VALIDATION
PURPOSES.

7. ALL WORKS TO BE AGREED AND APPROVED BY THE LOCAL AUTHORITY PRIOR TO
COMMENCING ON SITE.

8. ANY DAMAGE TO EXISTING HIGHWAY DURING CONSTRUCTION TO BE MADE GOOD BY
CONTRACTOR.

9. HIGHWAY BOUNDARY EXTENTS TO BE CONFIRMED BY MCC .

10. A ROAD SAFETY AUDITE WILL BE REQUIRED TO ASSESS THE PROPOSED WORKS.

11. ALL WORKS PROPOSED TO EXISTING HIGHWAY WILL BE SUBJECT TO A SECTION S278
AGREEMENT WITH MANCHESTER CITY COUNCIL AND NO WORKS SHALL START UNTIL
FULL TECHNICAL APPROVAL HAS BEEN GRANTED.

12. LEVELS PROVIDED AT KERB ARE CHANNEL LEVELS.

13. EXISTING CARRIAGEWAY LEVELS ARE TO REMAIN AS EXISTING AT NEW KERB POSITION.
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