
FINISHED
FOOTWAY LEVEL

K03 - FLUSH EDGING
KERB DETAIL
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200

50 x 150 EF
EDGING KERB

S278
BOUNDARY

CONCRETE FOUNDATION. TYPE ST1
TO CLAUSE 2602 TABLE 26/1

40mm THICK 20MM DBM BINDER
COURSE TO CLAUSE 906 (BC1)

150mm WET LEAN CONCRETE TYPE ST2
TO TABLE 10/1 CLAUSE 1001

P01 - TARMAC FOOTWAY
(VEHICULAR CROSSOVER)
TO MCC REQUIREMENTS

20mm AC 6 DENSE SURFACE
COURSE TO CLAUSE 1105 (SC1)

40mm THICK MORTAR BEDDING.
4:1 SAND/CEMENT MIX, 12 Hr
RETARDED

P03 - TACTILE PAVING
TO MCC REQUIREMENTS

450mm X 450mm X 75mm THICK
BUFF TASCTILE PAVERS

75mm TYPE 1 BLINDING LAYER

150mm WET LEAN CONCRETE TYPE ST2
TO TABLE 10/1 CLAUSE 1001

75mm TYPE 1 BLINDING LAYER

EXISTING CARRIAGEWAY

TIE-IN BETWEEN PROPOSED & EXISTING
CARRIAGEWAY

EXTENT OF FULL DEPTH OF
CARRIAGEWAY CONSTRUCTION

600mm
300mm

REINSTATEMENT OF
CARRIAGEWAY AT NEW KERBLINE

FOOTWAY

40mm SURFACE COURSE EXISTING
CARRIAGEWAY

300mm ST2
CONCRETE

SURFACE LAYER

BINDER LAYER

BASE LAYER

PRIVATE
DRIVEWAY

300

K01 - HALF BATTERED KERB -
IN ACCORDANCE WITH MANCHESTER CITY COUNCIL

STANDARD DETAIL K1

K02 - BULLNOSED DROP KERB DETAIL-
IN ACCORDANCE WITH MANCHESTER CITY

COUNCIL STANDARD DETAIL K2

FOOTWAY

275mm

70mm
MIN

150mm

70mm
MIN

150mm

125 x 150mm BULLNOSED KERB

125 UPSTAND

FOOTWAY

CARRIAGEWAY

FOOTWAY
CONSTRUCTION

CARRIAGEWAY
CONSTRUCTION

275mm

BACKING DIRECTLY ON FRESHLY LAID CONCRETE
FOUNDATION.  WHERE THIS CANNOT BE ACHIEVED,
12mmØ MILD STEEL DOWEL BARS MINIMUM LENGTH
100mm AT 900mm CENTRES

FOOTWAY
CONSTRUCTION

125 x 255mm HALF BATTER (HB1)
OR BULLNOSE (BN1) KERB

CARRIAGEWAY
CONSTRUCTION

CARRIAGEWAY
UPSTAND 100 -
125mm

BACKING DIRECTLY ON
FRESHLY LAID CONCRETE
FOUNDATION.  WHERE THIS
CANNOT BE ACHIEVED, 12mmØ
MILD STEEL DOWEL BARS
MINIMUM LENGTH 100mm AT
900mm CENTRES

40mm THICK 20MM DBM BINDER
COURSE TO CLAUSE 906 (BC1)

EXISTING SUBBASE BELOW
EXISTING SURFACE

P02 - FOOTWAY RESURFACING - NEW
SURFACE AND BINDER COURSE

20mm AC 6 DENSE SURFACE
COURSE TO CLAUSE 1105 (SC1)

CARRIAGEWAY

 FALL STEEPER ON
DRIVEWAYS REFER TO LEVEL

DRAWING

TO BE BACKFILLED WITH CLASS
6F TYPE 1 SUB-BASE MATERIAL

COMPACTED TO CLAUSE 802

EXISTING GROUND (SUB GRADE)

100mm

FOR EDGING
KERB DETAIL
SEE P05

FOR BULLNOSED KERB
DETAIL SEE K02 PRIVATE

BOUNDARY

TYPICAL SECTION THROUGH DRIVEWAY-CARRIDGEWAY TYPICAL SECTION THROUGH FOOTWAY-CARRIDGEWAY

1:40 FALL

FOR EDGING
KERB DETAIL
SEE K03

PRIVATE
BOUNDARY

 DETAIL SEE K01

TO BE BACKFILLED WITH CLASS
6F TYPE 1 SUB-BASE MATERIAL

COMPACTED TO CLAUSE 802

EXISTING GROUND (SUB GRADE)
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KERBING NOTES (TAKEN FROM MANCHESTER CITY
COUNCIL KERBING STANDARD DETAIL K2 A):
· CONCRETE BEDDING AND BACKING SHALL BE TYPE

ST1 TO CLAUSE 2606 TABLE 26/1.
· KERBS SHALL COMPLY WITH BS EN 1340.
· CEMENT SHALL BE ORDINARY PORTLAND CEMENT

TO BS EN 197-1.
· JOINTS TO KERBS SHALL BE POINTED WITH CLASS

(iii) MORTAR TO CLAUSE 2404
· IN THE CASE OF NEW CARRIAGEWAY

CONSTRUCTION, THE SUB-BASE LAYER IS EXTENDED
100mm BEYOND THE BACK OF KERB FOUNDATION
THE CONTRACTOR SHALL ALLOW FOR FILLING IN
BETWEEN THE ROAD SUB-BASE LAYER AND THE
FOOTWAY FORMATION WITH SUB-BASE MATERIAL IN
THE RATE FOR KERBING.

· REINSTATEMENT OF CARRIAGEWAY CHANNELS WILL
BE MEASURED SEPARATELY.

· KERBS LAID IN EXISTING CARRIAGEWAY FORMATION
- RATE TO INCLUDE INFILL OF OVERBREAK IN FRONT
OF KERB WITH CONCRETE TYPE ST1 TO BINDER
COURSE FINISH LEVEL.

· FOUNDATION DETAIL FOR TAPER KERBS WILL BE AS
FOUNDATION FOR 125 X 150mm AND 125 X 225mm
KERBS.

· KERB UPSTAND TO BE i) 0-6mm PEDESTRIAN
CYCLEWAY CROSSINGS, ii) 25mm VEHICULAR
CROSSINGS.

GENERAL NOTES

1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL RELEVANT
ARCHITECTS AND ENGINEERS DRAWINGS AND SPECIFICATIONS.

2. DO NOT SCALE THIS DRAWING. ALL DETAILS AND DIMENSIONS ARE TO
BE CHECKED BY THE CONTRACTOR PRIOR TO COMMENCEMENT OF
CONSTRUCTION. ANY DISCREPANCIES TO BE REPORTED TO THE
ENGINEER.

3. ALL DIMENSIONS ARE IN METRES UNLESS OTHERWISE NOTED.

4. ALL LEVELS IN mAOD UNLESS SPECIFIED OTHERWISE.

5. ALL ROAD MARKINGS AND SIGNAGE TO BE IN ACCORDANCE WITH 'THE
TRAFFIC SIGNS REGULATIONS AND GENERAL DIRECTIONS' MANUAL.

6. THE CONTRACTOR IS RESPONSIBLE FOR VERIFYING THE ACCURACY
OF THE TOPOGRAPHICAL SURVEY AND UNDERTAKING ADDITIONAL
SURVEYS FOR VALIDATION PURPOSES.

7. ALL WORKS TO BE AGREED AND APPROVED BY THE LOCAL
AUTHORITY PRIOR TO COMMENCING ON SITE.

8. ANY DAMAGE TO EXISTING HIGHWAY DURING CONSTRUCTION TO BE
MADE GOOD BY CONTRACTOR.

9. HIGHWAY BOUNDARY EXTENTS TO BE CONFIRMED BY MCC .

10. A ROAD SAFETY AUDITE WILL BE REQUIRED TO ASSESS THE
PROPOSED WORKS.

11. ALL WORKS PROPOSED TO EXISTING HIGHWAY WILL BE SUBJECT TO
A SECTION S278 AGREEMENT WITH MANCHESTER CITY COUNCIL AND
NO WORKS SHALL START UNTIL FULL TECHNICAL APPROVAL HAS
BEEN GRANTED.

12. LEVELS PROVIDED AT KERB ARE CHANNEL LEVELS.

13. EXISTING CARRIAGEWAY LEVELS ARE TO REMAIN AS EXISTING AT
NEW KERB POSITION.
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