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1.0 SITE DESCRIPTION 
1.1 SITE ADDRESS 

Hall Lane, 
Wythenshawe,  
Manchester 
M23 1JA 
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2.0 DESIGN PROPOSALS 
2.1 OVERALL DESIGN 

Seven Architecture have been appointed to act as Conservation Architects to Baguley Hall for emergency repair works to the 
building fabric. With this there will also be a provision of drawings based on architecturally conserving and securing the 

heritage asset.  
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3.0 DESIGN STANDARDS 
 

3.1 The development as a minimum is to be designed and constructed in compliance with and to conform to the 

following: 

a. Any planning and listed building consents for the building.  

b. Any drawings that have been produced in accordance with Building Regulations approval.  

c. Where reference in this specification is made to compliance with the Building Regulations, it shall be construed to 

mean compliance with this sub-clause. 

d. The requirements of the Local Authority, Utility Supply Companies and of competent organisations reporting to the 

Local Authority, including the Fire Officer requirements. 

e. British Standards Specifications and Codes of Practice. 

f. Any relevant Acts, Statutory Instruments and Mandatory Guidelines. 

g. Joint Code of Practice ‘Fire Prevention on Construction Sites’ published by the Building Employers Federation and 
the Loss Prevention Council. 

h. All Health and Safety Regulations including CDM 2015 Regulations and any subsequent amendments. 

i. Equality Act 2010 Legislation and all subsequent amendments. 

 

Note:  Where reference is made to material specification ‘Unacceptable’ or ‘Deleterious’ materials will not be accepted, 

meaning any material, which by its nature or application contravenes any British Standard or British Code of Practice or E.U 

equivalent current at the date of incorporation in the works, and/or any material which is not in accordance with good building 
practice and/or which is generally known to be deleterious at the time of use. 

 



 

            Seven Architecture 

 

 

20711 | BAGULEY HALL | HISTORIC ENGLAND | SPECIFICATION | REV A 8 

 

 

4.0 EXTERNAL SPECIFICATION 
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4.1 ACCESS SCAFFOLDING         

4.1.1 DESIGN 

4.1.1.1 The design of all scaffolding will be the responsibility of the Contractor and is to be in accordance with the 

recommendations of BS 5973 : 1990 "Code of Practice for access and Working Scaffold and special 

scaffold staircases in Steel" or as updated. 

 

4.1.1.2 Compliance with the various Acts and regulations listed in BS 5973 is the responsibility of the Contractor. 

 

4.1.1.3 Compliance with all aspects of Health and Safety during erection, using and dismantling is the responsibility of 

the Contractor. 

 

4.1.1.4 The design of the scaffold is to take account of the requirements of all trades which will require access, use as 

a working platform or storage.  No claims will be entertained for additional scaffold or for amending scaffold 

already erected to suit the requirements of trades contained within the specification. 

 

4.1.1.5 The design of the scaffolding will take into account the structural requirements of Oscar Faber and the possible 

requirements for facade restraint. 

 

4.1.2 PROPOSALS 

4.1.2.1 The Contractor is to submit his proposals for the scaffold on or before the date for possession and not less than 

7 days before commencement of the scaffold. 

 

4.1.2.2 The Contractors proposals are to include clear drawings and structural calculations in duplicate sufficient to 

prove the stability of the proposed temporary structures in accordance with BS 5973 : 1990. Drawings will 

be provided to the CA. 

 

4.1.2.3 These drawings will clearly indicate positions where any scaffold is to be tied back to the fabric of the 

building. 

 

4.1.2.4 No scaffolding shall be commenced on site until the Contractors proposals have been submitted and agreed 

with the Architect.  Agreement of the Contractors proposals does not relieve the Contractor of his 

responsibilities to ensure full compliance of all requirements. 
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4.1.3 PROGRAMME 

4.1.3.1 Prior to commencement of any scaffolding the Contractor shall submit a programme indicating the 

commencement date, and completion date. 

 

4.1.3.2 Prior to striking the scaffold the contractor will submit a programme indicating the period for dismantling for 

each area of scaffolding. 

 

4.1.3.3 Scaffold is required for inspection purposes prior to confirmation of scope of the work and the Contractor is to 

indicate this period on his programme and ensure that his proposals are submitted early enough to ensure that 

this period is not compromised. 

 

4.1.3.4 The programme is to take account of all the requirements of the sub-contractors who require the use of the 

scaffold. 

 

4.1.4 ERECTION REQUIREMENTS 

4.1.4.1 All scaffold tubing and fittings are to be galvanised and in good condition and free from corrosion.  Rusty 

components will not be accepted. 

 

4.1.4.2 No steel component (including capped tubes) is to be in contact with the fabric of the building except where 

specific approval has been given. 

 

4.1.4.3 Where it is necessary to brace the scaffold from the masonry then timber packing of a minimum thickness of 

20mm is to be placed between the scaffolding and the masonry. 

 

4.1.4.4 No scaffolding shall rest on any roof coverings unless agreed in writing prior to commencement. 

 

4.1.4.5 The ends of ALL scaffold tubes are to be protected with plastic caps which are to be fitted prior to delivery to 

site.  Where it is necessary to cut scaffold tubes during erection the end is to be re-capped immediately. 
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4.1.4.6 Scaffold tubes are not to encroach within 200mm of the surface of the building except where required for 

support or stabilising.  This is to prevent accidental damage to the fabric by minor movement of the scaffold. 

 

4.1.4.7 Where it is necessary to brace scaffold through window or door openings the existing finishes are to be 

protected with 20mm thick timber packers both internally and externally.  The opening is to be boarded up 

with access only for the scaffold tubes. 

 

4.1.5 SUPERVISION 

4.1.5.1 The Contractor is to exercise particular care in supervising the erection and dismantling of the scaffold to 

ensure that no damage occurs to the fabric of the building. 

 

4.1.5.2 It should be noted that in many instances damage to the historic fabric cannot easily be rectified.  Any 

damage due to the scaffold use, erection or dismantling will be rectified at the Contractors expense. 

 

4.1.5.3 Any area of scaffold not complying with items 04.01 to 04.07 above will not be used for any purpose. 

 

4.1.6 SECURITY 

4.1.6.1 All external scaffolding shall be designed and erected so as to prevent unauthorised access by sheeting 

(whether ply or steel) to a minimum height of 2.4 metres. 

 

4.1.6.2 Access to the scaffold is to be via a single point of entry and a lockable door through the barrier described 

above. The single point of entry is to be protected by CCTV with a video recorder and tapes retained for 14 

days. 

 

4.1.6.3 Ladders to the lower lifts are to be removed at night. 

 

4.1.6.4 Any areas which may be accessible from adjoining structures, roofs, etc are to be similarly protected by 

boarding or by other approved means. 

 

4.1.6.5 Adequate measures must be taken to prevent unauthorised access from the canal and other rear elevations. 
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4.1.7 PROTECTION 

4.1.7.1 The covering to pavements is to be double boarded with Visqueen. 

 

4.1.7.2 The contractor is to satisfy all the requirements of the Local Authority and Highways department. 

 

4.1.7.3 All surfaces at ground level are to be suitably protected to prevent the scaffold damaging existing external 

finishes. 

 

4.1.7.4 Where internal scaffold is to be erected full protection will be required under all scaffolding except with prior 

written consent. 

 

4.1.7.5 Ensure any architectural features or areas prone to damage are suitably protected. 

 

4.1.7.6 Where protection measures are considered inadequate the Contractor will provide additional protection as 

directed by the Architect at the Contractors own expense. 

 

4.1.7.7 All entrance doors, fire exits etc are to be kept clear of obstructions and are to be lined at the top and both 

sides to protect the public/building users. 

 

4.1.7.8 All scaffolding at ground floor level is to be boxed in to a height of 2400mm min and decorated to a scheme 

approved by the Architect. 

 

4.1.8 DISMANTLING 

 

4.1.8.1 Ensure all necessary care is taken to ensure that no damage occurs to the fabric of the building. 

 

4.1.8.2 Scaffold tubes should be carefully lowered to ground level and not thrown or dropped. 

 

4.1.8.3 No dismantled components shall be left on site outside working hours. 

 

4.1.9 CERTIFICATES 
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4.1.9.1 Copies of all handover certificates issued by the scaffolding sub-contractor shall be forwarded to the Architect 

upon receipt by the Main Contractor. 

 

4.1.9.2 Copies of all test certificates for hoists shall be forwarded to the Architect on receipt by the Main Contractor. 

 

4.1.9.3 No scaffolding shall be used unless handover certificates and test certificates have been issued. 

  



 

            Seven Architecture 

 

 

20711 | BAGULEY HALL | HISTORIC ENGLAND | SPECIFICATION | REV A 14 

 

 

4.2 DEMOLITION 

4.2.1 GENERAL REQUIREMENTS  

4.2.2.1 Scope: Before starting deconstruction/ demolition work, examine available information, and carry out a survey 

of:  

- the structure or structures to be deconstructed/ demolished, - the site on which the structure or structures stand, 

and - the surrounding area.  

4.2.2.2 Report and method statements: Submit, describing: - Form, condition and details of the structure or structures, 

the site, and the surrounding area.  

4.2.2.3 Type, location and condition of features of historical, archaeological, geological or ecological importance. - 

Type, location and condition of adjoining or surrounding premises that might be adversely affected by removal 

of the structure or structures, or by noise, vibration and/ or dust generated during deconstruction/ demolition.  

4.2.2.4 Identity and location of services above and below ground, including those required for the Contractor's use, 

and arrangements for their disconnection and removal.  

4.2.2.5 Form and location of flammable, toxic or hazardous materials, including lead-based paint, and proposed 

methods for their removal and disposal.  

4.2.2.6 Form and location of materials identified for reuse or recycling, and proposed methods for removal and 

temporary storage.  

4.2.2.7 Proposed programme of work, including sequence and methods of deconstruction/ demolition. - Details of 

specific pre-weakening required.  

4.2.2.8 Arrangements for protection of personnel and the general public, including exclusion of unauthorized persons. 

- Arrangements for control of site transport and traffic.  

 

4.2.2 EXTENT OF DECONSTRUCTION/ DEMOLITION  

The extend of the demolition works are outlined on the drawings. 

4.2.3 GROUNDWORKS   

4.2.3.1 Old foundations, slabs and the like should be broken out in locations and to the extents stated on the drawings. 

4.2.3.2 Contaminated material should be removed, and carry out remediation required by the Enforcing Authority.  
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4.2.4 BENCH MARKS 

Notice should be given if any unrecorded bench marks and other survey information is found. Do not remove 

marks or destroy the fabric on which they are found.  

4.2.5 FEATURES TO BE RETAINED  

Existing Building and Historic Fabric is to retained in its entirety unless specified by the Architect.  

4.2.6 SERVICES AFFECTED BY DECONSTRUCTION 

Work carried out to or affecting new and/ or existing services. Carry out in accordance with the bylaws and/ 

or regulations of the relevant Statutory Authority.  

 

4.2.6.1 LOCATION OF SERVICES  

Services affected by deconstruction/ demolition work: Locate and mark positions. 

Mains services marking: Arrange with the appropriate authorities for services to be located and marked. - 

Marking standard: In accordance with National Joint Utilities Group 'Guidelines on the positioning and colour 

coding of underground utilities' apparatus'.  

 

4.2.6.2 SERVICES DISCONNECTION ARRANGED BY CONTRACTOR  

Arrange with the appropriate authorities for disconnection of services and removal of fittings and equipment 

owned by those authorities prior to starting deconstruction/ demolition.  

 

4.2.6.3 DISCONNECTION OF DRAINS 

Disconnect and seal disused foul and surface water drains. 

 

4.2.6.4 LIVE FOUL AND SURFACE WATER DRAINS 

a) Drains and associated manholes, inspection chambers, gullies, vent pipes and fittings should be protected. 

Normal flow during deconstruction/ demolition should be maintained. 
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b) Make good any damage arising from deconstruction/ demolition work. Leave clean and in working order at 

completion of deconstruction/ demolition work.  

 

4.2.7 SERVICES TO BE RETAINED 

Give notice, and notify relevant service authorities and/ or owner/ occupier regarding damage arising from 

deconstruction/ demolition.  

Repairs to services should be completed as directed, and to the satisfaction of the service authority or owner.  

 

4.2.8 WORKMANSHIP  

4.2.8.1 Demolish structures in accordance with BS 6187. Operatives should be appropriately skilled and experienced 

for the type of work. Holding, or in training to obtain, relevant CITB Certificates of Competence.  

 

4.2.8.2 Site staff responsible for supervision and control of work. Experienced in the assessment of risks involved and 

methods of deconstruction/ demolition to be used.  

 

4.2.9 GAS OR VAPOUR RISKS  

Precautions should be taken to prevent fire and/ or explosion caused by gas and/ or vapour from tanks, pipes, 

etc.  

 

4.2.10 DUST CONTROL 

Reduce airborne dust by periodically spraying deconstruction/ demolition works with an appropriate wetting 

agent. Keep public roadways and footpaths clear of mud and debris.  

 

4.2.11  HEALTH HAZARDS  

Protect site operatives and general public from hazards associated with vibration, dangerous fumes and dust 

arising during the course of the Works.   
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4.2.12 ADJOINING PROPERTY  

Temporary support and protection should be provided. Maintain and alter, as necessary, as work proceeds. 

Do not leave unnecessary or unstable projections.  Report defects immediately on discovery. 

Damage should be minimised and repaired promptly to ensure safety, stability, weather protection and security. 

 

4.2.13 DANGEROUS OPENINGS  

(a) Provide guarding at all times, including outside of working hours. Illuminate during hours of darkness. 

(b) Prevent access by unauthorized persons.  

 

4.2.14 ASBESTOS-CONTAINING MATERIALS – UNKNOWN OCCURRENCES  

Give notice immediately of suspected asbestos-containing materials when discovered during deconstruction/ 

demolition work. Avoid disturbing such materials and submit statutory risk assessments and details of proposed 

methods for safe removal.  

 

4.2.15 UNFORESEEN HAZARDS  

Give notice immediately when hazards such as unrecorded voids, tanks, chemicals, are discovered during 

deconstruction/ demolition. Submit details of proposed methods for filling, removal, etc.  

 

4.2.16 SITE SURFACE AT COMPLETION  

Levels: Grade the site to follow the levels of adjacent areas.  

 

4.2.17 CONTRACTOR'S PROPERTY  

Components and materials arising from the deconstruction/ demolition work: Property of the Contractor except 

where otherwise provided.  

Action: Remove from site as work proceeds where not to be reused or recycled for site use.  
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4.2.18 RECYCLED MATERIALS  

Materials arising from deconstruction/ demolition work can be recycled or reused elsewhere in the project, 

subject to compliance with the appropriate specification and in accordance with any site waste management 

plan. 
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4.3 BRICK REPAIRS 

4.3.1 BRICK 

 

4.3.1.1 Walls to be rebuilt should be done to match the historic laying pattern with reclaimed bricks in storage or from 

dismantling of existing wall to be reused building by building.   

 

4.3.1.2 New bricks shall be sound second hand bricks selected to match existing in size, texture and colour. Samples 

shall be provided by the Contractor for approval and no work shall commence on the repairs until the sample 

has been approved in writing. 

 

4.3.2.2 Any bricks that have reduced structural integrity due to spauling to be replaced with reclaimed bricks from site 

or bricks of a matching type as outlined above. Bricks to be replaced to be agreed and identified on site 

following the erection of scaffold access.  

 

4.3.2 LINTELS 

Segmented arched lintels to be reinstated using existing reclaimed bricks where possible. Replacement segmented arched 

lintels to match existing brick types, dimensions, composition and strength.  

 

4.3.3 DPC 

Where new walls are being built a new DPC is to be installed. Proposals for DPC should be submitted to the Architect for 

approval.  

 

4.3.4 WATER 

Water for the works shall be clean and fresh without pollutants.  Where existing water supply is available within the building 

this may only be used with the Employers permission.  In other cases a lockable standpipe is to be erected to 

the approval of the Local Water Authority. 

 

4.3.5 MORTAR 

Shall be lime mortar in accordance with specification. 

 

4.3.6 INSPECTION 
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4.3.6.1 The Contractor should note that the tender documentation has been prepared based on visual inspection from 

ground level or from easily accessible parts, without the benefit of access scaffold.  Further inspection will be 

required on completion of the access scaffold and the Contractor is allowed a period of 1 week for inspection 

and confirmation of the scope of the work in his programme. 

 

4.3.8.2 The Contractor is encouraged to be represented during the inspection in order that he may contribute to any 

discussion regarding alternative methods of repair. 

 

4.3.7 NOTICE 

The Contractor is to give 48 hours notice to the Architect of the completion of the access scaffold to each area. 

 

4.3.8 CONFIRMTION 

Confirmation of the scope of the work will be the issue of revised drawings and confirmed by an Architects Instruction 

following completion of the inspection from the access scaffold. 

 

4.3.9 SCAFFOLD 

The Contractor shall ensure that all access scaffold is complete and in accordance with the specification and that handover 

certificates have been issued before inviting inspection.  Inspection will not be carried out if the scaffold is not 

in accordance with the specification. 

 

4.3.10 PROGRAMME 

The Contractor shall provide a programme of work based on the tender drawings before commencement of work on site.  

This programme shall indicate separately the erection sequence for access scaffold, inspection period, order 

period and works on site for each area of work.  

 

4.3.11 PROTECTION, STORAGE, CLEANING  

 

4.3.11.1 Protection of Work Area 
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Where large areas of masonry repairs are to be undertaken the scaffold is to be fully protected using a translucent non 

combustible sheet such as Monaflex fixed to the outside of the scaffold. 

 

4.3.13.1 Protection of the Fabric 

 

(a) Any existing windows are to be protected with ply or particle board, in the areas adjacent to any area of 

work.  Other features identified on the drawings are to be protected from damage. 

(b) Where scaffold is erected internally or where scaffolding penetrates through into the building internal fittings 

shall be adequately protected. 

 

4.3.14 STORAGE 

Bricks should be stored in stacks on battens protected from moisture and freezing.  Adequate care is to be taken to ensure 

that no damage occurs to the bricks during storage or handling. 

 

4.3.15 STORAGE ON SCAFFOLDING 

Only bricks for immediate use shall be stored on the scaffold. 

 

4.3.16 PROTECTION OF FINISHED WORK 

Protect all work from the weather and to ensure satisfactory curing of the mortar.  Protection is to be maintained until 

completion of all work in that vicinity. 

 

4.3.17 CLEANING OF WORK 

 

4.3.17.1 Keep facework clean and free from staining at all times. 

 

4.3.17.2  Clean off and rub down all brickwork as scaffold is taken down. 

 

4.3.17.3  If acid is used for cleaning down fully protect all windows and other areas liable to damage (e.g. paintwork 

etc.) 
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4.3.18 CUTTING OUT OF DEFECTIVE BRICKWORK 

 

The areas to be cut out shall be marked on site and approved/confirmed by the Architect prior to commencement of cutting 

out. 

 

4.3.18.1 The brickwork shall be carefully cut out with chisels taking extreme care not to damage the arises of adjoining 

brickwork which may be being retained. 

 

4.3.18.2 Any damage to adjoining areas will be made good at the contractors expense. 

 

4.3.18.3 The area is to be cleared of any mortar, debris etc and any defect in the backing masonry is to be reported to 

the Architect. 

 

4.3.18.4 Where large areas of brick are to be removed the opening is to be propped with timber props ensuring that 

no damage is caused to adjoining brickwork. 

 

4.3.19 INSERTING NEW BRICKWORK 

 

4.3.19.1 The recess is to be thoroughly cleaned out and the adjoining brickwork is to be moistened to prevent the 

mortar "snatching". 

 

4.3.19.2 New bricks are to be bedded on a bed of mortar. The mortar is to be prepared as described in this 

specification. 

 

4.3.19.3 New brickwork is to be installed flush with the face of the building and ensuring that the bed joints and 

perpend joints are maintained consistent with the existing bricks. 

 

4.3.19.4 The mortar is to be kept back 25mm from the face to facilitate later pointing. 

 

4.3.19.5 Where brickwork is being inserted into worn areas of brickwork the new brick is to be set such that the face is 

in the line of the original face of the brickwork. 
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4.3.19.6 Where individual bricks are being replaced ties are not necessary. 

 

4.3.19.7 Where larger areas of brickwork are to be removed then ties will be required to be located at centres as 

follows: 

 

a) 900 mm centres horizontally and 450mm centres vertically with rows staggered. 

 

b) 225 centres vertically within 300mm of any opening. 

 

c) At closer centres if specified by the Structural Engineer or indicated on the drawings.  
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4.4 HOT LIME MORTAR 

4.4.1 MATERIALS 

  
 Existing walls should be repointed in a Hot Lime mortar mix. Any cementitious mortar should be carefully 

removed using hand tools. No mechanical tools should be used for the removal of cement based mortars.  

4.4.2  PRODUCT 

 

POINTING TO MASONRY WALLS TO USE FOLLOWING MORTAR SPECIFIACTION:- 

 

Hot Lime mortar mix 1:3 quick lime/sand (Womersley’s or similar approved) and well graded sand aggregates from 2.5mm 

down to 75 microns. 

    

Suppliers to be consulted for variations in aggregates to achieve required distribution and colour. Mixing and usage to be 

strictly in accordance with suppliers recommendations. 

 

4.4.2.1  MATERIALS  

Lime mortar mixes may be obtained from (or other approved suppliers):   

  

a)   Wormersley Associates   

     Walkley Lane 

 Heckmondwike   

 WF16 0PG   

 Tel : 01924 400651   

 

b)   Eden Hot Lime Mortar  

     Edenholme 

 Great Musgrave  
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 Kirkby Stephen 

 Cumbria 

 CA17 4DP   

 Tel : 01768 341291 

 

c) Lincolnshire Lime   

     Northfield Lane 

 Dam Lane  

 Thornton Curtis 

 North Lincolnshire 

 DN39 6XN   

 Tel : 01469 531227 

 

4.4.1.1 FINE AGGREGATES 

 

 All sand shall be to B.S. 1200, non staining clean sharp coarse sand.  Sand shall be selected so that when the 

mortar has dried out the colour will match the colour and texture of the original mortar, unless instructed 

otherwise in writing by the Architect. 

 

 For work requiring very fine joints in the masonry sand grain size may impede filling the joints.  In these instances 

fine stone dust or brick dust should replace the sand as the fine aggregate. 

 

 Stone dust shall be selected to match the colour of the stone and graded by sieve to ensure grain size is small 

enough to allow proper filling of the joints.  Samples of stone dust shall be provided to the Architect for comment 

prior to ordering of materials. 

 

4.4.1.2 TESTING 

  

 Existing lime mortar composition to be tested and sample panel prepared for approval. 
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4.4.2 WEATHER AND PROTECTION 

 

4.4.2.1 COLD WEATHER WORKING 

 

 No work involving the preparation of mortar or the laying of stonework shall be undertaken when the 

temperature is 5 degree centigrade falling or below 4 degrees centigrade when the temperature is rising. 

 

4.4.2.2 PROTECTION 

 

 All work is to be protected from the frost and rain with hessian sheets for a minimum of 7 days or until the mortar 

has cured if longer. 

 

 In warm weather the work is to be similarly protected with hessian sheets which should be kept moist at all times 

to avoid curing occurring too quickly. 

 

4.4.2.3 DAMAGE DUE TO WEATHER 

 

 Any work affected by the weather is to be cut out and replaced at the Contractor's expense. 

 

 

 

   



 

            Seven Architecture 

 

 

20711 | BAGULEY HALL | HISTORIC ENGLAND | SPECIFICATION | REV A 27 

 

 

4.5 POINTING OF BRICKWORK 

4.5.1 GENERAL 

4.5.1.1 Contractor's attention is drawn to the fact that in some cases the joints between bricks are 

extremely fine and will demand a great deal of care and attention on site to the preparation, 

filling and pointing. 

 

4.5.1.2 Pointing should commence from the top of the building and work down. 

 

4.5.2 SAMPLE PANELS 

4.5.2.1 The tenderer is to allow for carrying out three test panels each approximately 1 metre square under the direction 

of the Architect, using the methods described below.  Work to the rest of the brickwork should not commence 

until the test panel has been approved by the Architect.  The location of the test panels is to be agreed with the 

Architect prior to commencement. 

4.5.2.2 Tenderer is to allow for several sample mixes using different coloured fine aggregate to obtain a satisfactory 

colour for the pointing. 

 

4.5.3 PREPARATION 

4.5.3.1 All joints are to be raked out to a depth of 25mm using a fine toothed saw blade or hooked knife.  Extreme care 

is to be taken to avoid damage to the arris of the brick.  Under no circumstances shall chisel and bolsters be 

used. 

4.5.3.2 Under no circumstances will the use of mechanical tools be permitted (disc cutters etc.) 

4.5.3.3 Joints are to be flushed out using clean water until the water runs clear. Where very fine joints are encountered 

a large hypodermic syringe shall be used to flush the joints. 

4.5.4 FILLING AND POINTING  

4.5.4.1 Mortar is to be as specified on the drawing and in accordance with the Mortar specification. 
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4.5.4.2 The mortar is to be introduced into damp joints and compressed with a purpose made pointing iron/key of 

approximately 30mm diameter giving a shallow "bucket handle" joint unless agreed with Architect.  Mortar is 

to be thoroughly compacted into the joints. 

4.5.4.3 Care is to be taken to eliminate lines of mortar occurring on joint intersections, mortar should flow visually from 

perpend to bed joints. 
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4.6 RAINWATER GOODS 

 
4.6.1 SYSTEM PERFORMANCE 
 
 Drainage design should be in accordance with BS EN 12056-3, clauses 3–7, Annex A and National Annexes. 

- To BS EN 12056-5, clauses 3, 4, 6 and 11. 
 Proposals should be submitted to the Architect for approval but should follow historic drainage routes where 

possible. Items for approval should include drawings, technical information, calculations and manufacturers' 
literature.  

 
4.7.2 COLLECTION AND DISTRIBUTION OF RAINWATER  
 
 Drainage should be installed as per the manufacturer’s recommendations. It should be well fitted to the building 

and safely and adequately discharge of rainwater off the roof of the building. 
 
4.7.3 CAST IRON GUTTERS  
 
 Manufacturer:  
 Alumasc Water Management Solutions or equally approved  
 Web: www.alumascwms.co.uk.  
 Email: info@alumascwms.co.uk. 
 Product reference: Apex Heritage OG50 127 mm Cast Iron Ogee gutter  
 Fittings: 
 Union clips: OG50/UC.  
 Stop ends: OG50/SE/LE left hand external stop end and OG50/SE/RE right hand external stop end.  
 Running outlets: OG50/RO/30 single socket running outlet, 4 inch diameter. 
 Angles: OG50/EA/9 single socket 90° external angle. 
 Brackets/ Rafter arms: Fascia brackets.  
 
4.7.4 CAST IRON GUTTERS  
 
 Manufacturer:  
 Alumasc Water Management Solutions or equally approved 
 Web: www.alumascwms.co.uk.  
 Email: info@alumascwms.co.uk. 
 Product reference: Hoppers made to order  
 Fittings: As per manufacturers recommendaitons 
 Union clips: OG50/UC.   
 Running outlets: OG50/RO/30 single socket running outlet, 4 inch diameter. 
 Angles: OG50/EA/9 single socket 90° external angle. 
 Brackets/ Rafter arms: Fascia brackets.  
 
 
4.7.4 CAST IRON PIPEWORK - SPIGOT AND SOCKET  
 
 Manufacturer: Alumasc Water Management Solutions. 
 Web: www.alumascwms.co.uk. 
 Email: info@alumascwms.co.uk.  

mailto:info@alumascwms.co.uk
mailto:info@alumascwms.co.uk
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 Product reference: Apex Heritage 4 inch cast iron socketed round pipework  
 System colour/ Finish: TBC 
 Pipes: P30/6FT, length 1830 mm, with ears.  
 Fittings:  
 Bends: P30/B/92, 92.5° bend, without ears. 
 Branches: P30/BR/92 , 92.5° branch, without ears.  
 Access pipe: Not required. - Offset (112.5°, one piece): P30/OF/03, 76 mm offset, without ears. 
 Shoe: Not required. - Rainwater head: Not required. - Holderbatts and earbelts: Contractor's choice.  
 
4.7.5 PREPARATION  
 
 Below ground drainage should be completed before commencing any above ground drainage works. 

Alternatively, provisions should be made for the temporary dispersal of rainwater without damage or 
disfigurement of the building fabric and surroundings. 

 
4.7.6 FIXING PIPEWORK 
 
4.7.6.1 Pipework should be fixed securely back to the building and should be installed plumb and/ or true to line. 

Branches and low gradient sections should be fixed with uniform and adequate falls in order to drain efficiently.  
 Externally socketed pipes and fittings: Fix with sockets facing upstream.  
 Additional supports: Provide as necessary to support junctions and changes in direction. 
 
4.7.6.2 Vertical pipes: - Provide a loadbearing support at least at every storey level. - Tighten fixings as work proceeds 

so that every storey is self supporting. - Wedge joints in unsealed metal pipes to prevent rattling. 
 
4.7.6.3 Wall and floor penetrations: Isolate pipework from structure.  
 Pipe sleeves: As section P31. - Masking plates: Fix at penetrations if visible in the finished work. 
 Expansion joint pipe sockets: Fix rigidly to buildings. Elsewhere, provide brackets and fixings that allow pipes 

to slide.  
 
4.7.7 JOINTING PIPEWORK AND GUTTERS  
  
 Joint should be made with materials and fittings that will make effective and durable connections.  
 
4.7.7.1 Where jointing of different pipework and gutter systems are required then adaptors intended for the purpose 

should be used. Cut ends of pipes and gutters should be clean and square and burrs and swarf should be 
removed. Pipe ends should be chamfered before inserting into ring seal sockets.  

 
4.7.7.2 Jointing or mating surfaces: Clean and, where necessary, lubricate immediately before assembly. Jointing 

material should be strike off flush. Do not allow it to project into bore of pipes and fittings.   
 
4.7.8 ACCESS FOR TESTING AND MAINTENANCE 
 
 Install pipework and gutters with adequate clearance to permit testing, cleaning and maintenance, including 

painting where necessary.  
 Access fittings and rodding eyes should be positioned so that they are not obstructed.  
 
4.7.9 GUTTER TEST  
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 In preparation all outlets should be temporarily blocked all. Gutters should be filled to overflow level and after 
5 minutes closely inspect for leakage. 

 
4.7.10 MAINTENANCE INSTRUCTIONS 
 
 At completion, submit printed instructions recommending procedures for maintenance of the rainwater 

installation, including full details of recommended inspection, cleaning and repair procedures.  
 
4.7.11  IMMEDIATELY BEFORE HANDOVER  
 
 Construction rubbish, debris, swarf, temporary caps and fine dust which may enter the rainwater system. Be sure 

to remove debris and do not sweep or flush into the rainwater system.   
 Access covers, rodding eyes, outlet gratings and the like should all be secure complete with fixings. 
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4.8 STAINLESS STEEL WORKS 

4.8.1 REQUIREMENTS 
 

4.8.1.1 All work shall be undertaken by trained operatives employed by a contractor who is a member of Lead 
Contractors Association or Stainless-Steel Equivalent.  

 
4.8.1.2 All workmanship shall be in accordance with the Associations recommendations. 

 
4.8.1.3 All work shall comply with BS 5250 "Code of Practice for control of construction in buildings". 
 
4.8.1.4 Stainless steel is more difficult to fold and form detail work than lead. However, whilst 0.5mm-thick stainless 

steel can be impractical to use for some detail work, 0.4mm-thick sheet has been folded and laid successfully. 
0.4mm thick grade 316L (EN reference 1.4404) or grade K44 (EN reference 1.4521) should be used. 

 
4.8.2 MATERIALS 

 
4.8.2.1 Stainless Steel 

 
Gutters shall be Terne coated stainless steel to BS 10259 unless stated otherwise.  The minimum height of steel 
shall not be less than that recommended in BS 6915 "Specification for design and construction of fully supported 
lead sheet roofs and wall coverings" or what is manufacture specified. 

 
4.8.2.2 Underlay 

 
To steel shall be a polyester geotextile felt such as "Lotrak" non woven trevira 200g manufactured by Don and 
Low (Geotextile Division) Tel: 01307 66011. 

 
4.8.2.3 Plywood 

 
Shall only be used where specified and shall be in accordance with BS 1210.  Plywood shall be WBP grade. 
 

4.8.2.5 Wood Screws  
 

Shall be in accordance with BS 1210. 
 

4.8.2.6 Timber  
For gutter linings, roof decks etc shall be 100x25mm straight edged boarding with a 2mm gap between 
adjoining boards. 

 
 Timber shall be vacuum pressure impregnated with preservative in accordance with the British Wood Preserving 

and Damp Proofing Associations Manual and as British Wood Preserving Association Commodity Specification 
C8.   

 
 Timbers shall be planed, free from wane, pitch pockets decay and insect attack.   
 

 Moisture content shall not be more than 22% at the time of covering. 
 

4.8.3 WORKMANSHIP 
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4.8.3.1        General 

 
 Cut, joint and dress steel neatly and consistently to provide fully waterproof coverings and flashings free from 

ripples kinks, buckling and cracks. 
 
 Comply with Historic England guidance on the installation of Terne-coated Stainless Steel. 
 

 Do not use screws or other sharp instruments to mark out steel.  Use solder only where specified and not in any 
other location. 

 
 Ensure that finished metalwork is fully supported. 
 

4.8.3.2 Welding  
 

In situ metal welding is permitted where specified subject to completion of a "hot work permit" form and 
compliance with its requirements. 

 
4.8.3.2 Layout 
 

Agree setting out of joints drips and laps with the Architect prior to commencing work. 
 

4.8.3.3 Control Samples  
 

Complete an agreed area of finished work and obtain approval of appearance and detail from the Architect 
before proceeding with the remainder of the works.  The sample area(s) shall be selected so as to reflect the 
problems likely to be encountered on the majority of the work. 

 
4.8.3.7 Existing Bases 

 
In areas where existing substrate is to be recovered in stainless steel, remove all existing finishes and brush clean 
of all debris, dust etc.  Inspect all timbers for condition and level.  Replace as necessary any rotten boards with 
timber to match existing.  Ensure that where boarding is straight edged the gaps are cleaned of dust to permit 
ventilation.  Where boarding is tongued and grooved seek instruction prior to drilling ventilation holes in an 
agreed pattern. 

 
Ensure that all boards are securely fixed.  Punch in any protruding fastenings and plane or sand as necessary 
to achieve an even surface. 
 

4.8.3.8 All Bases 
 

All bases shall be dry, free from dust debris grease and other deleterious material with all nails punched home 
and free from all protrusions, unevenness etc prior to laying metal. 

 
Laying of underlay and metal sheet will be taken as a joint acceptance of the Main Contractor and sub-
contractor of the suitability of the base. 
 

4.8.4 FIXING AND JOINTING 
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4.8.4.1 Head Fixing Of Metal Sheet 
 

Unless specified elsewhere secure top edge of sheets with two rows of fixings 25mm and 50mm from the top 
edge of the sheet at 75mm centres to each row and evenly spaced and staggered. 

 
4.8.4.2 Fixings  

 
Fix metal sheet to timber substrates using stainless steel screws to BS 1210 table 3, not less than 19mm in length 
and not less than 3.35mm diameter, with stainless steel washers and plastic plugs of length and diameter to suit 
the screws. Always secure as per the manufacturer’s recommendations.  

 
4.8.4.3 Clips 

 
Clips shall generally be 50mm wide unless specified otherwise.  Clips shall be cut from sheets of the same 
thickness as the sheet being secured. 

 
 Each clip shall be secured with 2 fastenings not more than 50mm from the edge of the metal sheet.  Clips shall 

be welted around edges of sheets and turned over 25mm. 
 

4.8.4.5 Welted Joints 
 

Form with a 50mm overlap, 25mm underlap and stainless steel clips at not more than 450mm centres. Welt 
overlap and clips around underlap loosely turn over and lightly dress down. 

 
4.8.4.6 Drips - Roofs Up To 3# Pitch 

 
Dress underlap into rebate along top edge of drip and fix with one row of nails at 50mm centres on centre line 
of rebate.  Dress overlap over drip and form a 40mm splash lap. 

 
4.8.4.7 Drips - Roofs Over 3# Pitch 

 
Dress underlap up full height of drip upstand.  Fix to lower level base with two rows of nails 25mm and 50mm 
from face of drip and at 75mm centres to each row.  Seal over nails with a soldered or or manufacturers 
alternative 

 
4.8.4.8 Forming Details 

 
Details may be made by bossing or metal weld except where specified. Metal welded seams must be neatly 
and consistently formed.  Do not undercut or otherwise reduce the thickness of the sheets at the seams.  Filler 
strips are to be of the same composition as the sheets being joined.  Butt joints are to be formed to a thickness 
one third more than the sheets being joined.  Lap joints are to be formed with 25mm laps and two loadings to 
the edge of the overlap or to manufacturer’s details. 

 
 Bossing must be carried out without thinning cutting or otherwise splitting the sheet. 

 
4.8.4.9 Fixing Into Joints 

 
Currently rake out joint or neatly cut chase to depth of 25mm. 
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 Dress metal into joint or chase and up back face.  Fix into back face with stainless steel screws, washers and 
plastic plugs at minimum 450 centres with a minimum number of 2 fixings per piece of stainless steel. 

 
 Joint to be pointed as indicated on the drawings. 

 
4.8.4.10 Finishing 

 
As soon as practical apply a smear coating of patination oil evenly in one direction.  Apply only in dry 
conditions. 

 
 Where run off will be onto visible surfaces apply patination oil immediately on completion of the section of work 

to avoid staining. 
 
4.8.4.11 Other awkward details such as around pipe penetrations and access hatches could also be formed in lead. 

Lead remains the preferred material for flashings dressed into masonry. Where possible, standard details should 
be adopted and agreed in advance. 
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4.9 ROOF WORKS 

4.9.1          MATERIALS 
 
4.9.1.1 STONE SLATE 
 
 Existing slates are to be retained and stored for reuse. The slates are to be sorted for size and shape and any 

broken, delaminating or otherwise unsuitable slates are to be discarded. 
 
 New slates shall be obtained from an approved source and shall be to match in colour and sizes any areas of 

stone slates retained for use.  Samples shall be submitted to the architect for approval prior to ordering materials. 
 
 New slates shall comply with BS 12326-1 (2014) and the contractor should allow for any new stone slates to 

be shouldered.  
 
 
4.9.1.2 NAILS 
 
 Nails shall comply with BS 1202 Part 2 and 3. 
 Nails for fixing battens should penetrate the rafters by a minimum of 40mm. 
 Nails for fixing slates should penetrate battens to a minimum depth of 15mm but should not penetrate through 

the batten. 
 
4.9.1.3 TIMBER 
 
a) All timbers used for both structural, secondary and detail components with the roof construction shall be pressure 

impregnated preservative treated softwood.  
 
b) All timbers shall comply with the recommendations of BS 4978 "Specification for softwood grading for structural use" and 

BS 5534. 
 
 c) All treatment shall be in accordance with the recommendations of the British Wood Preserving Association. 
 
4.9.1.74 LEAD FLASHING 
 
 Specification as per drawings. 
 
4.9.2 WORKMANSHIP 
 
4.9.2.1 All work shall comply with BS 5534 parts 1 and 2 code of practice for slating and tiling. 
 
4.9.2.2 All workmanship shall comply with BS 8000 Part 6 Code of Practice for workmanship on building sites, slating 

and tiling.  
 
4.9.2.3 All work shall be undertaken by suitably qualified and experienced roofers   
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4.10 LEADWORKS 

4.10.1 REQUIREMENTS 

 

4.10.1.1 All work shall be undertaken by trained operatives employed by a contractor who is a member of Lead 
Contractors Association or Stainless-Steel Equivalent.  

 

4.10.1.2 All workmanship shall be in accordance with the Lead Sheet Associations recommendations as contained in the 

Lead Sheet Manual - a guide to good building practice Volume 1 to 3 and update No. 1. 

 

4.10.1.3 Working Practices shall comply with the Health and Safety Executive COP2 "Control of lead at work - approved 

code of practice". 

 

4.10.1.4 All work shall comply with BS 5250 "Code of Practice for control of construction in buildings". 

 

4.10.2 MATERIALS 

 

4.10.2.1 Lead Sheet 

 

Lead sheet shall be milled lead sheet to BS 1178 unless stated otherwise.  The minimum height of lead shall not 
be less than that recommended in BS 6915 "Specification for design and construction of fully supported lead 

sheet roofs and wall coverings". 

 

4.10.2.2 Underlay 

 

To lead shall be a polyester geotextile felt such as "Lotrak" non woven trevira 200g manufactured by Don and 

Low (Geotextile Division) Tel: 01307 66011. 

 

4.10.2.3 Plywood 

 

Shall only be used where specified and shall be in accordance with BS 1210.  Plywood shall be WBP grade. 

 

4.10.2.4 Copper Nails 



 

            Seven Architecture 

 

 

20711 | BAGULEY HALL | HISTORIC ENGLAND | SPECIFICATION | REV A 38 

 

 

 

Copper nails for fixing lead shall be in accordance with BS 1202 part 2. 

 

4.10.2.5 Wood Screws  

 

Shall be in accordance with BS 1210. 

 

4.10.2.6 Timber  

For gutter linings, roof decks etc shall be 100x25mm straight edged boarding with a 2mm gap between 

adjoining boards. 

 

 Timber shall be vacuum pressure impregnated with preservative in accordance with the British Wood Preserving 

and Damp Proofing Associations Manual and as British Wood Preserving Association Commodity Specification 

C8.   

 

 Timbers shall be planed, free from wane, pitch pockets decay and insect attack.   

 

 Moisture content shall not be more than 22% at the time of covering. 

 

4.10.3 WORKMANSHIP 

 

4.10.3.1        General 

 

 Cut, joint and dress lead neatly and consistently to provide fully waterproof coverings and flashings free from 

ripples kinks, buckling and cracks. 

 

 Comply with BS 6915 and current good practice as described in the latest edition of "The Lead Sheet Manual" 

published by the Lead Sheet Association unless specifically instructed in writing. 

 

 Do not use screws or other sharp instruments to mark out lead.  Use solder only where specified and not in any 

other location. 
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 Ensure that finished leadwork is fully supported. 

 

4.10.3.2 Lead Welding  

 

In situ lead welding is permitted where specified subject to completion of a "hot work permit" form and 

compliance with its requirements. 

 

4.10.3.2 Layout 

 

Agree setting out of joints drips and laps with the Architect prior to commencing work. 

4.10.3.3 Control Samples  

 

Complete an agreed area of finished work and obtain approval of appearance and detail from the Architect 
before proceeding with the remainder of the works.  The sample area(s) shall be selected so as to reflect the 

problems likely to be encountered on the majority of the work. 

 

4.10.3.4 Existing Lead To Be Retained 

 

Thoroughly clean by washing with a detergent solution and using a stiff bristle brush.  Rinse off thoroughly.  In 

areas of stubborn soiling a 5% nitric acid 95% water solution may be used provided that it can be established 
that the run off does not have an adverse effect on other materials.  Thorough rinsing with clean water should 

be undertaken on completion. 

 

4.10.3.5 Existing Lead To Be Removed 

 

Lead specified to be stripped and shall become the property of the contractor.  The contractor shall credit the 

Employer for the scrap value of all such lead and shall declare the value in this tender. 

 

4.10.3.6 Replacement of Existing Land 

 

Replacement of existing lead will generally be carried out under the protection of a temporary roof.  In areas 
where this is not possible or in areas receiving run off from adjoining unprotected roofs (e.g. gutters etc) then the 
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work must be carried out in small sections at a time to reduce the risk of weather damage.  The contractor shall 

check the weather forecast before commencing removal of lead and shall only remove an area small enough 

to permit its reinstatement within the working day. 

 

4.10.3.7 Existing Bases 

 

In areas where existing substrate is to be recovered in lead, remove all existing leadwork and brush clean of all 
debris, dust etc.  Inspect all timbers for condition and level.  Replace as necessary any rotten boards with timber 
to match existing.  Ensure that where boarding is straight edged the gaps are cleaned of dust to permit 
ventilation.  Where boarding is tongued and grooved seek instruction prior to drilling ventilation holes in an 
agreed pattern. 

 

Ensure that all boards are securely fixed.  Punch in any protruding fastenings and plane or sand as necessary 
to achieve an even surface. 

 

4.10.3.8 All Bases 

 

All bases shall be dry, free from dust debris grease and other deleterious material with all nails punched home 

and free from all protrusions, unevenness etc prior to laying lead. 

 

Laying of underlay and lead will be taken as a joint acceptance of the Main Contractor and sub-contractor of 

the suitability of the base. 

 

4.10.4 FIXING AND JOINTING 

 

4.10.4.1 Head Fixing Of Lead Sheet 

 
Unless specified elsewhere secure top edge of lead sheets with two rows of fixings 25mm and 50mm from the 

top edge of the sheet at 75mm centres to each row and evenly spaced and staggered. 

 

4.10.4.2 Fixings  

 
Fix lead sheet to timber substrates using copper clout nails to BS 1202 part 2 table 2 with annular ring, helical 
ring or serrated shank, length not less than 20mm, shank diameter not less than 3.35mm and head diameter not 
less than 8mm, or similar stainless steel (austenitic) clout nails with diameter not less than 2.65mm. 
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 Where lead is to be fixed to concrete or masonry substrates use stainless steel screws to BS 1210 table 3, not 
less than 19mm in length and not less than 3.35mm diameter, with stainless steel washers and plastic plugs of 
length and diameter to suit the screws. 

 

4.10.4.3 Clips 

 
Clips shall generally be 50mm wide unless specified otherwise.  Lead clips shall be cut from sheets of the same 
code thickness as the sheet being secured. 

 
 Each clip shall be secured with 2 fastenings not more than 50mm from the edge of the lead sheet.  Clips shall 

be welted around edges of sheets and turned over 25mm. 

 

4.10.4.4 Wood Cored Roll Joints 

 
Timber core shall be 45x45 rounded timber tapering to a flat base 25mm wide.  Ridge rolls may be larger and 
should be to the dimensions specified on the drawings. 

 
 Rolls shall be fixed to the base with stainless steel countersunk screws at not more than 300 centres. 
 
 Dress undercloak three quarters around the core and fix with nails at 150mm centres for a distance of one third 

the length of the panel starting from the head of the sheet. 
 
 Dress overcloak around core and extent onto main surface to form a 40mm splash lap. 

 

4.10.4.5 Welted Joints 

 

Form with a 50mm overlap, 25mm underlap and copper or stainless steel clips at not more than 450mm centres. 

Welt overlap and clips around underlap loosely turn over and lightly dress down. 

 

4.10.4.6 Drips - Roofs Up To 3# Pitch 

 

Dress underlap into rebate along top edge of drip and fix with one row of nails at 50mm centres on centre line 
of rebate.  Dress overlap over drip and form a 40mm splash lap. 

 

4.10.4.7 Drips - Roofs Over 3# Pitch 

 
Dress underlap up full height of drip upstand.  Fix to lower level base with two rows of nails 25mm and 50mm 

from face of drip and at 75mm centres to each row.  Seal over nails with a soldered or lead welded dot. 
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Dress over lap over drip and form a 75mm splash lap.  Secure with lead clips lead welded to underlap with not 

less than one per bay. 

 

4.10.4.8 Forming Details 

 

Details may be made by bossing or lead weld except where specified.  Lead welded seams must be neatly and 

consistently formed.  Do not undercut or otherwise reduce the thickness of the sheets at the seams.  Filler strips 
are to be of the same composition as the sheets being joined.  Butt joints are to be formed to a thickness one 

third more than the sheets being joined.  Lap joints are to be formed with 25mm laps and two loadings to the 

edge of the overlap. 

 
 Bossing must be carried out without thinning cutting or otherwise splitting the lead sheet. 

 

4.10.4.9 Fixing Into Joints 

 
Currently rake out joint or neatly cut chase to depth of 25mm. 

 

 Dress lead into joint or chase and up back face.  Fix into back face with stainless steel screws, washers and 
plastic plugs at minimum 450 centres with a minimum number of 2 fixings per piece of lead. 

 

 Joint to be pointed as indicated on the drawings. 

 

4.10.4.10 Finishing 

 

As soon as practical apply a smear coating of patination oil evenly in one direction.  Apply only in dry 
conditions. 

 

 Where run off will be onto visible surfaces apply patination oil immediately on completion of the section of work 

to avoid staining. 

4.11 PAINTING/ CLEAR FINISHING 

4.11.1 LINSEED PAINT 

Colour: To match existing 

- Manufacturer: BROUNS & CO, Highfield, Selby Road, Garforth Cliff, Leeds, 
LS25 2AG, tel 01423 500694, sales@linseedpaint.com, www.linseedpaint.com 

- Product reference: LINSEED PAINT 

- Surfaces: 
New and existing timber surfaces, interior and exterior 
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Application on timber: 

- Initial coats: 2 coats of shellac knotting primer on knots. Supplier: BROUNS & CO, Highfield, Selby Road, 

Leeds, LS25 2AG, tel 01423 500694, 

sales@linseedpaint.com, www.linseedpaint.com. 
- Number of coats: 3 

- Undercoats: 1 primer coat to the mixture of 50% linseed oil paint, 35% raw linseed oil, 15% Balsam 

Turpentine. 
- Finishing coats: 2: Linseed paint to colour of choice, finished in 2 coats. 

Application between mid-March to mid-September, depending on the weather. Application in very thin coats 

by brush. Paint needs to be worked into the substrate, then laid off using a fine brush. One coat always needs 

to be dry to the touch before applying a new coat. 
Application on existing metal roof trusses: 

Number of coats: 4 

- Undercoats: 2 primer coats of Linseed Paint Iron Oxide Primer. 

- Finishing coats: 2: Linseed paint to colour of choice, finished in 2 coats. 
Application between mid-March to mid-September, depending on the weather. 

Application in very thin coats by brush. Paint needs to be worked into the substrate, then laid off using a fine 

brush. One coat always needs to be dry to the touch before applying a new coat. 
- CAUTION: any cloths or rags used should be soaked under the tap before throwing in the bin to prevent self-

combustion. 

 

4.11.2 PREPARATION GENERALLY 

 

- Standard: In accordance with BS 6150. 

- Suspected existing hazardous materials: Prepare risk assessments and method statements covering operations, 
disposal of waste, containment, and reoccupation, and obtain approval before commencing work. 

- Preparation materials: Types recommended by their manufacturers and the coating manufacturer for the 

situation and surfaces being prepared. 

4.12 GROUND WORKS 

4.12.1 FRENCH DRAIN 

General 

 

A trial pit should be dug and inspected by the Architect prior to works being agreed to progress. The French 
drain may need to be positioned at least a metre away from the walls to avoid shallow foundations.  

 

Trench may need be dug under a specialist watching brief and should be 600mm wide and 400mm deep. A 
perforated pipe of 100mm in diameter should be installed at a 1:80-1:200 fall.  

 

Trench should be backfilled with clean natural round stone between 1-1.5 inches in size to ensure good flow 

through the aggregate. 



 

            Seven Architecture 

 

 

20711 | BAGULEY HALL | HISTORIC ENGLAND | SPECIFICATION | REV A 44 

 

 

 

Professional grade non woven geotextile drainage fabric should be used to line the trench.  

 

4.12.2 PREPARATION GENERALLY 

 

- Standard: In accordance with BS 6150. 

- Suspected existing hazardous materials: Prepare risk assessments and method statements covering operations, 
disposal of waste, containment, and reoccupation, and obtain approval before commencing work. 

- Preparation materials: Types recommended by their manufacturers and the coating manufacturer for the 

situation and surfaces being prepared.  
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5.0 INTERNAL SPECIFICATION 
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5.1 CARPENTRY/ TIMBER FRAMING/ FIRST FIXING 

5.1.1 TIMBER PROCUREMENT  

Timber (including timber for wood based products): Obtained from well managed forests/ plantations in 

accordance with: - The laws governing forest management in the producer country or countries. - International 
agreements such as the Convention on International Trade in Endangered Species of wild fauna and flora 

(CITES).  

Documentation: Provide either: - Documentary evidence (which has been or can be independently verified) 

regarding the provenance of all timber supplied, or - Evidence that suppliers have adopted and are 
implementing a formal environmental purchasing policy for timber and wood based products.  

 

5.1.2 STRUCTURAL DESIGN PROVIDED  

Description: Refer to Structural Engineers design.  

Requirements: - Generally: As section B50/B51. - Additional requirements: None.  

 

5.1.3 STRENGTH  

 

GRADING OF TIMBER  

Grader: A company currently registered under a third party quality assurance scheme operated by a 

certification body approved by the UK Timber Grading Committee.  

 

5.1.4 GRADING AND MARKING OF SOFTWOOD  

 

Timber of a target/ finished thickness less than 100 mm and not specified for wet exposure: Graded at an 

average moisture content not exceeding 20% with no reading being in excess of 24% and clearly marked as 

'DRY' or 'KD' (kiln dried).   

Timber graded undried (green) and specified for installation at higher moisture contents: Clearly marked as 
'WET' or 'GRN'. 

Structural timber members cut from large graded sections: Regraded to approval and marked accordingly.  

 

PRODUCTS  

 

5.1.5 STRUCTURAL SOFTWOOD (STRENGTH CLASS NOT SPECIFIED) FOR STRUCTURAL AND NON 
STRUCTURAL USE GENERALLY  
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Species and origin: European whitewood.  

Grading standard: To the appropriate standard or rules for the specified grade and so marked. - Grade: GS to 

BS 4978.  

Treatment: - Preservative treatment: Organic solvent impregnation to NBS section Z12 and Wood Protection 

Association Commodity Specification C8. Design service life: 40 years. - Fire retardant treatment: Fire retardant 

impregnation to NBS section Z12 and Wood Protection Association Commodity Specification FR4, Type LR.  

 

5.1.6 UNGRADED SOFTWOOD FOR INTERNAL NONSTRUCTURAL   

 

Quality of timber: Free from decay, insect attack (except pinhole borers) and with no knots wider than half the 
width of the section.  

Surface finish: Sawn generally, regularaized for wall battens. 

Treatment: - Preservative treatment: Organic solvent impregnation to NBS section Z12 and Wood Protection 

Association Commodity Specification C8. - Design service life: 40 years. - Fire retardant treatment: Fire 
retardant impregnation to NBS section Z12 and Wood Protection Association Commodity Specification FR1, 

Type DI.  

 

5.1.9 NON-STRUCTURAL PLYWOOD GENERALLY  

 

Standard: To an approved national standard.  

Thickness: WBP 9mm / 12mm / 18mm / 22mm. 

Appearance class to BS EN 635: III.  

Bond quality to BS EN 314-2: Class 3.  

Finish: Unsanded.  

Treatment: - Preservative treatment: Organic solvent impregnation to NBS section Z12 and Wood Protection 

Association Commodity Specification C8. Design service life: 30 years. - Fire retardant treatment: as required.  

 

WORKMANSHIP GENERALLY  

 

5.1.10 WARPING OF TIMBER  
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Bow, spring, twist and cup: Not greater than the limits set down in BS 4978 or BS EN 14081-1 for softwood, 

or BS 5756 for hardwood.  

 

5.1.11 SELECTION AND USE OF TIMBER  

 

Timber members damaged, crushed or split beyond the limits permitted by their grading: Do not use.  

 

5.1.12 NOTCHES, HOLES AND JOINTS IN TIMBER  

 

Notches and holes: Position in relation to knots or other defects such that the strength of members will not be 

reduced.  

Scarf joints, finger joints and splice plates: Do not use without approval.  

 

5.1.13 PROCESSING TREATED TIMBER   

 

Cutting and machining: Carry out as much as possible before treatment.   

Extensively processed timber: Retreat timber sawn lengthways, thicknessed, planed, ploughed, etc.  

Surfaces exposed by minor cutting/ drilling: Treat with two flood coats of a solution recommended by main 
treatment solution manufacturer.  

 

5.1.14 MOISTURE CONTENT  

 

Moisture content of wood and wood based products at time of installation: Not more than: - Covered in 

generally unheated spaces: 24%. - Covered in generally heated spaces: 20%. - Internal in continuously heated 

spaces: 20%.  

 

5.1.15 MOISTURE CONTENT TESTING  

 

Procedure: When instructed, test timber sections with an approved electrical moisture meter.  

Test sample: Test 5% but not less than 10 lengths of each cross-section in the centre of the length.  

Test results: 90% of values obtained to be within the specified range. Provide records of all tests. 
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5.1.16 PROTECTION  

 

Generally: Keep timber dry and do not overstress, distort or disfigure sections or components during transit, 

storage, lifting, erection or fixing.  

Timber and components: Store under cover, clear of the ground and with good ventilation. Support on regularly 

spaced, level bearers on a dry, firm base. Open pile to ensure free movement of air through the stack.  

Trussed rafters: Keep vertical during handling and storage.  

 

5.1.17 PAINTED FINISHES  

 

Structural timber to be painted: Primed as specified before delivery to site.  

 

5.1.18 CLEAR FINISHES 

 

Structural timber to be clear finished: Keep clean and apply first coat of specified finish before delivery to site.  

 

5.1.19 EXPOSED TIMBER  

 

Planed structural timber exposed to view in completed work: Prevent damage to and marking of surfaces and 

arrises. 

 

5.1.20 BOLT/ SCREW ASSEMBLIES  

 

GENERAL USE  

Designation: Submit proposal.   

Size: Submit proposal.  

Coating applied by manufacturer: Zinc plated.  

Nuts and washers: Material grade and finish to suit bolts.  

Washer dimensions: Diameter/ side length of washers in contact with timber faces to be minimum 3 times bolt 
diameter, with a thickness not less than 0.25 times bolt diameter.  

 

5.1.21 BOLTED JOINTS  
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Bolt spacings (minimum): To BS 5268-2, table 81.  

Holes for bolts: Located accurately and drilled to diameters as close as practical to the nominal bolt diameter 

and not more than 2 mm larger.  

Washers: Placed under bolt heads and nuts that would otherwise bear directly on timber. Use spring washers 

in locations which will be hidden or inaccessible in the completed building.  

Bolt tightening: So that washers just bite the surface of the timber. Ensure that at least one complete thread 
protrudes from the nut. - Checking: At agreed regular intervals up to Completion. Tighten as necessary.  

 

5.1.22 BOLTED JOINTS WITH CONNECTORS  

 

Connectors: To BS EN 912. - Types and sizes: As shown on drawings. - Bolt hole: Where appropriate, size to 

suit bolt diameter. - Manufacturer: Submit proposals. - Product reference: Submit proposals. - Finish: Stainless 

steel.  

Bolts and washers: To BS 5268-2.  

Connector location: Where not otherwise shown, spacings, end and edge distances to be not less than Standard 

values to BS 5628-2, section 6.  

Centres of bolt holes: Not more than 2 mm from positions shown on drawings.  

Assembly: Do not crush timber, deform washers or overstress bolts.  

 

5.1.23 ANTI-CORROSION FINISHES FOR FASTENERS  

Galvanizing: To BS 7371-6, with internal threads tapped and lightly oiled following treatment. 

 Sherardizing: To BS 7371-8, Class 1.  

Zinc plating: To BS EN ISO 4042 and passivated.  

 

ERECTION AND INSTALLATION  

 

5.1.24 PROPOSALS FOR ERECTING STRUCTURAL TIMBER   

 

Proposals: Submit details of: - Method and sequence of erection. - Type of craneage. - Temporary guys and 

bracing proposed for use during erection.   

Latest date for submission: 10 days before erection starts.  
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5.1.25 BONDED ANCHORS  

 

Manufacturer: Submit proposals. - Product reference: Submit proposals.  

Size: As recommended by the manufacturer for the specific application.  

Material/ finish: Stainless steel.   

Spacing/ edge distance (minimum): As recommended by the manufacturer. - Obtain instructions if specified 
spacing or edge distance cannot be achieved.  

Installation holes: Drilled to diameter and depth recommended by manufacturer. Clean and free from dust.  

Permeable sleeves: Use in conditions where otherwise loss of bonding agent would be unacceptably high.  

Installation/ tightening: To manufacturer's instructions.  

 

5.1.26 EXPANSION ANCHORS  

 

Manufacturer: Contractor's choice. - Product reference: Contractor's choice.  

Size: As recommended by the manufacturer for the specific application.  

Material/ finish: Stainless steel.  

Spacing/ edge distance (minimum): As recommended by manufacturer. - Obtain instructions if specified 
spacing or edge distance cannot be achieved.  

Installation holes: Drilled to diameter and depth recommended by manufacturer. Clean and free from dust.  

Installation/ tightening: To manufacturer's instructions.  

 

5.1.27 PRE-ERECTION CHECKING  

 

Timing: Not less than 10 days before proposed erection start date. 

Checklist: - Foundations and other structures to which timber structure will be attached: Check for accuracy of 

setting out. - Holding down bolts: Check for position, protruding length, condition and slackness.  

Inaccuracies and defects: Report without delay.  

Erection: Obtain permission to commence.  

 

5.1.28 MODIFICATIONS/REPAIRS   
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Defects due to detailing or fabrication errors: Report without delay.   

Methods of rectification: Obtain approval of proposals before starting modification or remedial work.  

Defective/damaged components: Timber members/ components may be rejected if the nature and/or number 
of defects would result in an excessive amount of site repair. 

 

5.1.29 TEMPORARY BRACING  

 

Provision: As necessary to maintain structural timber components in position and to ensure complete stability 

during construction.  

 

5.1.30  ADDITIONAL SUPPORTS  

    

Provision: Position and fix additional studs, noggings and/ or battens to support edges of sheets materials, and 

wall/ floor/ ceiling mounted appliances, fixtures, etc. shown on drawings  

Material properties: Additional studs, noggings and battens to be of adequate size and have the same 

treatment, if any, as adjacent timber supports.  

 

5.1.31 BEARINGS  

 

Timber surfaces which are to transmit loads: Finished to ensure close contact over the whole of the designed 

bearing area.  

Packings: Where provided, to cover the whole of the designed bearing area. - Crushing strength: Not less than 

timber being supported. - In external or inaccessible locations: Rot and corrosion proof.  

 

5.1.32 INSPECTION  

GENERALLY  

Structural timber-work: Give reasonable notice before covering up.  

 

5.1.33 BOLTED JOINTS INSPECTION  

 

Timing: Inspect all accessible bolts at the end of the Defects Liability Period and tighten if necessary  
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5.2 LIME PLASTER TO MASONRY SUBSTRATES 

5.2.1 Preparation 
 

This specification to be read in conjunction with the contract terms, conditions and preliminaries. 

Thoroughly clean down the substrate to ensure all loose particles and dirt are removed. 

Thoroughly dampen down the substrate before application. 

 

5.2.2 Application 

Application is generally to take place in three coats. Please note allowances should be made to test existing 

lime plaster for accurate composition. 

Undercoat – apply render coat to dampened down and prepared surface. Render coat is to be reinforced with 

hair well beaten in, at a rate of 4.5 kg/m³.  Coat to be nominally 10mm thick and no more than 20mm thick. 

Undercoat is to be cross keyed with a lath scratcher to form a pattern of 25mm – 35mm diamonds. Dampen 

down before application of next coat. 

 
Float Coat – apply over the Undercoat after it has been allowed to fully set (allow 3-4 days). Float coat to be 
nominally 6mm thick. Float coat to be keyed with a devils float. Check for shrinkage over the first 2 days curing. 
If any shrinkage cracks appear, dampen down, scour back and re-key to the affected area. Dampen down 
before application of next coat. 

 

Finishing Coat – apply over the Float Coat after it has been allowed to set for 3-7 days to achieve a smooth 
finish and finished using a wooden float, to be nominally 3mm thick. No hair required in Finishing Coat. 
 
Apply all renders firmly to exclude any air and excessive moisture. Suction to be carefully controlled at all times. 
 
Re-work coats as necessary to control shrinkage and to achieve a smooth finish in the Finishing Coat. 

 
5.2.3 Weather & Protection 

 

Plasters / Renders made from lime as below to be protected from frost, heavy rain, strong wind or direct sun for 
a minimum of 96 hours for Hot Lime mixes.  

Protect using a Hessian sheet, dampened down as necessary. 

 

5.2.3.1 Apply frost protection if there is any likelihood of frost occurring. Work should not start in frost conditions or with 
temperatures at 5°C and falling or at 4°C and rising.  In working with NHL 2 or in rendering with fine finishing 

coats, this should be 8°C. 

 
Protection from drying winds or direct sun should be provided by using shading sheets or debris netting on 

scaffolding. 
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5.2.3.2 Any work affected by the weather is to be cut out and replaced at the Contractor’s expense. 

 

5.2.4 Plaster / Render Mixes 

Hair Reinforcement - 4.5kg/m³ horse hair 

Render Coat NHL 3.5 1:1.5 ratio, 4mm down well graded aggregate, sharp sand. Hair Reinforcement - 

4.5kg/m³ horse hair. 

Scratch Coat NHL 3.5 1:2 ratio, 2.5mm down well graded aggregate, sharp sand. Hair Reinforcement - 
4.5kg/m³ horse hair 

Finishing Coat NHL 3.5 1:2.5 ratio, fine aggregate to be agreed, sharp sand. 

All sand shall be to BS 1200, non staining clean sharp coarse sand.  Sand shall be selected so that when the 
mortar has dried out the colour will match the colour and texture of the original mortar, unless instructed 
otherwise in writing by the Architect. Aggregate / Sand to be sourced from a local quarry to the satisfaction of 
the Architect. 

Hair to be horse hair from an approved supplier, well beaten in to an even distribution, free of lumps and clumps. 
Hair NOT to be applied to finish coat. 

5.2.5 Sample Panels 
 

5.2.5.1 Provide a minimum of 2no. 1m x 1m sample panels in locations to be agreed with the Architect, to be fully 
representative of the likely finished product. 
 

5.2.5.2 Sample panels to utilise representative materials, to show potential variation in aggregate / sand as agreed 
with the Architect. 

 
5.2.5.3 No further work to commence until sample panels are approved by the Architect. 

 

5.2.6 Additives 

Under no circumstances will the addition of any additives to the plaster be permitted. 

5.2.7 Water  

Water from the works shall be clean and fresh without pollutants.  Where existing water supply is available 

within the building this may only be used with the Employers permission.  In other cases a lockable stand pipe 
shall be erected to the approval of the local water authority. 

5.3 FLOORING 

5.3.1 LIMECRETE INTERNAL FLOOR FINISH 
 

New Flooring to Main Hall and North wing.  
 

Ty-Mawr Limecrete floor or equally approved, with York Stone flagged floor. A small amount of flags remain 

onsite and should be used. New stone flags should match the existing stone in thickness, tone and texture and 
all should be pointed in an appropriate lime mortar.   
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5.3.1.1 LIMECRETE FLOORING 

 

Lay the geotextile membrane over the soil, overlapping the joints by 1 metre. Run the geotextile up the walls far 
enough to fold back onto the GLAPOR® SG 600 foamed glass 

gravel. 

 
Marker posts should be used to indicate the final level of GLAPOR® SG 600 foamed glass gravel after 

compaction, as per the specification for your floor. 

 

Bags should be emptied manually or with assistance that does not cause any harm to the historic fabric.  
 

The material is normally distributed with a rake or shovel. It is important to ensure that an even fill depth is 

achieved over the whole installation area. For deep fill areas the installation and compaction must take place 

in layers of maximum depth 300mm. 
 

Compaction is executed with a plate vibrator (~80 - 120kg, approx. frequency 100 Hz), or a steamroller 

(static, ~5t -~6.5t). 
 
Compaction is finished when the target level is reached. Further compacting increases the material wear and 

brings no advantage in load bearing capacity and will reduce thermal performance. 
 

Fold back the excess Geotextile around the edges over the compacted GLAPOR® SG 600 foamed glass 

gravel. 

Lay the second layer of geotextile and the Geogrid over the surface of the compacted GLAPOR® SG 600 

foamed glass gravel. 

Fold back the excess Geotextile around the edges ‘before’ laying the Geogrid, i.e. Fold back the excess of the 

second Geotextile. 

If required, slab can be used to weigh down geogrid to prevent rucking. 

 

5.5.2 GENERALLY  
 

All bases must be rigid, dry, sound, smooth and free from grease, dirt and other contaminants before coverings 
are applied.  
Finished coverings must be accurately fitted, tightly jointed, securely bonded, smooth and free from air bubbles, 
rippling, adhesive marks and stains.  
 

5.5.2.1 SAMPLES:  
 

Before placing orders, submit for approval a representative sample of each type of covering. Ensure that 
delivered materials match samples.  
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5.5.2.4  MARKING:  
 

Ensure that materials are delivered to site in original packing, clearly marked with batch number.  
 

5.5.2.5 STORAGE:  
 

Store materials in a clean, warm, dry, well-ventilated place. Keep in original packing until conditioning 
commences.  
 

5.5.2.6  COMMENCEMENT:  
 

Do not lay materials until building is weathertight, wet trades have finished their work, the building is well dried 
out, all paintwork is finished and dry, conflicting overhead work completed, and floor service outlets, duct covers 
and other fixtures around which the materials are to be cut have been fixed. Inform CA not less than 48 hours 
before commencing laying.  

 
5.5.2.8 ENVIRONMENT:  
 

Before, during and after laying, provide adequate ventilation and maintain temperature and humidity 
approximately at levels which will prevail after the building is occupied.  

 
PREPARING BASES  

 
5.5.2.9 SUITABILITY OF NEW BASES AND CONDITIONS:  
 

Laying of coverings will be taken as joint acceptance by the Main Contractor and Subcontractor of the suitability 
of the bases and conditions within any given area.  
 

5.5.2.10 SUITABILITY OF EXISTING BASES AND CONDITIONS:  
 

Before commencing work the subcontractor must confirm (through the Main Contractor) that existing bases will, 
after the specified preparation, be suitable to receive the specified coverings. 
Laying of coverings will be taken as further acceptance of the suitability of the bases and also of the conditions 
within any given area.  
 

5.5.2.11  DAMPNESS:  
 

Where coverings are to be laid on new wet-laid bases:  
Ensure that drying aids have been turned off for not less than 4 days, then  
Test for moisture content using an accurately calibrated hygrometer in accordance with BS 5325, Annexe A or 
BS 8203, Annexe A.  
Take readings in all corners, along edges, and at various points over the area being tested.  
Do not lay coverings until all readings show 75% relative humidity or less.  
 

5.5.2.12 SUBSTRATES:  
 

A uniform, smooth surface free from trowel marks and other blemishes, and suitable to receive the specified 
floor finish material.  
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Adequate protection from construction traffic.  
Allowance for making good of any substrates should this be needed.  
  

5.5.3 EXISTING FLOOR COVERING TO BE REPLACED 
 

Existing and or defective floor coverings should be carefully removed, and defective materials adequately cut 
out.  
 
Retained or materials within the vicinity of the work area should be adequately protected and covered to protect 
against unnecessary degradation and or damage.   
 
All timber installed should adhere to other sections of this specification.  
 

 

5.4 WINDOWS/DOORS 

 

5.4.1 CONSERVATION ROOF LIGHT 

 

Manufacturer: Keylight or equally approved 

Product: Conservation Fire Escape Roof window. 
Product Description: 

High quality natural pinewood coated with impregnation and layers of water-based acrylic white paint or clear 

lacquer 
The sash can remain open in any position up to an angle of 45° 

Bottom handle for convenient operation  

Ventilation flap and integrated dust and insect filter 

Maintenance-free exterior covers  
Roof pitch:  Can be installed in roof pitches between 15° and 55° 

Installation in roof pitches from 55° up to 75°is possible, but specially manufactured springs must be ordered  

 

Materials: Laminated pinewood 
Glass 

Lacquered aluminium, copper or zinc 

Flashings: Slate 
VELUX ThermoTechnology™ insulation 

Size: As Indicated on drawings.  

Installation: As Indicated by manufacturer. 

To be coupled with access ladders from Bilko. Contractor to confirm height of first floor level to rooflight access. 
Note: Include telescopic ladderUP safety post to provide handhold at top of ladder for transfer to roof pitch.  
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5.4.2 DOOR ALTERATIONS 

Manufacturer: Contractors Choice 
- Product reference: Brush pile wiper seals 
- Colour: tbc 
- Finish: Smooth 
- Suitable for: Door Jamb  
 
 

5.4.3 REPAIRS TO LEADED LIGHTS 

  

 Leaded window lights should be carefully recorded and repaired in situ if possible. Agreement should be sort 

by the Architect for any removal of glass. If removal is necessary, all elements removed should ab appropriately 

labelled and recorded so as safe and accurate installation can occur following repair.  

The glass is likely to be crown glass and replacement lead should be custom milled. Glass replacement is to 

match the existing and as such further investigation will be required once the plywood has been removed.

  

5.4.4 GENERAL 

 

5.4.4.1 SITE DIMENSIONS  

 Before starting work on designated items site dimensions should be taken and marked up on the appropriate 
drawings. These measurements should be used to ensure accurate fabrication of the windows.  Dimensions of 

existing openings should not be taken from the drawings to avoid discrepancies in drawing printing and building 

movement or adaptation. 

 

5.4.4.2 EVIDENCE OF PERFORMANCE  

 Certification: Provide independently certified evidence that all incorporated components comply with specified 

performance requirements.  

 

5.4.4.3 CONTROL SAMPLES 

 A sample of all windows should be produced and presented to the Architect for approval. The fabrication one 

of each of the windows is necessary in obtaining approval of appearance and quality before proceeding with 
manufacturer of the remaining quantity.  

 

5.4.4.4 STORAGE 
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All windows delivered to site shall be kept under cover and in conditions to match those where they will ultimately 

to used.
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