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• ALL DIMENSIONS, DRAWINGS AND SPECIFICATIONS ARE TO BE
   VERIFIED ON SITE BY THE CONTRACTOR AND ANY 
   DISCREPANCIES REPORTED TO RSS PRIOR TO THE 
   COMMENCEMENT OF WORK.
• THIS PLAN HAS BEEN EXTRACTED FROM SUPPLIED DRAWINGS 
   AND HENCE IS SUBJECT TO SURVEY AND CONTRACTOR 
   SETTING OUT PLAN.
• CONTRACTOR TO TAKE RESPONSIBILITY AND ENSURE ALL 
   CONSTRUCTION METHODS, TECHNIQUES, FITTINGS AND 
   FINISHES ETC CONFORM TO THE REQUIRED BUILDING 
   REGULATIONS IN THE APPLICABLE COUNTRY, AND TO THE 
   RELEVANT BUILDING CONTROL OFFICERS SATISFACTION.
• ALL SPECIFIED ITEMS ARE TO BE INSTALLED IN ACCORDANCE
   WITH THE MANUFACTURES RECOMMENDATIONS.
• ALL FINISHES ARE TO BE CARRIED OUT TO A HIGH 
   STANDARD.

THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL 
OTHER RELEVANT CONSULTANTS DRAWINGS. ALL REQUESTED 
DRAWINGS SHOWING FIXINGS AND CONSTRUCTION DETAILS TO 
BE APPROVED BY RSS PRIOR TO COMMENCEMENT OF WORK. 
CONTRACTORS TO CHECK AND APPRAISE DESIGN, FITTING OUT 
AND CONSTRUCTION DETAILS AND OFFER SUITABLE 
ALTERNATIVES TO THE DESIGNERS FOR APPROVAL PRIOR
TO MANUFACTURE AND INSTALLATION. CONTRACTOR TO 
PROVIDE A SUITABLE WORKING ENVIRONMENT WHICH 
CONFORMS TO THE CURRENT HEALTH AND SAFETY CONDITIONS 
AND LOCAL AUTHORITY REGULATIONS.
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REPAINT IN PT-02

RETAIN ORIGINAL CEILING;
REPAINT IN PT-02

RETAIN HISTORICAL 
TIMBER WALL 
PANELLING & DOOR 

RETAIN EXISTING 
WALL PANELLING, 
LIFT HOARDING & 
BALUSTRADE

RETAIN HISTORICAL WALL MOTIFS
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** APPLY SAME CHANGES TO OPPOSITE SIDE OF BALCONY; REFER TO RAISED BOOTH (DE-07B) & TABLE DETAILS (DE-12 TA-04C)  

RETAIN MODERN
PENDANT WIRING
& FIXING POINTS;
INSTALL AND
CONNECT TO  PL-01

NEW MT-01
CUSTOM FRAME WITH SIGNAGE ON 
SPIGOTS (BY CONTRACTOR);
REFER TO DETAIL

RETAIN ORIGINAL 
FLOOR MOUTNED 
AC UNITS;
NEW AC CASING 
REFER TO DETAIL 

AC CASING DETAILDE-08 J-06

REPAINT IN PT-02

RETAIN ORIGINAL CEILING;
REPAINT IN PT-02

RETAIN HISTORICAL 
TIMBER WALL 
PANELLING & DOOR 

RETAIN MODERN
PENDANT WIRING
& FIXING POINTS;
INSTALL AND
CONNECT TO  PL-01

RETAIN ORIGINAL 
FLOOR MOUTNED 
AC UNITS; NEW AC 
CASING REFER TO 
DETAIL 

AC CASING DETAILDE-08 J-06

NEW WALL LIGHT, 
WL-06 

NEW BAR COUNTER 
& BACK BAR;
REFER TO DETAIL 

MEZZANINE BAR  DETAILDE-06 J-04

RETAIN ORIGINAL 
CEILING;
REPAINT IN PT-02

REPAINT
IN PT-02

REPAINT
IN PT-02

RETAIN
HISTORICAL 
TIMBER PARQUET 
FLOOR FINISH; 
CLEAN & MAKE 
GOOD AS CLOSE 
TO ORIGINAL AS 
POSSIBLE

RETAIN 
ORIGINAL 
CEILING;
REPAINT IN 
PT-02

REPAINT
IN PT-02

RETAIN 
HISTORICAL 
TIMBER WALL 
PANELLING & 
DOOR; CLEAN & 
MAKE GOOD AS 
CLOSE TO 
ORIGINAL AS 
POSSIBLE

RETAIN MODERN
PENDANT WIRING
& FIXING POINTS;
INSTALL AND
CONNECT TO  PL-01

RETAIN 
ORIGINAL 
CEILING;
REPAINT IN 
PT-02

REPAINT
IN PT-02

RETAIN HISTORICAL TIMBER WALL 
PANELLING & DOOR 

AC CASING DETAILDE-08 J-06

RETAIN MODERN PENDANT WIRING
& FIXING POINTS; INSTALL AND
CONNECT TO  PL-01

RAISED BOOTH DETAILDE-07C J-05

REPAINT
IN PT-02

NEW RAISED BOOTH 
REFER TO DETAIL 

RAISED BOOTH DETAIL (TYPE C)DE-07C J-05

NEW WAITER 
STATION

WAITER STATION - TYPE EDE-09 J-07

RAISED BOOTH DETAILDE-07C J-05

REPAINT
IN PT-02
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AC CASING DETAILDE-08 J-06

RETAIN 
HISTORICAL 
METAL 
BALUSTRADE & 
MODERN 
GLAZING 
BEHIND; CLEAN 
& MAKE GOOD 
AS CLOSE TO 
ORIGINAL AS 
POSSIBLE

RETAIN HISTORICAL 
TIMBER PARQUET 
FLOOR FINISH; 
CLEAN & MAKE 
GOOD AS CLOSE 
TO ORIGINAL AS 
POSSIBLE

RETAIN
MODERN FLOOR 
FINISH; CLEAN & 
MAKE GOOD AS 
CLOSE TO 
ORIGINAL AS 
POSSIBLE

LEGENDS

EXISTING AC UNIT

EXISTING FLOOR OPENING

NOTES IN RED - NEW AND/ OR
MODIFICATION  INTENT

NOTES IN BLACK - ELEMENTS TO BE
RETAINED & MADE GOOD

A

A

NOTES

ALL DIMENSIONS TO BE CHECKED ON 
SITE AND ANY DISCREPENCIES TO BE 
REPORTED TO RSS

ALL EXISITING PAINTED WALLS AND CEILINGS 
TO BE RETAINED, UNLESS STATED 
OTHERWISE IN RED

ALL EXISTING FLOOR FINISHES TO BE MADE 
GOOD ACCORDING TO MAIN CONTRACTORS 
METHOD STATEMENT

ALL EXISTING LIGHTING FITTINGS TO BE 
RETAINED, CLEANED, INSPECPTED, CLEANED 
& RELAMPED, UNLESS STATED OTHERWISE IN 
RED

ALL MARBLE WALLS TO BE CLEANED AND 
POLISHED

ALL EXISTING LISTED TIMBER WALL 
PANELLING TO BE MADE GOOD, TO CLOSELY 
REPRESENT ORIGINAL AS MUCH AS POSSIBLE

ALL EXISTING FURNITURE & FITTINGS FROM 
JAMIE OLIVER'S SCHEME WILL BE REMOVED, 
UNLESS STATED OTHERWISE

ALL MEP SERVICES REQUIRE FURTHER 
COORDINATION; EXISTING PENETRATIONS 
THAT ARE NO LONGER REQUIRED WILL BE 
CLOSED AND MADE GOOD

CARE & CONSIDERTATION; REFER DETAIL 
REPORT WITH PHOTOS REFERENCES AND 
CLIENT'S APPROVAL ON FURTHER 
RESTORATION WORKS

ELEMENTS NOTED AS "HISTORICAL" ARE OF 
HIGH HISTORICAL VALUE; ELEMENTS NOTED 
AS "ORIGINAL" AND "MODERN" ARE WORKS 
FROM PREVIOUS SCHEMES WITH LOW AND/ 
OR NO SIGNIFICANCE

RETAIN ORIGINAL 
FLOOR MOUTNED 
AC UNITS; NEW AC 
CASING REFER TO 
DETAIL 

RETAIN 
ORIGINAL 
CEILING;
REPAINT IN 
PT-02

RETAIN HISTORICAL TIMBER 
PARQUET FLOOR FINISH; CLEAN & 
MAKE GOOD AS CLOSE TO 
ORIGINAL AS POSSIBLE

RETAIN HISTORICAL TIMBER 
PARQUET FLOOR FINISH; CLEAN & 
MAKE GOOD AS CLOSE TO 
ORIGINAL AS POSSIBLE

RETAIN ORIGINAL 
FLOOR MOUTNED 
AC UNITS; NEW AC 
CASING REFER TO 
DETAIL 

RETAIN HISTORICAL 
TIMBER WALL 
PANELLING & DOOR 

RETAIN ORIGINAL CEILING;
REPAINT IN PT-02

RETAIN ORIGINAL CEILING;
REPAINT IN PT-02

RETAIN MODERN PENDANT WIRING
& FIXING POINTS; INSTALL AND
CONNECT TO  PL-01

RETAIN HISTORICAL WALL MOTIFS

NEW MT-01
CUSTOM FRAME WITH SIGNAGE ON 
SPIGOTS (BY CONTRACTOR);
REFER TO DETAIL
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