PLASTIC SHEETING TO BE
REMOVED OVER
BRICKWORK

REFLECTED CEILING PLAN

ITEM 8.165

REVISION DATE DESCRIPTION
22/07/22 INITIAL ISSUE
LINTELS AND TIMBER BOARDING TO BE
INSPECTED BY CONSERVATION LED
TIMBER SEPCIALIST. ALLOW PC SUM FOR
REPAIRS. RETAINING AS MUCH

ORIIGNAL TIMBER AS POSSIBLE

REFER TO LO100 - LOT05 FOR EXISTING PLANS

REFER TO L1000 - L1009 FOR GENERAL ARRANGEMENT PLANS
REFER TO L0120 - L0125 FOR SHOWROOM DEMOLITION PLANS
REFER TO L1600 - L1605 FOR PROPOSED EXTERNAL ELEVATIONS

REFER TO L0230 - L 0259 FOR INTERNAL REPAIR AND REPLACE WORKS
REFER TO A2200-A2215 FOR WINDOW REPAIR WORKS
TO BE REMOVED BY ASBESTOS
SPECIALIST SUB CONTRACTOR \

REFER TO A2301 FOR DOOR REPAIR WORKS
\\\

MODERN ASBESTOS BOARDED CEILING

REFER TO CHAMBERS CONSERVATION REPAIR SoW FOR [TEMISED
REAPIR WORKS
REFER TO CHAMBERS CONSERVATION REPAIR SPECIFICATION FOR
! NBS CLAUSES
7”"””"””-::fff.-:ffff::ffff:ffff:fffff:ffff::ffff:fffff:fffff_'fffff:@fff:fffff:f@\\\\
\

REFER TO CHAMBERS CONSERVATION HISTORIC FABRIC INVENTORY
FOR RETAINED ITEMS
\\\
\\\

KEY.
|

ALLOW TO REMOVE ALL EXISTING SERVICES
AND MAKE GOOD AS SPECIFICATION, PIECE

IN BRICK AS C41,/112 OR PATCH LIME PLASTER
AS M20,/240

ITEM 8.166
SPLICE REPAIRS TO EXISTING MODERN

ROOD STRUCTURE IN ACCORDANCE
WITH SE DETAILS (DIMENSIONS TO
MATCH EXISTING)

PAINTED BRICKWORK TO BE STRIPPED BACK

NEW OPENINGS TO BE MADE IN EXISTING
FABRIC. REFER TO DEMOLITION DRAWINGS,
STRUCTURAL METHOD STATEMENT AND S.E

DETAILS FOR LINTEL SPECIFICATION. ALLOW

TO QUOIN UP BRICKWORK AT JAMBS

GENERAL NOTES

DRAWINGS SHOULD BE READ IN CONJUNCTION WITH SCHEDULE OF
WORKS AND SPECIFICATION.

SCHEDULE ALSO CONTAINS OTHER GENERAL REPAIR ALLOWANCES
AND SPECIFICATION CROSS REFERENCES NOT NOTED ON

DRAWINGS

ITEM 8.01 -12

BRICKWORK TO BE CLEANED TO
REMOVE MODERN (IMPERVIOUS) PAINT

PRI B

AND REDECORATE IN BREATHABLE

PAINT FINISH AS SCHEDULE OF WORKS

(SEE SCHEDULE FOR SPEC REFERENCES)

LINTELS TO BE ASSESSED BY S.E AND TIMBER SPECIALIST ALLTO BE

RETAINED AND REPAIRED UNLESS TESTING CONFIRMS THAT THEY ARE
COMPROMISED STRUCTURALLY.

REFER TO OMIWINDOW AND DOOR SCHEDULES FOR WORKS TO
EXISTING WINDOWS AND DOORS.

ALLOW TO REMOVE ALL EXISTING SERVICES AND MAKE GOOD AS

SPECIFICATION, PIECE IN BRICK OR PATCH LIME PLASTER AS M20,/240
ITEM 8.147 TIMBER STRAPPING TO SIDE
ELEVATION A STITCH CRACKING TO SE OF WINDOW TO BE PHOTOGRAPH O1 - ELEVATION A
SPECIFICATION AND DETAILS REMOVED
! L .
—
\\EL‘I_
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ITEM 8.01 -12 KEY PLAN
BRICKWORK TO BE CLEANED TO
‘ REMOVE MODERN (IMPERVIOUS) PAINT
-1

AND REDECORATE IN BREATHABLE

PAINT FINISH AS SCHEDULE OF WORKS

[SEE SCHEDULE FOR SPEC REFERENCES) OMI ﬁ h.‘l' 1_

ITEM 8.148 .
REMOVE LOOSE BRICKWORK AND  — 31 Blackfriars Road, Salford, Manchester, M3 7AQ
RE-BED AS C41 /114 +44(0)161 832 3242 / info@omiarchitects.com / www.omiarchitects.com
ELEVATION B

PROJECT LAYSTALL STREET — LISTED BUILDING
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