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PREFORMED CEILING MOULDING FIXED AT
WALL / NEW CEILING ABUTMENT TO BRING
DECORATIVE ARCHITECTURAL DETAILING IN
LINE WITH HERITAGE FEATURES.
SPEC : ORAC SWAN NECK PREFORMED
CORNICE MOULDING. REF C334

NEW BOOTH SEAT WITH RIBBED
FINISH - FABRICATOR TO REVIEW
PADDING SPECIFICATION WITH AXI
PRIOR TO FABRICATION AND TO
INCORPORATE RAKED PROFILE FOR
COMFORT.
SEAT TO BE UPHOLSTERED IN:
BACK - 'VILLA NOVA KORA INDIGO
V3300/05'
SEAT - 'SUNBURY DESIGN MADISON
NAUTILUS 2714.'

BASE, END PANELS AND CAPPING TO
BANQUETTE TO BE FACED IN 'DARK
BROWN CHARLESTON OAK LAMINATE -
H3154 ST36 - EGGER'.
TO INCORPORATE SMALL SHADOW
GAP AT BASE TO ACCOUNT FOR ANY
FLOOR LEVELLING INACCURACY.
SOCKETS TO BE IN ANTIQUE BRONZE
FINISH AND INCORPORATE USB B/C
POINTS.

PLASTERBOARD WALL TO RECEIVE
DECORATION AT HEAD OF
FEATURE PANELLED WALL - TO
MATCH CEILING FINISHED. REFER
TO FINISHES DRAWINGS FOR
SPECIFICATION.

COFFERED PLASTERBOARD CEILING
INCORPORATING PREFORMED
CEILING MOULDING: ORAC SWAN
NECK PREFORMED CORNICE
MOULDING. REF C334. CEIING LEVEL
SET AS HIGH AS POSSIBLE SUBJECT
TO SERVICE STRATEGY AND
REQUIRED VOID TO ACCOMMODATE
RUNS.

NEW FIXED TABLE WITH ANTIQUE BRONZE
LEGS MECHANICALLY BOLTED TO
SUBSTRUCTURE, TABLE TOP TO BE FINISHED IN
'CARRARA CREMA CORIAN.'
SOCKETS TO BE IN ANTIQUE BRONZE FINISH
AND INCORPORATE USB B/C POINTS.

100mm HIGH ANTIQUE BRONZE SKIRTING
PROFILE ROUTED IN TO BE FLUSH WITH FACE
OF SURROUNDING LAMINATE.

SCREEN FORMED FROM MECHANICALLY
RESTRAINED REEDED GLASS OVAL SCREEN
600mm HIGH SET WITHIN ANTIQUE BRONZE
CURVED FRAMEWORK. GLASS TO BE
TOUGHENED LAMINATED GLAZING. TO BE
BOLTED WITHIN CARCASS, AT BASE AND HEAD
RESTRAINT WITHIN NEW BULKHEAD IN
ACCORDANCE WITH STRUCTURAL ENGINEER
SPECIFICATION.

NEW WALL MOUNTED FEATURE WALL LAMP
ON DIMMABLE CIRCUIT, SPEC 'DELTA WALL
LIGHTS OONO W'.
POWER SUPPLIES TO BE HIDDEN WITHIN
PLASTERBOARD WALL WITH REMOTE
CONTROLS WITHIN FEATURE STORAGE WALL
BEHIND RECEPTION.

EXITING LIFTS TO BE REFURBISHED AND VINYL
WRAPPING TO DOORS, SURROUNDS, REVEALS
AND INTERNAL IN ANTIQUE BRONZE FINISH.
CONTRACTOR TO REVIEW FEASIBILITY TO
REPLACE EXISTING INDICATORS WITH NEW.

WALL TO BE FACED IN TILE FINISH - SPEC
'CASA CERAMICAALABASTER CHOCCO GLOSS
BRICK BOND.'
AXI TO REVIEW GROUT FINISHES WITH
CONTRACTOR PRIOR TO INSTALLATION.

GROUND FLOOR LIFT LOBBY
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DRAWINGS TO BE READ IN CONJUNCTION WITH THE FOLLOWING STAGE 4
INFORMATION:
· STRUCTURAL ENGINEER'S DESIGN & RECOMMENDATIONS (DWLP)
· HERITAGE REPORT (PAUL BUTLER ASSOCIATES)
· M&E AND FIRE STRATEGY (HILSON MORAN)
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