bathroom ceiling treatment
to be retained at full height with
painted detail - refer to drawing
series 5.300
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back of house
all back of house ceiling to be retained as existing
and subject to kitchen contractor intervention
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CH~2340

overbar treatment (L)
overbar unit clad in bleached
timber to match tabletops;
refer to drawings 5.201 - 5.204

overpass treatment (R)
overpass unit clad in Clayworks
Rustic [colour tbc.] encompassing
lightbox and extraction units;
refer to drawings 5.201 - 5.204

H~239!
CH~2420

ceiling fixings

for reference when affixing to
dropped ceiling elements to
existing soffit, architectural
ceiling buildup is as follows:

2x layers of soundbloc board &
18mm ply lining onto battens and
joists. The ply lining added to
assist with surface fixings and an
overall design loading of 0.2
kN/m2. Any fixings for loadings
required above this will require a
fixing back into the timber joists

existing trunking
for concealment within introduced \ I_‘
dropped ceiling perimeter detail

ceiling detail

ORIGINAL 2400mm HEIGHT TO BE RETAINED IN BACK BAR STANDING AREA
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3x 25mm ceiling recess above tables;
position and shape to match TB1. Finish
to all be Detale Kabric CPH, colour tbc.
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shadowgap
edge of dropped ceiling to sit 10mm from existing brick
wall/structure - on both sides - to protect listed brickwork

concealed M&E ductwork/

150mm ductwork concealed within ceiling recess
above plasterboard & Detale Kabric finish
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CH~2615 [AS EXISTING] CH~2615 [AS EXISTIN#] <

ceiling type a corners

all interval corners to be 900mm
radius. straight run dimensions &
positioning to follow
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PROPOSED CEILING PLAN
Scale 1:50
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PROPOSED CEILING SECTION a/a
Scale 1:50
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illuminated beams

cross-recesss beams to feature dimmable LED uplight strips

” T
PROPOSED CEILING SECTION b/b

rec d ceiling speakers
placement to be confirmed with
specification; all grills to be
colour matched to surrounding
ceiling finish - Detale CPH Kabric
- final colour

extract detail

extract placement as per extraction
plan;all grills to be colour matched to
surrounding ceiling finish colour

Ceiling type A

Ceiling type B
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Ceiling type C

Ceiling type D

Dropped perimeter ceiling zone / 58sqm

Detale CPH Kabric finish ceiling with painted timber beams
Central raised ceiling void lowered and brought flush to encase M&E / 62sqgm

Recessed over-table element to make use of raised ceiling void - beams to span across
recess and feature LED strips to illuminate the recess / 12sqm

All other areas blank to retain as existing acoustically treated soffit; will require skim and paint as per written schedule

g

_~EXISTING SOFFIT ASSEMBLY -

MINIMAL PENETRATION DUE TO ACOUSTIC TREATMENT
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ceiling type A -

dropped perimeter ceiling
aluminium stud mounted
vertically with 9mm
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ceiling type B -

intrabeam treatment

painted finish in Detale Kabric
CPH finish tbc.

plasterboard cladding; Detale
Kabric CPH finish tbc.

ceiling type B -

beams

94 x 25mm planed timber stud;
fixings to be countersunk and
plugged with washed paint finish tbc.

CEILING TYPES A & B DETAIL

Scale 1:2
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ceiling type c -

beams

94 x 44mm planed timber stud; 20 x 20mm LED profile
to be inset into upper edge; washed paint finish tbc.

CEILING TYPE C DETAIL
Scale 1:2
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beam to be notched 150mm to allow for a stronger ——————————— >
fix to the lower ceiling level and a cleaner finish
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Scale 1:50
CROSS BEAM DETAIL
Scale 1:10
1: This drawing is the property of R2 Architecture and must not be copied or otherwise reproduced. Copyright is CONTRACTORS NOTES: DRAWING STATUS - FOR INFORMATION CLIENT:
reserved by them and the drawings issued on condition that it is not copied either wholly or in part without the MADRE
consent in writing of R2 Architecture.
REVISIONS: PROJECT
2:All_drawings to be read in conjunction with Structural Engineer's details and any relevant sub-contractors B- 01/07/2022 - revised hatches & existing soffit construction noted :
details. MADRE, KAMPUS
3: All works to comply with current Building Regulations, British Standards and Codes of Practice. 23/08/2022 Area & timbers reduced; curves rationalised
DRAWING TITLE:
4:The Main Contractor must familiarize themselves with the site and measure all areas affecting their work. All G
dimensions must be verified on site prior to manufacture of any joinery or works on or off site. PROPOSED CEILING
5:All dimensions must be checked on site prior to construction. All dimensions to be in millimeters. No
dimensions to be scaled from this drawing. Verify all dimensions on site and report any dicrepancies. R2 ARCHITECTURE . .1 REVISION:
UNIT F8, DATE: 23/08/2022 SCALE: 1:50 ATA1
6: Contractor to ensure that all work meets requirements of the EHO, Building Control, Fire Authority and all other 24 HARDMAN STREET,
statutory bodies and comply with current health and safety legislation. LIVERPOOL B
L1 9AX.

7: R2 Architecture are not responsible for the accuracy of information received from others.
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