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Brick Slip Best Practice Manual
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AlSeCcCcO Ecomin
400 External

T hermal
Insulation
composite
System

Ecomin 400 Steel Frame Systems
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orimer P - Primer

mer HT - Sub Primer

p MP - Adhesive

r HT - Sub Primer

Wool — High Density
sulation Board

L.comin 400 Clay
components



Mechanical
/\nchor Fixing

For solid substrates
(Size dependant on
insulation thickness

STRU 29

L.comin 400 Clay

STRU Zg Tool

To counter
sink fixings

STRU 29

[ IXINGS

Fire Fixing

For min 12mm cement
particle board

JT3ST-2-6.06
DMT Washer

(Size dependant on board thickness)
(Only needed above 2nd Storey)

Fire Fixing

For solid substrates

FF DMH

(Size dependant on board thickness)
(Only needed above 2nd Storey)

Mechanical
/nchor rixing

For min 12mm
cement particle
board

SW8R4.86&
SBV Washer

(Size dependant on insulation thickness)




400 Clay
components

Ecomin

Verlegemortel /1
Bedding Mortar

Panzer Mesh
For high impact.

<
)
T 5
S
= :
o S
=)
-
e

Basecoat

/A rmatop A




100IS & PPE

Personal Protective Equipment
(PPE):

e Hardhat

» Safety boots

e Hi-vis

e Gloves

« Glasses

« Ear plugs / defenders if appropriate
e Dust masks

Tools:

e Roller /paint brush

» Electric paddle mixer

e 10mmx10mm notched trowel
e Gauging/lifting tfrowel

e Hawk

e Tamp/1.8 level

e Power drill

e Hammer

e Knife

e 60cm spatula

« Sponge float

e Stainless steel trowel

« Festool/band saw

« Gauge tape

e Laser level

e Finger trowel —to suit TOmm joints




Pre

Plannin
Quality
contro

Specified
100mm
insulation

Planning begins before the
material is ordered,
quotations should always be
subject to a site survey

———
—

e String line suspect elevations
for belly's in the wall and out
of plumb elevations

e (Bearing in mind block layers
are allowed a tolerance
of + or - 20mm)

Established whether the
customer requires a building
that is level and
plumb or an insulated systems

r \/ that reflects the structure in its

current form

Achieved 60mm

insulation in
worst areaq

Extra labour to notch
boards

Reduction in efficiency
of system

A level system may make
window reveals look
tapered and odd
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e System does not require existing render
to be removed Though any areas of

( + loose, hollow or blown render must be

| nocked off

O
O e This can create voids in excess of 30mm
D

e A holein the substrate within the

LY 1200x600mm board size can usudally be
bridged with a board

e Avoid the temptation to dub out with
sand and cement mix as this will not
form part of the system warranty

Pre Planning Quality Control

e Alsecco render only materials: Basecoat Alsitop LP
min. 15 — max. 20mm (single layers) max. 40mm (two
layers)

Drying time - approx. 1 day/mm layer thickness
Dependent on temperature, layer thickness and
relative humidity

e Sockelputz LP min. 10 mm - max. 20 mm (single
layers) max. 30 mm (two layers)
Drying time - approx. 1 day/mm layer thickness
Dependent on temperature, layer thickness and
relative humidity

e In theory each additional Tmm adds 24hrs to the
drying time as the product air dry’s

Always Protect fresh plaster against rain and drying out too rapidly.



Pre Planning Quality Control

Dubbing Out — Ideal Solution

Order 20mm insulation boards

Golden Rule

e Fill central area of the void with 20mm

Board  Failing to visit site prior o ordering
material will lead to applicators
« Board straight over the top with the improvising solutions with the materials
system they have to hand.
 No delay — Waiting for materials to dry o Prior planning removes the human
instinct to take the easy way out, which
 Reduced cost — both in labour time and often voids the warranty along the way.

material coat

e Mainfaining system warranty. Extra
length fixing may be required for this
ared




Pre Planning Quality Control

o Sub Primer P— Ready to use. Can be diluted with a max. of 20 % water
Roller applied to flat areq, brush reveals etc., can also be spray applied,
Suitable for smoother surfaces.

o Hydro Tef Grund (HT) Primer- use without dilution, brush applied to EPDM

« All substrates must be free of oils, greases and loose particles. Ready to use depending on the
absorbency of the substrate, dilute the base material with water
using a max. ratio of 1:2.



Pre Planning

_________________________________________

Never overlap tracks on corners
always mitre the corners either in
one piece or use a clip

Baserail clips prevent uneven substrates causing steps in the
front edge. This allows track to be accurately installed by one
man.



Pre Planning

N lT‘
N - —
f//

Part of the Adhesive will

ving area 15 cause a cold

cold bridge across
Baserail follows DPC

-_—
. Never bridge the dpc, its better to follow an existing dpc C Always use packers which fit over the fixing and

than fit the rail using a sprit level therefore cannot fall out.



Boarding -
fdhesively rixed

A minimum of 50% adhesive bond
should be achieved between the
board and the wall

Using the notch trowel (10x10mm)
only 50% of the board is capable of
sticking to the wall, as we must
have 50% adhesion, this method
can only

cope with a maximum deviation in
the substrate of 8mm




o Suitable Solid Subsirate - Masonry - Brick - Block - Standard Concrete
; Note: A different fixing will be needed for no fines concrete jeek

b 1 technical advice
g |
Vi Alsecco grout joint mortar A
1 A
'I. ~ . Alsecco Basecoat Armatop A with Alsecco
- \ i Reinforcement Mesh K, cut and shaped to suit.
o TEREN NOTE: Mesh must be positioned within fop third

~ of basecoat to achieve maximum pedormance

Mechonical Anchor fixings - STRU 25 + EPS Plug +
WT90 Washer [length dependant on insulation

" thickness)

"..

[ - Mesh Patch over fiking (Min 100mm x 100mm)

. Akecco adhesive mortar - Armatop MP or Armafop A

.":-.. . .-"-.I I - h

I-' Alsecco HD Mineal Waol Insulation Board (Various

{ e thickness)

\ - “

Variable ™
Embedment” 14 =< [} _ . .

i = : Facking shim [optanal requirement 1o imegular subsirates)
r e s

Alsecco Starter Track with clip extension, fixed to
subsirate with Zinc-coated, carbon steel
- hammer-drive fixings
it -— Bocker Rod & Dammflex Seal (Fugenmasse M5 & Sealing Sfnip)

DPC Level

Due to watertightness, Extruded Polystrene insulahon
I boord must be used below the DPC level.

e e i e,

Alkecco Adhesive mortar must be used below the
DPC leval

Due to waterfightness, Exiruded Polystrene insulalion
board must be used below the DPC level,

a4 Ground Lewvel

External coating of Alsecco Waterstop KW sealant
prevents rising damp. Only available in Block

Below DPC level, Bosecoat Armoatop MP or Armatop
AKS to be used with the specified meash o achieve
approprate moisture regquirgments

Arecs that ore in contact with sofl should be coverad
in compatible domp prool matenal

Pre Planning

The insulation board must be both adhered to the wall, and base coated
with a fully waterproof system achieved by using waterflex, this will ensure
that the area below DPC is completely sealed.

Insulation below base rail needs to be non-vapour permeable extruded
polystyrene (XPS) or dense EPS are both suitable

Advantages- Retrofit Improves the cosmetic appearance of the system,
reducing the projection to a more discreet
step: Prevents any issues with damp below dpc being exaggerated by lack
of air flow stabilises the base rail, removing the installer’'s need to cut
insulation as temporary props, which are then disposed of at a cost to the
contractor

Advantages — New Build Increased insulation in the slab up stand
continuous weather protection of the fagcade down to ground level



suifable >olid subsirate - Masonry -

Variable
Embedment

N Brick - Block - Standard Concrete
Note: A different fixing will be needed
for no fines concrete Seek technical
advice

Alsecco adhesive mortar - Armatop MP or Armatop A

Alsecco Mineal Wool HD Insulation Board (Various
thickness)

Mechanical Anchor fixings - STRU 2G + EPS PLug +
V190 Washer (length dependant on insulation
thickness) - Pinned through the system mesh

ol
DPC Level

TYPIC AL VWERTIC AL SECTIOON

Mesh Patch aver fixing (Min 100mm x 100mm)

Alsecco Brick 3lip's applied with Alsecco
Bedding mortar A: Bnck colour to suit clients
requirements

Alsecco grout joint mortar A

- Alsecco Armatop A Basecoat render with
Alsecco Reinforcement Mesh K SﬁECifiEd, cut
and shaped to suit. NOTE: Mesh must be
positioned within top third of basecoat to
achieve maximum performance

et | Facking Shim (optional requirement to imegular

%T

substrates)

7 e Base Rail Clip Extension

rd

Nominal Dimension

Alsecco Starter Track fixed to substrate with
zinc-coated, carbon steel hammer-drive fixings

NOTE:

Unless otherwise
specified, the base rail
must be positioned
above the DPC Level

Pre Planning

The insulation board must be both adhered to the wall, and base coated
with a fully waterproof system achieved by using waterflex, this will ensure
that the area below DPC is completely sealed.

Drip edge — the pre formed edge on the base rail acts in the same way as
a bell bead, ie forming a drip edge to tfrack moisture away from the building

Mechanical protection — the way the base rail wraps the front edge of the
insulation provides added strength in a vulnerable area.



The hey Points ol Boarding

Corners must be “Toothed” together to provide strength to corner. Excess
insulation allowed on external corner to accommodate corrections in
vertical level of adjoining wall

If necessary a board can be rotated around a window to ensure 200mm
min. of insulation is presented around the corner

The bond between the boards must have a minimum stagger of 200mm

Using the “notch trowel” method of fixing the board ensures sufficient
adhesion between the insulation and the wall: it also supports the fixing
pins when applied to our standard fixing pattern



Once boards are levelled and have been given
enough fime to completely dry any gaps between
boards must be filled to prevent the basecoat
entering them and causing a thermal bridge.
Equally any adhesive trapped in board joints must be
removed

Gaps In
Boarding

Every care should be taken to ensure that the boarding is
as flat as possible, remember that at the stage the
boarding is complete all lines and corners etc should be in
their final position, no dubbing out with corner beads is
possible .

Tamp boards back to ensure good contact of adhesive and
level boards joints etc.

Any boards showing low spots should be removed, the rear
of the boards. Dubbed out and the board re-fitted.

Once we are happy with the position of the boards they
must be allowed to dry completely prior to filling any gaps or
adding mechanical fixings. (Typically 24-48 hrs)

Returning to the wall prematurely will undermine all the
care taken so far to establish a good foundation to the
system.



Gaps In Boarding

Gaps within boarding
T
#*%5;4-4' SELRE e SpEsseess .l : ' Gaps larger than 10mm must be filled with a
i-‘«?ﬁ%f‘-:ri“’l A s e i P o L P T FET e tapered slither of insulation this ensures the gap
M}I’*ﬁ’f% o geRe s ,;j_- , * ool _ is filled to the surface and saves time and money.
h?ﬁﬁ%g Artbet it oL Gaps less than 10mm thick should be filled with
ré:} SASFIA AR A 5 loose mineral wool.
; 5 el £ _ _ Once any excess has been trimmed away,
;ﬁ. vt i s e i any high spots and steps between boards will
f AT i tasis i | _ - need to be addressed. Additional adhesive can
i ; be applied to the insulation boards to allow
0 3 : + installers to appropriately level the insulation
h; ; ! : v _ board. The system adhesive can be applied up to
1A% SHAMPAS ' K 10-15mm thickness in a dot and dab manner
iﬁq o where required. Please refer to Alsecco technical
e ' ' team for the relevant drawing.



.n wWindow Clll
Detail

Window fixed by others in accordance with
specialist manufacturer's details

Backer Rod & Dammilex Seal

“‘%

|
iy

The system must be sealed onto the building

45mm Min. at every junction i.e windows, doors, sofits, etc.
Overhang

N
4

e e e e

Suitable Solid Substrate - Masonry - Brick -

S
Y
lII|
41::1:
N

Alsecco Brick Slip's applied with Alsecco
Bedding mortar A: Brick colour to suit clients
requirements

Alsecco Basecoat Armatop A with Alsecco
Reinforcement Mesh K, cut and shaped to suit.
NOTE: Mesh must be positioned within top third
of basecoat to achieve maximum performance

f — Block - Standard Concrete : : . : :
: \ & \ . . Note: A different fixing will be needed for Sealing under window cill the main points fo
3 3 no fines concrete Seek technical advice observe:
a -
/"'< Mechanical Anchor fixings - STRU 2G + EPS Plug + o The gap under the cill must be kept to a
R = omyd . V1?0 Washer (length dependant on insulation _ : :
X : I r’f thickness) eng ° Maximum 2mm after the sealing strip has been

¥ "\ Alsecco adhesive mortar - Armatop MP or Armatop A Compressed between board and cill
~ Mesh Patch over fixing (Min 100mm x 100mm)

1 / Alsecco HD Mineal Wool Insulation Board (Various

1 thickness)

Alsecco grout joint mortar A




Options Tor Window Reveals -

Insulated

different board thickness

Using the 20mm insulation as a fillet will increase the
strength of the corner maintain a skin of insulation
avoiding cold bridges, reduce the risk of cracking caused

by expansion efc.

Mastic seal by others

Alsecco Dammflex Sealant
bonded within Basecoat

Suitable Solid Substrate - Masonry - Brick - Block - Standard Concrete

-
",

-

AL A il T T A BRI B A P i B T Y I

Note: A different fixing will be needed for no fines concrete Seek
technical advice

Alsecco grout joint mortar A

Alsecco HD Mineral Wool Insulation Board

o0

e g g e e e e e e,
A Y A ._/_i_f’{ s ..:f__ '_..-:'_. e il gl ol -\._'-‘ h f_.'._.:'.;. s il

¥ a2 & . a -

Alsecco Adhesive mortar —

Alsecco Brick Slip's applied with Alsecco bedding
mortar A: Brick colour to suit clients requirements

Alsecco Basecoat Armatop A with Alsecco
Reinforcement Mesh K, cut and shaped to suit.
NOTE: Mesh must be positioned within top third
of basecoat to achieve maximum performance

Alsecco corner bead with double layer of
mesh for protection to exposed comers

Unlike a standard external corner “toothing” the board
joint together would provide no strength due to the

suitable Solid Substrate - Masonry - Brick
- Block - Standard Concrete

Mote: A different fixing will be needed
for no fines concrete Seek technical

advice

Alsecco grout joint mortar A

secondary seal (Mastic) applied by others

Alecco Dammflex Sealant bonded within Basecoat

Alsecco Basecoat Armatop A with Alsecco
Reinforcement Mesh K. cut and shaped to
suit. NOTE: Mesh must be positioned within
top third of basecoat to achieve maximum
performance

Alsecco HD Mineral Woal Insulation Board [(Various
thickness)

", . -

Alsecco Brick Slip's applied with Alsecco
bedding mortar A: Brick colour to suit clients
requirements

Alsecco comer bead with double layer of
mesh for orotection to exposed comers

— Alsecco adhesive mortar - Armatop MP or Armatog

Alsecco HD Mineral Woaol Insulation Board [Various

L] R P g |



Sealing the Alsecco System -

The system must be sealed onto the building at every interface

Dammilex

Svitable Solid Substrate - Masonry - Brick
- Block - Standard Concrete

Note: A different fixing will be needed
tor no fines concrete Seek technical
advice

Alsecco groutf joint mortar A

Secondary seal (Mastic) applied by others
Alsecco Dammflex Sealant bonded within Basecoat —

Alsecco Basecoat Armatop A with Alsecco
Reinforcement Mesh K, cut and shaped to
suit. NOTE: Mesh must be positioned within
top third of basecoat to achieve maximum
performance

Alsecco HD Mineral Wool Insulation Board (Various
thickness)

Alsecco Brick Slip's applied with Alsecco
bedding mortar A: Brick colour to suit clients
requirements

At every termination point the system
should have a secondary seal in
accordance with PAS 2030

with (ie windows,doors,soffits,etc) to prevent ingress of water, it is
important to remmember that we are not responsible for the primary

seal of the building (ie gaps around windows) the building must be

Alsecco corner bead with double layer of
mesh for protection to exposed corners

— Alsecco adhesive mortar - Armatop MP or Armatop A ®

Alsecco HD Mineral Wool Insulation Board [Various

thickness)

weather tight before the system if fitted.
Dammflex is alseccos version of a flexible mastic seal.

Excellent adhesion to all alsecco products including fopcoat.
This makes dammflex a useful tool for repairing minor damage
to the system.

A void must be created in the base coat with either a trowel or
screwdriver while the basecoat is still “green” (Damp).

Once the base coat is dry, this void is then flooded with
dammflex and brushed level with the basecoat with a wet
brush, etc

Once dry topcoat can then be applied over the seal to protect
A secondary seal must then be applied by others
It is inevitable that a hairline crack will appear between the

window and
topcoat. This is purely cosmetic as the seal is intact behind this

point



Sealing the Alsecco System -

Sealing Strip
N

Mastic seal by others

Alsecco Dammflex Sealant
bonded within Basecoat

technical advice

Alsecco grout joint mortar A

e \ Alsecco HD Mineral Wool Insulation Board

l.I'l.( .ll_-'ll l{'/ L1 J =
\ \ / - : - Alsecco Brick Slip's applied with Alsecco bedding
mortar A: Brick colour to suit clients requirements

Alsecco Basecoat Armatop A with Alsecco
Reinfoercement Mesh K, cut and shaped to suit.
NOTE: Mesh must be posihoned within top third
of basecoat to achieve maximum performance

Alsecco comer bead with double layer of
mesh for protection to exposed comers

Alsecco Adhesive mortar —
Armatop MP or Armatop A

Sealing Strip

Suitable Solid Substrate - Masonry - Brick - Block - Standard Concrete
Note: A different fixing will be needed for no fines concrete Seek

Can only be used with insulated systems

The tape ideally needs to be applied directly to the
window or to an uncut edge of the board

The seal should be positioned just behind the face of the
insulation

The insulation should be pressed firmly onto the sealing
tape to compress it as much as possible (providing a
solid seal)

The basecoat and topcoat cover the seal, giving it
added protection It is inevitable that a crack will appear
between the window and topcoat, this is purely
cosmetic as the seal is intfact behind this point

At every termination point the system should have a
secondary seal in accordance with PAS 2030
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Fixing Pattern

All fixing must be supported by adhesive to prevent the back of the board breaking. All fixing are pinned through the mesh on Ecomin systems. A min 100 x T00mm mesh patch is
then placed over the fixing before the basecoat is applied.

A L

L _.ri.l_

a2 T
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Firebreaks NOT required
with Ecomin systems Fire
engineer Lo provide project
Specilic verilication
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Alsecco Expansion joint system: Profile G Alsecco Basecoal render - Armalop A with
Alecco Reinforcement Mesh Universal, cut
Mash Folch over ikdng (7 100mm x 1somm) and shaped 1o suit. NOTE: Mesh must be
— pesitioned within top third of basecoat to
ﬁmm m & ®
L Wool Insuiafion Board. 5-20mm achieve maximum perfermance
Thickness to suit. Expansion Joint
Section A-A : Alsecco Top Primer Sc & Render Silitect Tor—
Silitect K applied to required grain depth B Rovhions Date  Amandment Hama
5-20mm creating textured finish
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Mechanical Anchor fixings - STRU 2G
+ EPS PLug + VT90 Washer (length
dependant on insulation thickness)

I

£

S AAAAY 5t

|
L]

Mesh Patch over fixing [min 100mm x 100mm)

Loose Fill Mineral Wool
Alsecco Expansion joint system: Profile E

Alsecco adhesive mortar - Armatop MP or Armatop A

Alsecco DD Mineral Woel Insulation Board (Various thickness)
Alkecco Basecoal render - Armatop A with

Alsecco Reinforcement Mesh Universal, cut
and shaped to suit, NOTE: Mesh must be
positioned within top third of basecoat to
achieve moximum performance

Alsecco Top Primer 5¢ & Render Silitect T or
Silitect £ applied to required grain depth
creating textured finish

T w ;

I L U R T N P T B —

Suitable Sclid Substrate - Masonry - Brick - Block - Standard
Concrete

Note: A different fixing will be needed for no fines
concrete Seek technical advice
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Suitable Solid Substrate - Masonry - Brick - Block - Standard
Concrete

Note: A different fixing will be needed for no fines
concrale Seek technical advice

Alkecco adhesive mortar - Armatop MP or Armatop A

Akecco DD Insulafion Board (Various thickness)

Akecco Starter Track fixed to
substrate with zinc-coated, carbon
steel hammer-drive fixings

Lynvaole Expanding Foam Tape
Akecco Clip Profie

Akecco Angle Profile

Alkecco Top Primer Sc & Render Silitect Tor
Silitect K applied to required grain depth
crealing textured finish

Akecco Basecoal render - Armatop A with
Alsecco Reinforcement Mesh Universal, cut
and shoped o suit. NOTE: Mash must be

pasitioned within top third of basecoat to
achieve moximum performance
Mesh Patch aver fixing (min 100mm x 100mm)

Mechanical Anchor fixings - STRU 2G + EPS PLug +
VT90 Washer (length dependant on insulation
thickness)
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Externally Mounted Items (Power-Bloc)
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Suitable Solid Substrate - Masonry - Brick - Block - Standard
Concrete

MNote: A different fixing will be needed for no fines
concrete Seek technical advice

Alsecco adhesive mortar - Armatop MP or
Armatop A

Mechanical Anchor fixings - STRU 2G + EPS PLug +
VT90 Washer (length dependant on insulation
thickness)

Alsecco DD Insulation Board (Various thickness)

Double Layer Reinforcement Mesh 200mm from
centre of timber batten

Ejot Powerbloc - Fixed back to substrate as per
installation recommendations - capacity weight circa
15kgs per power block (subject to increase/decrease
size of Powerbloc and amount of fixing points used)
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The EJOT Power-Bloc is foam-molded cuboid made
of EPS with high mass density. The surounding 20
mm grid specifies the precise saw cut.

Characteristics:
EPS thermal conductivity: = 0.040 W/mK
Fire behaviour according to DIN 4102: B2

Free from thermal bridging

Alsecco Top Primer 5S¢ & Render Silitect T or
Silitect K applied to required grain depth
creating textured finish

Alsecco Basecoat render - Armatop A with Alsecco
Reinforcement Mesh Universal, cut and shaped to
suit. NOTE: Mesh must be paositioned within top third
of basecoat to achieve maximum performance

Using a hand saw or a hot wire cutter,
cut the thickness of the Power-Bloc to
the necessary length.

Apply adhesive mortar to the bonding surface

of the EJOT Power-Bloc. The element must be

bonded to the load bearing substrate over the
entire surface.

Can be used
with solid and
SFS
constructions



suitable Solid Substrate - Masonry - Brick - Block - Standard
Concrete

Mote: A different fixing will be needed for no fines concrete See
technical advice

Alsecco adhesive mortar - Armatop MP or Armatop A

Mechanical Anchor fixings - STRU 2G + EPS PLug +

s
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V190 Washer (length dependant on insulation
thickness)

Mesh Patch over fixing (min 100mm x 100mm)

Alsecco DD Mineal Wool Insulation Board (Various
thickness)

— Plastic Alsecco M.U. Bracket support pierce
fixed to insulation: Max load 5kg

—t—
O

Alsecco Top Primer S5c & Render Silitect T or
Silitect K applied to required grain depth
creating textured finish

Alsecco Basecoat render - Armatop A with
Alsecco Reinforcement Mesh Universal, cut
and shaped to suit. NOTE: Mesh must be
positioned within top third of basecoat to
achieve maximum performance




corner Bead
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With the Alsecco EWI system the corner beads are fully
embedded with-in the system, with no visible profile edge.

The main purpose of the bead is to provide additional
mechanical protection for the external corners. Though it
also provides the usual means of squaring up a corner it

must not be used to “dub out” and line up corners.

The final position of the corners is determined by the
insulation board.
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3 | st - ~ Itisjust as important to continue the mesh
8 ' p e around an internal as an external corner
The best way of doing this is to apply a

¢ 300mm wide band of mesh around the
|5 ' : : - corner, Prior fo the basecoat 150mmon -

ﬁt ' 5 e ~ each wall allowing a sharp internal corner -
*: : with no creases in the mesh, this can be :
:‘.' _ . _ e | doneat the same time as the corner

;: beads are applied.

{ _ R _ | A The mesh can then be fitted onto the
't s | g TR basecoat on each wall without any
additional work
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e An even thickness

Using a 10x10mm notch will guarantee
e Alevel basecoat
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The best way to ensure a flat and even surface

notch tfrowel

Basecoat

e ey 3
T i - e f
o B i b dig-tt 44
- e i Mo
=t g - . ool
RS . ezl
e e L L e st S
HEFE
La
&
e e 4
- B o B e i W - i
Il-.-.l-.l-.l..- I.-.I.l.l.-.-l-.1 1|ILI|I| e 1
- I e
¥ o
R ol
i -
P i i T e o e Rl
i . e "
P o - | - irid
B i i -
- T L
- —p— Ll = L
o - - . .
¥
;



] i

4 | :' I- - : | I"I {§ | Il! |I|I " .
—"_..::._.‘:'___'_:__"‘_r_ .;-ih:rl“.t!" . e WEETELNL ey . ]
S e =T L TR LT RS TLETHRITTES ereus e SRR PRIV

M“EH“L,":E '”':t-ll:“'.:lil"'mi'f.ii'zf_f{:,"fié.”

i

o e s el

.....

iy

R T e kT

The best way to ensure a flat and even surface if fo use a notch trowel

Using a 10x10mm notch will guarantee:
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o A level basecoat
. An even thickness
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Basecoat

The best way to ensure a flat and even surface if to use a notch trowel.

Leaving the basecoat 1o “pick up” with the notch pattern visible will allow the
material to “skin over” quicker due to the increased surface area. This will
mean that the material will be capable of resisting rain showers in a shorter
space of time.

Areas where the system needs to be temporarily stopped must be finished
off with a day joint.
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Day Joints

The last T00mm of the mesh must be pressed back against the
insulation boards, with the excess basecoat being removed, This means
that when the jobis
continued, that the basecoat can be applied over the top of the
flattfened mesh, the new mesh is then laid into The fresh material
maintaining the 100mm overlap in the mesh, and ensuring that the mesh
continues in the top 1/3 of the system

When making day joints, try to avoid joining areas at the scaffold lift
points. Always continue to work down to head height on the lift below.
This will give an unobscured view of the joint allowing the fresh work to
be blended in without any ridges and in a position less likely fo become

contaminated.
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It is important to remember that the stress patch
should be fitted at 45 to the main layer of mesh, if
the stress patch is fitted prior to the basecoat this
cannot be guaranteed, also this would make it

impossible to confirm the presence of stress
patches during a visual site inspection.
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Stress

While the potential for cracking around the
windows is reduced by allowing the insulation
board to pass a minimum of 200mm beyond any
corner, the basecoat and mesh must still be
reinforced with a “stress patch” at any corner, on
windows, doors & anywhere else that they occur
on elevations

The minimum size for the stress patch is
250mmx250mm Patches can be fitted as
squares or with cut outs allowing more of the
corner to be covered it is essential that a
stress patch always starts immediately
adjacent to the corner, failure to observe this
rule can increase the potential for a crack to
start and then continue around the stress
patch



Stress Patches

Once the basecoat has “picked up” the notched material will support the mesh ensuring the correct system thickness behind, requiring only a “tight coat” of material over the top of
the mesh to complete the basecoat stage of the system.
The more time that can be left to allow the notched material to dry, the more the final coat can be pushed in.
REMEMBER as the material is air drying the more you trowel over the semi dry material the more you will bring it “back to life” this can mean, the mesh may sink into the layer below
and not remain in the top 1/3, also the overall thickness of the system may be reduced.

The tight coat must be forced into any
voids in the notch and the mesh
completely closed in and embedded in
to the system



Closing IN'
1he Mesh

Over working a wet
base coat leads to this

If a tight coat is applied correctly onto a firm notched
coat, there should be little fo no trowel marks and a
closed in surface, therefore there is no real need to

sponge up.




A notched bed of Bonding
mortar A is applied to the wall
with a 10 x 10 notch trowel

Just like tfraditional brickwork — setting out is key!
Picture below for illustration purposes only

The slip is then pressed
into the notched bed to
collapse the ridges and
achieve a 100%
cohesive bond of the Slip
to the render facing

Bonding mortar A is applied
to the back of each slip or
tile

£PPIying Brick SIips



£ pplying Meldorter Brick Slip Finishes

Joint mortar A or AS is then applied into the joints by hand or by bagged methods.
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/\pplying Meldoriter
Brick Slip Finishes

Once joints are completely filled and
compacted — these should be left to
partially dry.
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£ \pplying Meldorier
Brick Slip Finishes
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Any excess Joint mortar A should be
brushed away with a soft brush before the
material has fully cured to complete the
finish
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*If brick acid or similar cleaning products
are required — use the product in an
inconspicuous area to check for risks of
bleaching® Where possible avoid the
requirement for brick acid
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Applgmg /\Aeldorfer Brlck Sllp
Finishes

Just like traditional brickwork — setting out is key!



