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Ornamental shrub planting
Plants supplied in 2-5L pots planted @ 2 -6/m2 in
450mm imported topsoil with 75mm ornamental bark
mulch dressing

Feature specimen shrub
10-30L containers planted in 600mm imported topsoil

Grass
Grass Seed OR Turf (to be hard wearing amenity
quality) eg AllTurf Festival or similar approved laid on
minimum 150mm imported topsoil

Proposed Tree
Extra Heavy Standard Tree,14-16cm girth, set in soft
landscaping with double stake support

Existing tree or vegetation to be removed in line with
Arborculturalist proposals

Existing tree or vegetation to be retained & protected
in line with Arborculturalist proposals

Native hedge mix
Whips/ transplants/ container grown plants planted in
double staggered rows (rows 500mm apart), 7 per lin.
m with suitable spiral guards

Schwegler 1B Bird Nest Box fixed to existing tree
minimum 3m above ground level to suppliers
recommendations

Schwegler 2FR Bat Tubes attached to building in
groups of 3 to suppliers recommendations

Schwegler 1SP House Sparrow Terrace attached to
building to suppliers recommendations

Proposed Tree
Multi-stem form, set in soft landscaping with single
stake support

Pedestrian Concrete flag paving
eg. Tobermore Textured flag, 600x600x40mm,
Natural colour, laid in a stack bond pattern

Pedestrian Concrete block paving
eg. Tobermore Artro block, 220x55x80mm, Platinum,
Steel, Carbon mix, laid in a stretcher bond pattern with
concrete pin kerb edge restaint

Artificial grass

Vehicular block paving
eg. Tobermore Tegula block,173x173x60mm,
Charcoal colour laid in a stretcher bond pattern with
flush concrete kerb edge restraint

2.1m high welded mesh security fence

2.0m high pre-planted Green Screen fence

Timber pergola

Root Barrier
GreenBlue Urban ReRoot 1000 ribbed root barrier
installed with ribs facing tree, no growing medium over
top of barrier

2.1m high timber vertical boarded fence
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Manually operated
sliding gate to match

security fencing

TYPICAL BOUNDARY DETAIL ELEVATIONS    Scale 1:50

2000mm high GreenScreen fence

GL

2100mm high weld mesh fence

GL

21
00

60x40 RHS support posts

Welded mesh fence panel
finished in RAL colour 6005

Support posts fixed with base
plate to concrete foundations
to engineers details Concrete foundation to

engineers specifications

400x400mm min. trench filled
with compost/fertilsed soil

Rootball with biodegradable
cocoplano, top of rootball to
finish just below ground level

Pre-planted GreenScreen Panel,
2000x1200mm (mesh 5mm
thick, openings 100x250mm)
fixed to metal support posts

Metal support post fixed in concrete foundation

40
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Concrete support posts

Concrete foundations to
engineers details

2100mm high timber fence

GL

21
00

150mm concrete gravel board

15
0

19
50

Heavy duty timber feather edge
panel attached to 100x38mm
top, intermediate & bottom rail.
All timbers to be fixed to rails &
with galvanised nails or screws

N

Rev Description DateInitial

274

PLANNING

01 E

Landscape General Arrangements

Whitehouse Club, Manchester - Phase 1

Branley Homes Ltd

1:200

T  : 0161 406 7333 
M : 07502 269193

Hatherlow House Romiley Stockport Cheshire SK6 3DY

E  : info@savillelandscape.co.uk
W : www.savillelandscape.co.uk

STATUS

DRAWING TITLE

PROJECT TITLE

CLIENT

PROJECT NO. DRAWING NO. REV.

SCALE

A1
SHEET SIZE

KAS
DRAWN

-
CHECKED

July 22
DATE

© This drawing is the Copyright of Saville Landscape Design Ltd & cannot be reproduced in any form
without prior written consent from Saville Landscape Design Ltd.

Drawing scaled & issued for planning purposes only.
All levels & dimensions for construction shall be verified by the Contractor (s) on site prior to work
commencing and relevant orders being placed. Any variations to be reported to the client.

This drawing is to be read in conjunction with all others relating to the project & all
information derived accordingly; any anomolies to be reported to the client.

Work shown on this drawing to be carried out in accordance with current British Standards & Codes of
Practice.

A Car Park to Phase2 boundary amended Mar21KAS
B Amended to latest site plan Nov21KAS
C Amended arc/ client comments Jun22KAS
D Amended client comments, boundary treatments updated Jun22KAS
E Front boundary treatments amended to end user comments Jul22KAS
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