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1. INTRODUCTION

1.1. BACKGROUND

E3P has been instructed by Landcare (East Manchester) to undertake a contamination risk assessment
for penetrative foundation systems, which is referred to as a Contamination Piling Risk Assessment, for
a proposed development at former Manox works in Miles Platting, Manchester.

1.2. PROPOSED DEVELOPMENT

It is intended to construct a residential development comprising 410 low rise residential dwellings with
associated gardens, public open space, estate roads and infrastructure.

Manchester City Council has granted planning permission for housing-led mixed use redevelopment
comprising: a maximum of 410 new dwellings (Class C3); and comprising Class E (maximum floorspace

744 sq.m GIA in total); recreation open space and landscaping; and associated access off Hulme Hall
Lane, Varley Street and Iron Street, infrastructure provision and car parking.

1.3. SCOPE OF WORKS

E3P has prepared this Contamination Piling Risk Assessment in due consideration of the Regulatory
Authorities requirement to demonstrate that the proposed construction works will not present any
unacceptable risk to controlled waters of the wider environ.

1.4. PREVIOUS WORKS

The following reports have been produced for the site:
@ URS - Contaminated Land Site Audit July 2004
@ URS - Phase Il Site Investigation, dated September 2004
© URS - Phase lll Site Assessment Investigation, dated October 2006
@ URS - Synopsis of URS soil and Groundwater Investigation, dated November 2006

@  Environmental Resources Management Limited (ERM) — Northern Boundary Area Assessment
Report, Former Manox Factory, dated 23rd June 2009. Ref 0098997.

@ RSK-Factual Ground Investigation Report, Former Manox Dye Works dated November 2019.
Ref: 11432-04.

@ E3P - Controlled Waters Risk Assessment. Ref: 13-887-R1, dated April 2020, Prepared for Engie
& E3P - Desktop Coal Mining Risk Assessment: 13-887-R2, dated January 2020, Prepared for Engie
© E3P - Outiline Remediation Strategy. Ref: 13-887-R3, dated December 2020, Prepared for Engie.
& E3P - Site Characterisation Assessment. Ref: 13-887-R4, dated August 2020, Prepared for Engie.

© E3P - Outline Remediation and Enabling Works Strategy. Ref: 13-887-R5, dated December 2020,
Prepared for Engie.

@ E3P - Human Health Risk Assessment. Ref: 13-887-R6, dated December 2020, Prepared for

Engie.
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@ E3P - Coal Mining Risk Assessment Stabilisation Specification. Ref: 13-887-R7, dated January
2021, Prepared for Engie.

@ E3P - Remediation Phasing Plan. Ref: 13-887-R8, dated December 2020, Prepared for Engie.

@ E3P - Surface Water Management Plan. Ref: 13-887-R9, dated January 2021, Prepared for Engie.

These reports have been used to form the basis of this Piling Risk Assessment.
1.5. CONFIDENTIALITY

E3P has prepared this report solely for the use of the client and those parties with whom a warranty
agreement has been executed, or with whom an assignment has been agreed. Should any third party
wish to use or rely upon the contents of the report, written approval must be sought from E3P; a charge
may be levied against such approval.
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2. GROUNDWATER CONTAMINATION RISK ASSESSMENT

2.1. GROUND CONDITIONS

MADE GROUND

MANOX

A review of the URS 2004-2006 logs confirms Made Ground was encountered within all locations to a
maximum proven depth of 2.70 m (BH205), consisting of granular fill with clinker, ash, coal and brick.

The ERM investigation logs from 2009 confirm Made Ground was encountered at each of the exploratory
locations, with trial pits often terminating at the base of the made ground. The thickness of Made Ground
was proven to a maximum depth of 3.00 m bgl in TP415, however the thickness was typically 2.00 m.
The Made Ground encountered was variable in composition and consistency, but generally comprised
gravels of brick and concrete rubble with wood fragments, and areas of reworked clay.

In several trial pits (e.g. TP401, TP402, TP405, TP406, TP407, TP408, TP419 and TP421), a second
concrete or brick obstruction was encountered, potentially from a former below-ground structure or
former foundation, suggesting there are remaining constraints at the site, below which has not been
investigated.

The Westlakes 2019 logs confirm that Made Ground was found across the site from surface level to an
average depth of 2.20 m bgl and maximum proven depth of 3.20 m (WS606). Most of the site was
covered with hardstanding, except areas located mainly in the far northeast and southwest of the site
which contained granular hardcore with some silty made ground at surface level. Made Ground was
encountered in all exploratory positions across the site from surface level to an average depth of 2.20
m bgl. These deepest areas are in the central eastern part of the site, however generally there is no
spatial pattern to the distribution of Made Ground, which is relatively deep across the site. Groundwater
monitoring found perched groundwater in the Made Ground between 0.40 m and 1.70 m bgl.

Ash was noted in some locations. Gravel content varied and usually comprised a mix of man-made
materials such as concrete and brick although clinker, bitumen, mudstone, sandstone, limestone, slate
and coal were also encountered. Cobbles of brick and concrete were mainly encountered within the
Made Ground along with limestone and sandstone and lesser amounts of slate, mudstone, slag,
macadam and clinker. Boulders of brick and concrete were also encountered and lesser amounts of
macadam. Fragments of wood, glass and ceramic were also found.

Zone 5

Hardstanding was encountered across areas in the west of Zone 5. Reinforced concrete was
encountered from surface to between 0.10 m and 0.20 m depth in TP501, TP502 and WS501. Asphalt
was encountered at the surface in WS505 and was 0.05 m thick. Vegetation/grass was found to overly
the remaining surface areas.

Made Ground was encountered in all exploratory positions across the site from surface level to an
average depth of 2.00 m bgl. The minimum proven depth of Made Ground encountered was 1.10 m. In
three areas, the Made Ground was much deeper and extended to 2.90 m (TP506), 3.40 m (WS501) and
4.20 m (CP503) bgl. TP506 and CP503 are both located around the centre of the southeast site boundary
near iron street. WS501 is located towards the west corner of the site near Danson Street.

Granular Made Ground was generally encountered across the site comprising brown sand and/or gravel
which included some silt and clay particles. Gravel sized components of brick, concrete and natural

stones were generally present as well as cobbles of brick and concrete. Gravel sized fragments of
pottery, glass, wood, asphalt, slag, clinker and coal were also occasionally encountered. Ash was noted

in some locations.
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Zone 7

In the east of the site, turf was underlain by imported topsoil over Made Ground. The topsoil was usually
encountered as a 0.20 m thick layer, although it was found to be slightly thicker in three areas (0.30 m
thick in CP703 and WS707A, respectively located in the far southwest of the recreation area and the far
northeast of the site, and in CP702, located towards the central east of the site, Where the topsoil was
recorded as a 0.60 m thick layer).

In the west of the site (TP701, TP702, TP705, TP708, TP709, WS701 and WS703) was found to have
Made Ground from surface level as gravel hardcore of limestone and brick, which was typically 0.20 m
thick and underlain by further Made Ground.

Made Ground was encountered in all exploratory positions to an average depth of 2.10 m bgl. The
minimum depth of made ground was 1.00 m (TP703 in the central northeast of the site and TP708 in the
far southwest of the site). The maximum recorded depth of Made Ground was 3.00 m which was
recorded in two areas (TP706 and TP707) both located towards the central areas of the recreation
ground. Historical maps showed that the recreation ground formerly included a coal pit and also clay
extraction may have occurred. Consequently, subsequent infill of these areas with Made Ground is
considered likely.

Granular Made Ground was generally encountered across the site comprising brown sand and/or gravel
which may be silty. Gravel sized components of brick, concrete and natural stones were generally
present as well as a low to medium cobble content of brick, concrete and pottery. Glass bottles are noted
within the Made Ground. Gravel sized fragments of pottery, glass, wood, asphalt, clinker and coal were
also occasionally encountered. Ash was noted in some locations.

WS706, WS706A, WS707 WS707B were all attempted in the far northeast of the site and encountered an
obstruction at 0.70 m bgl, preventing further investigation. The obstruction at 0.70 m bgl is assumed to
be the buried abandoned former carriageway of Coleshill Street.

The E3P Depth of Made Ground Plan is presented in Appendix lll.
DRIFT

MANOX

Drift deposits were encountered within the majority of the URS 2004-2006 boreholes, the exceptions of
which were BH104, BH107, BH201 and BH209, where the full extent of the Made Ground could not be
proven due to brick and concrete obstructions in these areas. Drift deposits comprised of stiff, dark
brown CLAY with cobbles and silt veins to a maximum proven depth of 4.40 m bgl (BH202A).

The natural strata encountered within the ERM 2009 works comprised soft to stiff brown to grey CLAY
with silt / sand lenses to a maximum proven depth of 3.10 m bgl (TP415). The base of the CLAY was not
proven in this site investigation.

Westlakes concluded that beneath the Made Ground, Glacial Till was encountered, generally as cohesive
Glacial Till comprising firm or stiff silty and slightly gravelly CLAY to a maximum proven depth of 10.00
m bgl in cable percussive boreholes.

The bedrock geology was encountered at 6.30 m (BH107) during the URS 2004-2006 works, but it is
noted elsewhere in the report that bedrock lies circa 13.00 m bgl when reviewing available BGS data.

A revie of online borehole records held by the BGS confirms the absence of bedrock up to 31.00 m bgl
(SJ8INE6E73).

Subsequent rotary borehole drilling, carried out by E3P in November 2020, confirms bedrock is present
between 22.10 m and 31.00 m bgl.

&
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ZONE 5

Glacial Till deposits were encountered beneath the Made Ground across the whole site. The Glacial Till
was encountered initially as cohesive deposits, however, with depth granular Glacial Till becomes more
dominant.

Beneath the Made Ground, firm to stiff or stiff cohesive clay, which was slightly sand/gravelly and
occasionally silty was encountered. Cobbles and boulders were generally not found within the Glacial
Till. The cohesive Glacial Till is typically high strength, firm to stiff or stiff.

The Atterberg results indicate that the cohesive Glacial Till is of low to intermediate plasticity. The
Modified Plasticity Index ranges between 8% to 26% and therefore the clays are calculated to have low
to medium volume change potential.

Areas of granular Glacial Till were encountered in 2019 as orangish to yellowish brown to brown slightly
gravelly sometimes clayey fine to coarse sand bands. The sand bands were encountered towards the
base of three of the four cable percussive boreholes which extended to a maximum depth of 10 m bgl.

Locations encountering the granular Glacial Till typically failed to reach the full SPT penetration depth
and encountered very dense sand.

ZONE 7

Beneath the Made Ground, firm to stiff cohesive clay, which was slightly sandy and slightly gravelly was
usually encountered. However soft to firm clay was initially encountered in three of the Gl locations
(WS707A between 1.40 m to 2.20 m, TP703 between 1.00 m to 1.20 m and TP704 between 1.40 m and
2.00 m), which were generally positioned towards the more eastern areas of the site. The clay in these
areas became firm or firm to stiff from 1.20 m, 2.00 m and 2.20 m bgl. Cobbles and boulders were not
found within the Glacial Till.

the cohesive Glacial Till appears to increase in strength with depth and varies from firm (medium
strength) to very stiff (very high strength) clay. The Atterberg results from 2007 and 2019 are broadly
comparable. The results indicate that the cohesive Glacial Till is of low to intermediate plasticity. The
Modified Plasticity Index ranges between 13% to 25% and therefore the clays are calculated to have low
to medium volume change potential.

Granular Glacial Till is considered likely to underly the cohesive deposits across the site. Dense sand

was encountered in one 2019 Gl position (CP703) from 11.50 m bgl to 12.45 m bgl, where the hole was
terminated.

GROUNDWATER

MANOX
URS identified groundwater strikes between 0.40 m bgl to 2.70 m bgl during investigation works.

ERM identified groundwater strikes between 0.30 m bgl to 1.00 m bgl within Made Ground during the
investigation works.

Westlakes (for RSK) identified groundwater strikes at 0.20 m to 2.50 m bgl within Made Ground.

Groundwater monitoring by Westlakes 2019 found perched groundwater in the Made Ground between
0.40 m and 1.70 m bgl. E3P found groundwater between 0.50 m and 7.50 m bgl.

ZONE 5

Groundwater was encountered as perched and as small seepages within five exploratory locations

between 0.50 m and 2.80 m bgl.
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During the groundwater monitoring programme, perched groundwater was encountered in some
locations in the Made Ground. Groundwater was also recorded in the Glacial Till at depths between
2.97 m and 9.94 m bgl. Perched water may be encountered in the Glacial Till although the true
groundwater table may be located at greater depth.

ZONE 7

Groundwater was encountered as perched and as small seepages within five exploratory locations
between 1.60 m and 2.40 m bgl and within Glacial Till at 3.00 m bgl within WS702 and WS705.

During the groundwater monitoring programme, perched groundwater was encountered in some
locations in the Made Ground. Groundwater was also recorded in the Glacial Till. High groundwater
levels, between 0.19 m and 0.86 m bgl, were recorded in CP701 and CP702, which had response zones
within the cohesive Glacial Till. However, in CP703, which extended into the granular Glacial Till, the
groundwater level was towards the base of the well at 11.60 m bgl. This may indicate that perched water
may be encountered in the Glacial Till, although the true groundwater table may be located at greater
depth.

The groundwater data indicates that there are two distinct groundwater tables beneath the site and little
or no continuity between the different geological units.

2.2. CONTROLLED WATER RISK ASSESSMENT

E3P prepared an updated Tier 1 controlled waters risk assessment, this highlighted the prevalence of
cyanide throughout the Made Ground in the Manox sector at significant concentrations within the soil
matrices that are considered to represent an ongoing and persistent source of pollution to controlled
waters.

Arsenic and lead are locally impacted in discreet locations; however, these metals do not appear to
represent a site wide source of widescale impact in the dissolved phase perched groundwater
considered to be a viable plume capable of migration.

Significant concentrations of polycyclic aromatic hydrocarbons associated with the refinement of coal
tar are identified within the solid and aqueous phase within all phases of historical ground investigation
works. It should be noted that the contaminant load within both solid and perched water are dramatically
reduced within all forms of sampling in Zone 7 and 5W to the south, indicating a lack of mobility and
migration which is to be anticipated when looking at the fate and transport of these compounds.

The deeper groundwater monitoring wells installed by RSK indicated an absence of significant or gross
contamination impact within the underlying superficial drift deposits, which when considering the light
non aqueous characteristics and relatively reduced solubility is to be anticipated.

The results of the historical data review, Tier 1 qualitative and preliminary Tier 2 quantitative risk
assessment has allowed E3P to draw the following conclusions in respect to the risk to controlled
waters:

There have been extensive multiple phases of historical ground investigation, this has enabled a detailed
assessment of the site and reasonable characterisation of the pollution risk and potential to impact the
critical receptor;

The primary receptors are identified as the Canal to the north and culverted Shooters Brook to the south;
The Canal is ‘cut’ into the glacial till clay aquitard, however when considering the detailed hydrological

model, it would appear that the canal loses water to the site and is contributing the perched water flow
across the low permeability clay to the south towards Shooters Brook.

&
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It is probable that impact to the canal will occur through migration of perched water in conduits such as
relict drainage infrastructure as oppose to an actual dissolved phase plume and groundwater migration;
Confined perched waters at a higher elevation that egress via conduits from the canal will be removed
during the mediation works to negate this identified pollution pathway;

Shooters brook is at least 150m south, monitoring of installations immediately adjacent to the primary
source area suggest that there is significantly reduced contaminant load immediately adjacent to the
site boundary. When considering the operational period of the Manox facility (>100yrs) the absence of
gross contamination at the boundary substantiates the suggestion that lateral (down hydraulic gradient)
migration is reduced.

The underlying aquifer is not considered a high-risk receptor given the significant depth of glacial clay.
In addition, it is noted that four mines are present directly beneath the site, therefore the groundwater
will be of poor quality; and,

The primary area of concern is the Manox site, numerous primary sources of pollution remain in the
form of tar channels, chemical waste, tanks, drainage infrastructure and significantly impacted soils.

E3P prepared an updated Tier 1 controlled waters risk assessment, this highlighted the prevalence of
cyanide throughout the Made Ground in the Manox sector at significant concentrations within the sail
matrices that are considered to represent an ongoing and persistent source of pollution to controlled
waters.

Arsenic and lead are locally impacted in discreet locations; however, these metals do not appear to
represent a site wide source of widescale impact in the dissolved phase perched groundwater
considered to be a viable plume capable of migration.

Significant concentrations of polycyclic aromatic hydrocarbons associated with the refinement of coal
tar are identified within the solid and aqueous phase within all phases of historical ground investigation
works. It should be noted that the contaminant load within both solid and perched water are dramatically
reduced within all forms of sampling in Zone 7 and 5W to the south, indicating a lack of mobility and
migration which is to be anticipated when looking at the fate and transport of these compounds.

The deeper groundwater monitoring wells installed by RSK indicated an absence of significant or gross
contamination impact within the underlying superficial drift deposits, which when considering the light
non aqueous characteristics and relatively reduced solubility is to be anticipated.

The results of the historical data review, Tier 1 qualitative and preliminary Tier 2 quantitative risk
assessment has allowed E3P to draw the following conclusions in respect to the risk to controlled
waters:

There have been extensive multiple phases of historical ground investigation, this has enabled a detailed
assessment of the site and reasonable characterisation of the pollution risk and potential to impact the
critical receptor;

The primary receptors are identified as the Canal to the north and culverted Shooters Brook to the south;
The Canal is ‘cut’ into the glacial till clay aquitard, however when considering the detailed hydrological
model, it would appear that the canal loses water to the site and is contributing the perched water flow
across the low permeability clay to the south towards Shooters Brook.

It is probable that impact to the canal will occur through migration of perched water in conduits such as
relict drainage infrastructure as oppose to an actual dissolved phase plume and groundwater migration;

Confined perched waters at a higher elevation that egress via conduits from the canal will be removed
during the mediation works to negate this identified pollution pathway;

&
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Shooters brook is at least 150m south, monitoring of installations immediately adjacent to the primary
source area suggest that there is significantly reduced contaminant load immediately adjacent to the
site boundary. When considering the operational period of the Manox facility (>100yrs) the absence of
gross contamination at the boundary substantiates the suggestion that lateral (down hydraulic gradient)
migration is reduced.

The underlying aquifer is not considered a high-risk receptor given the significant depth of glacial clay.
In addition, it is noted that four mines are present directly beneath the site, therefore the groundwater
will be of poor quality; and,

The primary area of concern is the Manox site, numerous primary sources of pollution remain in the form
of tar channels, chemical waste, tanks, drainage infrastructure and significantly impacted soils.
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3. PILE DESIGN CONTAMINATION RISK ASSESSMENT

3.1. PILEDESIGN

The scheme is to be constructed using a Vibro Stone Columns (VSC) to 4.00 m in proposed low rise
housing areas and a Continuous Flight Auger (CFA) piling design for areas of proposed apartment

blocks to 12.50 m bgl.

3.2.

CONTAMINATION RISK ASSESSMENT

The piling risk assessment considers six pollution scenarios based on the site setting and ground
investigation findings. These are discussed in Table 3.1.

TABLE 3.1

POTENTIAL POLLUTION SCENARIO

GENERIC POLLUTION SCENARIO RISK

SITE CONSIDERATIONS

Creation of preferential pathways
associated with potentially soluble
phase compounds within the
perched aquifer

LOW

Creation of preferential
pathways, through a low
permeability surface layer, to
allow upward migration of landfill
gas, soil gas or contaminant
vapors to the surface

LOW

Direct contact of site workers and
others with contaminated soil
arisings that have been brought to
the surface.

LOW

Groundwater analysis from samples within the
perched groundwater in the Made Ground has
identified potentially significant concentrations with
the only locally elevated concentrations determined
when compared against highly conservative EQS
values.

The majority of site is underlain by low permeability
drift deposits, therefore there is no complete pollutant
pathway linkage is considered likely.

Additionally, substantial remediation and enabling
works are planned for this sector of the site to stabilize
or remove the sources of this contamination source.
As such, the end risk is considered low once the
remediation scheme has been implemented.

The site has been previously assessed as
Characteristic Situation 2 therefore appropriate gas
protection measures will be installed in the proposed
development protecting end users of the site.

Post remediation gas and vapour monitoring will also
take place to further confirm the gas classification of
the site.

The use of VSC will not generate any return materials
to the surface however CFA piling does generate
some return of materials.

CFA is due to take place in areas of apartments only,
in this case of this site these are proposed in the least
contaminated areas of the site so any return material
will not be a significant risk to workers.

Additionally, substantial remediation and enabling
works are planned for this sector of the site to stabilize
or remove the sources of the contamination. As such,
the end risk is considered low once the remediation
scheme has been implemented.

o
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GENERIC POLLUTION SCENARIO

RISK

SITE CONSIDERATIONS

Direct contact with the pile and
potentially contaminated soil and
leachable compounds

The driving of solid contaminants
down into the aquifer during piling

Contamination of groundwater and,
subsequently, surface waters by
concrete, cement paste or grout

LOW

LOW

LOW

The concrete will be specified to a recognised
standard according to the pH and sulphate
concentrations recorded in the E3P site investigation.
No other conditions have been identified that would
pose a risk to buried concrete structures.

The proposed piling method across the majority of the
site is a shallow displacement by VSC or CFA. Both
mechanisms will ensure no vertical displacement of
impacted soil or groundwater.

The primary movement of soil during piling is lateral
with a small potential for soils in contact with the sides
and that base to be dragged down slightly before it is
displaced. However, document EA NC/99/73
concludes that is no recorded cases of this occurring.

Laboratory analysis of Made Ground samples has
recorded elevated heavy metals, PAHs and
hydrocarbon fractions on a site wide basis.

Although, the Made Ground has been shown to be
significantly impacted, the piling method only likely to
result in minimal vertical displacement of soils
through the underlying drift. Therefore, the risk is
considered to be low.

As the method is vibro across the majority of the site,
the amount of liquid cement that will be utilised is
limited.

A robust surface water management plan has been
compiled by E3P as a part of the scope of the works
at the site. This report has been compiled in order to
outline preventative measures to any contamination
of surface of groundwaters but also to address
potential spillages occurring as a result of site
activities such as piling and the appropriate actions to
be carried out should this occur by all contractors and
site users during the development process.
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4. CONCLUSION

Prior to commencement of penetrative foundation works, extensive land remediation will be completed
to ensure the removal of all primary sources and the treatment of soils and perched groundwater to
ensure compliance with the Remediation Strategy stated objectives.

A physical barrier will be installed to the site boundary with the Rochdale canal to impede any lateral
migration of potentially impacted waters to the critical receptor.

The VSC system is a soil displacement to promote increased soil density through the addition of inert
engineering materials to depths in the region of 3.0 to 5.0m. the VSC solution will terminate at a shallow
depth leaving ~8.0 to 10.0m of clay aquitard unpenetrated and therefore no preferential pathway is
generated.

The CFA system will be utilised within areas of reduced sensitivity and post remediation, the CFA system
will incorporate the injection of liquid concrete as part of the construction of the reinforced subterranean
structure, therefore sealing the pile and removing the potential for any migration pathway toward the
underlying more permeable stratum and viable aquifer within the superficial drift.

The Piling Risk Assessment has determined that based on the current ground and perched groundwater
conditions within the Made Ground and groundwater in the aquifer, the agreed substantial remediation
of sources of contamination at the site and also the implementation of a robust surface water
management plan at the site, the use of a VSC and CFA piling bearing within the underlying Made Ground
will pose a low risk.

END OF REPORT
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10.

This report and its findings should be considered in relation to the terms of reference and
objectives agreed between E3P and the Client as indicated in Section 1.3.

For the work, reliance has been placed on publicly available data obtained from the sources
identified. The information is not necessarily exhaustive and further information relevant to the
site may be available from other sources. When using the information it has been assumed it is
correct. No attempt has been made to verify the information.

This report has been produced in accordance with current UK policy and legislative requirements
for land and groundwater contamination which are enforced by the local authority and the
Environment Agency. Liabilities associated with land contamination are complex and requires
advice from legal professionals.

During the site walkover, reasonable effort has been made to obtain an overview of the site
conditions. However, during the site walkover, no attempt has been made to enter areas of the
site that are unsafe or present a risk to health and safety, are locked, barricaded, overgrown, or
the location of the area has not been made known or accessible.

Access considerations, the presence of services and the activities being carried out on the site
limited the locations where sampling locations could be installed and the techniques that could
be used.

Site sensitivity assessments have been made based on available information at the time of
writing and are ultimately for the decision of the regulatory authorities.

Where mention has been made to the identification of Japanese Knotweed and other invasive
plant species and asbestos or asbestos-containing materials, this is for indicative purposes only
and do not constitute or replace full and proper surveys.

The executive summary, conclusions and recommendations sections of the report provide an
overview and guidance only and should not be specifically relied upon without considering the
context of the report in full.

E3P cannot be held responsible for any use of the report or its contents for any purpose other
than that for which it was prepared. The copyright in this report and other plans and documents
prepared by E3P is owned by them and no such plans or documents may be reproduced,
published or adapted without written consent. Complete copies of this may, however, be made
and distributed by the client as is expected in dealing with matters related to its commission.
Should the client pass copies of the report to other parties for information, the whole report
should be copied, but no professional liability or warranties shall be extended to other parties by
E3P in this connection without their explicit written agreement there to by E3P.

New information, revised practices or changes in legislation may necessitate the re-
interpretation of the report, in whole or in part.
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TERMS
ACM Asbestos-containing material ‘ MMP Materials management plan
ADS Acoustic design statement ‘ ND Not detected
AST Above-ground storage tank ‘ NDP Nuclear density probe
BGS British Geological Survey ‘ NMP Noise management plan
BSI British Standards Institute ‘ NPSE Noise policy statement for England
BTEX Benzene, toluene, ethylbenzene, | NR Not recorded
xylenes
CA Coal Authority ‘ PAH Polycyclic aromatic hydrocarbon
CBR California bearing ratio ‘ PCB Polychlorinated biphenyl
CIEH Chartered Institute of Environmental | Pl Plasticity index
Health
CIRIA Construction  Industry  Research | PID Photo ionisation detector
Association
CLEA Contaminated land exposure | POS Public open space
assessment
CML Council of Mortgage Lenders ‘ PPE Personnel protective equipment
CoC Contaminants of concern ‘ ProPG Professional practice guidance
CSM Conceptual site model ‘ QA Quality assurance
DNAPL Dense non-aqueous phase liquid|SGV Soil guideline value
(chlorinated solvents, PCB)
DWS Drinking water standard ‘ SPH Separate-phase hydrocarbon
EA Environment Agency ‘ SPT Standard penetration test
EQS Environmental quality standard ‘ SVoC Semi-volatile organic compound
FFL Finished floor level TPH Total and speciated petroleum
hydrocarbon
GAC General assessment criteria TPHCWG Total Petroleum Hydrocarbon
(Criteria Working Group)
GL Ground level UKWIR United Kingdom Water Infrastructure
Risk
GSV Gas screening value ‘ UST Underground storage tank
HCV Health criteria value ‘VCC Vibro-concrete column
ICSM Initial conceptual site model ‘VOC Volatile organic compound
LEL Lower explosive limit ‘ VRSC Vibro-replacement stone columns
LMRL Lower method reporting limit ‘VSC Vibro-stone columns
LNAPL Light non-aqueous phase liquid| WHO World Health Organisation
(petrol, diesel, kerosene)
Mcv Moisture condition value WRAP Waste and Resources Action
Programme
MIBK Methyl isobutyl ketone ‘ WTE Water table elevation

&
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|

m Metres ‘ ppm Parts per million

km Kilometres ‘ mg/m?3 Milligram per metre cubed

% v/v Percent volume in air ‘ m bgl bgl  Metres below ground level

mb Millibars (atmospheric pressure) ‘ m bcl Metre below cover level

I/hr Litres per hour mAOD Irxél\claélr;as above ordnance datum (sea
pg/l Micrograms per litre (parts per billion) ‘ kN/m? Kilonewtons per metre squared

ppb Parts per billion Hm Micrometre

Milligrams per kilogram (parts per

mg/kg million)
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DRAWING 13-887-001 — SITE LOCATION PLAN
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Notes: Client: Job No: Date:
Environmental Engineering
_ Partnerships Ltd
. 13-887 14.01.2020 City Heliport & Business Centre
Engie - Eccles, Manchester, M30 7RU
Drawing No: Scale: Tel: 0161 707 9612
E-mail: info@e3p.co.uk
002 NTS Website: www.e3p.co.uk
Job Title: Drawing Title:
The client must not amend any drawing, design or other
intellectual property produced by E3P Ltd without permission in
writing from E3P Ltd in advance of any amendments being
Manox Site Location made. In the event that such written permission is not obtained
in advance of the amendments being made, E3P Ltd shall not be
P1 14.01.2020 |DRAFT |HM MD liable for any damage_and/or I_osses _occurring as a result of the
amended drawing, design or intellectual property.
Phase Revision |Date Issue Drawn Checked
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