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EnviroSolution is a multidisciplinary consultancy focused on public and private sector clients,
predominantly in the land and property management and development field.

EnviroSolution offers a broad set of services that allow the land or property owner or manager to access
a suite of services that are not normally available from a single, high quality and professional source.

EnviroSolution has expertise and experience in all aspects of environmental enforcement, regulation and
assessment, working in conjunction with the HSE, Local Authorities and Environment Agency. With
specific capability in environmental protection and planning policy and control, EnviroSolution has a core
knowledge base to assist clients in dealing with Flood Risk issues.

Disclaimer:

This report has been prepared by EnviroSolution Ltd which has exercised such professional skill, care
and diligence as may reasonably be expected of a properly qualified and competent consultant
experienced in preparing reports of a similar scope.

However, to the extent that the report is based on or relies upon information contained in records, reports
or other materials provided to EnviroSolution Ltd which have been independently produced or verified,
EnviroSolution Ltd gives no warranty, representation or assurance as to the accuracy or completeness
of such information or conclusions drawn therefrom.

This report is prepared solely for the benefit of the client. It may not be relied upon by any other party
without the prior written consent of EnviroSolution Ltd. Those using this information in subsequent
assessments or evaluations do so at their own risk.
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1.0 Scope

This report contains the details of a SUDS Drainage Strategy for planning carried out by
Envirosolution Ltd for Land south of Junction of Old Market Street and Middleton Old Road,
Manchester M9 8DS, henceforth referred to as “the site” in this report.

This report has been prepared for Saleem Architects Ltd and must not be relied upon by any
other party without the explicit written permission of Envirosolution Ltd.

All parties to this report do not intend any of the terms of the Contracts (Right of Third Parties
Act 1999) to apply to this report. Please note this report does not purport to provide definitive
legal advice nor can it be used to demonstrate that the site will never flood in the future or
provide exact specifications / warranties for the products used.

All rights reserved. No part of this report may be copied, edited, transmitted, reproduced, hired, lent, sold
or disclosed without the prior written consent of Envirosolution Ltd. Any action taken or omitted to be
taken in reliance upon the content of this report is not permitted and may be unlawful. Copyright ©
Envirosolution Ltd 2024.

2.0 Introduction

The information source used to undertake this FRA has been collected from the following
sources:

British Geological Survey Website and iGeology Website

EA Website

Manchester City Council: policies, mapping and guidance

Manchester City Council as the Lead Local Flood Authority: SUDS guidance
Internet mapping and searches

3.0 Existing Site Status and Setting
3.1 Site Location and Status

The site is defined by buildings / former building footprint and 100% hardstanding. The site
location is indicated in red on the site location plan included within Appendix A.
3.2 Geology

Geology
Based on BGS mapping and boreholes (and know conditions of the majority of this part of
Liverpool):

e Bedrock: Manchest Marls Mudstone

e Superficial deposits: potential for Glaciofluvial Sheet Deposits, Devensian - Sand and
gravel

It is considered that given the site setting / constraints of a fully constrained site and
requirements of the statutory consultees, there is no need to undertake BRE365 testing for
planning because a soakaway is not an option. As a constrained inner urban site adjacent to
a culverted watercourse, surrounded by infrastructure and other buildings, it is not feasible
to incorporate a soakaway on this site.
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3.3  Existing Drainage

Public sewer records have been sourced. The site is an existing site with former buildings
with connections to the sewer.

United Utilities plans confirm that this provides suitable connection diameter for the 110mm
/ 150mm pipe that would also have a restriction to 2.0l/s.

There is no evidence of any existing SUDS. The site currently discharges 100% without
attenuation or allowance for climate change to the sewer.

This scheme will stop this and will establish Source Control SUDS and restriction to the
surface water sewer.

3.4 LLFA Common Responses From 20years of Project Experience

A full drainage design drawing and supporting hydraulic calculations are required to show
that
o flows for up to the 1:30yr critical rainfall event are retained within the system and
that

The calculations show that the site provides storage for the full 1in100year+40%cc.
This means the 1in30year critical rainfall event and even up to the 1in100year+40%cc
are fully retained within the system on site.

We understand that some drainage departments prefer to ensure there is still a tank at
the ground level.

This is why we suggest the option that there is always the back up, as with any site,
for there to be a tank sized to accommodate all critical storms up to the
1in100year+40%cc i.e. therefore the 1lin 30year critical rainfall event is also retained
within the system.

All storm water falls on to an are that is formally drained and accommodated / retained
within the site boundary.

The drainage layout in Appendix D shows the pipe connections and likely pipe sizes
and appropriate connection sizes to reach the existing sewer in the street.

Network analysis of the internal pipes is not required at this stage to demonstrate that
the SUDS drainage system will not cause flooding of the building and off site. This is
simply a much more detailed stage design requirement. It is known that this type of
building will require design to Building Regs which controls the appropriate
communication of storm water to storage devices and must interface with all other
utilities, the make up of the walls, ceilings, choice of materials, steel frames etc, all
information which we simply do not have and do not need at this stage for the drainage
design.

This arrangement of internal pipes to take storm water to a tank is universal, not
complex and not novel in anyway.

We cannot provide exact specifications of a tank at this stage or the internal pipe
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layouts because we simply do not have the level of design at planning stage to make
this meaningful and it is also not a concern that would raise a material consideration
at planning.

We have oversized the flood storage volume and we have provided more volume of
storage than is required by that already oversized flood storage.

o for the 1:100yr+40% climate change allowance, critical rainfall event there will be
no flooding to any buildings and any excess volumes of water will be retained on
site.

The site is defined by the footprint of the building.

We have designed the system such that there is no exceedance off site for the
appropriate critical design storm scenarios:

The volume of storage has been sized to accommodate 100% of the critical
1in100year+40% climate change storm with an additional buffer to further oversize the
oversized storage. In fact, we show three times the amount of storage can be
accommodated in the scheme.

There will be no flooding off site.

By oversizing the storm water storage and furthermore using the additional storage at
height of planters / vegetation with their additional void storage, this is a very
appropriate approach for high rise buildings which have limited communal external
space at ground level to ensure no exceedance.

As per Section 4.4 below, the SUDS store for 100% of the 1in100year+40%.

The scheme has the proven viable options of discharging surface water to a
watercourse and a sewer at a heavily restricted discharge rate.

4.0 Assessment of Proposed Development
4.1 Proposed Development

The proposed development is (Appendix B) comprises:
e Erectresidential scheme with maximized SUDS
e Ground floor external areas maximized for Source Control SUDS
e SUDS to be of the highest in the hierarchy feasible for a constrained urban site
0 Restricting discharge on a previously unattenuated site
0 New SUDS to meet 2024 requirements

0 Re-use existing connections for separate foul and surface water (or new
connections as part of Sec 106 with United Utilties and/or EA consent for new
formal outfall to watercourse)

0 Re-use existing outfall to Boggart Hole Brook

4.3  Surface Water Drainage

In accordance with the NPPF, PPG and LLFA policy requirements, sustainable drainage
systems (SUDS) should be incorporated wherever possible to reduce positive surface water
run-off and flood risk to other areas.

As a precaution for the discharge connection, so as not to rely on an unknown and to
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demonstrate a worse case of SUDS storage on site with restricted discharge, it is
recommended that SUDS techniques are restricted to the use of the highest forms of SUDS
feasible i.e. upper levels storage.

It is proposed to provide an attenuation based surface water strategy to serve run-off from
the proposed roof area; a formal restriction device can be used but is not likely required given
the extreme runoff rate is lower than the lowest suitable restriction rate.

Given the scheme meets the SUDS hierarchy for connections and SUDS measures, this
complies with UU’s connection requirements.

The culverted watercourse adjacent is a viable option and one that would be promoted by
the EA and the LLFA; to have an overflow to the sewer is the appropriate response.

United Utilities do not allow ground level Source Control SUDS to connect directly to the
combined sewer. This scheme does not do this in any case.

4.4  SUDS Storage Calculations

Calculations have been prepared based on the Micro Drainage software package to assess
the size of structure require, based on the following design criteria.

e Site areais c. 0.19ha (1,900m2)
e Site incorporates new areas of soft and porous landscaping
e Scheme will be only 60% impermeable
o Use 75% of the site hence additional 15% oversizing
So for clarity:
e The scheme reduces the impermeable areas overall
o Design event for storage - 100 year (with climate change; see below)
¢ Climate change allowance - 40%
e Calculations use the 2.0 I/s to derive the oversized storage calculations
e The calculation output is included within Appendix C.
0 Oversized storage required: 66.0m3

0 This scheme demonstrates it could incorporate easily ??7??? storage
using Source Control rain garden planters and attenuation tank

0 This is greater than 3 times the required storage
o This is fully compliant
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4.5

SUDS Specifications: SUDS Hierarchy Compliant

Rain Garden in Yes Total area for planters with intergrated c. 65.0m2, | 33.96m3
communal ground 2 on areas adjacent to walls with RainWater Pipe for
areas adjacent to direct connection via splayed ends
RWP’s Natural .
Interception Incorporate integrated storage of 0.55m storage
Easily accessible for =35.75m3
maintenance
Assume 95% void ratio using cellular storage under
the rain garden soil strata
=33.96m3
Cellular Storage No Area of 137.5m 78.375m3
Below the ground Use 0.6m depth
floor parking. -82.5m3
(Stillrequired by Assume 95% void ratio
some LLFA’s as
back up If the =78.375m3
water  company This tank has greater capacity than the critical
will adopt / subject 1lin30year AND the 1in100year+40%cc critical
to UuU’s storm even with oversizing
requirements  at Off the shelf specifications are widely available
the time)
Total 112.335m3
Greater than the already
oversized 66.0m3 required to
demonstrate the scheme has
sufficient space for SUDS

The SUDS strategy provides more than the oversized calculated volume.

The indicative layout plan included within Appendix D shows locations for the SUDS
structures.
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4.6  SUDS Hierarchy: Roof Areas & Pipe Connections

SUDS Hierarchy Connections: There are no additional rivers / seas or drainage ditches
available adjacent to the site and soakaways are not feasible for this constrained urban site
given the geology; the culverted watercourse and the sewer as back up are the only options.
The scheme meets the SUDS hierarchy for SUDS measures also:

SUDS Hierarchy Measures: The upper roof areas are not suitable for sedum roof as they
are either pitched or a small area which would not be easy to maintain.

Maximising the SUDS as Source Control on the external ground floor areas is the most
appropriate response as this is fully accessible for maintenance; this also minimizes the extra
weight at the full height of the building, to reduce embodied carbon.

The exact pipe sizes, runs, inverts and manholes will be confirmed as part of detailed
designs; specifications of landscaping and drainage products need to be confirmed through
detailed design stage at a later date.

This is not required at this stage to demonstrate scheme can accommodate the surface water
flows or meet LLFA requirements.

Further Enhancements

Whilst internal rainwater harvesting is not proposed, rainwater pipes can be fitted with water
butts AND can discharge directly to the rain garden planters. Regardless, the use of water
butts won'’t reduce the design criteria of the receiving below ground drainage system.

It will be necessary for the surface water drainage system to comply with the Environment
Agency’s pollution prevention guidance. Roof run-off is classified as uncontaminated and, in
accordance with EA pollution prevention guidance, will not require any treatment. Any
surface water run-off draining through sedum roof and planters will receive an adequate level
of filtration through the associate substrate.

4.8 Maintenance

With respect to maintenance, the proposed SUDS techniques should be maintained in
accordance with the appropriate regimes set out within the SUDS manual and will be the
responsibility of the owner / management company.

A SUDS maintenance schedule is included within Appendix D.

5.0 Summary

The condition of any existing connections should be verified by a CCTV survey prior to re-
use. Should it not be feasible to re-use the existing connection then it will be necessary to
provide a new one. Any amendments to the existing discharge arrangements or new
connection will be subject to the approval of the water company, via a Section 106
Connection Application under the Water Industry Act 1991 at the design stage.

It is proposed to provide an attenuation based surface water drainage system to serve run-
off from the new development roof area. It is proposed to use the highest forms of SUDS
feasible. It should be noted that the proposed surface water strategy will reduce positive run-
off from the site in the post development scenario and therefore reduce flood risk to other
areas. The proposed drainage strategy is subject to the approval of the Local Planning
Authority, Lead Local Flood Authority and United Utilties.

Given the scheme meets the SUDS hierarchy for connections and SUDS measures, this
complies with UU’s connection requirements.
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AN

hrwallingford

Calculated by George Locke
Jct Old Mkt & Middleton

Site name: MO 8DS

Jct Old Mkt & Middleton

Site location: MO 8DS

Surface water storage
requirements for sites

www.uksuds.com | Storage estimation tool

Site Details

Latitude:

Longitude:

This is an estimation of the storage volume requirements that are needed to meet normal

best practice criteria in line with Environment Agency guidance “Rainfall runoff management
for developments”, SC030219 (2013), the SuDS Manual C753 (Ciria, 2015) and

the non-statutory standards for SuDS (Defra, 2015). It is not to be used for detailed design

of drainage systems. It is recommended that hydraulic modelling software is used to calculate

volume requirements and design details before finalising the design of the drainage scheme.

Site characteristics

Total site area (ha):
Significant public open space (ha):
Area positively drained (ha):

Impermeable area (ha):

Percentage of drained area that is impermeable

(%):
Impervious area drained via infiltration (ha)

Return period for infiltration system design
(year):

Impervious area drained to rainwater harvesting
(ha)s

Return period for rainwater harvesting system
(year):

Compliance factor for rainwater harvesting
system (%)

Net site area for storage volume design (ha):

Net impermable area for storage volume design
(ha)

Pervious area contribution to runoff (%)

* where rainwater harvesting or infiltration has been used for

0.19

0.19

0.142

75

10

10

66

0.19

0.15

30

managing surface water runoff such that the effective

impermeable area is less than 50% of the 'area positively

drained, the 'net site area’ and the estimates of Qgpg and other

flow rates will have been reduced accordingly.

Methodology

esti

Qpar estimation
method:

SPR estimation methad:

Soil

characteristics

SOIL type:

SPR:

Hydrological

characteristics

Rainfall 100 yrs 6 hrs:

Rainfall 100 yrs 12 hrs:

FEH / FSR conversion facton

SAAR (mm);

M5-60 Rainfall Depth (mm):

'r' Ratio M5-60/M5-2 day:

Hydological region:

Growth curve factor 1 yean

Growth curve factor 10 yean

Date:

Reference:

IH124

53.562248" N

2.2167T1° W

725278914

Sep 19 2024 10:56

Calculate from SPR and SAAR

Calculate from SOIL type

Default

0.47

Default

1.14

955

0.87

1.38

Growth curve factor 30 yean 17

Edited

0.47

Edited
55

71.82

1.14

955

7

0.4

10

0.87

1.38

1.7



Design criteria Growth curve factor 100 2.08 2.08

Climate change 14 years:
allowance facton
Qgar for total site area (I/s): 1.32 1.32
Urban creep 11
allowance facton Qgan for net site area (I/s): 1.32 1.32
Valume cantral Use long term storage
approach
Interceptionrainfall 5
depth (mm):
Minimum flow rate 2
(I/s):
Site discharge Es’lﬂmated storage
volumes :
rates Default Edited Default Edited
Attenuation storage 1/100 60 60
1in1year (//s): 2 2 years (m3):
. Long term storage 1/100
1in 30 years (I/s) 2.2 2.2 yeafs (ma); e 7 7
1in 100 year (I/s): 2.7 2.7 Tota]ll storage 1/100 years 66 66
(m3):

This report was produced using the storage estimation tool developed by HRWallingford and available at
www.uksuds.com. The use of this tool is subject to the UK SuDS terms and conditions and licence agreement, which
can both be found at http://uksuds.com/terms-and-conditions.htm. The outputs from this tool have been used to
estimate storage volume requirements. The use of these results is the responsibility of the users of this tool. No
liability will be accepted by HR Wallingford, the Environment Agency, CEH, Hydrosolutions or any other organisation for

the use of these data in the design or operational characteristics of any drainage scheme.
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SUDS Areas for Planning

Outfall to

Watercourse
Option: with
2.0l/s restriction
device (vortex or

plate)

Inspecti

toalso meet
Building regs
distance for rodding

ion chamber

@ Cellular Storage Areas

o RWP diverters direct to planters and
integrated storage

Yellow Dashes

Indicative Aco Drainage to communicate to attenuation tank

Final Manhole with 2.0U/s restriction device (vortex or plate)

Assumed easement
for existing sewer /
culvert

Specs:
Surface Water pipes: 110mm
diameter

Main communication pipes: 1in
100 fall (Building regs and
contractor to conform on site)

Minor branches of RWP to storage
adjacent=can be 1in 50 fall

Pipes: choice of exact
specification to be by contractor /
Building Regs and British
Standards requirements

Exceedance

The SUDS have been sized to store more than 100% of the 1in100year+40%cc.

The critical 1in30year and the 1in100year+40%cc will be fully retained on site.

There will be no exceedance from the site in any critical storm event.




SUDS Areas for Planning

Example
Rainwater
Pipe Diverter

Ground Level Rain Garden Planter Areas

With integrated SUDS cellular storage




SUDS Maintenance Schedule

Installation

Maintenance Required

Frequency

Responsibility

Rain Garden Planters / Planted Raind Beds
Sedum Roof areas (if they are to be included)

Inspection, debris removal and jetting: part of
general garden maintenance

Weeding / Mowing: general garden
maintenance

Follow manufacturer guidance

Typically, inspection is recommended
annually or after a severe or significant
storm event, with any jetting/cleaning
being carried out as necessary.

Homeowner or Estate/Building
Management Company






