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Health & Safety Comments - New Build

Electricity.

Other Trades.

Working at height.

Manual handling.

Working in confined spaces.

For further details refer to the
Principal Designer's Health and Safety Information.
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NOTE:-

FOR GRILLES, ATTENUATOR AND AIR CONDITIONING SCHEDULE

REFER TO DRAWING M1452/M03.
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H RETURN AIR GRILLE ADDED AT AC1 AND MJSH MJSH | 18/04/2018
AC2 IN BULKHEAD'S.
ACCESS HATCHES INDICATED.
NOTE ADDED FOR ALL DUCTWORK TO BE
THERMALLY INSULATED.
G BOARD ROOM AND PR ROOM CEILING MJSH MJSH | 15/08/2017
NOTE UPDATED TO ADVISE
CO-ORDINATION WITH ARCHITECTS
LAYOUT.
F BOARD ROOM AND PR ROOM A/C LAYOUT MJSH | MJSH | 10/08/2017
AMENDED IN LINE WITH ARCHITECTS
FLOATING CEILING ARRANGEMENT.
E RISING DUCTWORK TO FEMALE WC MJSH | MJSH | 12/07/2017
ALTERED IN LINE WITH ARCHITECTS
REQUIREMENTS.
D EF11 AND CONNECTING DUCTWORK MJSH | MJSH | 12/07/2017
RELOCATED IN ACCORDANCE WITH
ARCHITECTS REQUIREMENTS.
C 1. DUCTWORK RISERS TO MALE & FEMALE | MJSH | MJSH | 21/06/2017
RELOCATED TO KITCHENETTE.
2 LAYOUT TO BOARDROOM AND PR ROOM
AMENDED.
B E11 REFERENCE ADDED. MJSH MJSH | 18/05/2017
A UPDATED TO CONSTRUCTION ISSUE. MJSH | MJSH | FEB 2017
Rev Revision Drn Chk Date
STATUS Construction
DEVELOPMENT DESIGN ASSOCIATES
CONSULTING ENGINEERS
Hazel Terrace, 337 London Road
Hazel Grove,
Stockport,
SK7 4PS
Tel: 0161 483 2030
Fax: 0161 456 4884
CLIENT
The Little Greene Paint Company
PROJECT
Ashbury Works, New Office and Factory
DRAWING TITLE
Proposed Mechanical Supply & Extract Ventilation
& Comfort Cooling Installation
First Floor Office Building
DRAWN DATE CHECKED DATE
MJSH January 2016 MJSH January 2016
SCALE DRAWING No. REVISION
1550 @ A0 M1452/M04 H
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