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EXISTING DRAINAGE NOTE:

OUT BASED OUT INFORMATION INTERPRETED

EXISTING DRAINAGE MODELING HAS BEEN CARRIED

UNDERGROUND UTILITY SURVEY, & WILL REQUIRE
CONFIRMATION BY A CCTV DRAINAGE SURVEY.

FROM

T

DRAWING BASED ON:

DATED NOVEMBER 2018.

DATED FEBRUARY 2020.

SURVEY OPERATIONS DATED MAY 2020.

UNITED UTILITIES PUBLIC SEWER RECORDS EXTRACT

TOPOGRAPHICAL SURVEY 3654_GMMH BY AXIS SURVEYS

UNDERGROUND SERVICES SURVEY 20B201/001-011 BY

TABLE 2 PROPOSED AND EXISTING SURFACE WATER DISCHARGE RATES

DISCHARGE FLOW RATES (1/s)
CATCHMENT IMPERMEABLE AREA (Ha) 1-YREVENT | 30-YREVENT* | 100-YR EVENT**
TABLE 1 PROPOSED AND EXISTING AREAS - -
CATCHMENT A 0.280 32 74 89
CATCHMENT EXISTING PROPOSED CATCHMENT B 0.553 62 119 126
AREA (M2) AREA (M2) CATCHMENT C 0.807 49 61 62
SOFT LANDSCAPE 7841 CATCHMENT D 0.740 81 169 174
CATCHMENT A 2800 - TOTAL IMPERMEABLE AREA 2.38 224 423 450
_ *
e = e
- =M WITH MCC REQUIREMENTS
CATCHMENTD 7400 - IN ACCORDANCE WITH UU REQUIREMENTS
TOTAL IMPERMEABLE AREA 23800 17053 PROPOSED | 1.71 112 | 212 | 225

GENERAL NOTES:

KEY:

SITE BOUNDARY (INDICATIVE)

EXISTING IMPERMEABLE AREA:
CATCHMENT A

EXISTING IMPERMEABLE AREA:
CATCHMENT B

1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL RELEVANT
ARCHITECTS AND ENGINEERS DRAWINGS AND SPECIFICATIONS.

2. DO NOT SCALE THIS DRAWING. ANY AMBIGUITIES, OMISSIONS AND
ERRORS ON DRAWINGS SHALL BE BROUGHT TO THE ENGINEERS
ATTENTION IMMEDIATELY. ALL DIMENSIONS MUST BE
CHECKED / VERIFIED ON SITE.

EXISTING IMPERMEABLE AREA:
CATCHMENT C
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EXISTING IMPERMEABLE AREA:
CATCHMENT D

EXISTING SOFT LANDSCAPE AREA

cv— EXISTING PUBLIC COMBINED SEWER

cv— EXISTING PRIVATE COMBINED DRAINAGE

EXISTING PRIVATE SURFACE WATER DRAINAGE

EXISTING PRIVATE FOUL DRAINAGE
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FLOW RESULTS TABLES AMENDED 01/07/22| ATL | MW

P05

ISSUED FOR PLANNING 16/09/20 | ATL | MW

P04

STAGE 2-BOUNDARY AND AREA UPDATED 07/05/20| MW | MW
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LEGEND AMENDED 16/04/20f MW | MW
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