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3C-S06
CL - 47.081
IL - 45.555

Attenuation
Tank

FGL - 47.150
TOT - 46.645
IL - 45.245

Approx
6.0x5.0x1.4
Volume =

42m³ gross
( 40m³ net )

3C-S03
CL - 47.245
IL - 45.485

3C-S01 Sump
CL - 47.236
IL - 45.265
Sump
IL - 44.945

3C-F07
CL - 47.200
IL - 46.010

3C-F01
CL - 46.975
IL - 45.300

3C-F02
CL - 47.696
IL - 46.000

3C-F03
CL - 48.333
IL - 46.625

3C-F06
CL - 46.975
IL - 45.785

3C-F08
CL - 47.425
IL - 46.235

3C-F09
CL - 47.650
IL - 46.460

3C-F10
CL - 47.875
IL - 46.685

3C-F11
CL - 48.100
IL - 46.910

3C-F12

3C-F05
CL - 46.750
IL - 45.410

BDs - IL
46.425

BD - IL 45.830

3C
-S03.01 @

 1:17 150Ø

3C-S04
CL - 46.785
IL - 45.865

3C-S07
CL - 47.310
IL - 46.060

3C-S08
CL - 47.499
IL - 46.285

3C-S09
CL - 47.728
IL - 46.510

3C-S10
CL - 47.962
IL - 46.735

3C-S11
CL - 48.187
IL - 46.960

3C-S12
CL - 48.415
IL - 47.185

3C
-S12.01

@
 1:23

150Ø

3C
-S11.01

@
 1:23

150Ø

3C
-S10.01

@
 1:23

150Ø

3C
-S09.01

@
 1:23

150Ø

3C
-S08.01

@
 1:23

150Ø

BD - IL
45.685

BD - IL 46.030 3C-
S01.01
150Ø

3C
-S06.01

3C-S04.01

3C-F05.01

3C
-F02.01

150Ø

3C
-F03.01

3C
-

S07.01

150Ø

3C-S01.01 150Ø

150Ø

3C-S18
CL - 46.813
IL - 45.625

3C
-S18.01

3C-F01.01 150Ø
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Notes:

For continuation refer to drawing 284-05-2301.

SWTP SW- TPIssued for Information.

1.  This drawing is to be read in conjunction with the
site survey and all relevant Architects and Engineers
drawings and the specification.

2.  For general notes refer to drawing no.
284-05-3C-N01 & 3C-N02.

3.  For setting out refer to Architects details.

Key:

Drainage Key:
Existing Drainage,
( Surface Water ).
Existing Drainage,
( Foul ).

Proposed Drainage,
( Surface Water ).
Proposed Drainage Attenuation
Tank, ( Surface Water ).
Proposed Drainage,
( Foul ).

Existing Drainage,
( Combined ).

All vent pipes and rainwater pipes are to be
roddable above ground. Refer to Architects details.

Drainage gradients noted are minimum gradients
between access points.  Refer to invert levels at

each end of drainage runs.

All surface water drainage 100mm Ø @ 1:80,
unless noted otherwise.

BD  -  Back Drop.

RG  -  Road Gully.

Phase 3C Site Boundary.

Phase 3 Site Boundary.

All foul drainage 100mm Ø @ 1:80,
all foul drainage below houses 100mm Ø @ 1:40,

unless noted otherwise.

Cover levels refer to Architects drawings.

Proposed Land / Filter Drain.

23.11.20

Surface water drainage passes through
attenuation tank before connecting to
Phase 3A surface water system that
connects to existing combined sewer in
Coppersmith Road.  Tank 2 services
13 No. houses in phase 3C.

Hydrobrake flow control unit.
Permissible outflow = 12.0 l/s.

Surface water connection
to phase 3A.

Foul water connection to
phased 3A.

C O P P E R S M I T H    R O A D

Combined drainage connecting to
existing manhole on existing combined
drainage run in Coppersmith Road.
Constructed in phase 3A, refer to Joule
detail 284-05-322.

SWTP25.02.21 SWA TPIssued for Information RIBA Stage 4,
levels added, refs added, tank size
updated, existing drainage connection
layout updated, joint omitted.

ACO 100mm Multidrain PPD
constant depth drainage channel
to driveways. Grating to Architect's
specification

ACO 100mm Multidrain PPD
constant depth drainage channel
to front doors. Grating to
Architect's specification

SWB TPIssued for Information RIBA Stage 4,
driveway layout and drainage updated,
manhole position updated in line with
Open requirements.

19.03.21

SWC TPIssued for Construction, manholes in
driveways centred, drainage layout
under driveways updated, inspection
chamber C3-S18 added. Cover levels
added.

09.04.21

SWD TPIssued for Construction, piles P01, P02
& P03 relocated as required by the
Contractor, inspection chamber
3C-F05 relocated.

27.07.21

Beam locally 600x600 at support
to allow drainage to pass under.
Refer to elevations.

CONSTRUCTION

SWE TPIssued for Construction, rear garden
layout updated, IC's 3C-F05  3C-F15
3C-F17 and MH's 3C-F02  3C-F03
3C-F04 updated.

14.09.21

Inspection chamber orientated to
allow flow / connection through the
main chamber in accordance with
the manufacturers
recommendations.


