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DO NOT SCALE

1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH THE WSP DRAINAGE LAYOUT
Z-WSP-G580-DE-XX-001

900mm x 900mm C250 COVER 2. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS OTHERWISE STATED.

AND FRAME SAT ON RECESS IN 331CONCE;TQEDES|(;NED DESIGNATED OR STANDARDISED PRESCRIBED CONCRETE REFER TO
GROUND FLOOR SLAB. RECESS TO o g
BS EN 206-1 AND BS 8500. THEY SHALL HAVE A 20mm NOMINAL MAXIMUM SIZE
BE DETAILED BY STRUCTURAL OF AGGREGATE, AND A SLUMP CLASS S2 FOR TARGET n;g]mm AND NO ADMIXTURES
4 PIPES
275mm THICK BASEMENT SLAB AS ENGINEER. (OUTS|DE FRAME SIZE 41 CONCRETE PIPES TO BE TO BS EN 1916 & BS 5911—1, CLAYWARE PIPES TO BE
PER STRUCTURAL ENGINEER'S 1000mm x 1000mm) ;cs) Eﬁ %4;2?1 D:NCJH% lr;ggzmpzs 70 BE TO BS EN 598 & PLASTIC PIPES TO
DESIGN V4 SSL 46.250 5. BACKFILL TO TRENCHES — WITHIN TRAFFICKED AREAS
N 5.1.  ALL TRENCHES SITUATED WITHIN TRAFFICKED AREAS TO BE BACKFILLED IN
/] |—'-| |“J ACCORDANCE WITH HAUC SPECIFICATION FOR THE REINSTATEMENT OF OPENINGS IN

L4 FRAME DEPTH APPROX. HIGHWAYS APPENDIX A1 CLASSES AJB,C,D.
75mm 6. BACKFILL TO TRENCHES — OUTSIDE HIGHWAYS BELOW SOFT ARFAS
6.1.  BACKFILL TO TRENCHES TO BE SELECTED AS—DUG MATERIAL IN ACCORDANCE WITH
BUILDING REGULATIONS APPROVED DOCUMENT H.
1 OOOm m 7. GRANULAR BEDDING AND SURROUND
7.1, GRANULAR BEDDING FOR PIPES AND BACKFILLING MATERIAL FOR TEMPORARY

DRAINS (TRENCH SUB—DRAINS) SHALL COMPLY WITH DIAGRAM 10 OF BUILDING

4. | EXTENSION TURRET TO BE REGULATIONS APPROVED DOCUMENT H.
8. IRENCH WIDTH

TRIMMED USING PROVIDED 8.1, NOTE THE MAXIMUM TRENCH WIDTH MUST NOT BE EXCEEDED. IF THE WIDTH IS
GUIDELINE EXCEEDED THE CONTRACTOR MUST SUBMIT REVISED BEDDING PROPOSALS TO THE
SUPERVISING OFFICER/ENGINEER.
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I o "N RING' 9. SOFT SPOTS AND OVERDIG
; S Q O-RING' GASKET TO BE 9.1, SOFT SPOTS SHALL BE REMOVED FROM THE BOTTOM OF THE TRENCH AND OTHER
| FITTED PRIOR TO INSERTING EXCAVATIONS AND THEN BE REFILLED TO FORMATION LEVEL WITH THE SAME
Fome <+ TURRET MATERIAL AS THE PERMANENT WORK WHICH IS TO REST ON THAT FORMATION.
ITII ™M ' OVERDIG SHALL BE TREATED IN THE SAME MANNER AT CONTRACTORS EXPENSE AS
P INSTRUCTED BY THE SUPERVISING OFFICER/ENGINEER.
T—T TERMINATION POINT WITH ADAPTOR TO SUIT 10.
63 HPPE 10.1. ALL CHANNELS IN FORMED CHAMBERS TO HAVE A CONTINUOUS GRADIENT EQUAL
mm TO THE GRADIENT OF THE INCOMING OR OUTGOING PIPE THROUGHOUT THE WIDTH
110mm 0/D CABLE DUCT ——_ OF THE CHAMBER.
ENTRY \ 63mm HPPE RISING MAIN BY 11. SHORT PIPES AT CHAMBERS/ROCKER PIPES
/ M&E CONSULTANT 11.1. NOT WITHSTANDING SPECIFIC REQUREMENTS FOR INDIMIDUAL CHAMBER TYPES ALL
\ (FUTURESERY) PIPES L/EADING TO AND FROM CHAMBERS SHALL INCLUDE ROCKER PIPES.
o . 12. INSPECTIONS/ACCESS CHAMBERS
JdR II:H T A 12.1. INSPECTION CHAMBERS SHALL BE IN ACCORDANCE WITH THE RELEVANT BRITISH
- N\ L ] 100mm THICK CONCRETE TO FORM TRENCH STANDARD FOR THEIR WATERIAL A3 STATED IN TABLE 14 OF BULDING
< || | / PROVIDING ACCESS TO RISING MAIN 13. MANHOLE CHAMBERS
o \ 13.1. ALL PIPES SHALL BE LAID SOFFIT TO SOFFIT UNLESS STATED OTHERWISE ON THE
MANHOLE SCHEDULE.
() = 50NB C.|. BALL VALVE, NP16. 132, PCC MANHOLES, SOAKAWAYS & COVER SLABS TO BE BS EN 1917 AND BS
— 5911-3.
- 13.3.  PREFORMED SWEPT CHANNELS SHALL BE USED AT JUNCTIONS AND NO BRANCH
o 1 — PUMP LIFTING CHAIN. SHALL ENTER AT LESS THAN 90 DEGREES FROM THE OUTGOING SEWER.
== 14, MANHOLE ACCESS SIZE
FULLY SUBMERSIBLE SEWAGE PUMP. 141, MANHOLE ACCESS OPENINGS TO BE IN ACCORDANCE WITH TABLE 12 OF BUILDING
, REGULATIONS APPROVED DOCUMENT H.
. B 15. MANHOLE COVERS
INVERT IL: 44.830 15.1.  ALL MANHOLE COVERS SHOULD BE IN ACCORDANCE AND BE BEDDED AND
o HAUNCHED IN MORTAR.
g [ ) mama 15.2.  THEY SHALL BE COATED WITH BLACK BITUMINOUS COMPOSITION IN ACCORDANCE
IFI WITH BS EN124.
[ < 15.3.  WHERE THERE IS DOUBT AS TO WHICH COVER SHOULD BE USED, A STRONGER
| | " 200mm min CONCRETE SURROUND. CLASS SHOULD BE SELECTED.
15.4.  FRAMES FOR MANHOLES SHALL BE BEDDED IN CLASS M1 BEDDING MORTAR.
i b X 155.  ALL MANHOLE FRAMES TO BE SET PARALLEL TO ADJACENT KERBS OR NEAREST
. BUILDINGS.
/ UNIT IL: 44.535 15.6.  MANHOLE COVERS AND FRAMES TO BE FLUSH WITH SURFACE £5mm MAX.
START / STOP & HIGH LEVEL ALARM 16. CONCRETE PROTECTION TO PIPES
FLOATS. BY T-T 16.1. AT THE DISCRETION OF THE ENGINEER, AWAY FROM CHAMBERS AND WHERE
. : GROUND CONDITIONS PERMIT THE LENGTH OF UNINTERRUPTED CONCRETE
PROTECTION MAY BE INCREASED TO 8m.
/ 17. COMPRESSIBLE FILLER FOR PIPELINES.
17.1. 10 BE USED TO INTERRUPT CONCRETE PROTECTION TO PIPELINES AND SHALL
Egll\lSGTRllJJTSEB/?/IS[EFEE/A[h)AS’() EzNTXER7SGOSHL([))WNI\(I; SCN 2PL>,<AN520 CONSIST OF BITUMEN IMPREGNATED INSULATING BOARD TO BS 1142 AT EACH PIPE
. . JOINT
VIEW 800 FLAT BASE 18. PROPRIETARY PRODUCTS
: 18.1.  REFERENCE SHALL BE MADE TO THE MANUFACTURER’S INSTRUCTIONS.
1000 INSIDE DIAMETER CONSIDERATION WILL BE GIVEN TO ALTERNATIVE PRODUCTS OF EQUAL QUALITY BUT
THE CONTRACTOR MAY NOT USE A SUBSTITUTE MATERIAL WITHOUT PRIOR WRITTEN

APPROVAL OF THE SUPERVISING OFFICER/ENGINEER.
19. GEQTEXTILE MEMBRANES
19.1.  IMPERMEABLE MEMBRANE - 2000 GAUGE FORMPAVE AQUAFLOW SC MEMBRANE
19.2.  PERMEABLE MEMBRANE - FORMPAVE AQUAFLOW INBITEX PERMEABLE GEOTEXTILE

1T _PUMPS MERCURY PACKAGE PUMPING STATION INSTALLED IN

BASEMENT = SECTION UNTIL TECHNICAL APPROVAL HAS BEEN OBTAINED FROM THE
RELEVANT LOCAL AUTHORITIES OR STATUTORY BODIES, IT SHOULD
BE UNDERSTOOD THAT ALL DRAWINGS ARE ISSUED AS
PRELIMINARY AND NOT FOR CONSTRUCTION. SHOULD THE
CONTRACTOR AND / OR EMPLOYER COMMENCE WORK PRIOR TO
APPROVAL BEING GIVEN, IT IS ENTIRELY AT THEIR OWN RISK
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