
Proposed trees 12

Proposed hedging new formal hedging
Beech hedging Fs

Purple beech hedging Fs

Species rich hedging MH {70 linear metres) 2.5M. WIDTH.

Ornamental shrub/groundcover planting

Lawn-new amenity grass.

Existing neutral grassland  {0.49 ha) enhanced from medium
to moderate condition.

Existing green space{no action proposed}

Existing trees retained as indicated in the Arboricultural
Impact Assessment.

Existing hedges retained

Trees removed

Biodiversity net gain areas
Native replacement tree species.
Improved neutral grassland and Species rich hedging
as per guidelines in the BIODIVERSITY NET GAIN study
by Envance.

PAVED SURFACES

Existing macadam paths and carriageway retained

Proposed bockpaving lifted cleaned and re-laid.

Proposed macadam surfacing to parking
area footpaths and access road{to Civil Engineer's
specification}

Proposed mesh fencing and gates to match existing

PLANTING SCHEDULE

TREES

Species                                              Stock type               Spacing   Quantity       Notes

Betula pubescens  (Hairy
Birch) B

Tilia x intermedia
{European Lime} T

3-5  m.         9

3-5m            3

.

GENERAL NOTES

All trees, shrubs and hedge plants supplied shall comply with the requirements of British Standard 3936, Specification -for Nursery Stock. All pre-planting site preparation, planting and
post-planting maintenance works shall be carried out in accordance with the requirements of British Standard 4428(1989) Code of Practice for General Landscape Operations (excluding
hard surfaces).

All new tree plantings shall be positioned in accordance with the requirements of Table A.1 of BS5837:2012 Trees in Relation to Design, Demolition and Construction (Recommendations)

a) Tree pit sizes:
Semi mature 2100x750 depth extra heavy 1200mm diameter x 750mm depth.
Whips/transplants 600x450 depth

300mm approved topsoil or tree soil with 600m approved subsoil lightly compacted in 300mm layers

b) Imported topsoil to comply with BS.3882 general purpose.
Medium texture, stone content less than 10%. Free from weeds, sticks and foreign matter.
400mm depth to shrub planted areas.
Underlaid with 300mm depth approved subsoil with free draining base.

c) Sloping ground - maintain horizontal bases and vertical sides with no less than minimal depth through out.

d) Trees to receive base dressing of slow release fertilizer 70g/ tree pit: Enmag or similar approved.
Suppliers: Scotts, Paper Mill Lane, Bradford, Ipswich IP8 4BZ Tel: 01473-830492,

e) All tree planting in grassed areas to incorporate 300mm radius circle of bark mulch dressing to base of tree stem.

f) All planted areas to be cultivated to 400mm depth, add imported topsoil 
& soil improvers eg sand /manure to improve drainage.

g) Planting beds to be raked over and edges defined.

h) All planted areas to be mulched. with 75mm depth coarse Bark Mulch

i) Any debris or stones larger than 50mm to be taken off site.

k) Plants to be watered in as necessary

l) Sow grass seed generally April-October, preferably late summer early autumn. Topsoil depth to be 150mm.
Medium texture, stone content less than 10%. Free from weeds, sticks and foreign matter.

MAINTENANCE

Contractor to allow for one year's maintenance post practical completion.
(To encompass at least one full growing season prior to handover)
Allow for adequate watering and weeding control of plant beds.
Ensure beds are kept free from weed growth up to handover.
Dead or stunted plants to be replaced to be replaced by contractor.at the end of the defects period..
Maintenance operation to be as per  to be as per detailed project specification.
Maintenance of improved neutral grassland to be carried out for at least two years
with an agreed handover to the clients' maintenance contractor.

40-60 seedling bare rooted
1+1

3/sq.m. Hedgerow species planted at
3/sq. m generally.in single
species groups of 6-21.
Concentrated alongside
boundary

Concentrated alongside
boundary

Planted at edges of hedge.

Planted withing the centre of
Hedge.

Planted along fenceline

20-25cm girth 4-5m h.
rootballed/underground guyed
2m. min clear stem.

multi stemmed 3-4stems 3.5m
height rootballed/underground
guyed.

Corylus avelana
Hazel  H 10%

Crataegus monogyna
Hawthorn C 20%

Prunus spinosa
{Blackthorn} Ps 20%

Sambucus nigra
{Elder} Sn 15%

Rosa canina
{Dog Rose} 15%

Viburnum opulus
{Guelder Rose} 20%

Ilex aquifolium ( Holly) H

Lonicers peiclymenum
{Honeysuckle} Hs

Species                             Stock type                           Spacing       Quantity      

40-60 seedling bare rooted
1+0

40-60 seedling bare rooted
1+1

40-60 seedling bare rooted
1+1 branched

40-60 seedling bare rooted
1+0  Branched

40-60 seedling bare rooted
1+0  Branched

80-100 cm h 10-12 l c.g.
Underground guyed or caned.

3l. c.g.

2.5 m.

1.5 m.

SPECIES RICH HEDGEROW    

60-80 cm bare rooted
1+2 seedling

5/linear meter
Double staggered
rows

New hedging to run either
side oof post and wire fence.

Fagus sylvatica {Beech} Fs

Fagus sylvatica{ Puple Beech}
FsP

Species                             Stock type                           Spacing       Quantity      

40-60 seedling bare rooted
1+0

FORMAL HEDGING

Lavandula spica Hidcote

Pachysandra terminalis Pt

Verbena bonariensis Vb

Polystichum setiferum Ps
Soft Shield Fern

2l c.g. 5/ sq.m. 12

2 l c.g.

2 l c.g.

2 l c.g.

7/ sq.m.

700mm

700mm

40

25

9

Species                             Stock type                           Spacing       Quantity      

ORNAMENTAL SHRUB /GROUNDCOVER PLANTING 

Planted around base of tree

Concentrated next to beech
hedge

Concentrated next to fottpath
in groups of 6

40

52

104

104

78

78

104

20

G1 Amenity grass  cut 10 times minimum p.a. A19 Germinal All
purpose Landscaping seed mix.2 20gm/ sq.m.

Existing grassed areas renovated,restored and
overseeded-generally Amenity grass spec and maintenance.
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Fs 15 no

Existing macadam path
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Fsp 40 no

Fsp 135 no

Fs 40 no Fs 55 no

Fs 100 no

Fs 35 no
Fs 90

Fs 155

PURPLE BEECH Hedging infill
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Existing macadam carriegeway

Existing block paving retained

GRASS
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New macadam carriegeway{soft landscape removed}

Fs 190 no

BEECH Hedging infill to gaps
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T

T

T

CAR PARK AREA= 1760 SQ.M.

4900 SQ. M.
Neutral grassland
enhancement

Mixed Hedgerow 70 linear metres

Growing area

Existing modified grassland

Existing hardstanding retained
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