GRANULAR FILL MATERIAL
D.0.T. TYPE |

150

GRANULAR FILL TO BS 882———%=
(IOMM OR 20MM. SINGLE SIZE)

100

ABS

150 PIPE 150

CLASS S BEDDING
N.T.S

ALL AREAS NOT REQUIRING CLASS Z BEDDING

SEE NOTES FOR MANHOLE COVER REQUIREMENT
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TYPE | COMPACTED SIDE FILL
AS HIGHWAY SPECIFICATION

AS PIPE BEDDING SPEC

IS0MM OR I00MM@ PIPE - SEE GA

/
I00MM BED AS PER &

PIPE BEDDING SPEC

CLASS B ENGINEERING BRICKS (2NO COURSES
MIN, 4 COURSES MAX) SET IN CLASS | MORTAR

{SOMM DEEP CONCRETE CONCRETE COLLAR

GAP BETWEEN SLAB AND RESTRICTOR
CAP TO BE FOAM FILLED

RESTRICTOR CAP 450-350MM @
OPENING AND SEALING RING

L50@ SHAFT

I50MM OR I00MM@ PIPE - SEE GA

WAVIN @ RANGE 450 BASE

OR SIMILAR APPROVED

TypicAL PPIC MANHOLE DETAIL

N.T.S

GRANULAR FILL MATERIAL ———*

D.0.T. TYPE |
)
o
ey
CONCRETE SURROUND IN —————————
STL GRADE
A —
L
o
=

4LD.163 45
DEGREE BEND

ABS

150 PIPE 150

CLASS Z BEDDING
N.T.S

UNDER EXTERNAL AREAS WHERE PIPE CROWN IS LESS THAN 750MM BELOW SURFACE
OF AREAS ACCESSIBLE TO TRAFFIC OR LESS THAN 400MM BELOW SURFACE IN ANY
OTHER AREA. (N.B. FORM VERTICAL CONSTRUCTION JOINTS AT FACE OF ALL
FLEXIBLE PIPE JOINTS IN I8MM COMPRESSIBLE BOARD)

MORTAR HAUNCHING TO M.H.
COVER AND FRAME

HEAVY DUTY REINFORCED CONCRETE
COVER SLAB (B.S.5911) BEDDED WITH
MORTAR PROPRIETARY BITUMEN

OR RESIN MASTIC SEAL

600 X 600 MANHOLE LID TO BSENI24
TRAFFICKED AREAS - D400 GRADE
OTHER AREAS - BI25 GRADE

675 MAX.

CLASS B ENGINEERING BRICKWORK.
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STEP IRONS OR LADDERS TO

PRECAST CONCRETE CHAMBER SECTIONS

LOCAL AUTHORITY SPECIFICATION

GRANOLITHIC CONCRETE BENCHING TO BE
BROUGHT UP TO A DENSE SMOOTH FACE
NEATLY SHAPED AND FINISHED TO ALL
BRANCH CONNECTIONS (FOR SCREED
THICKNESS SEE CP204, PART 2) MIN
THICKNESS 20MM.
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[~+———————STL CONCRETE SURROUND
ISOMM THICK

WHERE BENCHING IS LESS THAN
L50MM WIDE SLOPE SHALL BE | IN I2.
VARIES WHERE MORE THAN 450MM WIDE SLOPE

|J SHALL BE | IN 36

R

/

STL CONCRETE \

MIN. 225 TO BARREL OF PIPE

BOTTOM PRECAST MANHOLE RING TO BE BUILT
INTO BASE CONCRETE A MINIMUM OF 100MM

INVERTS FORMED USING CHANNEL PIPES

DISTANCE BETWEEN TOP OF PIPE
AND UNDERSIDE OF PC CHAMBER TO BE |00MM

PIPE JOINT WITH CHANNEL TO BE [00MM
MIN FROM INSIDE FACE OF MH

MIN WIDTH OF BENCHING 500MM

PIPES ENTERING MANHOLES SHALL
HAVE A FLEXIBLE JOINT WITHIN 600MM
OF THE INSIDE FACE OF THE MANHOLE
JOINING WITH A SHORT 'ROCKER PIPE'

MIN WIDTH OF BENCHING 225MM

TYPICAL PRECAST CONCRETE MANHOLE DETAIL
N.T.S

68MM RAINWATER PIPE

4LD.504 VERT. ACCESS HOPPER—\

4LD.561 87 1/2
DEGREE BEND

4D.500 UNIVERSAL
GULLEY TRAP

RAINWATER PIPE DETAIL

[

500MM ROCKER PIPE
EACH SIDE OF WALL

— =

SOLID PIPE CAST/GROUTED
INTO WALL

ROCKER PIPE DETAIL
N.T.S

TO BE USED WHERE PIPES CROSS THROUGH WALLS OR OTHER

SOLID OBJECTS, OR PASS INTO CONCRETE MANHOLES, OR CHANGE FROM
CLASS S TO CLASS Z BEDDING
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GENERAL NOTES:

I THIS DRAWING IS COPYRIGHT AND THE
PROPERTY OF BELL MUNRO CONSULTING LTD. THE
DRAWING MUST NOT BE REPRODUCED IN PART OR IN
WHOLE WITHOUT PRIOR WRITTEN AUTHORITY.

2. THIS DRAWING MUST NOT BE SCALED BY EITHER
CONTRACTORS OR OTHER CONSULTANTS ANY
DIMENSIONAL OR SETTING - OUT DISCREPANCIES ARE
TO BE REPORTED TO BELL MUNRO CONSULTING PRIOR
TO CONSTRUCTION / FABRICATION COMMENCING.

3. THIS DRAWING MUST BE READ IN CONJUNCTION
WITH THE RELEVANT BMC SPECIFICATIONS TOGETHER
WITH THE APPROPRIATE ARCHITECTS AND SERVICES
CONSULTANTS DRAWINGS AND SPECIFICATIONS.

L. ALL DIMENSIONS TO BE CHECKED BY
CONTRACTOR PRIOR TO FABRICATION.

5. INSTALLATION OF ALL PROPRIETARY BUILDERS
METAL WORK TO BE IN STRICT ACCORDANCE WITH
MANUFACTURERS RECOMMENDATIONS.

6. TEMPORARY STABILITY DURING CONSTRUCTION IS
THE RESPONSIBILITY OF THE MAIN CONTRACTOR AND
SHOULD BE ASSESSED ACCORDINGLY.

DRAINAGE NOTES

I EXACT SVP AND GULLEY LOCATIONS TO BE
CONFIRMED FROM SERVICES ENGINEERS'/ARCHITECTS
DRAWINGS AND DETAILS.

2. ALL NEW PIPEWORK TO BE WAVIN OSMADRAIN
OR WAVIN ULTRARIB UPVC (OR SIMILAR APPROVED)
UNLESS NOTED OTHERWISE.

3. PLASTIC PIPES (PVC-U)TO BE FLEXIBLY JOINTED
AND COMPLY WITH THE REQUIREMENTS OF BS EN |40I-I
1998.

L. WHERE COVER TO PIPES IS LESS THAN 750 IN
ROADS AND HARDSTANDINGS OR 400 MM ELSEWHERE,
CONCRETE SURROUND IS TO BE PROVIDED IN
ACCORDANCE WITH THE DETAIL (CLASS Z BEDDING).

5. ALL OTHER PIPEWORK TO BE IN CLASS S
BEDDING.

6. N.B. UNTIL FINAL SERVICE IS PLACED, HEAVY
TRAFFIC IS NOT TO BE ALLOWED OVER PIPE TRENCHES
WITHOUT SPECIAL PRECAUTIONS.

7. PIPES AND FITTINGS ARE TO BE LAID IN
ACCORDANCE WITH THE MANUFACTURERS
RECOMMENDATIONS.

8. MANHOLE COVERS IN TRAFFICKED AREAS TO BE
LOAD CLASS D400 TO BS EN |24.

9. MANHOLE COVERS IN LANDSCAPED AND PAVED
AREAS TO BE LOAD CLASS Al4 TO BS EN [24.

10. MANHOLE COVERS IN PAVED AREAS TO BE
RECESSED TO ACCEPT PAVING FINISH.

1. ACCESS COVERS FOR GULLIES IN KERBSIDES TO
BE LOAD CLASS €250 BS EN |24.

12. ALL INTERNAL POP UPS TO HAVE RODDABLE
ACCESS.

3. ANY PPIC MANHOLE DEEPER THAN I1200MM MUST
BE FITTED WITH ACCESS RESTRICTOR CAP.

I4. ALL EXISTING DRAINAGE/SERVICES TO BE
CONFIRMED PRIOR TO CONSTRUCTION COMMENCING.

15. PIPEWORK PASSING THROUGH BUILDING WALLS
SHALL BE FITTED WITH ROCKER PIPES AS PER
STANDARD DETAIL.

16. ANY UNLABELLED FOUL BRANCH PIPEWORK TO
BE |00@ PIPEWORK AT MINIMUM |:80 FALL.

17. ANY UNLABELLED STORM WATER BRANCH
PIPEWORK TO BE 1008 AT MINIMUM |:80 FALL.

18. ALL RWP LOCATIONS AND NUMBERS ARE TO BE
CONFIRMED BY ARCHITECT PRIOR TO COMMENCING
CONSTRUCTION.

19. ALL INTERNAL MANHOLES TO BE FITTED WITH
TRIPLE SEALED COVERS
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