
Manchester | Gloucestershire | Leeds | Liverpool | London

© Planit I.E. Limited

A1
Size

Project Science Industry Museum - 
Lower Byrom Street Gateway

Client Science Museum Group

PLANNING
Workstage

2913.4-PLA-XX-XX-DR-L-1001

Drg No.

1:100
Scale

Created on
LT
Created by

AM
Approved by

Drg Title General Arrangement 

 

Suitability Revision

P02

Drawn Apprvd.DateRevision Description

Hardworks

S4

20-05-25

Manchester
2 Back Grafton Street 
Altrincham
Cheshire 
WA14 1DY

W: planit-ie.com
E: info@planit-ie.com
T: 0161 928 9281

2913.4-PLA-XX-XX-M2-L-0002-P06.1-Lower-Byrom-Street-Gateway-Planning-Sheet-NMA-File-.v2025.vwxInternal Source file: 

NOTES:
1. Do not scale from this drawing; always work to noted dimensions.
2. All sett ing out, levels and dimensions to be agreed on site.
3. All dimensions are in millimetres unless otherwise stated.
4. The dimensions of all materials must be checked on site before being 

laid out.
5. This drawing must be read with the relevant specification clauses and 

detail drawings.
6. Order of construction and sett ing out to be agreed on site.

This drawing is copyright protected and may not be 
reproduced in whole or part without written authority 
from the owner.
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Proposed Granite/Sandstone Sett 
Paving
Material: Granite and Sandstone mix
Colour mix: (St Eulalia) – 30%, (Rosa Porinho) – 
30%, (Amarello Alpendurardo) – 15%, (Scoutmore) - 
10% , (Gris Caldaso) – 10%, (Azul Noche) – 5%
Size: (H) 120/180/220mm (L) 160-260mm varied. (D) 
100mm. Final depth TBC by engineer.
Finish: Sawn and sandblasted, flamed top. Sawn 
Bottom. Cropped sides.
Bond: Random stretcher with random gauge.

Existing Yorkstone Flag Paving
to be retained.
riven top finish.
Back of Pavement area minimum scope lifted to 
accomodate bollard fooundation works and relaid.

RW 6 & 7 -  Retaining Wall
Timber tiered retaining wall with armrests

Existing Manhole Covers
retained

HARDWORKS

Proposed Sandstone Flag Paving
Material: Woodkirk Yorkshire Sandstone
Size: 200 mm(W) x random lengths (300mm-600mm) 
Final Depth TBC by engineer
Laid: random stretcher bond
Finish: bush hammered top, sawn sides and bottoms
Colour: buff

Existing Tarmacadam Road
retained

Drainage Channel
To engineer's specification

Proposed Kerb Edge-K1
To match existing
Material: Granite 
Colour: Silver-Grey
Finish: Picked top and sides
 

Proposed Kerb Edge-K2
Material: Granite 
Colour: Red 
Size: 300mm (W) 
Finish: Flamed top and sides

Existing Kerb Edge
retained

Existing Yorkstone Flag Paving
sawn/shotblasted top finish to be retained.

Existing Tactile Paving
retained

Existing Cobble Paving
retained

Existing Gully
retained

Slot Drainage Channel
if existing cannot be retained replace with:
Product Grating: ACO 
to engineers's specification
Manufacture: Aco or equal approved

BOUNDARIES

Planning Boundary

Ownership Boundary

NEW WAREHOUSE 

POWER HALL


	2913.4-PLA-XX-XX-DR-L-1001

