
 

1) MCC Guidelines: 

 

 

 

 

 

 

 

 

2) Measurements:  

Bin Type Width (W) Depth (D) Height (H) Notes 

240L bin 0.58 m 0.73 m 1.07 m Used for General Waste & Recycling 

140L food bin 0.48 m 0.55 m 1.00 m Used for Food Waste 

 

 

3) Bin Layout Plan for 11 Bins 

Bin Count: 

• 4 × 240L General Waste 

• 4 × 240L Recycling 

• 3 × 140L Food Waste 

To ensure easy access and maintenance, bin stores should allow: 

• At least 0.3 m side clearance per bin 

• Aisle clearance of at least 1.2 m in front of bins 

• Ventilation, drainage, and step-free access 

 

 

Waste Type MCC Guideline Required Bins CODA Layout 

General Waste 1 × 240L bin per 4 apartments 4 bins 3 bins 

Recycling 1 × 240L bin per 4 apartments 4 bins 3 bins 

Food Waste 1 × 140L bin per 5 apartments 2/3 bins 3 bins 

Total (Minimum)  11 bins 9 bins 



Recommended Internal Dimensions 

Layout Option: 2 Rows of Bins Facing an Aisle 

Configuration Total Width Total Depth Total Area 

2 rows (7 bins + 4 bins staggered) 5.0 m 2.8 m ≈ 14 m² 

 

Explanation: 

• Two rows of bins along the long walls. 

• 1.2 m aisle in between. 

• Room for 240L and 140L bins. 

• Includes space for door clearance and access. 

 


