AO

This drawing shall not be scaled.
Work from the dimensions shown in the
drawing or given in relevant specifications

7TH FLOOR FIRE FIGHTING CORE ROOF TO BE

EXISTING PAVING TO BE KEPT CLEAR
FOR MAINTENANCE ACCESS

PORTLAND STEET

EXISTING GENERATOR TO REMAIN IN SITU.
ACCESS TO BE UNIMPEDED.

IMPACT OF SHADING FROM THE EXTENDED PARAPETS AND GOODS /
PASSENGER LIFT OVERRUN TO BE CONSIDERED BY SPECIALIST

DURING DETAILED DESIGN
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KEPT CLEAR TO ENSURE ACCESS TO AOVS. |/
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7TH FLOOR PV PANELS TO BE INSTALLED ON A LIGHTWEIGHT FRAME
SUPPORTED BY PLANT STUBS UPON THE PITCHED ROOFS.

PICCADILLY GARDENS

N

6TH FLOOR PV PANELS TO BE INSTALLED UPON A BIGFOOT TYPE
FRAME, ANGLING PANELS TO MAXIMISE ENERGY CAPTURE, REDUCE

SOILING AND SNOW SETTLING AND IMPROVE AIRFLOW.

SUBSEQUENT SHADING TO BE CONSIDERED BY SPECIALIST WHEN

CARRYING OUT DETAILED DESIGN.

EXISTING PAVING TO BE KEPT CLEAR
FOR MAINTENANCE ACCESS

6TH FLOOR ROOF PV ZONE

7TH FLOOR ROOF PV ZONE

AIR CONDITIONING CONDENSER COMPOUND

PROPOSED LOCATION FOR AIR
CONDITIONING CONDENSER COMPOUND.
ALLOWANCE FOR LANDLORD AND TENANT
EQUIPMENT TO BE INSTALLED IN THIS AREA.

PARKER STREET

6TH FLOOR FLAT ROOF ABOVE FIRE FIGHTING CORE
TO BE KEPT CLEAR TO ENSURE ACCESS TO AOVs

CDM Regulations:

In addition to any information included in this drawing or
the model from which it is derived, refer also to the project
CDM Risk Register for information on residual risks.

General Notes:

e The drawing does not necessarily show all the
information needed to interpret the design intent or
the construction details.

e The drawing contains information from more than
one source and must be read in conjunction with all
relevant specifications.

e Any apparent drafting errors and differences
between other drawings and specifications shall be
brought to our attention.

Project Notes:

1.  THIS DRAWING IS INDICATIVE ONLY FOR
ILLUSTRATIVE PURPOSES.

2. FURTHER FEASIBILITY REVIEWS AND SPECIALIST
DESIGN IS REQUIRED TO VERIFY QUANTITY AND
OUTPUT OF PHOTOVOLTAIC PANELS.

3. MAXIMUM STRUCTURAL LOADING OF
PHOTOVOLTAIC PANELS SHALL BE 0.15kN/m?,
SUBJECT TO STRUCTURAL SURVEY AND DESIGN.
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