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INTRODUCTION

This Construction Phase/Demolition Plan [CPDP] is generated in accordance with the requirements of the Construction
(Design and Management) Regulations 2015, hereafter called ‘CDM 2015°, specifically Regulation 12 and Appendix 3
and BS 6187:2011 Code of practice for full and partial demolition, hereafter called ‘COP’, specifically Section 5.2 +
other mentions.

The CPDP purpose is to provide key information for the planning and management of the Project; this document is
supplemented by task/area specific Risk Assessments and Method Statements [RAMS] and related/required
assessments, including, but not limited to, COSHH, Manual Handling, PPE for all work activities.

The CPDP sets out our arrangements for securing health and safety during the demolition (construction) works period;
generation of the CPDP has involved input from various parties, including the Client, Designers, Principal Designer and
other Contractors, as appropriate.

As detailed in Section 2.1, the CPDP is a ’live’ document and will be developed on an ongoing basis during the
demolition (construction) works period.

Any sub-contractors engaged to carry out works on the Project will be issued with the CPDP to enable awareness of
our Site requirements and to enable of integration of our requirements within their management of safety, health and
environmental activities on Site.

COoVID 19

HM Government website (www.gov.uk) identifies:

‘There are no Covid-19 restrictions in UK’

The website advises people testing positive to try and stay at home.
This will be communicated at Site Induction

1.0 NATURE OF THE PROJECT
1.1 Project Directory

Client: Manchester Metropolitan University
Ormond Building
Lower Ormond Street

Manchester
M15 6BX
Contact Mike Howarth
E-mail m.howarth@mmu.ac.uk

Designers

Lead Architect Hawkins\Brown
3rdFloor Hilton House
26-28 Hilton Street

Manchester
M1 2EH
Contact Nick Birchall
E-mail nickbirchall@hawkinsbrown.com
Contact Sam Beddingfield
E-mail sambeddingfield@hawkinsbrown.com
Civil/Structural Buro Happold
Consultant ond Flgor
Eastgate
Castle Street
Manchester
M3 4L.Z
Contact Sarah Lonsdale
E-mail: sara.lonsdale@burohappold.com
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M&E Buro Happold
Consultant 2nd Floor
Eastgate
Castle Street
Manchester
M3 4LZ
Contact Jonathan Whiteley
E-mail: jonathan.whiteley@burohappold.com
Landscape Planit IE
Architect 2 Back Grafton St
Altrincham
WA14 1DY
Contact Victoria Ellenbogen
E-mail: @planit.ie.com
Principal Keelagher Okey Klein
Designer 26 Museum Street
Warrington
WA1 1HU
Contact Paul Jones
E-mail: Paul.jones@kok-surveyors.com
Contact Paul Potter
E-mail: paul.potter@kok-surveyors.com
Principal Connell Brothers Limited
Contractor: Orchard House
Orchard Street
Salford
Manchester
M6 6FL
Contacts:

Contract Director
Commercial Manager
Contract / Asbestos Manager
Technical Manager

QHSE Manager

Site Manager’

Fire Safety

John Connell
Mark Riley
Gareth Sharvin
Chris Graham
Vernon Watson

Neil Doherty

Responsible Person (Fire Safety)' Neil Doherty

Fire Marshall

Steve Parkinson

Temporary Works

Temporary Works Co-ordinator

Temporary Works Supervisor!

Chris Graham
Neil Doherty

1 Responsibilities assumed by Site Manager / Supervisor
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EMERGENCY SERVICES 999

NEAREST ACCIDENT &
EMERGENCY

Manchester Royal Infirmary
Oxford Road,

Manchester,

M13 9WL

Telephone: 0161 276 1234

NEAREST POLICE STATION

Greater Manchester Police City
Centre Police station

Town Hall Extension,

Lloyd St

Manchester

M60 2LA

Telephone: 0161 856 3129

NEAREST FIRE STATION

Moss Side Community
Fire Station

Denhill House,

Hulme,

Manchester

M15 5RD

Telephone: 0161 608 5202

During working hours Site Manager 07792 598 795

Neil Doherty

Outside working hours Bridgewater Security 07921 215361

The above emergency telephone numbers will be posted in prominent positions on site and their location and
contents communicated to the workforce via toolbox talks and inductions.

1.2 Location of the Project

Manchester Metropolitan University

All Saints Park

Manchester

M15 6BH

Location is also detailed on the F10 (Appendix A)

1.3 Description of the Project

The project comprises the comprises the soft strip, asbestos removal and demolition of the All Saints Building, soft
strip, asbestos removal and partial demolition of the Library Building, soft strip and asbestos removal to the retained
section of the Library Building.

The demolition works will generally comprise, but are not limited to the following:

Site establishment

Erection of temporary site fencing

Carry out dilapidation survey

Service disconnection verification works

Asbestos removal works

Soft stripping works

Interface demolition adjacent to retained buildings
Temporary weather protection to exposed elevation
Demolition of identified structures to top of ground floor slab
Removal of ground floor slabs and foundations
Removal of basements

Backfilling of voids with site won 6F2 material

Site Finishes

1.4 Records & Plans

Records and Plans, as required by CDM 2015, specifically Regulation 4(4) - Client duties in relation to managing
projects and Appendix 2 — Pre-construction information and as detailed in the Client Pre-Construction Information,
Reference K/2862 issued by Keelagher Okey Klein — may be retained separately.

In addition to the Client Pre-Construction Information, the Site Layout drawing (Appendix C) will be available and/or
displayed at appropriate locations.
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1.5 Programme
It is envisaged that the site works will commence in 03/11/2025 and will be completed within 36 working weeks. (Start
date to be confirmed). See Appendix J — Tender Programme

2.0 COMPANY INFORMATION
2.1 Development of the Construction Phase/Demolition Plan
To conform to the requirements of CDM 2015, the Construction Phase/Demolition Plan is part of the integrated site
safety documentation. Additional documentation includes:
. Risk Assessments as required by current legislation } RAMS
. Method Statements
. Other assessments as required by current legislation including COSHH, PPE, Manual Handling etc.;
. Environment Plan and related Environmental Aspects, Impacts and Risk Assessments embedded within the
document.

The Construction Phase/Demolition Plan and the above documentation form the site safety documentation.

Development of this Construction Plan, as required by the CDM Regulations will be by ongoing review of methodology
together with issue of new RAMS and revisions to RAMS and this document as the Project progresses.

2.2 Health and Safety Aims for the Project
The policy of the Company is to promote the highest practicable standard of health, safety and welfare throughout the
organisation in the performance of its activities.

It is our aim that the project should be carried out to avoid or control all foreseeable risks to the health and safety of
those involved in demolition work and third parties who may be affected by such work.

The aim of the Project is ZERO accidents or incidents (safety, health or environmental related)

2.3 Safety, Health and Environmental Standards

All risks to the health and safety of all persons directly concerned with or liable to be affected by the demolition works
will be eliminated or reduced to the lowest practicable level within the terms of all general Health and Safety Legislation
including the following Acts and Regulations, and, where appropriate, related Approved Codes of Practice (ACOP’s),
and HSE Guidance Notes and guidance documentation.

All risks to the environment, on Site within the Site locale and globally will be managed by implementation of the
commitments within our Environmental Policy, Sustainability Policy, good working practices/guidance issued by
environmental regulators and other bodies and compliance with appropriate legislation/Standards.

Legislation and related guidance includes, but is not limited to:

. Health & Safety at Work etc. Act; . Carriage of Dangerous Goods by Road and Rail
. Management of Health & Safety at Work (Classification, Packaging and Labelling)
Regulations; Regulations;
« Construction (Design & Management) [CDM] . Confined Spaces Regulations;
Regulations; . Lifting Operations and Lifting Equipment
. Provision and Use of Work Equipment Regulations [LOLER];
Regulations [PUWER]; . Health & Safety (Safety Signs & Signals)
. Manual Handling Operations Regulations; Regulations;
« Electricity at Work Regulations; . Working at Height Regulations;
« Control of Substances Hazardous to Health . Control of Asbestos Regulations;
Regulations; « Environmental Protection Act Chapter 43 1990
« Personal Protective Equipment at Work (reprinted 2004)
Regulations; « Hazardous Waste Regulations 2005 (as
. Workplace (Health, Safety & Welfare) amended)
Regulations; . Waste (England and Wales) Regulations (as
. Highly Flammable Liquids and Liquefied amended)
Petroleum Gases Regulations; « Control of Pollution Act 1974 Chapter 40
. Environmental Protection Act; « Waste Electrical & Electronic Equipment
. Control of Lead at Work Regulations; [WEEE] Regulations (as amended)
. Health & Safety (First Aid) Regulations; . Wildlife and Countryside Act 1981 (as amended)
« Reporting of Injuries, Diseases and Dangerous . Conservation of Habitats and Species
Occurrences Regulations; Regulations (as amended)

. Invasive Alien Species (Enforcement and
Permitting) Order (as amended)
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In addition to legislation, cognisance is taken of:
. BS 6187:2011 Code of Practice for Full and Partial Demolition;
. BS 5975:2024 Part 1 Temporary works - Management procedures for the control of temporary works. Code of
practice;
. BS 7228.1 Part 1 Code of practice for noise and vibration control on construction Sites — noise;
. BS 7228.2 Part 2 Code of practice for noise and vibration control on construction Sites — vibration;
. BS 7121 (Various parts) Use of Cranes

24 Management System

The Company operate a pro-active Management System in accordance with management standards as below:
. BSENISO 9001:2015
. BSENISO 14001:2015
« BSENISO 45001:2018

The requirements of the Integrated Management System [IMS] are operated on all the Company’s sites, this requires
strict compliance with the procedures which control all operations on site relating to safety, health, environmental and
quality issues; these requirements are embedded within the IMS procedures — compliance with these procedures
ensures compliance with our statutory requirements.

3. MANAGEMENT OF THE WORK
3.1 Management Structure & Responsibilities

PROJECT ORGANISATION CHART

BOARD OF DIRECTORS
Barry Connell + John Connell

Company leadership - Company site safety,

health, environment & quality management

(SHEQ) & related Integrated Management System (IMS) — Financial management — Business

development, including resources — Companxi
TenderiConiract reviewiprogramming - Sta
diversity

strategy, including resources ~ Client liaison —
selection, motivation & aqual opportunities &
& view

CONTRACT DIRECTOR
Appointing Site Manager - Ensuring the
performance of the Project meets SHEQ
rcqummcnls Ensuring adequate resource:
plant’

[ i ! 1 1 1 1
OPERATIONS MANAGER PROJECT CO-ORDINATOR/ DEMOLITION/ASBESTOS MANAGER QHSE MANAGER 4 TECHNICAL MANAGER ) CLIENT + SUB.CONTRACTORS
. COMMERCIAL MANAGER - Gareth Sharvin Chris Graham - MANAG +SITE F‘ROJECT TEAM
Mark Riley Ccr eraion ofoansable and non-foen sJDIe Geﬂv ation of demolition/non-licensable

nrmme»

materials & sub-contrector a appe okiment

CBL Site Rulesirequiren

ing-
ation - Site
ment and
nment - Risk
monitoring —
actor monitoring

\ i LE workmates vt ) SR 4
DUTIES SHOWN ARE AN OVERVIEW - FULL RESPONSIBILITIES DETAILED WITHIN SAFETY, HEALTH & ENVIRONMENTAL [SHE] POLICY
HEAD OFFICE VISITING SUPPORT SITE BASED
SUPPORT (FREQUENT VISITOR (PRESENT ON SITE AT DESIGNATED

BASED AT HEAD OFFICE)
[PROFESSIONALLY COMPETENT]

WORKING HOURS)

PROFESSIONALLY COMPETEN
[PROFESSIO| 0 T] [TECHNICALLY COMPETENT]

Frequency of visiting support varies at different stages of the Project; upon commencement of the Project, generally the first four weeks, designated support personnel visit Site at least on a weekly basis;
as the Project progresses, some visits may be less frequent.
For the remaining Project period, the Contract Director, Demolition/Asbestos Manager and Technical Manager maintain weekly Site visits, the QHSE Manager every two weeks, more frequently if SHE
issues identified, and the Plant Manager as required; the Contracts Administrator (Quantity Surveyor) may only visit Site if required for progress, valuation and commercial purposes, attending meetings,
etc

TABLE1

Details of the Company Site organisation for this project are as detailed in Table 1.
The nominated Contract Director is John Connell, contact details as Section 1.1

The nominated Demolition Site Manager is neil Doherty, contact details as Section 1.1
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The Site Manager will be present as far as practicable at all times that works are being carried out on site; if the
Site Manager has to leave site for short periods of time then a competent person will be appointed to
monitor/manage the works.

The nominated Site Manager has overall responsibility for supervising, managing and monitoring site activities;
this responsibility takes into account contractual, safety, health and environmental considerations and the
completion of relevant Integrated Management System documentation.

In addition, he also assumes responsibilities of Fire Marshal; this involves carrying out fire safety inductions,
carrying out inspections of fire equipment on a weekly basis, ensuring fire drills are carried out, ensuring
evacuation and head count is carried out in the event of a fire and liaising with the local fire brigade.

Weekly inspections of fire equipment will be recorded on the Emergency and Fire Register (Appendix D). This
weekly inspection will include, but is not limited to, checking the operation of any audible warning devices and
ensuring that the fire extinguishers are fully charged and within the test date.

In addition to the weekly inspection, an emergency evacuation/fire drill will be carried out at designated intervals,
generally every four weeks, details of this drill will be recorded onto the Emergency and Fire Register.

In addition to the formal inspection, the Site Manager will carry out a daily check to ensure that the extinguishers
have not been discharged/maliciously set off.

The Site Manager will also inspect any other emergency or security equipment and record these inspections onto
the Emergency and Fire Register.

A fire plan will be developed prior to commencement on site clearly indication evacuation routes and assembly
points. The fire plan will be displayed in the welfare facilities and at various locations around the site. Fire points will
be established in the welfare offices and at strategic locations around the site containing fire extinguishers and an
air horn for sounding the alarm.

All escape routes will be clearly identified, signed and maintained clear of debris.

To supplement Site Manager inspections, regular supplementary inspections are carried out by the Contract
Director, Safety Advisor and/or other Directors or Managers. This inspection takes into account quality, safety,
health and environmental performance/issues. (A third-party Health and Safety advisor will attend site on a
fortnightly basis to carry out a site safety inspection. Copies of the report will be made available for inspection and
review.)

Individual responsibilities, commensurate with job description, are detailed fully within the Safety, Health &
Environmental Policy.

All documentation and usage are detailed within our IMS Procedures as previously described.
3.2 Health & Safety Arrangements (including Monitoring & Review)

3.2.1 Health and Safety

To manage safety, health and environmental processes and performance, to ensure compliance with all statutory
requirements, all demolition, dismantling and asbestos removal, both licensable and non-licensable and sub-
contract works are carried under controls embedded within our Integrated Management System [IMS] as previously
described.

In addition, cognisance is taken of both statutory legislation, approved Codes of Practice [ACOP’s], HSE/industry
guidance and BS and ISO Standards, the most significant of which are BS 6187:2011 ‘Code of practice for full and
partial demolition’ and BS 5975:2019 ‘Code of practice for temporary works procedures and the permissible stress
design of falsework’

Our whole ethos is to ensure that wherever practicable we can design out the risk; this has the effect of protecting
Company personnel, others on Site, including sub-contractor personnel and visitors and any others who may be
affected by our activities, neighbours, other workers when working in ‘live’ plant environments; this ethos also
contributes to avoidance of impact and damage to the environment.
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3.2.2 Environmental (including Aspects and Impacts)
Management of Company environmental processes has been developed in accordance with the environmental
impacts of the company’s activities and is embedded within the IMS, as previously described

This policy provides processes/procedures to manage environmental activities, including waste management,
noise, dust and vibration; these processes/procedures enable adherence to the Company ethos of sustainability
(Sustainable Development), as defined in the Brundtland Commission’s Report ‘Our Common Future’ 1987:
‘Development which meets the needs of the present generation without compromising the ability of future
generations to meet their own needs’

To follow this ethos, we apply the control of waste hierarchy of waste hierarchy; this hierarchy applies to all arisings
from our work activities; in addition, by following this ethos, we also comply with BREEAM requirements - to divert
waste away from landfill.

Environmental Aspects, Impacts and Risk Assessments are embedded within the Project Environment Plan; this
details the environmental issue, use of fuel, waste, spills, ecology, etc., potential impacts and the related control
measures to eliminate/mitigate the risk.

Our environmental policy includes a commitment to continual improvement and to compliance with the
relevant environmental legislation, regulations and requirements. The Policy is updated annually and forms part
of the IMS, which is certified to ISO 14001: 2015 standard, as detailed previously.

Roles and Responsibilities

To provide overall supervision and facilitation of the project in association with
the Commercial Manager, QHSE Manager, Asbestos Manager, Technical
Manager and Site Manager manages the Project.

To ensure all required documentation is generated, issued to appropriate
personnel/interested; this includes Construction Phase Plan [CPP], Risk
assessments and Method Statements [RAMS] and other relevant
assessments, COSHH, Manual Handling, etc.:

Contract Director
To ensure sufficient resources are allocated to the project including:

Plant/equipment
Time
Personnel

To carry out regular reviews of the project with the Project team to ensure
adherence to company policies and client requirements.

To liaise with the Client, Principal Designer and other interested parties,
including neighbours, those affected by our works and enforcing authorities
and to manage all aspects of the asbestos removal activities.

To provide and ensure the appropriate documentation, compliant with
statutory requirements and specific to our work activities is in place.

To ensure that the ASB5 or NNLW1, if applicable, has been submitted, Plans
Asbestos Manager of Work (Method Statements for licensable asbestos) and related
assessments [RAMS] are available prior to any works commencing

To ensure all asbestos removal works are carried out on Site in accordance
with statutory requirements, particularly with regards to the Control of
Asbestos Regulations.

To ensure all personnel on site adhere to Company safety, health
environmental and quality requirements; this includes:
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Technical Manager

To generate SHEQ documentation, CPP, RAMS, etc, to advise on technical
matters, both structural and demolition and to make Site visits to ensure
compliance with the SHEQ documentation.

To provide assistance to the project team regarding all issues with demolition
and asbestos removal works.

To carry out the responsibilities of Temporary Works Co-ordinator, where
appropriate in association with the QHSE Manager, in accordance with BS
5975:2019.

To generate Lifting Plans in accordance with BS 7121 and liaising with
appointed Crane sub-contractors if Contract Lifts are carried out on Site;

To carry out regular inspections of the site regarding health & Safety and
environmental issues and report back to the project team.

QHSE Manager

Overall responsibility to provide professional support for all safety, health,
environmental and quality [SHEQ] activities relating to the Project;
responsibility is to liaise with, provide SHEQ documentation, advice and
information to the Project team, including the Contract Director,
Demolition/Asbestos Manager, Technical Manager and Site Manager, to
enable all works to be carried out within appropriate controls required by
legislation.

To carry out regular inspections of the site to determine whether the work is
being carried out in accordance with Company Policies, Safety
documentation, including CPP, RAMS, Environment Plan, etc., Client
requirements and relevant statutory provisions.

To provide advice to management, both Site and office based, on all aspects
of health & safety, quality and environmental aspects

Site Manager’

To supervise all personnel on site to ensure statutory and Company safety,
health environmental and quality requirements are adhered to.

To ensure site security and welfare is maintained as detailed within Site
documentation and compliant with our statutory requirements

To ensure RAMS are available prior to any works commencing

To ensure all Site personnel receive induction into and are working in
accordance with the requirements of the Method Statement and related
assessments.

To carry out all works in accordance with the documentation and to bring to
the notice of the QHSE Manager or other manager any improvements or
additions which could improve Company performance.

To organise site activities to ensure work is carried out to the required
standard with minimum risk to employees, other contractors, the public,
equipment, materials or the environment

3.2.3 Monitoring & Review

Safety, health and environmental performance have significant importance alongside other aspects of our business,
financial, programmes, etc; effective monitoring ensures our performance fulfils our statutory and contractual

obligations.

Monitoring takes into account standards of safety, health, environmental and quality performance, including deficiencies
in performance, taking cognisance of the rapidly changing nature of demolition works; the process is as detailed within
the Monitoring, Inspection, Audits, Performance Deficiencies/Complaints and Review Flowchart
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Monitoring, Inspection, Audits, Performance Deficiencies/Complaints and Review

Site monitoring + Site i Company pecti Internal Audits Complaints/ Client Qi Sub-C Post
inspection DIRECTORS/ and audits (1Iso ) iti g Sent out upon completion Contract Review
SITE SUPERVISOR MANAGERS THIRD PARTIES QHSE ADVISOR Recipient of of Project — details Completed upon
Carry out ongoing Carry out Site inspections (These may include HSE, Carry out Internal Audits as complaint/identifier of NC recorded into Client completion of Project by
monitoring and inspections as detailed in IMS 1SO assessor, CLIENT) Audit Schedule, generate records details in Questionnaire Analysis Site Supervisor/QHSE
as detailed Generate Carry out inspections as Audit Checklists Complaints/NC Register Record —any scores of ‘1" Manager- details recorded
in IMS Directors/Managers Site detailed in Contract, Record any issues (NC's) and advises appropriate or '2' are deemed to be into SC Post Contract
Generate Site Check List Inspection Record statutory or onto Record person as detailed in IMS i Analysis Record - any
Identify any issues (NC's) Identify any issues (NC's) other requirements and [ImP 9] Identify any issues (NC's) scores of '1’ or 2" are

deemed to be NC's
[IMP 9]

[IMP 8.2] [IMP 8.2] identify any issues (NC's)

Retain documentation in designated locations for
review/analysis by the QHSE Manager and

No — Management Team as detailed in the IMS

NONCONFORMITIES (NC's)?2,

[imMP 9]
L 3
Review
QHSE MANAGER
>3 Review documentation/NC's and other Company performance documentation, this includes Incident Registers (dangerous o
A k4 occurrences, near misses, accidents, etc.), Internal Audit documentation, and third-party audit documentation to identify any L4
potential/actual trends
Implement appropriate corrective/preventive (CA) action(s) or review effectiveness of CA.
Re-audit/review effectiveness of corrective/preventive action(s)
Discuss any repeated NC's/trends with Company personnel and interested third parties, as appropriate
Any changes in processes/procedures will be communicated to involved Company personnel and interested third parties
<% YES NONCONFORMITIES (NC’s) NO >
OR TRENDS? INPUT

!

Performance Evaluation (Review)
QHSE Manager carries out informal performance evaluation (review) on an ongoing basis to identify any trends emerging; any lrends will be identified to appropriate Dlrectors/Company personnel and
any corrective/preventive action(s) identified, discussed and implemented; these may include to pr training, new
Formal of ds/IMS per will be at the annual Management Review Meeting, attended by Directors, QHSE Manager QHSE Director, other Directors, sen»or Managers and
designated personnel and the annual Safety, Health, and Environmental (SHEQ) Meeting, attended by the Site Supervisors, Directors, QHSE Manager and other designated personnel.
At these meetings any trends emerging and the related corrective/preventive action(s) will be formally discussed, generally as and appropi CA's agreed and implemented
Any changes in pi P will be i to involved Company personnel and interested third parties
[IMP 5+ IMP 9]
(OUTPUT)

Our monitoring is a mix of active and reactive measures; active being routine site and plant inspections and health risk
management, accident prevention, etc., reactive being the investigation of near misses, dangerous occurrences,
injuries or cases of ill health.

The nominated Site Manager has overall responsibility for supervising, managing and monitoring site activities.
This responsibility takes into account contractual, safety, health, environmental and quality considerations and the
completion of relevant IMS documentation.

The IMS documentation requirements include but are not limited to maintenance of a daily Site Diary and daily site
and weekly site safety checks, these are formally recorded onto the Site Check List.

In addition, regular supplementary inspections are carried out by the Contract Director and/or other Directors or
Managers, this inspection takes into account quality, safety, health and environmental performance/issues; details
of these safety inspections are recorded onto Safety Inspection Reports.

Frequency of site inspections by Directors/Managers is dependent upon the complexity and/or technical aspects of
the works activities.

In addition to inspections by Company personnel, a third-party Health and Safety advisor will attend site on a
fortnightly basis to carry out a site safety inspection; copies of the report will be made available for inspection and
review.

3.2.4 Working Hours

Site Working Hours will be 07:30 — 18:00 Monday to Friday and 08:00 — 14:00 Saturdays. There will be no working
on Sundays or bank holidays

Noisy works will be scheduled to avoid critical periods identified by MMU, including lectures, examinations, etc.
Work outside these hours will be discussed with the Client and Manchester City Council to obtain agreement and

ensure the works do not conflict with the Council’s requirements, i.e. noise levels and labour laws restricting
abnormal work hours.
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3.2.5 Methodology
Prior to the commencement of any demolition works a dilapidation survey will be carried out to the surrounding
roads and pavement to provide a full record of their current condition. The areas covered will be:

Boundary Street West

Higher & Lower Chatham Street

The MMU access road around Business School and rear of the library building

Site compound area below the Mancunian Highway (and underside of the Mancunian Highway)

All paved areas to the east of the All Saints building (up to Oxford Road)

All paved areas to the south of the All Saints building and Library building (up to and including the walling
to All Saints Park)

» All external elevations of the retained section of the library building in front of Sandra Burslem

* Internal areas of the retained section of the library building

* Internal toilet areas of the Sandra Burslem building where it abuts the section of the library building to be
demolished

Scaffold Strategy: Full-height scaffold will be erected along the Oxford Road elevation, including a 10m return on
each end, and along the retained structure interface. Scaffolds will be clad in monarflex sheeting to reduce dust
emissions, contain debris, and limit visual intrusion. Scaffold towers will be equipped with stairwells for safe access
and will include a tower structure on the roof to support hand separation activities. Erection will be phased following
initial low-level demolition where necessary to provide access.

All buildings will undergo the removal of asbestos containing materials and will be soft stripped prior to demolition
commencing — see section 4.2.2 regarding asbestos removal.

Vehicle and pedestrian routes will be established and detailed in the Traffic Management Plan — see section 3.3.5.

Demolition of the rear single storey section will be carried out by ground based excavators using pulverisers.
Commencing at the gable end the wall will be removed first to expose the roof. The roof will be pulverised insitu
and the side and internal walls rotated onto the footprint of the building as demolition proceeds along its length.

Mini-excavators will be used to carry out floor by floor demolition to the interface with the Sandra Burslem building,
retained Library and the Oxford Road elevation following the erection of the scaffold. Operatives using hand tools
will form a separation of the floor and walls to the retained buildings and then the mini-excavators will be utilised to
demolish the roof of the first bay. The walls will then be reduced in height and the arisings cleared to the remaining
floors. Demolition will continue floor by floor until the building is fully separated from the retained structures.
Temporary weatherproofing will be erected to the facade of the retained section of the library. This will involve the
installation of Isoclad Fire Stop panels to the openings along the retained building elevation — see Appendix m
Isoclad brochure.

Following the erection of the scaffold operatives assisted by mini-excavators will be utilised to demolish the end of
the building to Oxford Road. Commencing at the top the roof to the end bay will be removed by pulverising and the
external walls rotated inwards. Arisings will be cleared to the remaining floors. Demolition will continue along the
length of the elevation until the roof and walls to the top floor have been removed.

Demolition will then continue floor by floor working along and down the building in a progressive manner until the
building has been demolished to ground floor level. Scaffold will be reduced in height as the demolition proceeds.

High-reach mechanical demolition will only commence after sufficient clearance from retained or live structures has
been established. Commencing at one end the high reach excavator will remove the roof to the first section by
pulverising and allowing the arisings to drop to ground level in a controlled manner. Demolition will then continue in
a progressive manner working inwards and down the building, maintaining an angled workface to ensure stability of
the structure.

Ground floor slabs and foundations will be removed by excavators utilising hydraulic breakers following the
demolition of the buildings. Basements will be broken out and removed and voids backfilled with crushed site won
material.

Upon completion the site will be finished with a layer on site won 6F5 material compacted by tracking in and laid
with a fall from the centre to prevent ponding and to remove any trip hazards, levels to match the existing perimeter
levels. The perimeter hoarding will remain in place following the demolition works and will be handed to the
university.
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3.3 Other Arrangements

3.3.1 Safe Systems of Work (Risk assessments and method statements)

Safety and Health Risk Assessments are carried out as required by the Management of Health and Safety at Work
Regulations and related Approved Code of Practice (ACOP).

Cognisance will be taken of Hazard/risk documentation embedded within the Client Pre-Construction Information:
- Appendix A — Risk Register
- Appendix B — Designer Hazard Register/DRA’s — Planit
« Appendix B — Designer Hazard Register/DRA’s — Hawker & Brown
- HSF04.02 — Hazard Elimination/Monitoring Schedule
- CDM Hazard Risk Register

Risk Assessments will be carried out taking cognisance of the principles of prevention detailed within the
Management of Health & Safety at Work Regulations 1999, Regulation 4 and Schedule 1, and CDM 2015,
Appendix 1, these require application of principles of prevention when implementing any preventive and protective
measures.

To ensure that collective protective measures take priority over individual protection, measures which protect the
whole of the workplace, everyone who works there and others who may be affected by our work activities are given
priority.

Environmental Risk Assessments are carried out using the same rationale, taking into account the Environmental
Aspects and Impacts of our works activities.

All identified safety and health risks are reviewed, with emphasis being given to any risk with a ‘HIGH’ rating after
implementation of Control Measures; this review, taking into account the Risk Assessment, enables the
establishment of suitable methodology for demolition/ dismantling and generation of the ‘safe system of work’
(SSW).

Due to the nature of demolition works, the environmental risks are present in virtually all works to a greater or
lesser extent; strict application of the defined Control Measures and selection of methodology minimise the impact
on the environment.

All other assessments are carried as required by the appropriate legislation, COSHH, PPE, Manual Handling,
Noise, etc.

The SSW addresses issues of health, safety and environmental protection and comprises:
« Assessments — risk, COSHH, PPE, Manual Handling, Noise etc.
. Task/area specific Method Statements (Plans of Work — for licensable asbestos works)
« Environmental Risk Assessments
. Environment Plan

3.3.2 Co-operation and Co-ordination

As required by CDM 2015 and other health and safety legislation, the Company will coordinate all work activities to
ensure communication, co-operation and interface with Clients, Designers, Principal Designer, Contractors and
other third parties are maintained in order to ensure the maintenance of a safe working environment.

The management of the interface is dependent upon various factors, including, but not limited to, typical examples
as below:

Nature of works being undertaken;

Location of works in relation to proximity of third parties;

Likelihood of nuisance — noise, dust, etc.

In addition, management of the interface is enhanced by communication/liaison with interested parties. Typical
communication/liaison methods include, but are not limited to, typical examples as below:

Meetings with Client personnel, including Safety Representatives;

Meetings with other personnel involved in the Project, this may include Designers, the Principal Designer

or other Contractors

Meetings with members of the public, either individually or at organized formal public meetings;

Notices to interested parties;

Letters to Site neighbours;

Invitations to interested parties to visit our Site to view works activities;
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Making available all Site documentation, including safety/environmental documentation, waste transfer
documentation, etc.

Design information within a demolition project usually encompasses building construction, contents, etc.; selection
of methodology is generally accepted as the ‘design’ element of demolition works, as such, design changes
generally involve change of methodology.

The main thrust of our working with others is communication — if there is a problem, we will discuss and either
rectify or identify reasons for our action; at all times our attitude will be one of discussion, resolution, compromise
and not confrontation.

Connell Brothers will liase with the Universtiy representative on a continual basis to ensure no noisy activites are
undertaken during sensitive periods, i.e. exams, graduation ceremonies etc.

3.3.3 Community Engagement Plan

3.3.3.1 Purpose of the Plan

The purpose of the Community Engagement Plan is to ensure there is good communication between all parties in
order to minimise disruption and to foster positive relationships. Clear positive lines of communication will be
maintained to ensure all parties are aware of ongoing activities, both externally and within the works, to enable
activities to be scheduled to minimise disruption.

3.3.3.2 External Stakeholders

External stakeholders will be informed of the ongoing works by means of a letter drop to local businesses.
Manchester Metropolitan University will be kept informed of the progress of the works with regular updates and
short term plans reflecting the proposed works.

Access for emergency services will be maintained in their current configuration. If any changes to the current
configuration are required then the emergency services will be informed prior to any changes being made.

All works will be carried out within a secure hoarded perimeter on the boundary of Manchester Metroplitan demise
and as such the proposed works will only effect University staff and students. External footpaths will be maintained
in their current configuration and access to surrounding premisses will not be effected.

3.3.3.2 Communication Stratergy
The University and design team will be informed of the progress of the works by means of regular meeting and
progress reports.

All works will be carried out within a secure hoarded perimeter on the boundary of Manchester Metroplitan demise
and as such the proposed works will only effect University staff and students.
Regular updates by means of progress reports,
e Communication strategy — i.e. pre-commencement public consultation events taken place informing people
of proposals, how often updates will be provided and how (e.g. website updates, newsletters, social media

etc), dedicated point of contact (outlining how often to be monitored / responses issued) and liaison
meetings.

e Complaints and feedback procedure — i.e. step-by step process for logging, investigating and responding to
complaints / feedback; targeted response times; how unresolved complaints will be escalated internally /
externally if required; and record keeping of feedback.

¢ Roles / responsibilities — outline who is responsible for this process (i.e. site manager) and how often they
will review feedback.

¢ Monitoring and review of plan — outline how often the engagement plan be reviewed.

e Corporate responsibility — outline company’s commitment to responsible engagement with the community
throughout project.
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3.3.4 Involving the workforce

To ensure compliance with the Health and Safety (Consultation with Employees) Regulations and CDM 2015,
specifically Regulation 14 ‘Principal contractor’s duties to consult and engage with workers’, the Company have
measures in place to enable co-operation with the workers and involve the workers in consultation processes.

The Site Managers generally act as representatives of employees as defined in the Health and Safety
(Consultation with Employees) Regulations.

In addition, although the CDM Regulations only impose these duties on the Principal Contractor, the principles are
used throughout the Company, regardless of CDM responsibilities assumed.

All personnel on Site are required to co-operate with the Company in the implementation of policies to ensure the
health safety and welfare of all persons involved with the works and of other persons who may be affected by our
works.

Implementation of the consultation and co-ordination process includes, but is not limited to, annual Site Managers
(Safety Representatives) Meetings and Tool Box Talks, as detailed in Section 3.3.6.

Tool Box Talks are held weekly on all sites with attendance being compulsory for all Site personnel, both Company
and sub-contract; in addition to being a safety, health and environmental refresher/reminder, the Tool Box Talks
are the forum where the Site Manager can identify issues raised by Company management and related actions and
where any operative can raise Health and Safety/ Environmental concerns.

Operatives are encouraged to formally report hazards and near misses and contribute suggestions relating to
improvement of the work activities, methods of work, plant/equipment, procedures, etc.; these are recorded onto
the ‘Don’t walk by + Suggestions Card’; this is supplemented by the ‘Don’t walk by’ poster, this will be displayed at
appropriate locations on Site.

All concerns and suggestions may be addressed either locally by the Site Manager or Companywide by the QHSE
Manager. This may be after formal review and/or discussions with other Site Managers and/or other senior
personnel.

3.3.5 Site security

The general security of the site falls into three main categories:
a) Maintaining a secure perimeter
b) Preventing unauthorised access
c) Deterring acts of theft and vandalism

Physical security of the site will be afforded by the erection of perimeter hoarding and fencing; this hoarding will
incorporate a number of lockable gates to effect access and egress for both pedestrians and vehicles.

Further measures including alarms to scaffolding (when installed at the perimeter of the site) and floodlighting to
security sensitive areas during the hours of darkness will also be considered.

To maintain the security of the Site, the perimeter will be enclosed by a 2.4m minimum height hoarding, this will be
3m high at the Park perimeter; this will be fully designed to our Temporary Works process; this process complies
with BS 5975:2024 Part 1.

The hoardings will be clad with marine quality plywood which will be decorated using good quality paint products
with lighting and clear signage for pedestrian routes installed to the hoarding.

Regular inspections of the security hoarding will be carried out at the end of every shift, to ensure that the condition
has not deteriorated to ensure that they are secure and fit for purpose.

During working hours, access gates to the site will be kept closed, except in emergency. The Site access/egress
points will operate a security system, and access to the Site will only be granted after a Site induction has been
undertaken.

Site entrances and exits will be clearly marked with fixed warning signs at the entrance/exit and around work
perimeters which will detail the potential hazards of the area; all signage will comply with the Health and Safety
(Signs and Signals) Regulations.

Segregated access for pedestrian and vehicle entrances will be provided; access and egress to the site will be
strictly controlled and only authorised personnel will be allowed on site during demolition operations; A register of all
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operatives/plant/machines on site will be kept by the Site Manager. At the end of each working day the site will be
secured against trespass, so far as reasonably practicable.

All plant/equipment employed on this project will be secured and immobilised at the end of each working shift. No
road transport will be left on site unless broken down.

Any scaffolding towers/ladders will be dismantled or secured overnight to prevent illegal access to the structures.

Personnel on Site & Visitors to Site
The Site Manager will ensure that all site personnel, both the Company and sub-contract, and visitors sign in and
out in the designated register.

Visitors, Clients, Principal Designer, HSE Inspectors, etc. will receive a site induction and will be accompanied by a
member of the Site Management Team when walking around site

3.3.6 Delivery Management System and Pedestrian Management Plan — Traffic Management
Traffic management on site takes cognisance of HSE ‘Safe use of vehicles on construction sites’ [HSG144]; our
traffic management considers four main issues:

i) Safe workplaces

i) Safe vehicles;

iii) Safe driving and work practices;

iv) Managing construction/demolition transport.

Table 2, extract from ‘Safe use of vehicles on construction sites’ (Figure 15), indicates how those involved with
construction projects can influence site transport safety; our role as Principal Contractor is central but all others can
contribute to the provision and maintenance of safe workplaces, safe vehicles, safe driving and safe work practices.

Safe
workplace

/\\
\

co-ordinators

nagement, Suppliers
ors, crivers plant hirers, mai

Safe driving and Safe
work practices vehicles

TABLE 2

Control measures to maintain traffic safety include, but are not limited to:
. Pedestrians and plant, equipment and vehicles will be segregated.
.  Wherever practical, a one-way traffic movement system will be implemented, this will be detailed within the
Site layout plans.
« All vehicles/plant will not be allowed to reverse without a banksman controlling the manoeuvre.

Site Access/Egress
Access and egress route will be via Higher and Lower Chatham Street (See Appendix C).

HGV’s must turn on their flashing warning lights when they exit Lower Chatham Street and enter MMU campus and
the lights must remain on during all movements (to, from and onsite) until they exit the campus back onto Lower
Chatham Street; in addition, HGV drivers will be instructed not to exceed 5SMPH when traveling within the site.

Access to the MMU campus is via an existing barrier off Lower Chatham Street which will be manned by Connell
Brothers Banksmen. A banksman will be in attendance when vehicles are entering the site and will escort the
vehicle from the Lower Chatham Street barrier to the site. Barriers and gates will be located along the pedestrian
crossing outside the business school entrance to separate the working zone and students/pedestrians. The
pedestrian crossing point to the rear of the Sandra Burslem building will be manned by banksmen and barriers
utilised to temporarily prevent the use of the crossing when a vehicle is passing.

17 of 67 Form 7.2L2.04



Construction Phase/Demolition Plan Issue: 07 CBL 530

Vehicle approaching the crossing will stop at the traffic cones placed in the road and wait for the banksmen to
place the pedestrian barriers on the crossing and to ensure all pedestrian traffic is halted. The wagon will then be
directed to proceed over the crossing and into the site. Once the wagon has entered the site the gates will be
closed and traffic cones placed back in the road before the pedestrian crossing. The barriers will then be removed
from the pedestrian crossing and the crossing reopened.

Works will be sequenced to ensure that HGV’s drive into and out of site in a forward gear; when in use the site
entrances will be controlled by a vehicle marshal.

A one-way system will be put in place on Site; in areas where this is impracticable, vehicles will not be allowed to
reverse unless controlled by a banksman. During all vehicle movements into and out of site, the site entrance will
be controlled by a banksman / vehicle marshal.

When on site, Vehicle traffic will be segregated from pedestrians by suitable methods; the footpath to the Business
School will be barriered and a barriered crossing installed, this crossing will be controlled by a banksman.

All drivers must ensure that all mirrors are in good condition and are clean; all Drivers must follow banksman’s
instructions.

All operatives must wear Hi Vis waist coats at all times. Operatives must remain vigilant and be aware of the
location of moving vehicles and the work going on around them.

Delivery scheduling will avoid student peak periods. Reversing will be minimised or eliminated through route
planning, and temporary closures of minor campus walkways will be implemented. The high-reach moves will be
planned and carefully managed utilising the existing pedestrian zone, additional banksmen and protective plates
will be utilised during the moves.

Manoeuvring of Vehicles

All vehicles on site will follow the designated traffic routes. When vehicles are entering and exiting the site from
Lower Chatham Street to the site hording they will be escorted by a banksman. Vehicles will not be allowed to
reverse on this road.

On site all vehicles will be required to follow the traffic management plan. A banksman will control all vehicle
movement on site and vehicles will not be allowed to move within the site boundary unless under the control of a
banksman. Reversing will not be allowed unless under special circumstances and under the control of a suitable
number of banksmen.

Anticipated Number of Vehicle Movements

The anticipated number of weekly vehicle movement are shown in the table below.

WEEKLY WAGON MOVEMENTS

Christmas
Week 1 2 3 4 5 [ T 8 g9 10 11 12 13
Wagons 5 16 15 16 5 6 2 0 0 3 2 10 9
Week 14 15 16 17 18 19 20 21 2 23 24 25 26
Wagons 9 T 15 15 15 15 15 60 60 60 60 60 &0
TOTAL

Week 2r 2@ 29 30 M 32 33 34 35 36

Wagons 60 60 &0 45 30 3 3 3 3 4 811
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Co-Ordination

There is a construction project being carried out to Cambridge Halls at the same time as the proposed works to the
MMU Library. Traffic to both sites require access to be maintained to Higher and Lower Chatham Street. Connell
Brothers have reviewed the Cambridge Hall Demolition Management Plan, together with the Cambridge Hall — Site
Logistics — New Build Rev 7, Cambridge Hall — Wider Site Logistics 18" Nov 25 & Cambridge Halls Weekly
Phasing Plan With Civils issued by Cummings Group. These show the suspension of parking bays to Higher and
Lower Chatham Street and the arrangement of the site access to the Cambridge Halls project which also shows
the access to the All Saints Library Project will be maintained clear at all times for Connell Brothers traffic. The
agreed plan (Graham / Highways) shows the parking bays to both sides of Higher and Lower Chatham Street will
be suspended and a contractor controlled barrier will be installed to allow site traffic to enter and exit the road to
both sites.

Connell Brothers will require all their wagons to enter Higher Chatham Street via the controlled barrier and proceed
along Lower Chatham Street and proceed directly to our site via the Connell Brothers manned barrier. Vehicles will
not be allowed to park on either Higher or Lower Chatham Street which must remain clear and unobstructed at all
times. In order to avoid any potential obstruction to this road, Connell Brothers will initially liaise with Stephen Van
den Hoek, Regional Director Building, Graham on 0161 877 5533. 739 (once the site manager has been
designated by Graham their details will passed over to CBL’s site manager to take over liaison). Once the
Cambridge Hall site is established liaison will be with the nominated site manager on a weekly basis.

If any large items of plant or machinery are being delivered then both parties will inform each other in good time to
allow deliveries to be rescheduled to avoid any possible obstruction and build up of traffic.

3.3.7 Training (including Site induction, on Site training and consultation with employees)
3.3.7.1 Induction
The Company carries out inductions, the inductions involve the following categories:
. Company Induction
All employees receive an induction into the Company, this provides information relating to the health and
safety requirements, management systems, terms of employment, etc.
Client and/or Principal Contractor Induction (if applicable)
This is generally a requirement to inform personnel of Client and/or Principal Contractor Site safety
requirements, including Site Rules and Regulations
Project Specific Induction
This is to explain details of:
» The Construction Phase/Demolition Plan, including Site Rules and paying specific attention to Fire and
Emergency procedures, raising alarm, evacuation, etc.;
> The Environmental Plan and related assessments;
> Client requirements/Site Rules (if appropriate).
Task specific induction
This is to explain the requirements of the task/area specific Method Statements and related assessments (risk,
COSHH, PPE, etc.).

All personnel, both Company and Sub-Contractor, working on site, are required to attend the Client (if required) and
Project specific inductions, and sign the Safety Induction Register to confirm their receipt of the induction and
understanding/acceptance of the safety requirements.

3.3.7.2 General Training
The Site Manager will ensure that all operatives on the project are fully conversant with the safe systems of work
intended for this project.

All employees are screened for competency on joining the Company and will have received Health and Safety
Induction training prior to commencement of their duties on site.

Operatives will not be allowed to work on this project unless they are fully trained in the work they are being asked to
do, or alternatively, they are under training and supervised by a person competent in that task.

Training records are held on file at Head Office. These records contain details of training received prior to employment
by the Company, together with all “in house” and external training achievements whilst employed by the Company.

3.3.7.3 Fire Training
The designated Fire Marshall will hold a current Fire Marshal training certificate.
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An appropriate number of personnel, commensurate with the location of works activities, will be trained in the use
of fir- fighting equipment — extinguishers, hose reels, etc.

3.3.7.4 Ongoing Training

Ongoing training will be given to all operatives as deemed appropriate and will take the form of Constructionskills or
other training providers courses (e.g. Safety Awareness) conducted by external training bodies. Specialist training
courses will be provided to suit the requirements of specific trades/skills.

3.3.7.5 Toolbox Talks (on Site training + employee consultation)
A Tool Box Talk will be held on site with attendance being compulsory for all personnel on site, both Company and
Sub-contractor.

The Tool Box Talk will consist of:
A Health and Safety/ Environmental refresher/reminder on appropriate issues/topics
The forum where the Site Manager can identify issues raised at the Management Meeting and related actions
The forum where any operative can raise Health and Safety/ Environmental concerns.

These concerns may be addressed either locally by the Site Manager or Companywide by the QHSE Manager.
This may be after formal review and/or discussions with other Site Managers and/or other senior
personnel/operatives.

The Tool Box Talk will be documented formally onto the Tool Box Talk Register and the operatives sign as having
attended and understood. Scripts covering many topics are available to all Site Managers and cover a wide variety of
relevant topics.

3.3.8 Welfare Facilities & First Aid

3.3.8.1 Welfare Facilities

Welfare facilities will be located within the hoarded zone under the Mancunian Way. These will include office
accommodation, drying rooms, canteen, and WC facilities. Separate smoking and waste areas will be created. The
compound will also contain laydown areas for scaffold components, protected fuel stores (if required), and
segregated skip zones. A parking area will be provided next to the welfare facilities for operatives and visitors to
site.

Adequate welfare facilities for messing, toilet and washing, etc. will be provided on all sites in accordance with the
Construction (Design & Management) Regulations 2015, Regulations 4(2)(b), 13(4)(c), 15(11), Schedule 2, HSE
publications ‘Construction - Welfare standards’ and ‘Provision of Welfare facilities during construction work’ (CIS
59) and the Workplace (Health, Safety & Welfare) Regulations; these will address requirements for sanitary
conveniences, washing facilities, changing rooms and lockers, facilities for rest and provision of drinking water.

Welfare facilities will comply with the HSE Construction - Welfare standards - this guidance sets out the approach
Inspectors and Visiting Officers should take when inspecting issues related to welfare on construction sites.

The following units will be used:
. Office for Site Manager
Mess room with seating and necessary services
Toilet and shower unit with hand washing facilities.
Lock-up container for tools etc.
Decontamination/shower units (if necessary/as required).

Once the cabins are positioned, a plan will be generated showing the layout and location of the complex indicating
the means of escape and position of all fire instructions, exit notices, alarms and firefighting equipment.

The HSE notification documentation, Forms F10, ASB5 and NNLW1 (if appropriate), and other statutory notices will
be displayed within these facilities in appropriate locations.

In addition, Site Layout Drawings, Site Specific Fire/Emergency Arrangements (Appendix F), location of
Emergency services, police, fire, hospitals, etc. and other appropriate health & safety posters will be displayed.

3.3.8.2 First Aid

Adequate first aid facilities will be available on site as required by the Health and Safety (First Aid) Regulations and
related Approved Code of Practice (ACOP) — First Aid at Work [HSE L74 (Third edition 2013)].
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First Aid at Work — suggested number of first aid personnel

CATEGORY OF HAZARD NUMBERS SUGGESTED NUMBER OF FIRST AID
EMPLOYED PERSONNEL

Low Hazard Less than 25 At least one appointed person

(Shops & offices, libraries, etc.)
25-50 At least one first-aider trained in EFAW
50+ At least one first-aider trained in FAW for

every 100 employed (or part thereof)

Higher Hazard Less than 5 At least one appointed person
Light engineering & assembly work, food
processing, warehousing, extensive work

: ! 5-50
with dangerous machinery or sharp
instruments, construction, slaughter
houses, chemical manufacture,

At least one first-aider trained in EFAW or
FAW (depending on the type of injuries that
might occur)

50+ At least one first-aider trained in FAW for
every 50 employed (or part thereof)

Condition of the welfare facilities will be inspected and monitored on an ongoing basis by the Site Manager or
designated person. This will include cleanliness, supply of consumables, soap, towels, etc. and contents of first aid
boxes.

Any deficiencies will be corrected immediately by appropriate corrective action.

3.3.9 Waste Removal and Control and Storage of materials

All those who produce or handle wastes from demolition, earthworks or construction activities have legal
responsibilities, Duty of Care, for its’ safekeeping, transport and subsequent recovery or disposal. Failure to comply
can result in an unlimited fine.

Duty of Care is a legal requirement under Section 34 of the Environmental Protection Act 1990 and requires you to
take care of your waste whilst in your control. This includes:
« Checking that the person receiving your waste is authorised to receive it
Making out appropriate documentation — waste transfer notes or hazardous waste consignment notes
Taking reasonable steps to prevent unauthorised handling or disposal by others — for example, checking your
waste goes to authorised facilities to avoid fly tipping.

All of our work activities take cognisance of our Duty of Care and the documented processes/procedures ensure
compliance with our statutory duty.

Removal

All asbestos removal arisings will be stored in appropriate locations; this may include dedicated skips, including
locked asbestos skips and waste skips, dedicated segregated storage areas, either for processing or removal from
Site for reuse and/or recycling.

Enough trolleys/wheeled bins will be located across all floors whilst soft stripping activities are taking place and
contents will be transported to the appropriate designated location, either a skip or designated storage point for
segregation; where practicable, waste streams will be segregated on site and arrangements made for removal/
disposal.

Where practicable on-site segregation will be promoted; however, any mixed loads will still be subject to off-site
segregation to maximise reuse, recycling or recovery.

Soft strip material will be segregated at source and placed in suitable skips for recycling and disposal from site.
Soft strip will not be allowed to accumulate on the floors and skips will be removed at regular intervals.

Hard demolition arisings will be segregated at source where possible. Metal items will be placed into kips for
recycling and hardcore will be stockpiled at a suitable location. Hardcore will be removed to a recycling facility off
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site or remain on site for further processing and reuse on site. Stockpiles will be kept remote from the perimeter of
the site

Appropriate vehicles will attend site to remove all collected arisings; the arisings will be taken to the designated
licensed facility.

Waste will be segregated on site into the various waste streams, using the relevant EWC codes and will be divided
into the following categories

- Metals

. Glass

- Concrete/Brick
Timber
Plasterboard
Bitumen

Hazardous — mainly asbestos

Arisings from demolition activities will be removed from the work area and subsequently from Site on an ongoing
basis. Records of all waste will be recorded within the Waste Management documentation; this will record details of
waste, category, volume, etc.

Waste Management

Whilst the Site Waste Management Plan Regulations have been revoked, the principles are still utilised; a Pre-
Demolition Site Audit is carried out and the information transferred to the Waste Management Plan (Tender/Pre-
Construction Stage) (WMP).

This WMP identifies non-hazardous waste that can be re-used or recycled in whole or in part and gives the
anticipated Demolition Recovery Index (DRI). Unless there is a significant amount of hazardous waste, notably
asbestos, the DRI generally exceeds 90%.

NOTE: The WMP at this stage is not a definitive document but is based upon estimated quantities of waste and is
for information purposes.

All waste removed from Site is recorded onto the WMP Waste Record; a separate Waste Record is maintained for
each waste stream.

Upon Project completion, waste totals are recovered from the Waste Records and the final (actual) Project
Demolition Recovery Index calculated; this is generally in excess of 95%, although on occasions, the DRI has
exceeded 97.5%.

Storage
Materials stored on Site for demolition projects are minimal, to minimise risk of fire from stored materials,
appropriate precautions will be as detailed in the ‘Fire and Emergency’ section of this document.

3.3.10 Permits to Work
The Contract Director, in association with other personnel and/or the Client will identify areas/work activities within
the contract to be controlled by a Permit to Work (PTW).

The Permits to Work may either be issued and controlled utilising the Company Permit to Work system, detailed
within the IMS, or be issued and controlled by the Client.

Responsibility for issue of the Permits to Work and the related areas/work activities will be clearly identified on
appropriate documentation/drawings, including the related Method Statement(s), and to appropriate personnel, both
supervisory and operatives.

3.3.11 Selection & control of Sub-Contractors

Sub-contractors will only be appointed after demonstration of their skills, knowledge, experience and the capability
to carry out the required works in a way that secures health and safety for all persons on Site and those who may
be affected by our works.

Sub-contractor selection/assessment is carried out as below:

Specialist sub-contractors are generally selected on historical knowledge of previous experience/performance
carrying out works for the Company.
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If we are working in a locale not known to us, we try to utilise specialist sub-contractors known/used by the
Client. We feel that if the Client is already familiar with the sub-contractor, and, in addition, the sub-contractor
is familiar with Client requirements, it makes for better controls to use such a sub-contractor

If either of the above is not appropriate, we utilise the H&S Questionnaire, to establish their credentials. This is
reviewed by the QHSE Manager prior to any orders being placed. As an additional control/part of the assessment
process, a closer monitoring regime than usual is applied to any new sub-contractors.

In addition, for sub-contract works, prior to works commencing, a sub-contract handover meeting will be held. At
this meeting, all aspects of both Company and Client requirements are discussed and identified.

Control of Sub-Contractors on site is the responsibility of the nominated Site Manager and is carried out in
accordance with the Company’s Integrated Management System, as previously described.

3.3.12 Ecology
Prior to works commencing a two-part Ecology Review will be carried out; this comprises Desk Study and Site
Survey.

The Desk Study is to review any Client supplied pre-construction information, including but not limited to, ecological
surveys, groundwater contamination, bat surveys, etc.

An Ecological Survey, Report No. 13126_R02_ECG_CW - 10448-TG-YY-XX-RP-OX-131262R02 Revision 1
(22/10/2022), Revision 02 (13/25/2023) and Revision 03 (21/2/23) have been carried out by Tyler Grange, a copy
will be retained by the Site Manager; recommendations within of the survey will be implemented.

This generally requires management of trees, shrubs, etc. and maintenance of bird nesting boxes and bat boxes.
The Site Manager will liaise and cooperate with any ecologists appointed by the Client

The Site Survey is to review the Site surrounds, taking cognisance of the Desk Study, and is carried out to identify
any issues/required control measures relating to the natural environment; prior to commencement of works
selection of appropriate methodologies and implementation of appropriate control measures are carried out to
ensure protection of the natural environment is maintained and impact is minimal.

Any removal works, eg Japanese Knot Weed will be carried out by specialist contractors under control of a safe
system of work, taking into account safety, health and environmental considerations

We will also take Reasonable Avoidance Measures [RAM’s] where appropriate; measures detailed within the RAM’s
include, but are not limited to, materials storage, covering of trenches and security lighting directed away from the
undergrowth.

3.3.13 Temporary Works
Temporary works include, but are not limited to fagade retention, fixed scaffolding requiring design, propping and
fencing, mainly hoarding type.

Temporary Works will be carried out under controls specified within BS 5975:2024 Part 1 ‘Temporary works -
Management procedures for the control of temporary works. Code of practice’; and detailed within our IMS; this
involves maintaining records of design and design checks/verification responsibilities, Permits to Load and Permits
to Strike, inspections, etc. and maintenance of a Temporary Works Register.

A Temporary Works Co-ordinator and Temporary Works Supervisor are appointed as detailed in Section 1.1 Project
Directory.

3.3.14 Accident & incident reporting & investigation

3.3.14.1 Introduction

All incidents, Accidents, near misses and/or dangerous occurrences will be recorded and reported as detailed within
the Incident Recording & Reporting flowchart (Appendix E); this is an overview of the documented process,
embedded within the IMS.

All incidents - accidents, dangerous occurrences or near misses will be reported to the Site Manager immediately
they are identified/occur; all incidents will be recorded onto the Incident Register.
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Incidents will be dealt with at site level by the Site Manager in accordance with the Company management system
and accident reporting procedure (part of the Company’s Integrated Management System).

The Site Manager will report all incidents to the QHSE Manager or the Contract Administrator and issue copies of
the appropriate documentation when generated.

3.3.14.2 Accidents
Details of all accidents, no matter how minor will be recorded onto a Company Accident Report on site. This document
is used both for Company and statutory accident recording.

Details of the accident will also be reported to the Client/Principal Contractor, as required by Contract Conditions, to
enable entry into their documentation.

The QHSE Manager will report all accidents notifiable under the requirements of the Reporting of Injuries, Diseases
and Dangerous Occurrences Regulations (RIDDOR) either on line or to the HSE Contact Centre, Caerphilly,
dependent upon the category of accident; copies of this documentation will be provided to the Client.

3.3.14.3 Site Hazards
Any hazards on site (not including those identified on the Method Statement and related Assessments) will be reported
to the Site Manager who will record details into the Site Diary.

Hazards caused by Client operations/personnel, sub-contractors or any other persons/organisations on Site will be
recorded in the Site Diary and identified to the involved person/supervisor.

3.3.14.4 Dangerous Occurrences/Near Misses
Dangerous occurrences or near misses will be reported to the Site Manager who will record details into the Incident
Register and, if appropriate, onto an Occurrence/Near Miss Report.

The QHSE Manager will report all dangerous occurrences notifiable under the requirements of the Reporting of
Injuries, Diseases and Dangerous Occurrences Regulations (RIDDOR) either on line or to the HSE Contact Centre,
Caerphilly; copies of this documentation will be provided to the Client.

3.3.14.5 Investigation

Incidents, accidents or dangerous occurrences, reportable under RIDDOR will be investigated formally; Non-
reportable accidents, dangerous occurrences or near misses will be investigated informally by the Site Manager or
QHSE Manager.

Formal investigation of non-RIDDOR reportable incidents, this will be at the discretion of the QHSE Manager or if
required by the Client.

Formal Investigation will be carried out by the QHSE Manager, where appropriate, in association with other
personnel; former accident investigations will be formally documented either onto the Investigation Record or other
suitable third-party/Client required documentation.

Any corrective/preventive actions identified as a result of the investigation will be recorded and reviewed by the
QHSE Manager in association with other personnel deemed appropriate; any identified actions will be actioned by
the QHSE Manager and/or designated personnel.

If an investigation is carried out an Incident File will be generated, the HSE reporting documentation, Investigation
Record and all related documentation will be retained in the Incident File.

3.3.14.6 Records
The QHSE Manager will maintain records of all near misses, accidents and dangerous occurrences.

These records will be analysed to identify whether any trends are emerging. This analysis may include, but not be
limited to, considerations:

. Nature of occurrence/category of accident

. Time of day

. Part of body injured

« Type of plant/equipment involved

« Personnel involved
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In the event of any trend(s) emerging, suitable corrective and/or preventive action will be implemented by the QHSE
Manager.

3.4 Site Rules (including Drugs & Alcohol Policy)

3.4.1 Personal Protective Equipment (PPE)

The basic level of personal protective equipment to be used by all employees or visitors to the site is hi-vis
vest/jacket, safety helmet and safety footwear.

The Personal Protective Equipment (PPE) Assessment (Appendix G) gives the required PPE for all activities carried
out during our works; details of task specific PPE will be identified within the task/area specific Risk Assessment and
Method Statement.

Operatives engaged in or exposed to a hazardous activity requiring PPE must understand the risks for that activity and
MUST comply with any requirements to wear eye, ear, hand, respiratory or other PPE.

This may include, but not be limited to, additional items of safety equipment as detailed below:
« Gloves (appropriate to the task)
. Welders Gauntlets
« Respirators
. Eye Protection, including Visors,
. Safety harnesses + Fall Arrestors (as appropriate)
. Ear Protection
. Wet Weather Clothing

Operatives will receive training in the use, care and maintenance of PPE.

3.4.2 Plant, Tools and Equipment

All plant, tools and equipment to be used on site will be in sound mechanical condition and safe for use as required by
the Provision and Use of Work Equipment Regulations (PUWER), Lifting Operations and Lifting Equipment Regulations
(LOLER) and the Electricity at Work Regulations, as appropriate.

All operating controls will be clearly marked as to their use. Signs indicating that passengers are not to be carried will be
displayed prominently.

Moving parts of machinery will be adequately guarded and the security of such guards checked periodically.

Plant/equipment operatives will hold a recognised current Certificate of Competence training in respect of the items
of plant they are required to operate.

3.4.3 Hot Work
The Hot Works permit will be issued by the Site Manager / Supervisor each day or for each area where hot works are
to be carried out, also refer previous Permit to Work section.

Not all hot works will require a hot work permit (e.g. — cutting re bar / steel in a partially demolished concrete and brick
building or where works are being carried out externally and not in close proximity to combustible material). The
requirement for a hot works permit will be determined by the Risk Assessment and will be detailed within the Method
Statement.

When required, a Hot Works permit will be issued by the Site Manager / Supervisor each day and / or for each area
where the hot works are to be carried out, also refer previous Permit to Work section. Hot works controlled by a permit
will cease at a designated time prior to Site closedown, generally one hour, the Site Manager / Supervisor will carry out
inspection of the hot works area prior to close down.
Prior to hot works taking place the following additional precautions must be implemented:
« All combustible materials must be removed from the work area.
« A dedicated fire watch operative must be present to watch for ignition from sparks generated from the operative
carrying out the works. The fire watch operative must be equipped with a hose pipe (connected to a mains water
supply) or if this is not possible a fire extinguisher.

Where metal cutting is done by means of oxy-propane torches, equipment will be fitted with check valves adjacent to

the cutting torch and flash back arrestors to the regulators. Whenever flame cutting is carried out at height, appropriate
precautions will be taken to protect any risk area below.
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Hot works will cease at a designated period prior to Site closedown, generally one hour, the Site Manager / Supervisor
will carry out inspection of the hot works area prior to close down.

3.4.4 Electricity

All electrical tools and equipment to be used on site will be 110 volt or less unless otherwise permitted. Any 240V AC
or 440 V AC equipment permitted (e.g. plasma cutters) will be fitted with a suitable residual current device.

Generators will be earthed in accordance with the manufacturer/supplier recommendations.

3.4.5 Systems of work

The task/area specific Method Statements, Plans of Work and related Assessments (Risk, COSHH, Manual
Handling, etc.) are the documented ‘safe systems of work’ as previously described. Work will not commence until
the related documentation has been generated and induction carried out.

3.4.6 Reporting of accidents, dangerous occurrences and near misses
All accidents, dangerous occurrences or near misses will be reported to the Site Manager immediately they are
identified/occur as previously described.

These will be dealt with at site level by the Site Manager as previously described.

3.4.7 Drugs Policy

Many drugs have side effects that not only affect an individual's health, but may also compromise their safety and
that of others. Although the affects vary depending on the drug used, common side effects can include a loss of
body coordination, forgetfulness and confusion. The potential safety risks for all staff at work are obvious, but a lack
of mental alertness is particularly important for those in safety critical roles. These include those who operate heavy
equipment, dangerous machinery and drive vehicles.

Due to these risks, no drugs are allowed onto any company premises or to be consumed on them at any time. This
includes all areas, both internal and external. The prohibition on illegal drugs extends to all activities that are
connected with staff activities whilst “at work”.

These include, but are not confined to the following:
« Driving whilst on company business;
« Working at height;
« On-site vehicle operators;
o Machinery operators;
« On-call / standby duties.
A breach of these rules will result in disciplinary action being taken against the individual. We retain the right to
summarily dismiss on the grounds of gross misconduct.

3.4.8 Alcohol Policy

Whilst the consumption of alcohol is an integral part of many employees’ lifestyle, its presence in the workplace is
often not appropriate. Not only can a small amount affect work performance, but it can also compromise the
individual's safety and that of others. Common side effects include a loss of concentration, impaired judgement,
loss of coordination and manual dexterity. This has implications for all staff, but particularly for those working in a
safety critical role. These include, but are not confined to those operating vehicles and machinery, or working at
height.

For these reasons, staff is not allowed to bring alcohol onto company premises for the purpose of consumption
during normal working hours, including lunchtimes. This extends to external areas as well as internal.

Due to the risks involved, staff engaged in any of the roles described below may not consume any alcohol during
the working day (even away from the premises):

« Driving whilst on company business;

. Working at height;

« On-site vehicle operators;

. Machinery operators;

« On-call / standby duties.

If an employee comes to work whilst under the influence of alcohol or otherwise consumes alcohol on the premises

in breach of this policy, it will result in disciplinary action being taken. We retain the right to summarily dismiss on
the grounds of gross misconduct.
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3.5 Fire & Emergency Procedures
3.5.1 Introduction
These emergency procedures detail actions to be adopted in the event of any of the following incidents occurring:
« Fire;
« Spillage Fuel/Oil/Chemical;
o Serious Accident;
« Explosion/Risk of Explosion;
« External Situations.
Brief details of actions to be taken are outlined in the Site Specific Fire/Emergency Arrangements (Appendix F) and
Emergency Guide table (Appendix H) — this will be displayed in the Site office and any other locations deemed
appropriate.

3.5.2 Responsibilities
The Company is responsible for providing adequate information and if necessary training to enable all personnel on
site to discharge their responsibilities under this Plan.

The Site Manager and sub-contractors' Site Managers are responsible for ensuring that their personnel understand
the requirements of this Plan in particular the Emergency Evacuation Procedure, the Site Layout Drawings, the
Site-specific Fire/Emergency Procedures, their Muster/Assembly Point(s) and roll-call requirements.

All personnel on site have a responsibility to understand and comply with the requirements of this Emergency Plan
and not undertake any actions that will endanger themselves or others.

3.5.3 Security
The possibility of potential emergency situations arising from arson, sabotage or vandalism should not be
overlooked. Vigilance on site of all personnel is required to prevent such situations occurring.

To maintain the secure status of the Site, the following actions MUST be carried out:

« Vulnerable areas should be kept locked and secured when personnel are not present.

« Access routes and roads must be kept clear of obstructions and parked vehicles.

« Security arrangements to control pedestrians and vehicles on site must be complied with.

« Non bona-fide personnel on site should be challenged about their presence and if necessary reported to the
Site Manager, security and or the police.

« All personnel must ensure that boundary fencing is maintained in good condition - defects should be reported
to Site Manager for immediate attention.

3.5.4 Emergency Incidents

3.5.4.1 Fire

Arrangements for fire safety and emergency arrangements on Site will take cognisance of guidance/ requirements
detailed in Fire Safety in Construction [HSE HSG168] and Fire Prevention on Construction Sites 9t Edition
[Construction Confederation/Fire Protection Association].

Fire Prevention
The first fire precaution on Site is to prevent fire occurring. Most construction fires have simple causes and can be
dealt with by simple precautions. The following is not a definitive list, but are particularly important:

1. Ensure that LPG cylinders and other flammable materials are properly stored. LPG should be stored outside
buildings in well-ventilated and secure areas. Flammable materials such as solvents and adhesives should be
stored in lockable steel containers;

2. LPG supplies should be turned off at the cylinder when not in use. This is particularly important out of hours.
Serious explosions have occurred after site huts have gradually filled with gas because an LPG heater has not
been turned off. Also make sure site huts are adequately ventilated and do not keep LPG in them if it is not
needed,;

3. Ensure that LPG equipment and fittings are properly maintained. Damaged hoses and fittings or makeshift
connections are extremely dangerous because they can easily lead to leaks in tough construction conditions;

4. If there is any suspicion that LPG is leaking, stop using it and check. Leaks can be identified by hissing smell
or using soapy water, but never with a naked flame. Only light up when you are certain that there are no leaks
and that any vapour which has leaked has dispersed;

5. Formal permit-to-work systems will be used for ‘hot works’. In particular, make sure extinguishers are at hand
and that sparks or heat cannot set fire to surrounding materials. After the work has finished (usually an hour
later) check the worksite to make sure that there is no smoldering material;

6. Keep the site tidy and make sure rubbish and waste is cleared away promptly and regularly;
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7. Avoid unnecessary stockpiling of combustible materials and store what is necessary away from ignition
sources. Limit what is taken onto site from the store to what is needed for a day's work;

8. Consider the need for special precautions in areas where flammable atmospheres may develop, such as the
use of volatile solvents or adhesives in enclosed areas;

9. Make sure everyone abides by site rules on smoking.

10.Site rules for preventing fire are useless unless they are followed. The Site Manager will monitor Site and take
appropriate action when breaches are found.

Precautions
During demolition works the fire risk to the building(s) decreases significantly as the work progresses and the
building contents, furniture, carpets, non-load bearing partitions/walls, doors, etc. are removed (soft strip).

The firefighting equipment and requirements of this Fire and Emergency Safety Plan apply to all works carried out
and for the duration of the Project.

Critical information, escape routes, details of fire equipment and location, Muster Point(s) will be detailed in the Site
Layout Drawings. Copies of these drawings will be displayed at every Fire Point, on the Site Notice Board and will
be clearly explained at induction.

Means of escape
Escape routes and emergency exits are marked on the Site Layout Drawings. These escape routes and
emergency exits will:
o Be clearly signed by means of signage in accordance with the Health and Safety (Signs & Signals)
Regulations;
« Be kept clear of all debris, soft strip arisings, etc.;
« Never be locked when people are on the site;
« The Muster Point will be identified on the Site Layout Drawing — this will be where everyone can gather and be
accounted for.

In the event of an evacuation, the Site Manager will take a ‘head count’ using the Site signing in/out documentation.

Upon completion of the ‘head count’ information will be submitted to other interested parties, including but not
limited to the emergencies, Client/Principal Contractor.

Fire Escape Routes (including distances)
Wherever possible the recommended travel distances to a place of safety will be as detailed in ‘Fire safety in
construction’, as detailed in Table 2.

Fire hazard Lower Normal Higher
Enclosed structures:

Alternative escape route available 60m 45m 25m
Dead-end situation 18m 18m 12m
Semi-open structures: completed or partially constructed structure with substantial openings in the walls or roof
Alternative escape route available 200m 100m 60m
Dead-end situations 25m 18m 12m

Lower hazard areas are those where there is little flammable or combustible material present and the likelihood of fire occurring is low,
example could be steel or concrete clad framework

Normal hazard area will cover the majority of situations, flammables and comestibles are present, but of such a type and disposition
that any fire will be localised.

High hazard areas are locations with significant quantities of flammables or combustible materials present of such a type that in the
event of a fire, rapid spread will occur

TABLE 2

Fire-fighting equipment

The equipment needed depends on the risk of fire occurring and the likely consequences if it does. Fire fighting
equipment and location is detailed on the Site Layout Drawings. The Site Manager or designated competent
person will ensure that:

o Fire equipment is located where it is really needed and is easily accessible;

e The location of fire-fighting equipment and how to use it is clearly indicated;

o The right sort of extinguishers is provided for the type of fire that could occur. A combination of water or foam
extinguishers for paper and wood fires and CO2 extinguishers for fires involving electrical equipment is usually
appropriate;

e The equipment provided is maintained and works;
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o Fire-fighting equipment should be checked regularly by a competent person;
e Those carrying out hot work have appropriate fire extinguishers with them and know how to use them.

Occurrence of a Fire
Anyone discovering a fire should:
« Raise the alarm by contacting the Site Manager or by appropriate other means such as a manual 'break glass'
button or sounding the air horn on site;
« Advise the Site Manager of the size, type and location of the fire and any other relevant information;
« Tackle the fire, if they are trained and competent and it is safe to do so, without endangering themselves.

The Site Manager will, acting on the information supplied, call the Emergency Services, and if necessary
implement the Emergency Evacuation Procedure.

Materials Storage & Waste Control
Materials stored on Site for demolition projects are minimal, to minimise risk of fire from stored materials, the
following precautions will be taken:

. The quantity of flammable materials, liquids and gases will be kept to a minimum;

. All flammable materials, liquids and gases will be stored properly;

. Flammable gas cylinders will be returned to a ventilated store at the end of the shift where practicable;

. Smoking and other ignition sources are banned in areas where gases or flammable liquids are stored;

. Suitable fire extinguishers will be available adjacent to the stores

Arisings from demolition activities will be removed from the work area and subsequently from Site on an ongoing
basis. Records of all waste will be recorded within the Site Waste Management Plan; this will record details of
waste, category, volume, etc.

Fire and Rescue Service
Prior to works commencing on Site, the Site Manager will contact the nearest Fire Station to advise of the Project
and invite the appropriate Fire Office to visit site to discuss fire, rescue and emergency access requirements.

Details of the discussions will be recorded and communicated to Site personnel and other interested parties.

3.5.4.2 Spillages Fuel/Oil/Chemical
A person becoming aware of a fuel/oil spillage should immediately contact the Site Manager advising him of the
location and hazards generated by the Incident.

In the event of a chemical spillage the person discovering the spill will immediately inform the Site Manager and if
possible identify to him the chemical(s) involved and any injured personnel.

The Site Manager will then determine how the spillage is to be dealt with, after reference to the relevant COSHH
assessment and if necessary by summoning the appropriate Emergency Services or Specialist Services.

Spill kits will be made available at the fuel storage point and other strategic points as necessary. All spillages are to
be cleaned immediately, and any contaminated material placed in a suitable skip for disposal.

If appropriate the Site Manager will invoke the Emergency Evacuation Procedure.

3.5.4.3 Serious Accident
In the event of a serious accident occurring (e.g. collapse of a structure) the Site Manager must be informed
immediately.

The Site Manager will call the Emergency Services to deal with the incident and treat the resultant casualties and if
the hazards remaining warrant it he will invoke the Emergency Evacuation Procedure.

3.5.4.4 Explosion or Risk of Explosion

In the event of an explosion or the imminent risk of explosion (e.g. from a leaking LPG or Gas Bottle) any personnel
becoming aware of the situation must inform the Site Manager IMMEDIATELY and warn adjacent personnel to
proceed to their Assembly/Muster Point(s) via a safe route.

The Site Manager will immediately contact the Emergency Services and invoke the Emergency Evacuation
Procedure.
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3.4.4.5 External Situations
Where there is a possibility of a major incident arising from adjacent premises it may be necessary to evacuate the
site.

When such circumstances arise the Site Manager will liaise with the Emergency Services called to the external
incident and take their advice as to the continuation of work on site.

In the event of an evacuation of the site being necessary the Site Manager will invoke the Evacuation Procedure.

3.5.4.6 Action by other Personnel
Unless nominated to undertake specific duties by the Site Manager all OTHER PERSONNEL on becoming aware
of an emergency situation or hearing the evacuation alarm will:
« If safe to do so, shut down plant and equipment and render it safe, and then follow a safe route to their
Assembly Point taking NO ACTION that will endanger themselves.
» Report their presence at the Assembly Point to their supervisor and assist the supervisor in accounting for any
missing personnel.

Personnel with specialist training and certification ie. First aiders should then report to the Site Manager and render
any assistance as directed by the Site Manager. First Aid "Grab Bags" should be positioned at exits and these
should be taken by First Aiders, providing this does not delay their exit.

Supervisors at the Assembly Point must account for staff and visitors under their control to the nominated person
undertaking the roll-call. Any missing personnel should be reported to the Site Manager for the Emergency
Services to locate.

3.5.5 Emergency Evacuation Procedure
Dependent on the type and nature of each the incident a full Evacuation of the site may be required.

The Site Manager once, in command of the circumstances of the incident will:

« Sound the evacuation alarm

« Ensure that all relevant emergency services have been summoned

« Instruct a suitable competent person to undertake a roll-call of personnel at the Assembly/Muster Point(s) with
each supervisor of personnel accounting for the people under his/her supervision including visitors.

« Establish a control point at a convenient SAFE venue and from there liase with the relevant Authorities and
Emergency Services to manage the incident and the search for any missing or trapped personnel.

« Ensure, where appropriate, and it is safe to do so, that unnecessary plant and equipment is shut down.

« Ensure, through the nomination of a competent person that the emergency services are directed through a
safe access route to the incident.

« Ensure that they are provided with any necessary information to deal with the Incident e.g. Plan of Site,
COSHH Data Sheets and Assessments etc.

« Ensure that no personnel re-enter the site until advised by the Emergency Services that it is safe to do so.

« If appropriate, barrier off the area of the incident to prevent unauthorised access and contamination of a
possible investigation by the Enforcing Authorities.

« Inform the Contract Director and where appropriate the Enforcing Authorities.

« Prepare a preliminary Occurrence/Near Miss Report.

« Where portable fire-fighting appliances have been used ensure that they are replenished as soon as possible
for future operation.

3.5.6 Plan Evaluation

Where practicable, the effectiveness of this Plan will be demonstrated by a practice session, generally every 4
weeks, organised by the Site Manager at a convenient time and date, and a record kept of such sessions including
any significant comments/findings; details of the practice will be recorded into the Emergency & Fire Register.
Evacuation alarms will be tested weekly at a published time and day and records maintained of the testing; details
of the testing will be recorded into the Emergency & Fire Register.

4.0 SIGNIFICANT SITE RISKS - ARRANGEMENTS

41 Introduction

The information detailed in the following sections is an overview of the arrangements to control the safety and
health of both Company employees and any others who may be affected by our activities, including other workers
on Site, visitors to Site and members of the public.

Specific and detailed information identifying actual arrangements and controls will be embedded within the
task/area specific Method Statements and related assessments.
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As previously described, these Method Statements, related environmental documentation and this document form
the ‘safe system of work’ for the management of the Project.

4.2 Work involving particular risks (Schedule 3 — CDM 2015)

4.2.1 Work at height

Under the hierarchy of control stipulated in the Work at Height Regulations, the Company will determine how to
safely work at height.

The hierarchy stipulates that duty holders must:

(i) Avoid work at height where they can

(i) Use work equipment or other measures to prevent falls where they cannot avoid working at height

(iii) Where they cannot eliminate the risk of a fall, use work equipment or other measures to minimise the distance
and consequences of a fall should one occur.

Only when level (i) is not practical will the next level be considered.

Due to the nature of demolition activities, it is virtually impossible to avoid work at height. However, suitable
controls will always be in place to prevent falls or minimise the distance and consequences of a fall.

Where appropriate, and as required by the Regulations, approved type safety harnesses will be worn and the
lanyard attached to a secure and suitable anchorage point.

All Company top men are issued with full body safety harnesses as part of their basic Personal Protective
Equipment.

Details of access requirements will be detailed within the task/area specific Method Statement(s).

4.2.2 Asbestos

Demolition/Refurbishment Surveys, as detailed in Asbestos — the survey guide (HSG 264), have been carried out;
these are:

SP49077 - All Saints Building - Abatement Specification Document

SP49077v2 - All Saints Building - Abatement Specification Document

SP53144 - All Saints Building & Library - Specification Document

The Surveys are integrated within MMU Asbestos Removal Specifications, prepared by Acorn Analytical Services
All asbestos materials will be removed and disposed of in accordance with the Control of Asbestos Regulations, and
related Approved Code of Practice ‘Work with materials containing asbestos’ [L143], Asbestos: The licensed
contractors’ guide [HSG 248], Asbestos: The analysts’ guide for sampling, analysis and clearance procedures
[HSG 247], NFDC publication ‘Industry guidance for non-licensed work with asbestos containing materials within a
demolition or refurbishment environment’, and related HSE/ARCA Guidance documentation.

A Plan of Work will be generated for asbestos works involving the removal of asbestos notifiable under the
requirements of our Asbestos Licence; licensable asbestos will be removed and a Certificate for reoccupation obtained
from a UKAS accredited analyst prior to demolition works commencing.

Method Statements will be generated for all works involving the removal of non-notifiable asbestos. The removal will
be interlinked with the demolition programme so as to minimise likelihood of exposure to asbestos containing materials.
Any material found during demolition activities suspected of being asbestos will result in work being stopped. Actions
will be carried out as detailed in the Asbestos Unexpected Discovery flowchart (Appendix ).

The Site Manager will arrange for samples to be taken and forwarded to a designated laboratory for analysis.
Dependent upon the results, demolition works will either recommence or revised methods implemented.

4.2.3 Hazardous substances (COSHH)

Hazardous substances (COSHH products) on demolition Sites fall into three categories:

« Products brought onto site for use by Company personnel (Category i)

« Substances generated as a result of Company processes, eg dust, metal fume Category ii)

« Substances present on site left as contamination/residue resulting from Client processes previous to demolition
activities commencing (Category iii)

Categories i) and ii)
COSHH Assessments are carried out by utilisation of Materials Safety Data Sheets or information provided by
other third parties and review of actual usage/generation on sites by Company personnel.
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Providing the control measures listed in the appropriate COSHH Assessment are adhered to, it is considered that
the risk from products is as low as is reasonably practicable.

The assessments are reviewed on an annual basis, as part of the Safety, Health and Environmental process, or
sooner if considered necessary/conditions dictate.

Category iii)

Information is provided by the Client, generally Materials Safety Data Sheets, this will be assessed and appropriate
control measures, dependent upon the hazards presented by the substance(s), will be implemented. These control
measures may include, but not be limited to, selection of methodology, use of personal protective equipment
(PPE), disposal of waste.

4.2.4 Explosives
Not applicable.

4.2.5 Dismantling activities

Risk assessments will be carried out and method statements generated (Safe systems of work [SSW]) will be
generated for all dismantling activities; the SSW will take cognisance of the nature of the plant/equipment to be
dismantled, including weight of sections and total weight, location/access.

Methods of dismantling, use of access lifting equipment, etc., will be clearly described; all works will be carried out
by operatives experienced in the dismantling process/techniques.

4.2.6 Any other significant risks
Demolition activities do not generally involve safety risks detailed below:
«  Work with ionising radiation requiring controls required by the lonising Radiations Regulations;
. Work near high voltage power lines;
«  Work on wells, underground earthworks and tunnels;
« Work on or near water where there is a risk of drowning;
. Work carried out by divers having a system of air supply;
- Work carried out in a caisson with a compressed air atmosphere.

In the event that any of these safety risks being present on site, a full risk assessment will be carried out and
appropriate method statements generated (Safe System of Work) . Demolition methodologies will take cognisance of
the appropriate safety risk.

4.3 Safety Risks

4.3.1 Delivery/removal of materials (including waste)/work equipment/plant

Delivery/removal

All vehicles, either delivering or removing materials/work equipment/plant, will take the designated access/egress route
onto Site and report to the Site Manager. The designated route will be as detailed within the Site Layout Plan

When entering via public highways and in any area where delivery/removal activities impinge on public thoroughfares,
access and egress and egress will be controlled by a banksman.

All materials will be unloaded in nominated lay down areas and transported to working areas as required. Heras
fencing will be off loaded at the rear of the site between the All Saints Building and the library. Once the site has been
secured all deliveries and removals will be from the rear of the site, within the site perimeter, following the traffic plan. A
jetwash will be located at the rear of the site for wheel washing prior to vehicles exiting the site boundary, as and when
required.

Materials will be moved around the site and unloaded by suitable vehicles e.g. telehandler, crane, hiab lorry, etc.

Control and Disposal of Waste

All waste products will be removed from site in accordance with the relevant Regulations and a Duty of Care Note or
Hazardous Waste Consignment Note as required by the Hazardous Waste Regulations. Copies of the disposal
documentation will be held on site, as detailed previously

Only licensed waste carriers will remove waste from site.

All skips and roll on/off containers will be placed such that they do not present an obstruction to means of access and
egress for personnel, plant or vehicles. They will be based on firm level ground and filled with discretion (i.e. not
overloaded).
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Proper transportation will be provided to move waste skips and roll on/off containers. Movement on site with unsuitable
equipment will not be permitted on site.

Whilst it is the drivers responsibility to ensure that his load is safe when being transported, the Site Manager will ensure
that waste skips are suitably sheeted; scrap containers are not overloaded before leaving site and necessary waste
documentation is available and in order for all waste materials leaving Site.

4.3.2 Services (including temporary electrical installations)

Services
Services within the demolition projects may include, but not be limited to:
. Gas
« Electricity
. Water
« Telecommunications
. Client process services

All existing services will be isolated/diverted, by the Client before demolition works commence. Services will be
provided by the client to the office buildings to be utilised as welfare facilities. The Company will obtain confirmation of
isolations before starting works, where practicable, physical severance of services will be carried out and identified by
the Company at the separation point(s).

Regardless of isolation documentation, all care will be taken when carrying out demolition works to verify the actual
status of services within the demolition area(s). Any areas of concern, ie suspicion of possible ‘live’ service, will be
identified to the Client, verification of the status of the service undertaken and, depending upon the result of the
verification, appropriate action taken.

If the slab is to be removed, a CAT scan will be carried out prior to work commencing.

Any ‘live’ services to be retained within the demolition area(s) will be clearly identified by suitable method, colour
coding, spray paint, etc. Demolition methodologies will take cognisance of the existence of these services.

Overhead power lines and ‘live’ pipe gantries will be identified to all personnel, will be recorded in the Method
Statement, and where appropriate, will be segregated by physical barriers to prevent possible contact. Demolition
methodologies will take cognisance of the existence of these services.

Temporary electrical installations
Generally the only temporary electrical installations on Site are required for the Site welfare facilities. Any cabins with
electrical equipment will be accompanied by appropriate certification.

Installation of the electrical supply will be carried out by a competent electrician and will be in accordance with the
Electricity at Work Regulations.

4.3.3 Adjacent land use/Site neighbourhood

The All Saints Library Building is located on a main arterial public highway into the centre of Manchester (Oxford
Road), a publicly accessible Park (All Saints) and in close proximity to the MMU Business School building and the
Mancunian Way flyover.

Demolition methodologies will take cognisance of the adjacent land use/Site neighbourhood.

4.3.4 Stability of structures
When demolishing structures, the basic principles of structural demolition (as detailed in BS6187:2011), ie progressive,
deliberate collapse or deliberate removal will be considered.

Demolition methodologies will take cognisance of the stability of the structure and the ongoing stability of the structure
during the course of demolition works.

4.3.5 Control of lifting operations

Lifting operations if any will be performed in accordance with the Lifting Operations and Lifting Equipment
Regulations (LOLER) 1998.

All plant and equipment used for lifting on the site, which requires inspection and/or testing under the requirements
of LOLER will be correctly tested and be accompanied by the appropriate Test Certificates.

All lifting operations will be planned in accordance with BS 7121 and an appointed person will be present when
lifting is taking place.
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The weight of all lifts will be assured such that the proposed lifting down by crane can be completed within the
crane manufacturer’s stated safe working load and radius.

4.3.6 Maintenance of tools, plant & equipment

All tools, plant and equipment are serviced maintained and inspected in accordance with the requirements of
appropriate legislation, this includes the Provision and Use of Work Equipment Regulations (PUWER), the Lifting
Operations and Lifting Equipment Regulations (LOLER) and Electricity at Work Regulations.

The service, maintenance and inspection controls for all work equipment are commensurate with the use and
exposure to adverse conditions to which the work equipment is exposed whilst in use.

Plant and equipment is divided into two basic categories:

Hand Tools
Either powered, stihl saws, grinders, drills, etc., or manually used, mattocks, crowbars, hammers, etc.

Prior to use, all hand tools are subject to a visual inspection by the user. Any faulty or damaged equipment will be
taken out of use and replaced. The faulty/damaged equipment may either be scrapped or sent for repair.

All electrical tools and equipment to be used on site will be 110 volt or less unless otherwise permitted. Any 240V AC or
440 V AC equipment permitted (e.g. plasma cutters) will be fitted with a suitable residual current device.

All portable electric equipment will be accompanied by valid PAT documentation.

Oxy-propane torches and related equipment will be fitted with check valves adjacent to the cutting torch and flash back
arrestors to the regulators.

Plant/Equipment
Excavators, telehandlers, fork lift trucks, powered access equipment, etc.

Drivers are required to record details of inspections onto the Weekly Plant Inspection, this document is returned to
the Plant Manager on a weekly basis and contains information as below:

. Details of the inspection — engine, hydraulics, electrics, etc.

- Hours worked and/or standing time (broken down)

« Details of any faults identified
Serious faults are notified to the Plant Manager immediately to enable appropriate action to be taken. This
generally involves either use of the Company plant fitters or suitable third party.

The Plant Manager maintains Spreadsheets to identify service, maintenance and inspection intervals and individual
files for all Company owned Plant and equipment.

Services, maintenance inspections and repairs carried out by third parties are recorded onto appropriate
documentation.

4.3.9 Excavations/poor ground conditions
These are considerations — not applicable to this Proct at this stage

Excavations

The major risk from shallow pits, ducts and excavations, will be to be members of the public and workers on site.
Most accidents can be eliminated if care is taken to protect the working area effectively and prevent access by
unauthorised persons. In addition any holes and openings will be kept covered where possible or a physical safety
barrier erected.

Poor ground conditions
Work in poor ground conditions will be undertaken only after a full risk assessment has been carried out. Demolition
methodologies will take cognisance of the ground conditions.

4.4 Health Risks

4.4.1 Manual handling

To comply with the Manual Handling Regulations, the Company has carried out a Task, Individual capacity, Load,
Environmental and Other factors [TILEO] manual handling assessment, using the HSE Manual Handling
Assessment Chart (MAC) score sheets within the publication ‘Manual Handling Assessment Charts’ (INDG3830,
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and a Pushing and Pulling Risk Assessment (RAPP), using the HSE publication ‘Risk assessment of pushing and
pulling (RAPP) tool’ (INDG478)

To carry out the assessment, the Company:
. Identified the manual handling operations undertaken by Company personnel
. Made an appraisal, as far as is reasonably practicable, of all manual handling operations to determine if there
is a risk of injury to employees.

Wherever practicable, eliminate manual handling by use of mechanical methods to both demolish/remove and
transport material.

4.4.2 Noise, Vibration and Dust

4.4.2.1 Noise

All our plant/equipment is fitted with appropriate silencing devices commensurate with the equipment — all
plant/equipment is serviced and maintained to maintain optimum performance.

As part of our ISO 14001:2015 and ISO 45001:2018 accreditation, standard Company procedures are to switch all
plant/equipment off whilst not in use — this is for various reasons including, but not limited to, noise nuisance, safety
reasons — unattended plant/equipment is dangerous, and environmental reasons — waste of fossil fuel and
unnecessary emissions increasing our environmental impact.

Noise assessments pursuant to the Noise at Work Regulations will be carried out as required.

The results of the assessments will be reviewed and the appropriate actions taken. Wherever possible/practicable,
steps to reduce noise below the appropriate action levels will be implemented.

Where reduction of noise to below the second action level is not practicable, the area will be delineated and identified
as requiring ear protection. ldentification of these areas will be by safety signs as required by the Health and Safety
(Signs and Signals) Regulations.

Typical second action level areas include:
« Where percussion tools are in use
. Inside the driver’s cab of certain plant

4.4.2.2 Vibration
Whole body and hand arm vibration will be subject of risk assessments specific to the task being carried out/equipment
being used.
Measures taken to minimise exposure the effect of vibration include, but are not limited to:
. Elimination of use of vibrating hand tools
» Selection of suitable plant/equipment
. Ensuring all plant & equipment is serviced and maintained
. Minimising exposure to vibration by controlling periods of use
« Monitoring employees exposure

Demolition methodologies will take cognisance of the risks entailed in the work activities and exposure to vibration

4.4.2.3 Dust

Good working practices and liaison on the works to be carried out and will be employed to cause as little noise/dust
disturbance to others. Dust emissions resulting from the works are kept to a minimum by adopting the following
control methods:

e The use of modern plant fitted with a powered water suppression system that delivers a fine water spray at
the face of the tool during demolition activities.

e Dust will be suppressed by damping down at source using a fine water spray (Dust Bosses — purpose-built
state of the art machines that spray a fine water mist in a selected direction to suit the prevailing
conditions).

e Whilst crushing utilising a modern crusher incorporating a dust suppression system that produces a fine
water spray over the arisings during crushing, together with modern plant fitted with powered water
suppression systems and a Dust Boss.

e As far as possible, the site layout will be designed to ensure that storage of potentially dusty materials is
remote.

e Wagons will be sheeted over when leaving the site.

e Affected roadways will be swept as required.
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4.4.2.4 Mitigation Measures
Minimising Impacts on Surrounding Areas

The site manager will carry out daily checks of the site to ensure minimum disruption and nuisance to the
surrounding area. These checks will include the condition of the hoarding, ensuring footpaths and roads are clean,
ensuring suitable signage is present and ensuring processes to manage noise and dust are in place.

Mitigation Measures
In order to mitigate any possible environmental impacts the following will be implemented:

Perimeter of the site fully hoarded to minimise noise and contain dust

Scaffold fitted with sheeting to contain dust

Vehicle movement scheduled out of busy times

The use of modern demolition plant fitted with inherent noise suppression (e.g. Exhaust silencers) where
available

Use of pulverisers instead of hydraulic breakers where practicable

Use of temporary acoustic barriers where appropriate.

Turning off plant when not in use

Use of Dust Boss when carrying out hard demolition

Water nozzles fitted to demolition excavators

Stockpiling material remote from the site boundary where practicable

Taking care when loading or unloading vehicles or dismantling scaffolding or moving materials to reduce
adverse impact

e Minimise drop height of materials

Dust Boss producing a fine mist to suppress dust Town | Excavator fitted with water nozzles at the tool face to
Centre Demolition produce a fine water spray to suppress dust Town
Centre demolition.

Monitoring Noise, Dust and Vibration

Noise - Noise monitoring units will be placed at sensitive boundaries and interface zones. These will be used to
back calculate the noise levels at the locations shown in Appendix L. Trigger levels will be established and alerts
will be issued when thresholds are approached. Should excessive noise be generated, work will be paused, and
mitigation steps reviewed.

Operatives will be briefed to use equipment properly, avoid unnecessary idling, and shut down plant when not in
use. Acoustic screens may be deployed locally where scaffold is not already encapsulated.

Noisy work will only be carried out during the agreed working hours. If works are required outside of the normal
working hours these will be generally exclude activities likely to cause a nascence such as breaking, cutting etc.
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Dust — Dust monitoring units will be placed at sensitive boundaries and interface zones. Should excessive noise be
generated, work will be paused, and mitigation steps reviewed.

Vibration - Vibration monitoring stations will be installed will be installed at sensitive boundaries and interface
zones. Trigger levels will be established and alerts will be issued when thresholds are approached. Should
excessive vibration be generated, work will be paused, and mitigation steps reviewed.

Trigger levels will be set as follows:

Level | Label & Parameter | Limit Start Time End Time Weekdays | Saturdays Sundays
1 Amber PPV Alert 7 mm/s 7:00 19:00 Yes
2 Red PPV Alert 10 mm/s | 7:00 19:00 Yes
1 Amber PPV Alert 7 mm/s 7:00 13:00 Yes
2 Red PPV Alert 10 mm/s | 7:00 13:00 Yes

Minor cosmetic transient building damage limits are noted as 15 mm/s PPV for residential or light commercial
buildings.

Monitoring the alerts will be carried out as detailed below.

No Alert No Action Required:
All monitoring data is being collected and remains within the limit

Connectivity | Connectivity Alert:

Alert An email notification has been sent to all project users. However, the monitor
detailed by serial number in the email requires attention due to a loss of
connectivity. Please review this monitor on the cloud portal, investigate the
power connection and condition of the equipment on-site, including checking
for power lights or operating noise, and resolve any issue with the monitor
immediately. If the issue cannot be resolved, contact Campbell Associates at
01371 871 030, email support@campbellassociates.co.uk, or visit our
website to raise a support ticket.

Amber Alert | Pre-Warning Trigger Limit Exceedance Alert:

Sent by SMS and/or email, depending on user settings. The site manager
should investigate the cause of the exceedance, including a visual inspection
of site activities and the monitoring area. Ensure best practice measures are
followed to mitigate the risk of another exceedance and maintain levels below
the action limit. After a successful review, continue work activities.

Red Alert Action Limit Exceedance Alert:

Sent by SMS and/or email, depending on user settings. The site manager
must stop work immediately and investigate the cause of the exceedance,
including a visual inspection of site activities and the monitoring area.
Implement additional mitigation measures and review the working methods to
prevent a recurrence. The site manager must complete an exceedance action
report, review the monitoring data on Sonitus Cloud, and add notes to the
calendar view summarising the reason for the breach and actions taken.
Notify any client, local authority, or third party as required. Once all parties are
satisfied with the mitigation plan and resolution, continue work according to
the new methods.

RESPONSE TO EXCEEDANCES
INCIDENTS WHERE ACTION LEVELS ARE EXCEEDED WILL BE RESPONDED TO AS FOLLOWS:
Reporting:

 If action levels are exceeded during site activities, the incident will be reported immediately to the project
manager.
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Investigation:
» The project manager will investigate the work being undertaken to ensure that the correct plant and equipment
are being used in accordance with Best Practicable Means (BPM).

Corrective Action:

« If the investigation reveals that the work, plant, and equipment are not being used correctly, the works will be
stopped, and corrective action will be taken.

« If high readings are due to unforeseen circumstances despite following the correct methodology, plant usage, and
BPM, the contractor will notify the local authority and neighbours, explaining the reasons and providing timescales
for resolution.

Monitoring and Documentation:

» Further monitoring must be carried out following the corrective action to ensure that works proceed within the
action levels.

» Records of any such incidents and the actions taken will be kept in the site filing system.

4.4.3 Exposure to UV radiation (from the sun)
Demolition activities require the use of full body protection at all times — either polycotton overalls, disposable overalls
or chemically resistant overalls.

Operatives do not work ‘uncovered’ - as a result, exposure to sunlight (UV radiation) will not generally be an issue; in
the event that there is a possibility of exposure, appropriate sun/barrier cream(s) will be provided.

5.0 THE HEALTH AND SAFETY FILE

5.1 Introduction

Contents of the Health and Safety File will take cognisance of Appendix 4 of CDM 2015 and input from the Client,
Principal Designer, Contractors and Temporary Works Designers/Contractors, if applicable.

Where practicable, the contents will be agreed prior to commencement of the demolition (construction) works period.

5.2 Layout and format
The information contained within the Health & Safety File will be:
i) General description of work
i) Waste Disposal Information (Waste Streams and Destinations)
i) Asbestos Data
iv) Health & Safety Reports
v) Service Information/Isolation Certificates

If the Client requires any further information to be included, this will be identified prior to works commencing to
enable information to be collected.

5.3 Arrangements for the collection and gathering of information
Information for inclusion within the Health & Safety File will be collected and retained within the Project File
throughout the Project duration.

Upon completion of the Project, the necessary information will be extracted from the Project File and utilised to
generate the Health & Safety File.

5.4 Storage/Presentation of information
‘Hard’ copy of the Health & Safety File is issued to the Client within the Client CDM documentation; if required
electronic copy, in the required media, generally DVD or USB stick, will be provided.

The Company retain copies of Health & Safety Files for a minimum period of three years from date of issue.

6.0 APPENDICES

Appendix A F10

Appendix B Client Supplied Information (Including Drawings)
Appendix C Site Layout / Traffic Plan

Appendix D Emergency and Fire Register

Appendix E Incident Recording & Reporting flowchart
Appendix F Site Specific Fire/Emergency Arrangements
Appendix G Personal Protective Equipment (PPE) Assessment
Appendix H Emergency Guide
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Appendix | Asbestos Unexpected Discovery Flowchart
Appendix J Tender Programme

Appendix K Weekly Phasing

Appendix L Noise Monitoring Locations
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Notification of construction project

Created Date: 224 072025
About the location of the site

Addreas of the ALL SAINTS PARK, MANCHESTER, ENGLAND, M15 6BH
construction site

In which local Manchestar City Councl

authority i the site
address?

About the project

Description of Demolition and Dismantling: Dem/Dis - Other
project

Description of the  The project comprisss the comprises the soft sirp, asbesios removal and demoliion of the Al Saints Bulding,

construction work  soft sirip, asbesios removal and partial demolition of the Library Bullding, scft sirip and asbesios removal o

e retained section of the Library Bulkding.

Mo of people on 50
Elite

Mo of contractors 6

on sibe

Start Date 0312025
Time Allowed by 60

Cliant (in weeks)

Durathen (in 38
wernla)

About those involved in the project

M Manchasier Metropolitan Liniversity Role
Email m howarthmmusc, uk Tel. Nurmber
Address MAMCHESTER METROPOLITAN LNWVERSITY ORMOND BUILDING, LOWER

ORMOND STREET, MANCHESTER, ENGLAND, 15 6BX

LEL Keslagher Okay Associales Fiole
Email paul jonsaiikok-surveyons. com Tel. Number
Addreas KEELAGHER: OKEY KLEIM, 26 MUSELIM STREET, WARRNGTOMN, ENGLAND,

WaAT 1HU

M Connall Brothars Role
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Email vemonwatsongicornellbrothens oo uk Tel. Mumber  (1E20350606

Addraas COMMELL BROS LTD, DRCHARD STREET, SALFORD, ENGLAND, ME BFL

Marre Hawking Brown Rols Deaigner

Email RickbinchalEhawkinabnown com Tel. Number 0181
(11
5531

Addraas SOFTWIRE. HLTOM HOUSE 26-28, HILTOM STREET, MANCHESTER, ENGLAND,

M1 ZEH

Marrs Buro Happeld Role Designer

Email eara Jonsdaleifburohappald com Tel. Mumber 0181
233
5000

Addrass B B7. EASTGATE, 2 CASTLE STREET, MANCHESTER, ENGLAND, M3 412

Declaration details

Narms Faul Jones
Daclaration I have baan asked by the disnt io nolify on their behalf, and they have confirmed ey are swane of their dulies
Data 221072025

Confirmation Emall = paul jonesfkok-surveyors com

Chent Sigratune (Can be used for your own records, ONLY if required)
Declarabion (as stabed above)
Mam:

Declaration Signature:

0 2025 - HSE Application
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APPENDIX B CLIENT SUPPLIED INFORMATION (INCLUDING DRAWINGS)

1. Schedule of
Tender
Documents

MMU LTP Demolition- Tender Docs Register 20.06.2025

2. Tender
Requirements

2.1 Invitation to Tender
e Section 1 - Invitation to Tender
2.2 Tender Guidance
e Section 1.1 - Tender Guidance
2.3 Tender Response Requirements
e Section 1.4 - Tender Response Requirements

3. Conditions of
Contract

3.1 JCT Contract Particulars
¢ Intermediate_Building_Contract_with_contractor_s_design_2024 Edition (2)
3.2 Schedule of Contract Amendments
¢ MMU JCT 2024 Intermediate Special Conditions Contractor Design
(updated 10.10.24)(V2)(87663667.1)-156941263-v4
3.3 Parent Company Guarantee and or Bond
e PCG
3.4 Contractor's Warranty
e Contractor PT warranty FINAL (Updated 28.08.24)(86153008.1)
3.5 Subcontractor Warranty
e SubContractor warranty to Employer (Updated 28.08.24)(86153909.1)

4. Preliminaries &
General

4 1 Preliminaries
e Demolition Preliminaries-2025-06-20

Conditions 4.2 MMU Policy Documents
¢ MMU Contractor Handbook 2023
5. PCI Folder 5 - MMU LTP Demolition PCI (1)
Folder 5 - MMU LTP Demolition PCI
6. Employers 6.1 Employers Requirements

Requirements

e Employer's Requirements
6.2 Drawings & Specifications
e 6.2.1 Architectural Drawings & Specifications
o 1350B-HBA-SW-00-DR-A-020001
o 1350B-HBA-SW-00-DR-A-020002
. 1350B-HBA-XX-00-DR-A-020101
. 1350B-HBA-XX-01-DR-A-020102
. 1350B-HBA-XX-02-DR-A-020103
. 1350B-HBA-XX-ZZ-DR-A-020202
o 250613_AllSaintsLibraryDemolition_ProposedSiteHoarding
6.2.3 Structural Drawings & Specifications
. 1350B-BHE-XX-XX-SP-CG-000001
. 1350B-BHE-XX-XX-SP-S-001003 - MMU C20 Demolition
Specification
e 6.2.4 External Drawings & Specifications
o 1350B-PLA-XX-XX-DR-L-002002-Tree Retention & Removal Oxford
Road Trees
o Tree Retention & Removal All Saints Park Trees
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6.3 Surveys & Investigations
e 6.3.1-Land condition record
o GROUND_CONDITIONS_REPORT____UXO-2389176
o MMU LTP - Tree Pruning Scope Report A
e 6.3.2 - Structural surveys
o 1044B-BHE-ZZ-Z2Z-SP-S-001004 - Slab Capability
o Intrusive Survey Location Plan v9_20240314 MS ANNOTATION
21052024
Intrusive Survey Location Plan v10_20240528
MMU - LTP - Lift Surveys
MMU- Library - Intrusive Structural Survey FINAL
MMU -LTP - 3rd Floor Surveys
N950-24-18714Rev00 - Concrete NDT Assessment - RADAR Scan
Screed Survey Scoping Markup 28062024
SK-STR-085 Substructure Stage 4 further investigations
e 6.3.3 - Services surveys
o Trial Holes
. AU-2307-THO001-P1 Trial Hole Location Plan
AU-2307-TH002-P1 Trial Hole Overlay Plan
AU-2307-THO003-P1 Trial Hole Details 1 to 9
AU-2307-THO003-P2 Trial Hole Details 1 to 9
Screenshot 20240422 090642 Gallery
Slit trench plan 021024
Slit trench scope
o Underground Service Clashes
1044B-BHE-ZZ-ZZ-DR-E-70ZZ22 Electric depth markup
1044B-BHE-Z2Z-ZZ-DR-E-70Z2Z25 comms depth markup
North attenuation tank sheet pile and batter option
North crane sheet pile and batter option
South attenuation tank sheet pile and batter option Markup
South crane sheet pile and batter option Markup
o UU Drain & ENWL trace
. S25421 — MMU (Zip File)
. S25421 (Zip File)
o LTP - Potential Water Route
o Slit Trench Surveys v1
o Slit Trench Surveys v1-TT29488
o Slit Trench Surveys
6.3.4 - Topographical survey
o MANCHESTER CAMPUS (1)
6.3.5 - Roof Survey
o mark.mccall@morgansindall.com
o RE_ MMU LTP-Bauder Roof Survey
e 6.3.6 - Asbestos Survey
[ ]
[}
[}
6
[ ]
[ ]
6
[}
[ ]
[ ]

SP49077 - All Saints Building - Abatement Specification Document
SP49077v2 - All Saints Building - Abatement Specification Document
SP53144 - All Saints Building & Library - Specification Document
.3.7 - Cladding Survey
Investigation Report - MMU part 2
Investigation Report — MMU
.3.8 Ecology Surveys
1044B-TG-YY-XX-RP-OX-13126R01a[1]
1044B-TG-YY-XX-RP-OX-131262R02
1044B-TG-YY-XX-RP-OX-131262R03
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e 231114_Survey Summary_lssued
e MMU LTP Survey Tracker v.0
6.4 Utilities Information
e Duct Protection Proposal
e MMU Campus Duct Plan E10Q

7. Tender 7.1 Pricing Document

Deliverables

TENDER

CLARIFICATIONS

1 RE_ 7244 - MMU - ALL SAINTS LIBRARY
208a

B-54835r1 All Saints Library Refurbishment

2 RE_ 7244 - MMU - ALL SAINTS LIBRARY

Acorn Amended Basement Plan

B-54835s2 All Saints Building & Library Refurbishment

LAR Clarifications required on SP53144v2 - All Saints Building & Library -
Specification Document

All Saints Library Project - Acorn Comments

3 RE_ 7244 - MMU - ALL SAINTS LIBRARY
Clarification Log 22072025
1044B-BHE-ZZ-Z2Z-RP-G-000003 P02
37757 MMU PH2 Final Factual Report
51324-A2S]-XX-XX-XX-RP-X-0001-01
SK-STR-012 Basement Demolition Options

4 RE_ 7244 - MMU - ALL SAINTS LIBRARY
1350B-HBA-SW-00-DR-A-020002 Hoarding Line
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APPENDIX C DELIVERY MANAGEMENT SYSTEM AND PEDESTRIAN MANAGEMENT PLAN - SITE LAYOUT/TRAFFIC PLAN

\| || | | ' I

| John Datton
Entrance i
PEDESRTRIAN CROSSING

CONTROLLED BY
BARRIERS AND

EXIT
ACCESS FORWARDS

FORWARDS Imterim Carpark

I
I
ONLY \\ / :

£y &  » ok EBop
] Service Road
May 2025 to Saptember 225
Utiity sarvice diversions iy
Sandra Burslem Building I
(Law Schood) -
TWO WAY
TRAFFIC
i Business School
.Eleumﬂoﬂm to be retained
VEHICLE ACCESS, BARRIER I
CONTROLLED BY BANKSMAN

]
SITE HOARDING (3 M TO '
BANKSMEN TO ESCOURT = GARDEN ELEVATION) ‘-‘
VEHICLES ALONG ACCESS | | N |
gl [ ' N
) (D

e
=
T

4 ) 9
T T o)
SR Sohamoli 1T 4

IREERALL

Site Plan - Proposed Access
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, &

SAFETY ZONE DIMENSIONS
Pamianant spead limit 30mph or lass
Sidewsys safety zone  0.5m
Longways safaly zona 0.5m

(Dimien sions are minima)

P EIEIEIT

Specials -

KEY

h Tralic ige

[ ] Tra®ic cone

a—r  Trafic signals bo Cagram 3001
‘Working Space

e} PedestrianBamier

TEMPORARY wme 11— HGV'S ACCESS & EGRESS FOR BUILDING SITE Drawing No - PC1012
TRAFFIC MANAGEMENT  [Gawnty| croor HIGHER & LOWER CHATHAM STREET
A PLAN B e MANCHESTER M15 6BG PIONEER CIVILS
g Original drawing i A3 - NTS
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: |
Crossing point controlled by a banksman traffic
marshal. -
Expanding gates used to stop pedestrians — I
crossing during HGV movements. enm Carpark -
=l Tratfic g I
Cones e; ’
SR I ST wd lesssssssssssssssssss
- aza LL L} - - L} ‘:l‘;lﬂ - LLJ : x L
D r ‘r ---------- % 1’ -
g E
1 i
Barrier to be installed slong the kerb : : Sandra Burslem Buiidin%.s
edge to direct pedestrian traffic to the I {Law School) /
crossing point. '’
This will include the access to the S, ZOUNNTLEN MGy I 00
smoking shelter. PSS LTI LI LIPS demolished
/7 Element of /7
Business School :};"f ;,,.library to be 7
/7 retained /.
ril
HGV access / egress route: Tl l
Pedestrian access / egress routes: e Solid Hoarding EE—
-
Sandra Burslem Fire escape route: e Smoking Shelter:
Fixed pedestrian barriers: — Banksman with expandable barrier location: O
Heras Fencing: CBL Site Entrance Gates X
Plastic barriers (To be moved in an emergency) Emergency Vehicle access gates x
(To be kept clear at all times)
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PEDESTRIAN ROUTE AROUND DEMOLITION SITE

Existing access maintained

Existing access maintained under Mancunian way
Hoarding

Hoarding under Mancunian way
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APPENDIX E INCIDENT RECORDING & REPORTING FLOWCHART

INCIDENT RECORDING & REPORTING

CBL 530

MINOR INJURY RESULTING IN MAJOR INJURY TO MEMBER DANGEROUS DANGEROUS
INJURY ABSENCE FROM WORK INJURY OF THE PUBLIC OCCURRENCE OCCURRENCE/NEAR
(RIDDOR) MISS (NOT RIDDOR)
¥ ¥ ¥ 1 ¥ ¥
TREAT INJURED TREAT INJURED TREAT INJURED DEAL WITH INJURED RESTRICT ACCESS RESTRICT ACCESS
PERSON PERSON PERSON & TRANSPORT PERSON UNTIL AREA MADE UNTIL AREA MADE
TO HOSPITAL (IF HOSPITAL REQUIRED SAFE FOR WORK SAFE FOR WORK
TREAT AS MAJOR INJURY
¥
AS SOON AS COMPANY
IS AWARE PERSON IS
OFF WORK OVER 7
DAYS DUE TO INJURY
]

INCIDENT FLOWCHART

This flowchart gives an overview of the
Company and statutory reporting process, in
accordance with the Reporting of Injuries,
Diseases and Dangerous Occurrences
Regulations (RIDDOR) + Approved Code of
Practice [ACOP — HSE L74]) specifically:
Regulation 3 — Notification and reporting of
injuries and dangerous occurrences;
Regulation 4 — Reporting of the death of an
employee; and

Regulation 5 — Reporting of cases of
diseases.

i

RECORD DETAILS IN INCIDENT
REGISTER AND GENERATE ACCIDENT
REPORT OR OCCURRENCE/NEAR MISS
REPORT (ONLY IF IN TABLE OF
OCCURRENCES)

!

I INFORM HEAD OFFICE

]

3

NON-RIDDOR ACTIONS
i) RETAIN DOCUMENT IN DATABASE
INCIDENT FILES
i) RECORD DETAILS INTO INCIDENT
ANALYSIS RECORD

3

RIDDOR ACTIONS
i) REPORT TO HSE AS BELOW:
OVER-SEVEN DAY ACCIDENTS OR
DANGEROUS OCCURRENCE
ON LINE USING THE DESIGNATED FORM

SAFETY & HEALTH INCIDENTS

Any incident (accident) resulting in either an
injury to a person(s), death of a person or a
person sustaining a specified disease, either
working on Site or resulting from site/work
activities

SAFETY, HEALTH & ENVIRONMENTAL
(SHE) INCIDENTS

Any incident (dangerous occurrence/near
miss) detailed within the Company ‘Table of
Occurrences/Near Misses’, this
incorporates  RIDDOR  Regulation 3,
Schedule 2 + guidance within ACOP [L74]

REPORTING PROCESS

This is fully detailed within our Integrated
Management System (IMS), specifically IMP
6 — Planning
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WITHIN 15 DAYS OF ACCIDENT

MAJOR INJURY OR FATALITY

BY TELEPHONE/HSE OUT OF HOURS
DUTY OFFICER IMMEDIATELY

i) ENTER DETAILS ONTO ANALYSIS
RECORD

i) CARRY OUT FORMAL INVESTIGATION
iv) GENERATE INCIDENT FILE AND
RETAIN IN DATABASE INCIDENT FILES
v) ENTER DETAILS INTO INCIDENT
ANALYSIS RECORD

]

3

COMMUNICATE DETAILS TO SITE
SUPERVISORS AND INTERESTED
PARTIES, INCLUDING PRINCIPAL
CONTRACTOR/CLIENT, INSURANCE
COMPANY, ETC.

3

INFORMALLY REVIEW ANALYSIS
RECORD AND INCIDENTS CONTINUALLY
TO IDENTIFY ANY TRENDS EMERGING
AND COMMUNICATE FINDINGS AT
ANNUAL MR & SHEQ MEETINGS

Form 7.2L.2.04
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APPENDIX F

SITE SPECIFIC FIRE/EMERGENCY ARRANGEMENTS

1.0 SITE PRECAUTIONS (ARRANGEMENTS)
Escape routes are as detailed on the Site Layout Drawings:

In the event of the alarm going off, all personnel must leave the work area and assemble at the site offices.

LIFTS MUST NOT BE USED IN THE EVENT OF THE ALARM SOUNDING

Fire Points comprising extinguishers, safety signs and Site Plans are located at the site offices and adjacent to the
work area on the ground within the exclusion zone.

2.0 FIRE ESCAPE & COMMUNICATIONS

21 Emergency Procedures
There are no variations from the documented Emergency Procedures — these must be followed.
2.2 Fire Escape Routes (including distances)

Existing fire escape routes will be utilised during the demolition works.

3.0 SMOKING AREAS

Smoking areas will be advised at Induction and will be clearly identified.

Smoking is not allowed in the building or anywhere else on site apart from the designated area.
Anyone found smoking outside the designate area will be subject to disciplinary action.

4.0 PERMITS

A Permit to Work (PTW) will be utilised to impose more stringent controls upon the hot works where the
location of the burning and surrounding environment dictate; the Hot Works PTW requirements will be clearly
identified within the related Method Statement and risk assessments (RAMS). Use of the PTW will be at the
discretion of the Contract Director or designated person.

5.0 TEMPORARY BUILDINGS, ACCOMMODATION & TEMPORARY ELECTRICAL INSTALLATIONS
Welfare facilities will be maintained in a clean and good condition. All portable electrical equipment will be PAT
tested and the mains circuits checked by a competent electrician.

Any faults with electrical equipment must be reported to the Site Manager IMMEDIATELY.

6.0 MATERIALS STORAGE & WASTE CONTROL

Any materials brought to Site for use by Company personnel must be stored in the lockup container, fuel
containers must be stored on a bunded tray/pallet.

All arisings are to be moved on an ongoing basis to the designated skip. Soft strip MUST NOT be allowed to
accumulate in the work areas.
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APPENDIX G
PERSONAL PROTECTIVE EQUIPMENT (PPE) ASSESSMENT
RISK
n w

3 L_DJ g . |8 u ﬁ% & u(ZD:z z| % @ ®

Pl (30l B (E | EloE| 3| 209E| 8| |2, |fe| .t

25| 22|85 £ |¢2 £ (35| §2328| 5| 8|5 | € |2E|4e
PARTS OF BoDY AT Risk | L] 22| 66| S |38 £(8%| 2 |22[22| 2| 2|3 | 2 |55|5S
CRANIUM X | X
EARS X
EYES
RESPIRATORY TRACT X| X| X| X
FACE X | X X X
WHOLE HEAD X | X
HANDS X| X| X[ X| X| X X X
ARMS (Parts) X[ X[ X
FEET X | X X[ x| x
LEGS (Parts) X | X X[ x| X[ X
SKIN X | X X| x| X[ X X X | X
TRUNK/ABDOMEN X | X X[ x| x
WHOLE BODY X X| X| x| X[ X
OTHER FACTORS WHICH MAY BE RELEVANT IN SELECTION/USE OF PPE
IS A COMBINATION OF PPE (IF APPROPRIATE) A FACTOR? YES/NG
IS PHYSICAL EFFORT A FACTOR IN CHOICE OF PPE? YES/NG
ANY OTHER FACTORS IN CHOICE OF PPE? (SPECIFY) ¥ES/NO
IS VISIBILITY A FACTOR IN CHOICE OF PPE? YES/NG
IS COMMUNICATION A FACTOR IN CHOICE OF PPE? ¥ES/NO

PPE TO MINIMISE THE RISKS IDENTIFIED INCLUDES:

MANDATORY:

SAFETY HELMET, SAFETY BOOTS, LIGHT EYE
PROTECTION, GLOVES (GENERAL USE, eg RIGGERS),
HI-VIS CLOTHING (VEST OR JACKET) WET WEATHER

GEAR (when working outdoors in bad weather)

TASK SPECIFIC:

ORI-NASAL MASKS (WITH APPROPRIATE FILTER),
DUST MASK, VISOR (TINTED OR NON-TINTED),
GLOVES (TASK SPECIFIC eg BURNERS GAUNTLETS),
HARNESS/LANYARD (OR OTHER FALL ARREST
SYSTEM), FR GRADE OVERALLS, DISPOSABLE
OVERALLS

THIS ASSESSMENT TAKES INTO ACCOUNT GENERAL DEMOLITION ACTIVITIES — ADDITIONAL/DIFFERENT PPE
REQUIRED AS A RESULT OF PROCESSES OUTSIDE THE SCOPE OF THIS ASSESSMENT WILL BE DETAILED IN
THE RELATED METHOD STATEMENT AS A SEPARATE ISSUE

IMPORTANT NOTE: PPE IS USED AS THE LAST OPTION OF PROTECTION - NOT THE FIRST. WHEREVER
REASONABLY PRACTICABLE, METHODOLOGY IS SELECTED TO ISOLATE PERSONNEL FROM THE HAZARD AND

RELATED RISK

Assessment reviewed by generator of this document prior to issue

APPENDIX H
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EMERGENCY GUIDE

Action

Contact

Fire in Plant, Buildings or Portable Accommodation

Raise the alarm

Evacuate any Buildings or plant near the fire

Dial 999 and state Fire - follow the instructions given

If safe to do so remove any plant from the area - Do not put yourself at risk

Inform the Site Manager or your foreman immediately

All electrical supplies should be isolated and made safe in the area of the fire

Assembile at fire point and check that all visitors, contractors and staff are accounted for.

999

Site Manager
(or designated
person)

Fire on Site

Raise the alarm

Evacuate any buildings or plant near the fire

Dial 999 and state Fire - follow the instructions given

If safe to do so remove any plant from the area - Do not put yourself at risk

Inform the Site Manager or your foreman immediately

Stop working and evacuate all personnel and equipment from the area if safe to do so.
Stop personnel and vehicles entering area.

999

Site Manager
(or designated
person)

Accident/Injury

Remove casualties from immediate danger

If injuries are serious Dial 999 and ask for an ambulance - follow the instructions given
Summon the first aider

Do not move any plant or equipment involved other than to rescue casualties

Inform the Site Manager or your foreman immediately

Contact the SHE manager

Record details in accident book

999

Site Manager
(or designated
person)

Electrical
Isolate supply and/or casualty,
Do not touch anything until supply is isolated.

999
Site Manager
(or designated

Inform the Site Manager or your foreman immediately person)
Summon Help / Call emergency services

Give first aid

Spillage or Leakage 999

Report all spillages or leaks to your Supervisor immediately.

For small spillage's use absorbent materials

For large spillages bund with soil or other suitable inert material and inform the Site Manager
or your foreman immediately

Consult the COSHH file and/or consignment note for hazards.

If possible move leaking container to bunded area

If spillage cannot be contained call the EA

Site Manager
(or designated
person)

Exposure to Chemicals/unknown substances
Remove casualty from danger
Remove contaminated clothing and use emergency shower

999
Site Manager
(or designated

Consult the COSHH file and/or consignment note for hazards. person)
Inform the Site Manager or your foreman immediately

Send casualty to hospital along with details of the material and sample

Contact Group SHE manager for further advice

Explosives/Bombs 999

Evacuate area and keep clear
Inform the Site Manager or your foreman immediately
Dial 999 and state nature of emergency

Site Manager
(or designated
person)
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Gas (Landfill or other) 999

Evacuate area and keep clear Site Manager
Inform the Site Manager or your foreman immediately (or designated
Contact Environmental Monitoring Team person)
Flooding 999

Isolate all electrical supplies Site Manager
Inform the Site Manager or your foreman immediately (or designated
Contact Environmental Monitoring Team / EA as appropriate person)
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APPENDIX |

ASBESTOS - UNEXPECTED DISCOVERY

IN THE EVENT OF FINDING UNIDENTIFIED MATERIAL THAT COULD CONTAIN ASBESTOS
STOP WORK IMMEDIATELY AND FOLLOW PROCEDURE

Keep all personnel outside Is there dust or debris on
the area clothing/operative?
A little dust on A lot of dust, eg
v sleeve, on shoes contaminated clothes
Report the problem to the hair and footwear
Site Supervisor ‘ *
Get help.
All put on RPE | Saypdt |
v l
Segregate area & display - - Get help.
suitable asbestos warning signs Wipe down with All put on RPE,
damp rags helper put on PPE
v
L Wipe down with
b damp rags
Take samples and get
analysed by UKAS analyst
Undress, shower,
wash hair
‘ *

- Put contaminated
No action
clothes, towels, etc
required — Does it contain in plastic bag for a
Cafrl}(" on <= NO asbestos? specialist laundry
working
v 4
YES Dispose of rags as asbestos (hazardous) waste
Loose asbestos, asbestos AIB or asbestos Asbestos cement sheet,
coating, lagging, badly insulation in good Textured decorative
damaged asbestos condition cqa_ting§, asbestos
insulating board (AIB) or containing items (gaskets,
insulation textiles, floor tiles, etc.)
v
Does the work involve
| an operative working for
more than one hourin a
week?
YES T
NO
\ 4 l \ 4

The task is not licensed

The task needs a HSE |« For two or more operatives,

licensed contractor YES gfce:egﬂgﬂghxogﬂg NO

finish in a week?

!

Is the work Notifiable <+
non-licensed work?

|
v v

\ 4

Is the material highly friable (High fibre release Is the material non friable (Low fibre release
when disturbed), poorly bonded in a matrix (eg when disturbed) and in good condition? Eg
asbestos insulation) or is it in a poor asbestos cement, floor tiles, bitumen felt

condition/likely to deteriorate when worked on?|

| l

NOTIFIABLE NON-LICENSED WORK NON-LICENSED WORK
Notify on NNLW1 before work starts, ensure all
personnel have a medical

If the presence of asbestos is confirmed, works must be carried out by trained, experienced/competent personnel, records MUST be
maintained, appropriate notifications carried out and new/revised risk assessments and Method Statements/Plans of Work (RAMS) generated

Flowchart based on guidance/information within HSE publi ) Asbestos E i P y a0 - Advice on i d work with and em1- What to do if you uncover or
damage materials that may contain asbestos
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APPENDIX J

TENDER PROGRAMME

CONNELL
BROTHERS

DEMOLITION

D TaskName

1 PRE-CONSTRUCTION PHASE

-

11

12

13

14

15

16

17

18

19

20

21

22

23

24

| 25

26

Mobilisation

CBL Issue CP H+S Plan

Approval of CP H+S Plan

Letter drop to surrouning residents and businesses
Register Site with Considerate Contractors Scheme

Submission of ASB5 Notification to the HSE (Minimum of 14
Days prior to commencement of licensed asbestos removal
works)

Project Start Date

0 CONSTRUCTION PHASE

Commence on Site

Set up site welfare / Site entrance signage / Dust Monitoring
stations / Live services protection

Confirm service disconnections

Drop dead date: All service terminations to be completed
Soft Strip works

Asbestos Removal Works

Scaffolding erection

Mechanical demolition of low level buildings adjacent
Mancunian way

Interface demolition, hand separataion works & M&E Solar
panel separation

Floor-by-floor demolition Oxford Rd elevation
Scaffolding dismantle

Main high-reach demolition

Slab & foundations removal

Basement backfill & general site grading
Demobilise

Handover

CBL 530

DEMOLITION OF ALL SAINTS LIBRARY Ref: 77244
MANCHESTER MET UNIVERSITY
OUTLINE TENDER PROGRAMME

W-6 W-5 W-4 W-3 W2 W-1 W1 W2 W3 WA W5 W6 W7 W8 W9 WI0 Wil W12 W13 W14 W15 W16 W17 W18 W19 W20 W21 W22 W23 W24 W25 W26 W27 W28 W29 W30 W31 W32 W33 W34 W35 W36 W37 W3s W
22/0929/0906/1013/1020/1027/1003/1110/1117/1124/1101/1208/1215/1222/1229/1205/0112/0119/01 26/0102/0209/02 16/0223/0202/0309/03 16/03 23/0330/0306/0413/04 20/04 27/04.04/05 11/05 18/05 25/05 01/06 08/06 15/06 22/06 29/06.06/0713/07 20/07 27
1 ‘ ‘

v v

2 P NN SRR
3m {
4.4 |
S5e
6e

7 memmm f

109
11 ¢

| \
i
i
l
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i
15 |
|
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18 pencssscesseR
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WEEK 1

WEEKLY PHASING

APPENDIX K

Soft Strip &

Asbestos Removal

I

[

__

Sandra Burslem Building

{Law School) |

Ao

ALL SAINTS BUILDING

ALL SAINTS LIBRARY

Form 7.2L2.04
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WEEKS 2 -4

Issue: 07

Construction Phase/Demolition Plan

Demolition To
Top GF Slab

.

-

Scaffold
Erection

ALL SAINTS BUILDING

Form 7.2L2.04

AP S S —

=

iy |

|

o

I

+
|

Girculation

i

ALL SAINTS LIBRARY
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| Soft Strip &
—] Asbestos Removal
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WEEKS 5 - 6

e

-

Soft Strip &

—] | Asbestos Removal

Scaffold
Erection

ALL SAINTS BUILDING

ALL SAINTS LIBRARY

Form 7.2L2.04
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=

WEEKS 7 - 11 (Including Christmas Shutdown)

(Road Marking Not Shown),

Mancur

1

-

i

Soft Strip &

—] | Asbestos Removal

ALL SAINTS BUILDING

ALL SAINTS LIBRARY

Form 7.2L2.04
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WEEKS 12 - 14

Interface Demolition

Soft Strip &

—] | Asbestos Removal

ALL SAINTS BUILDING

ALL SAINTS LIBRARY

Form 7.2L2.04
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WEEKS 15

nian Way Motorway”

Mancur

ing Not Shown),

(Road

Interface
Demolition

Sandra Burslem Building

(Law School) |

ALL SAINTS BUILDING

ALL SAINTS LIBRARY

1

Form 7.2L2.04
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WEEKS 16 - 20

Floor By Floor
Demolition

Sandra Burslem Building

{Law School) |

Removal

ALL SAINTS BUILDING

ALL SAINTS LIBRARY

Form 7.2L2.04
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Construction Phase/Demolition Plan

WEEKS 21 - 29

/

(Road Marking Not Shown),

-

nian Way Motorw:

Mancur

» —— . 2 -

ﬂu ® ®
L [ & Li [ 1

High Reach
Demolition

{Law School) |

Sandra Burslem Building

OE;

S B

ALL SAINTS BUILDING

ALL SAINTS LIBRARY
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Construction Phase/Demolition Plan

WEEKS 30 - 37

Removal Of GF Slab
And Foundations,

Backfill Basements

I
__

ul ;
pron o0

Social

£

Sandra Burslem Building
(Law School) |

ALL SAINTS BUILDING

ALL SAINTS LIBRARY

Form 7.2L2.04
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Appendix L Noise Monitoring Locations

~ N ~
’ - T g A

Additional Noise &
Vibration Monitor

LEGEND
_@ Short-term Measurement g
] Al Saints Library | S
[:] Noise Sensitive Receptor ﬁ ‘

g - »

o

NSR | Assessment category and threshold value period

Daytime (07:00-19:00) and Saturdays (07:00-13:00)

Bl ro | e
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Appendix M Isoclad Brochure

See separate file
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