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NETWORK RAIL DECARBONISATION
UNDERCROFT PROPOSED
PIPEWORK ROUTE GA

DATE SCALE SHEET A01:200

ISSUED FOR INFORMATION / COORDINATIONP1 13.11.25 CSh TW BC

Stage:

3
Status:

INFORMATION S2

16.01.2026

NOTES:

1) APPROX 280M DN125 PIPEWORK LENGTH FROM UNDERCROFT
PLANT ENCLOSURE TO BOILER ROOM.

2) FIXING DETAIL TBD. PIPEWORK TO BE MOUNTED AT HIGH LEVEL.
3) COMMUNICATION DATA CABLE TO BE ROUTED ALONGSIDE

PIPEWORK TO ENABLE CONTROLS LINK BETWEEN PLANT AREAS
AND ENGINEERING HEAD END.

4) STRUCTURAL ANALYSIS REQUIRED FOR MOUNTING SYSTEMS
WITH RELEVANT PULL TESTING AS REQUIRED.

5) TRAFFIC MANAGEMENT PLAN REQUIRED TO DIVERT VEHICLES
DURING CONSTRUCTION WORKS.

6) INTERNAL PENETRATION POINTS REQUIRED WITH SUITABLE FIRE
STOPPING. LOCATIONS TBC.

7) ROUTE IS CURRENTLY INDICATIVE AND SUBJECT TO FINAL
CONFIRMATIONS ON SITE. SPECIFIC ROUTE SUBJECT TO 3D
MODEL.

8) TRACE HEATING REQUIRED IN CAR PARK / STOREROOM /
EXTERNAL UNDERCROFT AREAS.
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PIPEWORK TO RUN STACKED ADJACENT TO VENTILATION DUCTING,
PIPEWORK TO DROP TO ACCOMODATE

EXISTING SIGNALING CABLE DUCTING

PIPEWORK / CONTAINMENT  SUSPENDED AT HIGH LEVEL FROM BRICK ARCHES AS FIG 1PIPEWORK DOUBLE STACKED AT HIGH LEVEL
 ON CONCRETE WALL

TO BE READ IN CONJUNCTION WITH:

1. 50902-VE-PS-XX-DR-M-5603 P1 - PROPOSED UNDERCROFT GA
2. 50902-VE-PS-XX-DR-M-5605 P1 - BOILER ROOM GA
3. 50902-VE-PS-XX-DR-M-5601 P1 - PROPOSED BOILER ROOM STRIP-OUT GA
4. 50902-VE-PS-XX-SC-M-5601 P1 - PROPOSED BOILER ROOM STRIP-OUT P&ID
5. 50902-VE-PS-XX-SC-M-5603 P1 - PROPOSED UNDERCROFT P&ID
6. 50902-VE-PS-XX-SC-M-5602 P1 - PROPOSED BOILER ROOM P&ID
7. 50902-VE-PS-XX-SH-M-5601 P1 - PICCADILLY STATION SITE WIDE EQUIPMENT SCHEDULE

KEY:

LTHW RETURN
LTHW FLOW

ELECTRICAL CONTAINMENT

PIPE RISER

PIPEWORK / CONTAINMENT TO DROP
TO STOREROOM CEILING LEVEL

DOORWAY TO PROVIDE ACCESS AND EGRESS
TO BOILER ROOM FOR PLANT REMOVAL /
INSTALLATION

FIG 1. EXAMPLE OF PIB WRAPPED DN200 PIPEWORK THROUGH ARCHES

SEE DRAWING
50902-VE-PS-XX-DR-M-5603

FOR CONTINUATION

SEE DRAWING
50902-VE-PS-XX-DR-M-5604

FOR CONTINUATION

PIPEWORK TO DROP TO CORRIDOR HIGH LEVEL THROUGH DOORWAY

ISSUED FOR STAGE 3 APPROVALP2 21.11.25 CSh TW BC
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TYPICAL DN125 SUPPORT
SECTION A-A

SCALE (1:100)

TYPICAL DN125 SUPPORT
SECTION B-B

SCALE (1:100)

2000mm (H) X 1000mm (W)
EXPANSION LOOP

(MINIMUM)

3000mm (H) X 1500mm (W)
EXPANSION LOOP

(MINIMUM)

2200mm (H) X 1100mm (W)
EXPANSION LOOP

(MINIMUM)
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THIS REVISION IS FOR INFORMATION ONLY.
FINALISED PIPEWORK EXPANSION DESIGN TO

BE CONFIRMED BY HILTI.

ISSUED FOR INFORMATIONP3 16.01.26 CSh TW BC
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