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This Environmental Management Plan (EMP) has been prepared by on behalf of Manner 
(applicant), for the Demolition phase of the construction of a purpose-built student 
accommodation (PBSA) at the Hotspur Press Complex.  
 
This document has three aims:-  
• Provide Manchester City Council (MCC) with supporting information in its 
consideration of an application for full planning permission for the development at the 
site.  
• Guide the project execution during the design and preconstruction stages.  
• Safely control and manage the construction phase.  
 
The EMP, has taken into consideration the development setting, including environmental 
impacts and constraints of a busy central city location. 

 
1.1 Project Description 
Nature of the Work 
Hotspur Press is located in the heart of South Manchester. The site is bound by Whitworth 
Street West to the north, Cambridge Street to the east, River Medlock to the south and 
Annie Horniman Street to the west.  

2 Glouster St, or Hotspur Press, was originally constructed as a cotton mill during the 
industrial revolution. Further being repurposed as a printing press in the late 1800’s 
becoming the location for the printing of the Hotspur.  

 

For the purpose of this document this Demolition Environmental Management Plan will 
cover the demolition of the existing dangerous structure and removal of hazardous 
materials onsite. 

 

The building features one level of basement with 4 upper floors constructed historically of 
steel frame and timber systems with masonry cladding. The site has suffered significant 
damage from multiple fire events with significant damage to the stability of the structure.  

1.0 Introduction 
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FIGURE 1 EXISTING SITE LOCATION 

The overall redevelopment of the site project involves demolishing the building down to 
existing ground bearing level, adjacent to the River Medlock which boarders the site on 
two elevations. 

 

1.2 Summary of Main Works 
• Site Set Up and initial site surveys 

• Hoarding & public protection screening. 

• Control of contamination. 

• Demolition of walls and unstable structure. 

• Site clearance and demolition of remaining structures to enable construction. 

 
1.3 Site Constraints 

Most constraints relating to the works on site are due to its sensitive urban location and 
the proximity of nearby structures, residential, office and commercial premises, as well 
as nearby utility services assets.  

The specific site constraints that are identified are as follows: 

• Pedestrian footfall and vehicular traffic around the site. 
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• Neighbouring developments on-going concurrently and the influence on project 
logistics. 

• Protection of the public from contaminated materials.  

• Proximity of neighbouring residential, commercial and retail premises. 

• Existing river bounding site on two elevations. 

• Neighbouring National Rail viaduct and associated assets. 

• Site access and maintaining traffic flow around project. 

• Noise, dust and vibration limits. 

• Statutory services and utilities. 

• Existing pavement drainage and storm water management.   

• Third party approvals, licences and Party Wall agreements. 

• Limited information on ground conditions. Early investigations to be undertaken so 
to inform the design and manage associated risks.  

• Existing river and wall associated in poor condition post fire condition. 

• Significant existing basement with structural elements to be altered currently 
retaining the highway existing wall keeping river out of the site. 

 

FIGURE 2 SITE CONSTRAINTS AND NEIGHBOURING PREMISES 
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Due to the nature of the works some residents and businesses may be disrupted during 
working hours. Erith will delegate a specific public liaison employee to work with the client 
project team and Manchester Council to keep relations with neighbouring parties. 
Dedicated traffic Marshals will be on hand on the public roadways to assist with traffic 
movements 

 

1.4 Project Timescales 
Anticipated start date: Monday 5 October 2026 

Duration:    20 working weeks 

Hours of Work:   0800 - 1800 Monday-Friday 

     0900 - 1400 Saturdays 

 

 

 

 

 

A Section 61 agreement will be entered into for the demolition stage of the project with 
the Manchester Council Environmental Team and Erith Contractors Ltd. This will 
incorporate reduced noisy working hours for noisy works on a 2 hour on 2 hours off basis 
in line with their recommendations and current practices. 

This will allow for quiet periods between 10am - 12pm and 14.00pm – 16.00pm. Only 
“quiet” non-percussion works can be carried out on Saturday’s. 

Due to the location of the works there will be a requirement undertake works outside of 
the above permitted hours. These works are limited to movement of large items plant. 
Movement orders will be required from the local authority, TfGM and the police 
authorities.  

In the event of extended working hours, dispensation will be sought from the Manchester 
Council noise team. The local residents and neighbours will be kept up to date with site 
activities including being notified of out of hours working. 

No noise related operations are permitted on Saturday afternoons, Sunday or Public 
Holidays without prior consent from Manchester Council.  

 

PLEASE NOTE:  The specific control systems for all of the constraints and risks associated 
with the development works will be developed and implemented as per ECL’s standard 
operating procedures.  

 

1.5 Document Review 
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If this EMP requires amending this will be done by the Project Manager, who will 
complete an onsite amendment to ensure the document accurately reflects site 
conditions.  
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2.1 Project Environmental Management Plan 
A skilled and competent Project Manager will always be present on site to handle the daily 
supervision of all demolition-related activities. Alongside them, an Environmental Manager 
will ensure compliance and conduct monitoring checks for the Demolition Environmental 
Management Plan (DEMP). Additionally, a dedicated community liaison officer will 
oversee communication with residents and neighbours, serving as the primary point of 
contact for the local authority and key stakeholders. 

Erith will take necessary measures from the commencement of the project to minimise its 
impact on the local environment. It is important to acknowledge that the DEMP will evolve 
throughout the project, depending on operational requirements and external factors.  

 

 
FIGURE 3 ENVIRONMENTAL MANAGEMENT FLOW DIAGRAM 

 
 
 
 

2.2 Vehicle Site Access, Traffic Systems and Restrictions 
Primary access to the site will be via. Cambridge Street off the Mancunian Way from 
the east. More details of the site set up and logistics is contained in section 2.3 of this 
document.  

2.0 Environmental Plan  
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Construction vehicle traffic will include, but not be limited to:  
• Plant & equipment i.e. machine deliveries / mobile cranes  
• Tipper trucks  
• Insitu concrete wagons  
• Prefabricated material deliveries i.e. structural steelwork, precast 
concrete, bathroom pods  
• Material delivery off-loading  
• Demolition and Waste skip removal  

 
It is proposed to create a vehicle manoeuvring arrangement on site via. A single 
access point.  
Due to the confines of the site, no parking will be available on site. Visitors and site 
personnel will be encouraged to utilise public transport or where not possible public 
car parking facilities in the vicinity. No parking on either Gloucester Street of 
Cambridge Street will be permitted. 
 
It is estimated there will be max 15 vehicles entering per day during this demolition 
phase of the project predominantly 20t fixed axel wagons.  
 
Where possible the movement of HGV’s associated with material transportation to 
and from site will be restricted to Monday to Friday 07.30 to 18.00, Saturday 07.30 to 
13.00, with no Sunday or Bank holiday working, without prior permission.  
 
Strict material delivery scheduling and booking system will be imposed on the project 
to ensure congestion is avoided and ensure the availability of the tower cranes for 
timely material unloading. It is envisaged to locate a nearby off site wait area to call 
in vehicles as needed.  
 
All deliveries to site will be scheduled by the Principal Contractor site logistics 
coordinator and all unscheduled or non- agreed deliveries will be turned away. All 
suppliers and subcontractors will be notified in advance of the desired location for 
delivery. Direction and access point maps with site delivery rules and times will be 
issued with each order.  
 
A suitably trained traffic marshal will be posted at the main access and direct and 
control traffic on a daily basis during normal working hours. They will be clearly 
identifiable to the public and drivers. The traffic marshals will ensure all deliveries are 
removed from the public highway and onto site upon their arrival 
 
During demolition and substructure stage of the project, wheel wash will be utilized 
for all vehicles leaving the site. In addition, Cambridge and Gloucester Streets will be 
swept as required with a road sweeper.  
 
All construction traffic will be directed to and from site from the Mancunian Way, 
turning left onto Cambridge Street, thereby avoiding the city centre.  
 
To avoid congestion of delivery vehicles and blockages of nearby roads, deliveries 
will be scheduled, and any clashes will be dealt with by requesting drivers to wait at 
a nearby safe holding area away from the site and traffic.  
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Any abnormal loads to be delivered will be notified in advance to the local 
authorities/Police (i.e., vehicles wider than 3m, longer than 16.5m or higher than 4.4). 
It is envisaged that abnormal movements associated with assembly and removal of 
the cranes will occur overnight and/ or weekends 
 
 

2.3 Local Environmental Considerations 
Primary access to the site will be via. Cambridge Street off the Mancunian Way from 
the east. More details of the 
 
As the site is located within an area characterised by a mix of uses, it is the intention 
to minimise the impact that the construction process could cause to the local 
environment and businesses, by this we will ensure to follow the relevant Standards 
and Acts. All care will be taken not to cause the primary environmental nuisances, 
vibration, noise and dust pollution.  
In addition, we will take all necessary steps to ensure that the adjacent River 
Medlock is kept free from any construction material, waste or debris. We will liaise 
with the Rivers Authority and monitor the situation for the whole of the construction 
period.  
Are key objectives will be to ensure: -  

• Co-ordinate delivery times to prevent queuing traffic beyond the site 
boundary.  
• Ensure that all plant and equipment are correctly silenced.  
• Maximum use of prefabricated components.  
• Strict adherence to the site working hours.  

 
In addition, we undertook a project specific Air quality impact assessment report 
dated 29 September 2023 for the construction phase which was prepared by Nalo 
Tetra Tech. The summary of findings are as set out below; - 
 
‘The potential effects during the demolition and construction phases include fugitive 
dust emissions from site activities, such as earthworks, construction and trackout. 
During the construction phase, site specific mitigation measures detailed within this 
assessment will be implemented. With these mitigation measures in place, the effects 
from the construction phase are not predicted to be significant.’  
‘The dust risk categories have been determined in Section 5.0 for each of the four 
construction activities. The assessment has determined that the potential impact 
description of dust emissions associated with the construction phase of the proposed 
development is ‘medium risk’ at the worst affected receptors. 9  
 
Using the methodology described in Appendix A, appropriate site-specific mitigation 
measures associated with the determined level of risk can be found in Section 8.2 of 
the 2023 IAQM Guidance Document ‘Guidance on the Assessment of Dust from 
Demolition and Construction’.  
The mitigation measures have been divided into general measures applicable to all 
sites and measures applicable specifically to demolition, earthworks, construction 
and trackout. They are categorised into ‘highly recommended’ and ‘desirable’ 
measures.  
The mitigation measures for the proposed development are detailed in Table 7.1 & 
7.2 below 
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2.4 Site Setup and Logistics 

 
Access and egress to the site presents challenges in how we safely access and 
interface with vehicles using the public highway and pedestrian using the footpaths 
as well as other road users such as cyclists. 
 
Erith are aware of these constraints and will create a logistics regime to manage them 
in a manner that ensures that the effects on neighbouring parties, sensitive receptors 
and the general public is minimal and that their safety is paramount, and their 
environment is protected. To ensure this, the site will require gates, Traffic Marshals and 
a traffic management system to provide safe access to and egress from the site. A 
detailed Traffic Management Plan (TMP) will be produced and agreed in advance 
with Local Authorities in advance of the works, with all vehicular movements coming 
through the agreed TMP routes as required. The Traffic Management Plan will be 
reviewed at regular intervals to ensure that it remains relevant and meets the needs 
of 3rd and interested parties.  
 
All hauliers & traffic marshals will sign up to the specific operations detailed and which 
will be included within the traffic management plan. All those identified as having 
responsibilities in its execution will be briefed accordingly. 
 
Please note – All Traffic Marshals will be CPCS trained to ensure that traffic & pedestrian 
management is controlled with maximum efficiency and hold CPCS A73 card if 
marshalling traffic on the public highway.   
For road access the following will apply:  
 
The primary vehicle route for access and egress will be via Cambridge Street, coming 
straight into site from the A57(M) (Mancunian way) road with no traffic restrictions. The 
use of main routes will also ensure safety to residents, pedestrians and control of 
vehicles entering and leaving site. 
 
Leaving site will continue up Gloucester Street and turn left on the B6469 and left on 
Medlock street to return back to the Mancunian way. 



Document Ref SSoW Rev Date 01 
Date of Issue 15/12/2025 Author SHEQ 
Access Type Public 
Ezone Location 99 Templates   

 

 
 

        Page 15 of 47  

 
FIGURE 4 VEHICLE ACCESS AND EGRESS TO SITE 

Before commencing works, the access routes for heavy goods vehicles (HGVs) to and 
from the construction site will be coordinated and approved in consultation with the 
MCC (Manchester City Council). This proactive approach aims to minimize any 
disturbances to the local road infrastructure and pedestrian pathways. 
 
All site traffic and pedestrian movements will access the site via designated gated 
access points. Road hatching suspensions will be required at the main entry location 
with slip road which will be applied for in advance. The temporary pit lanes will be 
utilised throughout and up until the completion of the site works, allowing for delivery of 
construction materials. 
 
The external temporary pit lanes will be positioned next to the enclosed pedestrian 
gantry protective structure, fully segregated from pedestrian movements, and will be 
equipped with retractable scissor barrier access gates, allowing for prompt access and 
egress of the associated construction vehicles. Additionally, Red & white water filled 
traffic barriers with mesh panels will be installed allowing for clear traffic delineation and 
to cordon off the required loading area. 
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FIGURE 5 LOGISTICS TEMP PITLANE AND SITE ESTABLISHMENT 

 
Internal loading areas will be established both utilising the existing roller doors directly 
into the historic mill structure as well as the main access through site perimeter wall 
entering the lower basement via the north end of the site.  
 
Temporary crossovers to the pedestrian footway will be developed in accordance with 
MCC requirements and licenses fully updated prior to construction with protection slabs 
installed as/if required due to existing pavement services. 
 
Fully trained Traffic Marshalls (2 no) at each delivery point will direct, reverse back (in 
the case of the internal loading bays) and position the vehicles safely within defined 
loading positions. Upon exiting, and with the assistance again from Traffic Marshals, 
vehicles will drive in forward gear and leave the site, following the agreed vehicle routes 
in the logistics plans. 
 
Extendable concertina barriers will be pulled out to temporarily halt pedestrian flow, 
during this time, Stop, Works boards will be used to temporarily halt traffic and enable 
Erith to bring HGVs and other vehicles into site.  
 
Where possible, Erith will work with MCC to source an appropriate holding area within 
the locality for HGVs to wait until called by the site team. This will minimise a build-up of 
site traffic during the works and will ensure the safety of pedestrians and other road users 
in the locality 
 
Pedestrian site access will be provided through the northeast corner of site. It is at this 
location where all site staff, operatives and visitors will sign in and enter the site via a 
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green routed, PPE free area leading to lower ground floor site welfare and changing 
areas.  
 
If there is a higher quantity the relevant authorities will be notified. Traffic Marshals will 
control vehicle movements on and off site and when possible, vehicle movements will 
be performed outside peak traffic times. Where deemed necessary to ensure safe 
operation and manoeuvring of vehicles, additional trained traffic marshals will be 
employed to assist with the workload.  
 
Upon initial consultations with the MCC and carrying out site assessment at peak times 
through the day, Erith propose the following regime; 
 
• All vehicles shall use vehicle routes as highlighted in the agreed Traffic 
Management Plan. 

• All demolition operatives shall use the established site pedestrian routes as 
depicted in the agreed traffic management plan. 

• All people entering and leaving the site will be required to log in and out at the 
site security post. 

• Exclusion zones will be erected with controlled access/ egress to the work zone. 

• Mud and other arisings will be cleared from vehicles prior to them leaving site. 
Where residual materials do make it on to the public highway, additional controls will 
be implemented to mitigate this. This may be in the form of a wheel wash system, jet 
wash, road sweeper or hose and hard brooms.  

• Standing / idling vehicles will switch off engines whilst awaiting loads / activity. 
Vehicles outside of the project, awaiting entry, will also not idle. 

• All vehicles are to be FORS + CLOCS compliant. 
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2.5 Environmental Aspects Review 
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Waste Management 1 1 1 1 1 1 1 1 1 1 10 

Water Discharges 1 1 1 1 1 1 1 1 1 1 10 

Air Emissions (dust and 
odours) 1 1 1 1 1 0 1 1 1 1 9 

Storage and Handling of 
Materials/Spillage 

Management 
1 1 1 0 1 1 1 1 1 1 9 

Ecosystems/Including Wildlife 1 1 1 0 1 1 1 1 1 1 9 

Noise and Vibration 1 1 1 0 1 0 1 1 1 1 8 

Service Suppliers, Sub-
Contractors and Customers 0 1 0 1 1 0 1 1 1 1 7 

Employee Induction and 
EMS Awareness 1 1 1 0 1 0 1 1 1 0 7 

Traffic and Pedestrian 
Management 1 1 0 1 0 0 1 1 1 1 7 

Neighbours 1 1 0 0 1 0 1 1 1 1 7 

Archaeology, Historical and 
Conservation 1 1 0 0 0 0 1 1 1 1 6 

Landscaping & Visual 
Impact 0 1 0 0 0 0 1 0 1 1 4 

Energy Management 1 0 0 0 0 0 1 1 1 0 4 

Office Environment 0 0 0 1 0 0 1 0 1 0 3 

Site Security 1 0 0 0 0 0 1 0 0 0 2 

7 - 10 High Significance 4 – 6 Moderate Significance 0 – 3 Low Significance 

 
All other Acts, Regulations and Codes of Practice relating to the works will be observed. 

 
 
 



Document Ref SSoW Rev Date 01 
Date of Issue 15/12/2025 Author SHEQ 
Access Type Public 
Ezone Location 99 Templates   

 

 
 

        Page 19 of 47  

2.6 Significant Aspects 
 

SIGNIFICANT ASPECTS 

Waste Management 

Water Discharges 

Air Emissions (dust and odours) 

Storage and Handling of Materials Spillage Management 

Ecosystems/Including Wildlife 

Noise and Vibration 

Service Suppliers, Sub-contractors and Customers 

Employee Induction and EMS Awareness 

Traffic and Pedestrian Management 

Neighbours 

Landscaping & Visual Impact 

Archaeology, Historical and Conservation 

Energy Management 

Office Environment 

Site Security 
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WASTE MANAGEMENT 

SOURCE 
Demolition activities 

Reuse 

Disposal 

Screening 

CONTROL MEASURES 
Utilisation of Site Waste Management Plan and Material Management Plan,  

Use of asbestos control tenting and water suppression systems. 

TOOLBOX TALKS 
Waste management 

Pollution control 

Pollution prevention guidelines – PPG6 e.g. Duty of care 

KEY PERFORMANCE INDICATORS 
Consignment notes, transfer notes, carrier’s registration, disposal permits, duty of care and 
audits. 

PERFORMANCE MONITORING 
Public Register checks on carriers, permits, licenses and exemptions. 

Producers Waste classification and EWC. 

Legal compliance with the duty of care regulations. 

K.P.I’s 

RELEVANT LEGISLATION 
Refer to the Legal Register for current Legislation 

WATER DISCHARGE 

SOURCES 
Surface Water quality and drainage 

Dust suppression, stockpiles of loose materials. 

Spread from accumulation of contaminated materials (including water). 

Impact from fuel or oil spills. 

Dirt being deposited onto public highway. 
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WATER DISCHARGE 

CONTROL MEASURES 
Discharge of surface water (from site works) to drains will be passed through a silt trap or 
appropriately sized grills on drains, drain plugs and or Sandbags with suitable sampling. 

No discharges to controlled or surface water drains will be allowed. 

Surveying and managing water control with bunding to protect river water flow. 

All fuel storage will be bunded, use of spill kits and drip trays at all times. Staff trained in 
emergency response planning in the event of a fuel leak or spill. 

Wheel washing – This will be completed by operatives on single access/egress point. The 
clearing of wheels will be cleaned down by jet washing operatives ensuring contamination 
cannot exit site confines. 

Wheel wash water run-off contained within bunds – water discharge licence to be applied 
for. 

Delivery vehicles will not be wheel-washed due to the risk of the sludge hardening on the 
vehicle or on the road. 

KEY PERFORMANCE INDICATORS 
Visually monitor and record discharged water 

PERFORMANCE MONITORING 
KPI 

RELEVANT LEGISLATION 
Refer to the Legal Register for current Legislation 
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STORAGE AND HANDLING OF MATERIALS, SPILLAGE MANAGEMENT 

SOURCES 
Wastewater. 

Oils, Diesel, Chemicals. 

Skips. 

AIR QUALITY / EMISSIONS: Dust, Odours Ozone Depleting Substances 

SOURCES 
Demolition works, Plant Movements, Wind, Excavation. 

Exhaust from plant and lorries. 

Asbestos removal, containment of contaminant equipment. 

CONTROL MEASURES 
Base line Measuring and regular Monitoring. 

Minimise unnecessary handling of material. 

HGV’s will be sheeted when carrying loose materials off site. 

Controlled high reach demolition completed during correct wind/weather conditions. 

Use water sprays during dry / windy weather. 

Keep site speed limits low to reduce airborne dust. 

Utilise enclosed covering for dusty containers during loading and transportation. (fully 
enclosed skips for hazardous/asbestos skips) 

Fence areas at the perimeter or around dust sources as appropriate. 

KEY PERFORMANCE INDICATORS 
Visually Monitor and Record 

TOOLBOX TALKS 
Pollution control. 

Housekeeping. 

PERFORMANCE MONITORING 
Check complaints and recorded levels 

Internal Audits 

K.P.I’s 

RELEVANT LEGISLATION 
Refer to the Legal Register for current Legislation 
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STORAGE AND HANDLING OF MATERIALS, SPILLAGE MANAGEMENT 

CONTROL MEASURES 
Diesel to be stored in double bunded tanks. 

Store all other material in labelled containers and secure store area. 

Use of drip trays and spill kits at all times. 

KEY PERFORMANCE INDICATORS 
Reported spillages 

TOOLBOX TALKS 
Pollution control. PPG1, PPG2, PPG26, PPG6. PPG8 

COSHH. 

LPG and other compressed gases. 

PERFORMANCE MONITORING 
K.P.I’s 

Incident response reports. 

PM1, PM2.5, PM10), VOCs, NOx and CO2 Monitoring stations (NDV) 

RELEVANT LEGISLATION 
Refer to the Legal Register for current Legislation 

 

ECOSYSTEMS/Including Wildlife 

SOURCES 
Mammals, Reptiles, Birds, Amphibians & their habitats. 

River Medlock water course protection. 

Noise and Vibration from demolition works 

CONTROL MEASURES 
Mitigation of visually intrusive and noisy work during the bird overwintering period (October 
to March). 

Protection of River Medlock will be incorporated within the mitigation measures undertaken 
in the surface water and contamination control. 

Clear method statements will be agreed with (1) and work supervised by suitably qualified 
personnel to ensure that the impacts are minimised. 

Specific measures could include the following. 

No use of explosives. 
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ECOSYSTEMS/Including Wildlife 

Noisy and visually intrusive should be mitigated during October to March to ensure there is 
no disturbance of over wintering birds. 

Prior to demolition and removal, the buildings will be checked for the presence of bats by 
an appropriately qualified expert.  Should any be found, consultation with Natural England 
would be undertaken to agree an appropriate mitigation plan. 

Toolbox talk on ecosystems- management and minimisation of disruption. 

Regular dust monitoring by area boundary. 

Regular visual inspections. 

Consultation with ecologist via client. 

Use of Ecology Calendars to advise and remind employees of their responsibly. 

KEY PERFORMANCE INDICATORS 
Lower dust deposits (through measuring) 

No use of explosive techniques as their use was excluded in the EIADR submission, and 
would constitute a change under Reg 13 

Regular visual logging with picture evidence showing no disruption/pollution 

Compliance with mitigation measures 

TOOLBOX TALKS 
Ecosystems 

Mammals, Reptiles, Birds, Amphibians & their habitats 

Pollution control – CITB GT700 No. 31.2 

Pollution prevention guidelines – PPG 1, PPG2 

PERFORMANCE MONITORING 
Induction Register 

Toolbox talk register 

Internal Audits 

RELEVANT LEGISLATION 
Refer to the Legal Register for current Legislation 

 

NOISE AND VIBRATION 

SOURCES 
Plant, equipment & demolition activity 

Specific work activities 
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NOISE AND VIBRATION 

CONTROL MEASURES 
Base line monitoring prior to commencement of works. 

All demolition activities to be in accordance with good practice as described in British 
Standard BS5228 Noise and Vibration Control on Demolition and Open Sites.  This includes 
minimising unnecessary revving of engines, turning off machines when note in use, routine 
maintenance of machinery, the use of equipment fitted with effective silencers/insulation. 

Appointed site contact to record, action and investigate complaints. 

Noise generating activities to be restricted to daytime hours, any out of hours work will 
require prior agreement with the local authority. Noisy drops will require notification to local 
residents. 

Noise and vibration mitigation by distance and screening. 

Suitable sized plant and designed vehicular access to avoid vibration sensitive project. 

TOOLBOX TALKS 
Control of noise 

Vibration 

Asbestos / HAZdem control 

Good neighbours 

KEY PERFORMANCE INDICATORS 
Record Noise and Vibration monitoring 

PERFORMANCE MONITORING 
Check noise levels against base line levels 

Internal Audits 

RELEVANT LEGISLATION 
Refer to the Legal Register for current Legislation 

 

SERVICE SUPPLIERS, SUB-CONTRACTORS AND CUSTOMERS 

SOURCES 
Service Suppliers 

Sub-contractors 

Customers 

Temporary Accommodation 

CONTROL MEASURES 
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SERVICE SUPPLIERS, SUB-CONTRACTORS AND CUSTOMERS 

Induction including incident response plan. 

Use of approved suppliers and sub-contractors. 

The use of unlicensed sites for accommodation is prohibited by Erith Contractors Ltd. 

KEY PERFORMANCE INDICATORS 
Induction register 

TOOLBOX TALKS 
Buried services – CITB GT700 No. 28 

Sub-contractors duties 

PERFORMANCE MONITORING 
Induction Register 

Method Statement register 

Internal Audits 

RELEVANT LEGISLATION 
Refer to the Legal Register for current Legislation 

 

EMPLOYEES INDUCTION AND EMS AWARENESS 

SOURCE 
Contractor Employees 

Subcontractors 

Consultants 

Client 

Visitors 

CONTROL MEASURES 
Induction & Toolbox register 

KEY PERFORMANCE INDICATORS 
Completion of registers. 

TOOLBOX TALKS 
Significant Aspects. 

Incident Response Plan. 

Ecology 
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EMPLOYEES INDUCTION AND EMS AWARENESS 

PERFORMANCE MONITORING 
Check Induction Register 

Toolbox talk Registers 

Incident response reports 

RELEVANT LEGISLATION 
Refer to the Legal Register for current Legislation 

 

TRAFFIC AND PEDESTRIAN MANAGEMENT 

SOURCES 
Residents, businesses and neighbours within Gloucester Street, Cambridge Street and 
Annie Horniman Street. 

Cars 

Site Traffic 

Pedestrians/Public/Tourists 

Visitors 

CONTROL MEASURES 
Site set up, traffic and pedestrian routes where needed, including Site pit lane on 
Gloucester Street. 

Sheet all vehicles prior to leaving site to reduce dust emissions. 

Provision of recirculating wheel washing for vehicles leaving site (see “Water Discharges” 
section) 

Employee awareness of public footpath and potential contact with the public. 

Use of transfer stations in close proximity to site to reduce mileage thereby saving on C02 
emissions. 

Site staff to car share where practicable. 

Limit HGV movements to the EIADR consented amount 

Existing hoarding to be fully illuminated, and additional pedestrian route to be established 

KEY PERFORMANCE INDICATORS 
Incidents reported 

TOOLBOX TALKS 
Mobile plant – CITB GT700 No. 22.2 (covers the banking of vehicles). 

Site transport - CITB GT700 No. 22.3 (covers the banking of vehicles). 
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TRAFFIC AND PEDESTRIAN MANAGEMENT 

Housekeeping 

PERFORMANCE MONITORING 
K.P.I’s 

Visual, Aural Inspections, Internal Audits 

RELEVANT LEGISLATION 
Refer to the Legal Register for current Legislation 

 

NEIGHBOURS 

SOURCES 
Proximity of high profile properties including commercial and residential apartment 
complex at Gloucester Street, Cambridge street and Q park complex on Annie Horniman 
Street/Whitworth Street, National Rail viaduct. 

Shops pubs/bars and other retail outlets in the surrounding area 

TOOLBOX TALKS 
Site manager to give talk on good neighbourliness 

PERFORMANCE MONITORING 
Complaints Response 

RELEVANT LEGISLATION 

Refer to the Legal Register for current Legislation 
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ENERGY MANAGEMENT 

SOURCES 

Buildings 

Vehicles and machinery 

Offices 

CONTROL MEASURES 

Induction including energy management plan 

Turning machines on when required 

Keep lights and electrical item turned off when not in use 

LANDSCAPING & VISUAL IMPACT 

SOURCES 
Litter 

Rivers 

Excavations 

Offices 

Tree Protection Orders (TPOs) 

CONTROL MEASURES 
Fencing and Traffic Management 

Stockpile management 

Housekeeping to reduce visual impact 

Protection put in place around trees identified with TPOs 

Clearance of general rubbish into site bins 

KEY PERFORMANCE INDICATORS 
Incidents reported 

TOOLBOX TALKS 
Housekeeping 

PERFORMANCE MONITORING 
K.P.Is 

Visual Inspections, internal audits 

Relevant Legislation 
Refer to the Legal Register for current Legislation 
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ENERGY MANAGEMENT 

Use of approved suppliers and sub-contractors 

Minimising use of material on site 

KEY PERFORMANCE INDICATORS 
Induction register 

TOOLBOX TALKS 

Asbestos containing materials 

Low sulphur emissions 

PERFORMANCE MONITORING 

Monitor emission levels 

Maintenance off vehicles and machinery 

Turn off machinery when not in use 

RELEVANT LEGISLATION 
Refer to the Legal Register for current Legislation 

 

OFFICE ENVIRONMENT 

SOURCES 
Waste 

Energy 

CONTROL MEASURES 
House keeping 

KEY PERFORMANCE INDICATORS 
Visual monitoring 

TOOLBOX TALKS 
CITB GT700 16 Welfare arrangements 

RELEVANT LEGISLATION 

Refer to the Legal Register for current Legislation 

 

ARCHAEOLOGY AND CULTURAL HERITAGE 

SOURCES 
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Excavation 

Demolition of historic walls and river wall 

Foundations and areas of significant archaeological importance.  

CONTROL MEASURES 
Access to site to be made available to archaeologists as required to trenches pre-
determined. 

KEY PERFORMANCE INDICATORS 
Monitor through the Archaeological, Historical and conservation Areas section of the 
Significant Aspects Key Performance Monitoring Checklist. 

TOOLBOX TALKS 
Safe support of earth retaining structures 

RELEVANT LEGISLATION 
Refer to the Legal Register for current Legislation 

 

SITE SECURITY 

SOURCES 
Unauthorised persons on site. 

CONTROL MEASURES 
Ensure secure compound and regular monitoring. 

KEY PERFORMANCE INDICATORS 
Security incidents 

TOOLBOX TALKS 
Security on site – CITB GT700 No. 39 

Emergency Response Plan for security 

PERFORMANCE MONITORING 
Monitor security incidents 

RELEVANT LEGISLATION 
Refer to the Legal Register for current Legislation 
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  Figure 3 – NDV Monitoring Potential Positions 
 

Erith person responsible for the 
management of implementation, 
management and review of the EMP: 

TBC: Project Lead 
TBC: Project Manager 

Erith person responsible for 
implementation, management and 
review of the EMP: 

TBC: Senior Site Manager 
TBC: Site Manager 
TBC: Site Manager 

Erith Manager with overall responsibility 
for compliance with the EMP: TBC: Operations Director 

 
 

 
2.7 Considerate Constructors Scheme 
The project will be registered with the Considerate Constructors Scheme and all 
personnel on site are to be made aware of its recommendations for behaviour. 

Noise Monitoring – This is to be completed with baseline readings ahead of main works 
commencement, period to be agreed with stakeholders.  
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The following noise levels will apply - as required by Manchester Council.  

Parameter: Trigger (Amber)  Action (Red) 
 
Noise Level: 

 
75 dB (A) Leq 15 min (short 

term) 

70 dB (A) Leq 10hr (08:00-

18:00) 

 
80 dB (A) Leq 15 min (short 

term) 

75 dB (A) Leq 10hr (08:00-

18:00) 

The impact of noise on nearby properties can vary significantly and is challenging to 
predict accurately. In extreme situations, it can lead to a perceived sense of loudness, 
potential disruption of speech communication, interference with work or leisure activities, 
and disturbances in sleep patterns. A complicating aspect is that individuals within a 
community may exhibit varying levels of sensitivity to noise. 

The contractor will ensure adherence to The Control of Noise at Work Regulations (2005,) 
which are designed to safeguard the well-being of on-site personnel.  

Additionally, it is a contractual requirement for all sub-contractors to comply with 'The 
code of practice for the control of pollution and noise from demolition sites. 

To ensure minimal disturbance is caused by noise from demolition activities, the project will 
adhere to the Best Practicable Means (BPM) approach. The following noise mitigation 
measures will be implemented: 

• Plant management: All plant and equipment will be switched off when not in use, 
avoiding unnecessary idling. Regular maintenance will be conducted to keep the 
equipment in optimal condition. Silencers will be installed wherever feasible, to 
reduce noise emissions. 

• Demolition methods: Utilisation of demolition techniques that minimise noise 
generation will be prioritised. 

• Munching machines: Where applicable, the use of munching type machine 
attachments will be preferred to minimise noise levels. 

• Controlled material loading: Loading of materials into vehicles will only be 
permitted within designated areas to prevent noise disturbance. 

• Noise reduction strategies: Implementation of measures such as silencers, vibration 
dampers, barriers, screens, and the strategic placement of plant and equipment 
will be employed to minimise noise levels at the site boundary. 

• Acoustic screening: Local screening of operations using acoustic quilts like Echo 
Barrier or similar type A noise blanket solutions will be employed to mitigate noise 
transmission. 
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• Hoarding and sheeting: The demolition site will be enclosed with hoarding, and 
Monarflex sheeting. Acoustic screening at the working floor level will be utilised to 
reduce noise transmission. 

• Acoustic enclosure: Continuously running equipment that emits noise will be 
housed within suitable acoustic enclosures to prevent noise propagation. 

• Workforce education and discipline: Training, monitoring, and enforcing discipline 
among the workforce will be prioritised to ensure compliance with noise reduction 
practices. 

• Limited noisy activities: Noisy activities will be limited to specific hours to minimise 
the impact on nearby residents and businesses. 

By implementing these comprehensive noise mitigation measures, the project aims to 
minimise noise disturbance to the surrounding environment and maintain a harmonious 
relationship with the local community. 

Noisy working hours permitted in the Manchester Council area are : 

• Monday to Friday 08:00 – 18:00 

• Reduced impact hours 1000 - 1200 & 1400 – 1600 (During Demolition Phases) 

• Saturday 09:00 – 14:00 

• No works on Sundays and Bank Holidays 

2.5 Vibration Monitoring  

To determine the potential impact of vibration, estimated vibration levels have been 
compared to the guidelines outlined in relevant British Standards. This assessment aims to 
evaluate the likelihood of both structural damage to nearby buildings and the human 
response of the occupants. 

The Best Practicable Means (BPM) will be adopted and implemented to ensure vibration 
is minimised. Vibration will be reduced through the selection of specific plant, equipment 
and methodology. 

To ensure effective management of vibration-related issues, the following measures should 
be implemented: 

• Assess the potential for vibration: Conduct a thorough evaluation to determine the 
likelihood of vibration occurring during demolition activities. 

• Pre-work monitoring: Prior to commencing any demolition work, monitor the existing 
conditions to establish a baseline and accurately assess the impact of the 
subsequent activities. 

• Communication with neighbours: Inform neighbouring properties about the 
planned works, providing them with necessary details. Make reasonable efforts to 
minimise any potential adverse effects on neighbouring properties during the 
demolition process. 
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• Ongoing vibration monitoring: Continuously monitor vibration levels throughout the 
demolition works to promptly identify any deviations from the expected levels. This 
will enable timely interventions if necessary. 

• Post-work monitoring: After completing the demolition works, monitor the conditions 
again to assess the impact of the activities and ensure that vibration levels have 
returned to acceptable levels. 

• Equipment maintenance: Regularly maintain and service all plant and equipment 
involved in the demolition process to ensure their optimal functioning. This will help 
minimise any excessive vibration caused by faulty or poorly maintained equipment. 

• Crush, vibration control mats: Crush mats will be established in the direction of 
demolition such that as materials are reduced vibration is controlled through the 
means of these crush arisings. This will reduce vibration being transferred to 
neighbouring structures by dissipating loads through the ground structures. 

By implementing these measures, the demolition project can effectively manage and 
mitigate potential vibration-related concerns. 

The Manchester Council will apply vibration limits for the project to adhere to. Monitoring 
will be established to these limits To Be Confirmed. These will issue alarms at trigger level to 
stop works and assess to ensure action level limits are not breached.  

 Trigger Level  Action Level 
 
Residential 
 
Commercial  

 
TBC mms-1 PPV 
 
TBC mms-1 PPV 

 

TBC mms-1 PPV 
 
TBC mms-1 PPV 

2.6 Air / Dust Monitoring  

The contractor will guarantee compliance with Ciria ‘Best Practice Guidance' and 'The 
Mayor's Air Quality Strategy' throughout the demolition period.  

The contractor will establish a constant dust monitoring system, with specific details to be 
outlined in the final version of this Demolition Environmental Management Plan (DEMP) for 
approval by the Greater City of Manchester 

To promote effective dust and emission control during demolition activities, the Greater 
Manchester Authority’s SPG (Supplementary Planning Guidance) provides general 
recommendations that include the following: 

• Dust generated during the demolition process will be suppressed by using a fine 
directional spray-jet of water at the source. Additionally, any materials to be 
transported will be dampened prior to transit. 

• Skips and powder containers will be covered when not in use. 

• Cutting equipment will be used in conjunction with water suppressants and/or 
suitable extraction systems. 
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• Burning of waste wood or other materials on site will be strictly prohibited. 

• Minimisation of on-site stockpiling of materials that generate dust. 

• Wet-brushing techniques will be employed for cleaning purposes. 

• Regular visual checks within a 50-metre radius of the site will be conducted to 
identify any dust or soiling. 

• Ongoing monitoring will be necessary during demolition operations to ensure that 
pollutant levels remain within safe limits, as agreed with the Local Authority. 

 

FIGURE 6 NDV MONITORING POTENTIAL POSITIONS 
The following equipment has been used during the automated monitoring: 

• 2No. Convergence Instruments Class 1 noise data loggers 
• 2No. PM10 monitors (+ 2 temporary PM10 monitors) 
• 2No. VSEW mk2 tri-arial vibration data loggers 

The equipment had been calibrated prior to on-site installation by independent laboratory 
with calibration certificate issued in compliance with IAQM and CIRIA guidance .  

The following guidelines are provided by on previous schemes for dust monitoring and are 
subject to agreement at THP Manchester. 

Parameter: Action 
Environment Dust  
Units – PM10 

190µg/m3 (1 Hour) 
 

250µg/m3 (15 
min) 
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Figure 5- Dust Risk Assessment 

Activity Dust 
1. Hazards 2. At Risk Groups 
Dust Eye irritation Erith Employees Contractors 
Cross area contamination  Visitors Members of th
Systemic illness  Young Persons Vulnerable gro
Silicosis  Migrant workers  

3. Risk Rating (Before controls) 
Likelihood Severity Risk Level 
4 4 High 

4. Control Measures 

So far as is reasonably practicable work methods which limit the production of dust shall be
implemented. 
Dust level monitoring shall be carried out throughout the site especially at the site perimete
records kept of this. So far as is reasonably practicable dust shall be kept below the Workpla
Exposure Limit (WEL) of 
0.3 mg/m³ over a Time Weighted Average (TWA) of 8 hours. 
Where possible natural or forced ventilation should be used, however, in the event that nei
these measures is practicable a Local Exhaust Ventilation (LEV) system should be considered
An appropriate means of dust suppression shall be used. 
Operatives will be given regular health screening, which shall include lung 
function tests Operatives shall be given a toolbox Talk on silicosis 
Operatives shall be supplied with appropriate eye protection and respiratory protection 
equipment (RPE). Operatives shall be face fitted for and trained in the use of appropriate 
RPE. 
Clean well maintained welfare facilities shall be provided, which shall include showers for 
dusty works. So far as is reasonably practicable handheld tools/equipment shall be fitted 
with dust capture systems. 
Where this is found not to be practicable works shall be suspended until such time as a suita
cutting method can be employed. 
Waste materials shall be removed on a regular basis to prevent dust-spread. 
High dust producing activities i.e. demolition, shall be limited during periods of high wind. 

4a. Additional Site Specific Controls / Information 
 

5. Risk Rating (with 
controls) 

Likelihood Severity Risk Level 
1 4 Low 

6. Further Guidance 

 
CIS36 – Construction Dust Revision 2 HSG53 – 
Respiratory equipment at work HSG150 – Health 
and safety in construction 

 
 
EH44 - Dust in the workplace 

Reviewed on site by: Peter Lilburn Review 
Date: 01/06/2023 
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2.7 Waste Management 

A comprehensive pre-demolition audit will be conducted, incorporating detailed site 
investigations aimed at identifying all potential materials suitable for reuse and recycling. 
Emphasis will be placed on assessing the main waste streams, determining the nearest 
waste management facilities, and exploring opportunities for reusing and recycling 
materials. The findings of these investigations will be documented and integrated into the 
waste management process. 

Onsite, efforts will be made to segregate demolition waste whenever feasible. A 
designated area will be allocated for storing the segregated waste until it is collected and 
disposed of by a licensed contractor at an appropriately licensed waste destination. This 
approach aligns with the Duty of Care requirements and all other relevant environmental 
legislation. 

All waste being sent offsite will be carefully documented. The quantities of waste that are 
re-used, recycled, recovered, or landfilled will be recorded and reported. In compliance 
with applicable environmental and health and safety regulations, licensed contractors will 
handle the removal of any hazardous waste. A consignment note will be obtained to 
ensure proper tracking and disposal of the hazardous materials. 

In order to effectively manage waste throughout the project, a Site Waste Management 
Plan (SWMP) will be developed. The SWMP will outline strategies for waste minimisation, 
management, and recycling. It will also establish guidelines for the systematic recording 
and reporting of waste-related information. 

Example Waste Stream Process 

Preamble: the following waste stream gives an informed example of how waste is taken 
through the waste hierarchy decisions from site to final destinations. This is based on 
current waste management practices at current project. Preference is currently to co-
mingle certain waste types to reduce emissions and control pollution on-project 
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FIGURE 7 WASTE STREAM DIAGRAM 

 

Preamble: the following waste stream gives an informed example of how waste is taken 
through the waste hierarchy decisions from site to final destinations. This is based on 
current waste management practices at current project. Where it is technically, 
environmentally, economically practical, high levels of waste and materials are ‘source 
segregated’ meaning segregated by waste type on the project. 
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FIGURE 8 WASTE STREAM PROCESS 

 
 

2.8 Material Handling & Storage  

Environmental considerations will guide the procurement of raw materials, ensuring 
responsible purchasing practices. For instance, timber will be sourced exclusively from 
suppliers certified by the Forest Stewardship Council (FSC), and documentation validating 
the source certification will be obtained. 
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On-site storage protocols will be implemented to safeguard raw materials from potential 
damage caused by vehicles, adverse weather conditions, or theft. Special attention will 
be given to secure storage arrangements for high-value items, hazardous materials, and 
those prone to damage. Packaging will be retained until the materials are required, and 
whenever feasible, packaging items will be stored and returned to the supplier. 

Adopting a just-in-time approach, goods will be delivered to the site as needed - 
minimising stockpiling and reducing the risk of damage from vehicles or other factors 
leading to wastage. To ensure compliance with safety standards, liquids will be stored in 
securely bunded compounds with impermeable bases, capable of holding at least 110% 
of the capacity.  

2.9 Ecology 

Erith is committed to minimising disturbance to protected species and areas of 
conservation, ensuring full compliance with all applicable statutory requirements.  

To achieve this, control measures will be implemented to minimise any disruption to these 
areas and species, to the fullest extent possible. Prior to initiating any works, all necessary 
licences and consents will be obtained, and in the event of the discovery of any protected 
species, work will immediately halt, with prompt notification provided to the client. 

A comprehensive inspection of buildings, trees, and shrubs will be conducted before 
commencing any activities in order to identify invasive or protected species, including 
nesting birds. Throughout the development process, regular monitoring will be conducted 
to ensure minimal ecological impact. Operatives involved in work activities with the 
potential for significant ecological consequences will receive detailed work briefings and 
be actively engaged via toolbox talks.  This aids with the fostering of awareness and helps 
promote strict adherence to measures aimed at ecological preservation. 

2.10 Emergency Procedures 

The Project Environmental Incident Response Procedure will serve as a vital framework, 
establishing a comprehensive emergency procedure, delineating incident control 
measures, and ensuring strict compliance with applicable legislation, Codes of Practice, 
and Client requirements. 

In the event of an environmental incident occurring during the project, all work activities 
will immediately cease, and the prompt initiation of emergency response procedures will 
be ensured. 

Priority will be given to protecting sensitive areas such as drains or waterways, and 
addressing any health and safety concerns, such as attending to injured personnel or 
mitigating fire risks. Following these initial steps, efforts will be directed towards containing 
the incident, which may involve employing spill kits to effectively manage chemical spills. 
Subsequently, the source of the incident will be identified and rectified to prevent further 
impact. 

Every environmental incident and near miss will be diligently recorded and reported to the 
Health & Safety, and Environmental Manager. This process ensures comprehensive 
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documentation and timely communication of all incidents for proper evaluation and 
future improvement. 

2.11 Non-Road Mobile Machinery (NRMM) 
The site manager will manage the NRMM requirements. This will include that machinery 
procured for the project meets or exceeds the minimum requirements for emissions under 
the requirements of NRMM. Site team will be briefed on the requirements under NRMM 
and any specific duties assigned to them.  

All NRMM for engines of 37kW-560kW for the demolition works will be registered on the 
NRMM register for the commencement of demolition works. 

All relevant machinery emissions information and documentation will be stored within the 
project folders and summarised within our electronic filing system (Ezone). The project will 
record the plant details on a spreadsheet, or similar (Attached), and the NRMM online 
register (http://nrmm.manchester/) will be completed and maintained by the project 
administrative support and overseen by the site manager. Where compliant machinery or 
plant cannot be sourced, exemption will be sought prior to the machine being deployed 
on site.  

To support the daily plant inspections and site checks, regular SHEQ inspections will review 
compliance with NRMM requirements and report non-compliance. The project team will 
co-operate with local authority inspections and provide the requisite information.  

All NRMM on site will meet the Stage IIIA criteria unless it can be demonstrated that the 
machinery is not available or that a comprehensive retrofit to meet both PM and NOx 
emission standards is not feasible. All of the NRMM that will be used during the demolition 
phase will be registered to the NRMM register https://nrmm.manchester/user-
nrmm/register prior to the commencement of use of any machinery. All of the NRMM 
equipment to be used during the Demolition, once identified and planned, will be 
uploaded onto the NRMM register.  

NRMM under 37kW will be avoided through the use of mains power on site. In the unlikely 
event that NRMM is used, it will be kept as far away from sensitive receptors as practicable 
and retrofitting NRMM under 37kW with after treatment devices will be explored were 
practicable. Where retrofitting is undertaken, NRMM will be fitted with an after-treatment 
device stated on the approved list managed by Energy Saving Trust.  
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FIGURE 9 NRMM AUDIT CERTIFICATION FROM PREVIOUS PROJECT 
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2.12 Water Resources  
During demolition works, existing drainage will be used. Site investigation reports show 
that no ground water is expected to be encountered.  

If groundwater is encountered, we will be required to apply for a ground water discharge 
licence with Thames Water. 

 

2.13 Urban Ecology 
The development site has been classified as being of ‘low ecological value’, with no 
supporting value within the development site for ecologically significant flora and fauna. 
There are no habitats or features surrounding the development site that require 
protection during the demolition works. 

 
2.14 Archaeology and Built Heritage 
There are key areas of potential historical importance highlighted within the 
archaeological management plan. These have been highlighted in previous plans under 
Site Investigations scope carried out.   
 

2.15 Lighting 
All existing lighting will be disconnected and temporary + emergency lighting installed. 

All temporary lighting will be fed from powered generator. 

 

2.16 Pest Control 
At present pest control is in place from previous tenants, we will be continuing with 
existing controls. 

 

2.18 Emergency Procedures 
A project-specific Emergency Response Plan will be produced upon VP and included. 
The Emergency Response Plan will be communicated to all operatives at the initial Site 
Induction to incorporate the site emergency procedures. 

The Emergency Response Plan will be updated to reflect any significant changes in the 
demolition process as the project proceeds. Operatives will be notified of any significant 
changes as necessary. 

It is suggested that on a project of this scale, that full exercises or drills are conducted on 
a monthly basis, to keep personnel aware of changing site dangers and practice 
response times and emergency procedures.  

 

2.19 First Aid and Fire 
Erith Contractors Ltd will ensure, so far as is reasonably practicable, that all operatives, 
contractors’ operatives and self-employed operatives will have access to first aid 
facilities. A suitably qualified person will be appointed to take charge of first-aid 
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arrangements and their name made known at the Site Induction and via the site notice 
board. A suitably stocked first aid box will be maintained on site at all times. In the 
absence of the qualified person, an appointed person will be nominated to take charge 
of a first aid situation. 

Fire precautions will consist of sufficient fire extinguishers appropriate for the types of fire 
that may occur which will be located at fire points in strategic areas around site - these 
will include a means of raising an alarm and fire action signs.  Should a fire occur, the 
alarm will be raised and all persons on site will proceed to the assembly point referenced 
in the site fire plan. The Site Manager/Fire Marshal will then undertake a roll call of all 
persons.  Follow procedures as in incident response plan. All hot works will be undertaken 
as per the permit to work procedure. 

Within the site, in-date fire extinguishers are to be in place these will be utilised during the 
demolition phase of the works, as the fire alarm system has been disconnected air horns 
or bells will be placed at points located on the site plan. This is in addition to a linked, 
wireless, pushbutton fire alarm system.  

 
2.20 Bomb Hoax  
Most bomb threats are made over the phone, and the overwhelming majority are 
hoaxes, often the work of malicious jokers, although terrorists do make hoax calls with the 
intent of causing alarm and disruption. Any hoax is a crime and, no matter how ridiculous 
or unconvincing, must be reported to the police. 

 

Calls may be of two kinds: 

• Hoax threats designed to disrupt, test reactions or divert attention 

• Threats warning of a genuine device – These may be attempts to avoid casualties 
or enable the terrorist to blame others if there are casualties. However genuine 
threats can provide inaccurate information about where and when a device 
might explode. 

 

Consider that the member of staff who receives the threat may not be prepared – 
receiving such a threat may be the closest that many people ever come to acts of 
terrorism – so offer some basic advice for staff on handling a threat, for example: 

• Stay calm and listen. 

• Obtain as much information as possible – try to get the caller to be precise about 
the location and timing of the alleged bomb and whom they represent. If possible, 
keep the caller talking. 

• Ensure that any recording facility is switched on. 

• When the caller rings off, dial 1471 (if that facility operates and you have no 
automatic number display) to see if you can get their number. 

• Immediately report the incident to the relevant manager or security team to 
decide on the best course of action and notify the police. If you cannot get hold 
of anyone, and even if you think the call is a hoax, inform the police directly. Give 
your impressions of the caller and an exact account of what was said. 
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• If you have not been able to record the call, make notes for the security staff or 
police. Do not leave your post –unless ordered to evacuate – until the police or 
security arrive. 

 
FIGURE 10 ENVIRONMENTAL INCIDENT RESPONSE 

 
2.21 Liaison with the Local Neighbourhood 
 
Due to the nature of the works, some residents and businesses will be disrupted during 
working hours. These receptors will be catered for as much as possible and ECL will 
delegate a specific community liaison employee to keep relations with neighbouring 
parties. 
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Due to the project’s location within Manchester, we consider it of the utmost importance 
to foster good relations with the surrounding businesses and residents. ECL will develop a 
community liaison strategy document that would outline the proposed ECL approach. A 
brief outline summary detailed below sets out how ECL will intend to engage with the 
local community by. 
 

• Liaison and detailed communication with the representatives of local businesses. 

• Publishing regular newsletters giving information on the progress of the works, 
future planned activities and notice of any likely disruption to roads and 
pedestrian access. 

• Operating hours and breaking times will be strictly observed in accordance with 
the Manchester Council for Demolition Sites notice  

• Details of 24 hr manned hotline will be displayed on the hoarding. The majority of 
constraints relating to the works on site are mainly due to its sensitive urban 
location and the proximity of nearby structures, residential properties and 
established urban spaces and parks / communal spaces. 

 


