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350mm Dp Podium Finish Zone U.N.O

Typically 450mm Thk RC Podium Slab

33 - Podium Interface with Block Slab Fold
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In-Situ Column cast off kicker

Cast in-situ Column kicker to frame contractors preference

Typically 230mm Thk RC Slab

Column Continuity Bars shown indicatively. For specific bars
see Reinforcement Details

34 - In-Situ Column at Floor Section
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LG/ UG Slab Level

h 4
2 e - - D RC Slab, see Detail 1 for Slab details
3 | _ _ | Combined gas & waterproofing membrane to specialist
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designers specification & detailson Sand Blinding
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Insulation to Architects Details and Specification
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MOT Typ 1, 150mm minimum thickness
compacted layers, see detail 1 for sub-base notes.
May be substituted for 6F2 where suitable fill
materal can be provided

Pilecap Foundation lower to allow for DPM
installation for allocation, extents of DPM see
Architects Drg's

\

35 - Internal Slab within Core Areas
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THIS DRAWING IS THE PROPERTY OF RoCp. COPYRIGHT IS
RESERVED BY THEM AND THE DRAWING IS ISSUED ON THE
CONDITION THAT IT IS NOT COPIED, REPRODUCED, RETAINED OR
DISCLOSED TO ANY UNAUTHORISED PERSON EITHER

WHOLLY OR IN PART WITHOUT THE WRITTEN CONSENT OF RoCp

WORK IN PROGRESS

The information on this drawing is an optimised
solution based upon external information as of
14/07/2023 . It may be subject to change
through external influences such as client brief and
scope changes, services BWIC, sub-contractor
requirements etc. Therefore a suitable contingent
approach must be applied where the information is
used for strategic decision making, procurement or
construction in advance of final design requirements
from other designers and sub-contractors.

NOTES

1. RoC drawings are to be read in conjunction
with relevant documents, specifications,
architectural and services drawings, including
approved builders work drawings. The contractor
should notify CA of any discrepancies between the
structural drawings and specifications or other
drawings.

2. Do not scale from the drawings or the
computer digital date. Only figured dimensions are
to be used.

3. It is the responsibility of the lead consultant
(architect) to check the setting out provided on
these drawings and the co-ordination of the frame
with the envelope & other elements of the building.

4. All dimensions are in millimetres unless
noted otherwise.

5. All levels are in metres above Ordnance
Datum unless noted otherwise.

6. For Concrete Grades and RC Estimates
see general notes drg 8050.

7. This drawing is to be read in conjunction
with drg's 8050, 9050, 9051 & 9052.

8. For Loading Information refer to Drg 8080+
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