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NOTES:
1. Do not scale from this drawing.
2. Always work to noted dimensions.
3. All dimensions are in millimetres unless otherwise stated.
4. All setting out, levels and dimensions to be agreed on site.
5. The dimensions of all materials must be checked on site before 
being laid out.
6. This drawing must be read with the relevant specification clauses 
and detail drawings.
7. Order of construction and setting out to be agreed on site.
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P01 23/01/26 Initial issue AS RM
P02 13/02/26 Initial Issue SY RM
P03 03/03/26 Minor amends to layout SY RM
P04 12/03/26 Planning Issue SY RM
P05 19/03/26 Planning Issue SY RM
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HARDWORKS KEY

P2

P5

Resin Bound Gravel
To main pedestrian routes 
Depth: 18mm mimimum surface depth. (2-5mm aggregate 
size)
Colour: Buff 

P1

P4

P3

Self Binding Gravel
To secondary pedestrian routes
Depth: 65mm compacted to 50mm
Colour: Buff

Large Concrete Pavers
To green spine pedestrian route
Colour: Grey / Buff
Size: 600mm (L) x 400mm (W) 50mm (D)  thickness tbc by 
engineer
Finish : Ground finish 
Laid: Stretcher bond, rigid laid

Insitu Concrete Surface
At pedestrian crossings 
Depth: 160mm tbc by the engineers 
Colour: Buff with pigment
 Pigment: Grey  
Finish: Ground finish 

Small Concrete Pavers
To accessible car parking areas 
Colour: Grey / Buff
Size: 200mm (L) x 100mm (W) 80mm (D)  thickness tbc by 
engineer
Finish : Texture finish 
Laid: Stretcher bond, rigid laid

HARDWORKS KEY (COSTING)

Existing Spot Level

Proposed Spot Level

Proposed Wall Level

LEVELS KEY
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Insitu Concrete Surface
At pedestrian crossings 
Depth: 160mm tbc by the engineers 
Colour: Buff with pigment
 Pigment: Grey  
Finish: Ground finish 

Tactile Blister Precast Concrete Paving  
At the uncontrolled crossings 
Colour: Red 
Size: 400mm (w) x 400mm (l) / Min. 2 rows deep.
Finish:Standard
Bond: Stack, rigid laid 

Natural Stone Paving Setts
Along MSCP commercial unit 
Size: 215mm (L) x 102.5mm (W) x 75mm (D)
Colour: Dark grey
Finish: 1 row diamond sawn / 1 row scored / 1 row
diamond sawn
Laid: Random stretcher bond 

Tarmac Macadam
At temporary footway. To engineers details.

 

Small Concrete Pavers
To accessible car parking areas 
Colour: Grey / Buff
Size: 200mm (L) x 100mm (W) 80mm (D)  thickness tbc by 
engineer
Finish : Texture finish 
Laid: Stretcher bond, rigid laid

P8
3-Row Natural Stone Paving Setts
Along the airport bridge arrival
Size: 80mm (L) x 80mm (W) x 80mm (D)
Colour: Dark grey
Finish: 1 row diamond sawn / 1 row scored / 1 row diamond 
sawn
Laid: Banding 3-row bond
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P9 Tarmac Macadam
At temporary footway. To engineers details.

 

Grasscrete Pavers
To service bays
Size: 600mm (L) x 600mm (W) x 150mm (D) thickness tbc 
by engineer.
Colour: Cast-in-place concrete
Finish: Natural
Laid: Random stretcher bond
Vehicle loading to engineers details.  

3-Row Natural Stone Paving Setts
Along the airport bridge arrival
Size: 80mm (L) x 80mm (W) x 80mm (D)
Colour: Dark grey
Finish: 1 row diamond sawn / 1 row scored / 1 row diamond 
sawn
Laid: Banding 3-row bond
 

P10 Tarmac Macadam
To roads. To engineers details.
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