
Up

VO
ID

 - 
RE

FE
R 

TO
 G

RO
UN

D

FL
O

O
R 

FO
R 

BI
N 

ST
O

RE
 A

ND

ES
CA

PE
 S

TA
IR

S 
TO

 S
TR

EE
T 

LE
VE

L

POWER TO VACANT SUITE IS
TBC SUBJECT TO FUTURE
PROPOSED FIT-OUT.

TVSERVICES KEY

EXACT POSITIONS OF ALL ELECTRIC FITTINGS TO BE CONFIRMED BY CLIENT.
CLIENT TO ADVISE ON ANY ADDITIONAL FEATURES REQUIRED TO SOCKETS, E.G.
DIMMERS, ADDITIONAL DATA POINTS, ETC.
CCTV AND ALARM LOCATIONS TO BE DETERMINED BY SPECIALIST INSTALLER.
FOR SETTING OUT OF SOCKETS AND SWITCHES TO JOINERY FURNITURE, KITCHENS
AND ENCLOSED ROOMS, REFER TO RELEVANT DETAIL DRAWINGS (AXI 500 SERIES).

POWERED TRUNKING / SKIRTING DETAIL.
- LOCATIONS OF SOCKET OUTLETS ARE TBC BY SPECIALIST CONTRACTOR.

TV WALL MOUNTED TV LOCATION - TO ALLOW FOR CONDUIT POWER, HDMI
AND DATA POINT. SUPPLIES BY FITOUT CONTRACTOR
LOCATION OF CONDUIT POWER ROUTING TO POWER SOCKET
(REFER TO POWERED SKIRTING DETAIL)

ACRYLIC EGGSHELL - COLOUR TO MATCH

BULLNOSE CAPPING PIECE TO BUILT OUT
SKIRTING, TO RECEIVE PAINTED FINISH.
FINISH SPEC: CROWN TRADE - CLEAN
EXTREME STAIN RESISTANT DURABLE
ACRYLIC EGGSHELL - COLOUR TO MATCH
ADJACENT WALL FINISH

38x25mm TIMBER FRAMING WITH
9mm PLYWOOD BACKING BOARD
BUILT OUT FROM WALL. POWER
FEEDS TO BE ROUTED THROUGH
FRAME VOID.
TYPICAL DOUBLE SWITCH POWER OUTLET
TO BE FIXED FLUSH TO SKIRTING PROFILE.
DSSO FACE PLATE TO BE IN MATTE BLACK
FINISH.

NEW MODERN SQUARE EDGE SKIRTING
PROFILE TO BE FIXED TO PLYWOOD
BACKING BOARD AND RECEIVE PAINTED
FINISH.
PROFILE SPEC: TO MATCH ADJOINING
BUILDING DEMISE
FINISH SPEC: CROWN TRADE - CLEAN
EXTREME STAIN RESISTANT DURABLE
ACRYLIC EGGSHELL - COLOUR TO MATCH
ADJACENT WALL FINISH.

CONDUIT POWER ROUTING IN
GALVANIZED TUBE TO BE FACE FIXED
TO BRICKWORK TO SUPPLY POWER
TO / FROM POWERED SKIRTING
PROFILE.

WHERE MARKED:

BULLNOSE CAPPING PIECE TO
BUILT OUT SKIRTING, TO RECEIVE
PAINTED FINISH.
FINISH SPEC: CROWN TRADE -
CLEAN EXTREME STAIN RESISTANT
DURABLE ACRYLIC EGGSHELL -
COLOUR TO MATCH ADJACENT
WALL FINISH
38x25mm TIMBER FRAMING WITH
9mm PLYWOOD BACKING BOARD
BUILT OUT FROM WALL. POWER
FEEDS TO BE ROUTED THROUGH
FRAME VOID.
DOUBLE SWITCH POWER OUTLET TO
BE FIXED FLUSH TO SKIRTING PROFILE.
DSSO FACE PLATE TO BE IN MATTE
BLACK FINISH.

NEW MODERN SQUARE EDGE SKIRTING
PROFILE TO BE FIXED TO PLYWOOD
BACKING BOARD AND RECEIVE PAINTED
FINISH.
PROFILE SPEC: TO MATCH ADJOINING
BUILDING DEMISE
FINISH SPEC: CROWN TRADE - CLEAN
EXTREME STAIN RESISTANT DURABLE
ACRYLIC EGGSHELL - COLOUR TO MATCH
ADJACENT WALL FINISH.
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DO NOT SCALE FROM THIS DRAWING.
ALL DIMENSIONS TO BE CHECKED ON SITE.
(DRAWINGS MAYBE SCALED FOR LOCAL AUTHORITY & PLANNING PURPOSE ONLY)
COPYRIGHT PROTECTED.
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GENERAL NOTE: AREAS PROVIDED BASED ON EXISTING DRAWING
INFORMATION PROVIDED BY CLIENT AND REPRESENT APPROXIMATE
GROSS AREA ASSESSMENTS. AXI CANNOT ACCEPT RESPONSIBILITY FOR
INACCURATE SURVEY INFORMATION PROVIDED
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POWERED SKIRTING SECTION DETAILS
SCALE - 1:5 @ A1 AS PROPOSED
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LOWER GROUND FLOOR - POWERED SKIRTING ROUTING PLAN
SCALE - 1:100 @ A1 AS PROPOSED
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LOWER GROUND FLOOR PLAN
CAT B - SMALL POWER PLAN
AS PROPOSED
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There is an updated layout, for correct layout see drawing reference AXI-009 Rev01. Substance of drawing remains unaffected.
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