
Paving varies

Planting

Edge Type 01 (Q10/110)
Type: Concrete Textured Kerb 100mm Upstand

Supplier: Marshalls or similar approved
Product: Conservation X. Size 145 x 255mm
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Edge Type 03
Type: Concrete Textured Kerb Flush gap into

rain garden
Supplier: Marshalls or similar approved

Product: Conservation X. Size 145 x 145

000
00

30
0

000310
02

Edge Type 01
Type: Concrete Textured Kerb 100mm Upstand

Supplier: Marshalls or similar approved
Product: Conservation X. Size 145 x 255mm

145

Paving varies

Planting

Edge Type 03 (Q10/110B)
Type: Concrete Textured Kerb Flush gap into

rain garden
Supplier: Marshalls or similar approved

Product: Conservation X. Size 145 x 145mm
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Paving varies

Edge Type 02 (Q10/110A)
Type: Concrete Textured Kerb Laid Flush

Supplier: Marshalls or similar approved
Product: Conservation X. Size 145 x 145mm
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Edge Type - 04 Raised Planter (Q10/200A)
Product:Steel Planter Powder coated

Size: 500 mm above FFL(H) x varies(L). Return safety top fold
Colour: RAL 7016

Supplier: Versa or similar approved

Paving varies

Sub-base to engineer's detail

Planting

Self-weighted base design to specialist manufacturer's
details

Edge Type 05 (Q10/120)
Type:Granite Kerb
Colour: Callisto
Size: 1000(L) x 250(W) x 205(D)
Laid 60mm Upstand
Supplier: Marshalls or similar approved

Vehicular road to engineer's specification

Concrete foundation to engineer's specification

Sub-base to engineer's specification

Paving Type 04 (Q25/310A)
Type: Yorkstone Paving

Supplier: Tectonix
Size: (L) 900-600 x (W) 600x (D) 63 mm

Product: Lane Ends Yorkstone (Fine Sawn)
Random stretcher bond
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Edge Type 06 (Q10/120A)
Type: Granite Channel
Colour: Callisto
Size: 1000(L) x 100(W) x 150(D)
Laid Flush
Supplier: Marshalls or similar approved

Paving Type 04 (Q25/310A)
Type: Yorkstone Paving
Supplier: Tectonix
Size: (L) 900-600 x (W) 600 x (D) 63 mm
Product: Lane Ends Yorkstone (Fine Sawn)
Random stretcher bond

100

Edge Type 07 (Q10/200)
Size: 75mm(H) x 6mm(W)

Weathered finish

Paving Type 01 (Q25/310)
Type: Granite Paving

Supplier: Marshalls or similar approved
Size: 150/300(L) X 150(W). Depth TBC By engineers

Colour: Warm grey tones
Finish: Flamed

Concrete foundation to engineer's detail

Planting
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EDGE TYPE 05 - GRANITE KERB05
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EDGE TYPE 06 - GRANITE CHANEL06
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