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Manufacturer: TBC
Type: Ventilation Louvre
Material: Aluminium
Colour: Noble grey / Soft Black TBC
Code: TBC

Window Opening WB-30 / WB-31
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Decorative screening panels are proposed to be 
installed over the louvre assemblies. The design intent 
is to introduce a perforated or patterned overlay inspired 
by the geometric motif present within the existing façade 
ventilation grilles. This approach maintains visual 
continuity across the elevation while providing an 
enhanced architectural finish to the vent openings.

WB-30 - Ventilation to Plant Room

In accordance with BS 6644, the estimated 
minimum free ventilation area required for the 
plant room is 0.35 m², to be provided at high 
and low levels. TBC by M&E 

WB-31 -  Ventilation to Bin Storage Area

A minimum free ventilation area of 0.2 m² is 
required for the bin storage space to ensure 
adequate airflow. TBC by M&E

Modular ventilation 
aluminium louvre 
for airflow and rain 
defence to infill 
existing opening.

Louvre Provision:

The louvre shown on the elevation drawing 
provides a total clear ventilation area of 1.8 
m², which exceeds the combined estimated 
requirements.
The surplus area will be infilled using an 
insulated blacking panel, constructed in 
accordance with the standard detail or an 
approved equivalent.

PROPOSED LOUVRE ELEVATION
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Decorative Grilled panel 
to cover louvres behind 
for airflow and rain 
defence to infill existing 
opening.

PROPOSED DECORATIVE SCREEN ELEVATION
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Screed to be fixed directly to 
the existing masonry. 
Quantity and type of fixings 
to be determined by the 
manufacturer.

General Notes:

- These drawings are indicative only and do 
not represent final construction details. All 
dimensions, specifications, and installation 
requirements are subject to confirmation 
following a detailed survey and input from 
relevant specialists.

- All junction designs and specifications are 
subject to review and input from relevant 
specialists, including conservation and 
structural consultants.

- All works must comply with heritage and 
conservation requirements appropriate to the 
listed status of the building.

- Junctions with existing walls, floors, and 
ceilings must be designed to avoid damage 
to historic fabric and allow for reversible 
installation where possible.

Standard Detail Section - Standard Louvre
1:5

Fixing Cleats to side 
frames

Standard Detail Section - Insulated Louvre
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Standard Detail Section - Standard Louvre
1:5

Standard Detail Section - Insulated Louvre
1:5

@
 m
ax
. 6
00
m
m
 c
en
tre
s

Head Frame

Cill Frame

Backing Rod & Mastic

Cill Pan (If Required)

Wall thickness TBC Wall thickness TBC

W
al
l t
hi
ck
ne
ss
 T
BC

W
al
l t
hi
ck
ne
ss
 T
BC

Cill Pan (If Required)

Jamb Frame

Backing Rod & Mastic

Fixing Cleats to side 
frames

@
 m
ax
. 6
00
m
m
 c
en
tre
s

Head Frame

Backing Rod & Mastic

Cill Pan (If Required)

Aluminium blanking panel

Insulated Blanking Panel
Insulation to be:
- Non-combustible, A1 classified 
(to EN 13501-1) high strength 
stone wool core faced with open 
filament net
- Extruded polystyrene core

Panel thicknesses will vary, 
subject to U-Value requirements.
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Area not accessible lintel and 
opening height TBC

Insulated internal wall 
lining with 8mm cavity 
drainage membrane 
layer to specialist tanking 
subcontractor 

Windows blocked / Area 
not accessible 
All cills to lower ground 
to be investigated. Detail 
subject to survey after 
strip out.

Perimeter Drainage 
Channel to specialist 
subcontractor
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The design and specification of lintel 
/ louvre section are subject to further 
survey, along with input from 
specialist detailing and 
specifications.

Proposed Screen and louvre 
Colour: 

Consistency with railing along the 
facade.

Historical photographs indicate that 
the original cast iron railings were 
painted white. They are currently 
finished in black. Final design intent 
regarding grilled screen panel colour 
is to be confirmed to match railings.

Lower level of Louvre 
TBC

Modular ventilation aluminium louvre 
for airflow and rain defence to infill 
existing opening.

Decorative Grilled panel to cover 
louvres behind for airflow and rain 
defence to infill existing opening.

Screed to be fixed directly to the 
existing masonry. Quantity and type 
of fixings to be determined by the 
manufacturer.

This drawing is the property of Fletcher-Rae (UK) Limited and copyright is 
reserved by them.  The drawing is not to be copied, reproduced or re-
distributed either in whole or in part without the prior written consent of 
Fletcher-Rae (UK) Limited.

The originator shall have no responsibility for any liability, loss, cost, damage 
or expense arising from or relating to any use of this document other than for 
its intended purpose on this project. 

This drawing shall be read in conjunction with all other relevant drawings, 
specifications and associated documentation. Any discrepancies, errors or 
omissions are to be reported to the originator before proceeding with work. 

All dimensions are to be checked on site by the contractor prior to proceeding 
with any work. This drawing shall not be scaled to ascertain any dimensions 
Work to figured dimensions only.

DISCLAIMER
When this drawing is issued in CAD, it is an uncontrolled version issued for 
information only, to enable the recipient to prepare their own documents/ 
drawings for which they are solely responsible.

SOFTWARE INTEROPERABILITY
Fletcher-Rae (UK) Limited prepared this drawing using Autodesk REVIT.

Fletcher-Rae (UK) Limited does not accept liability for any loss or degradation 
of any information held in the drawing resulting from the translation from the 
original file format to any other file format or from the recipients reading of it 
in any other programme.
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