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Natural Stone PavingNatural Stone Paving

Natural Stone Paving - Non Trafficked AreasNatural Stone Paving - Non Trafficked Areas

Natural Stone Feature BandingNatural Stone Feature Banding

Natural Stone Feature PavingNatural Stone Feature Paving

Buff Granite SettsBuff Granite Setts

Grey Granite SettsGrey Granite Setts

Reinforced GrasscreteReinforced Grasscrete

Coloured AsphaltColoured Asphalt

Hazard Blister PavingHazard Blister Paving

Hazard Blister PavingHazard Blister Paving

Hazard Corduroy PavingHazard Corduroy Paving

Natural Stone Kerb EdgingNatural Stone Kerb Edging

Flush Conservation Kerb EdgingFlush Conservation Kerb Edging

Bronze Studs to Canal PlazaBronze Studs to Canal Plaza

The Boulevard Lighting FeaturesThe Boulevard Lighting Features

The Boulevard PlaquesThe Boulevard Plaques

External VentsExternal Vents

LANDSCAPE GA LEGENDLANDSCAPE GA LEGEND
Proposed Hard LandscapeProposed Hard Landscape

Bench Bench –– Great Ancoats Street Great Ancoats Street

Resin Bound Gravel to Trees in Hard LandscapeResin Bound Gravel to Trees in Hard Landscape

Raised Planters to Terraced AreaRaised Planters to Terraced Area

Static BollardsStatic Bollards

Retractable BollardsRetractable Bollards

Wayfinding LocationWayfinding Location

Litter Bin and Dog Waste BinLitter Bin and Dog Waste Bin

Flag PolesFlag Poles

Vehicle Access  BarriersVehicle Access  Barriers

Turnstiles to North Building EntranceTurnstiles to North Building Entrance

Gates & DoorsGates & Doors

Proposed Street FurnitureProposed Street Furniture

3m Height Concrete Wall3m Height Concrete Wall

3.6m Height Concrete Wall3.6m Height Concrete Wall

3.6m Height Concrete Wall3.6m Height Concrete Wall

Monolith Gateway Feature along BoulevardMonolith Gateway Feature along Boulevard

Artwork / Heritage Feature Panel along Canal PlazaArtwork / Heritage Feature Panel along Canal Plaza

Concrete Retaining Wall with Metal BalustradeConcrete Retaining Wall with Metal Balustrade

FenceFence

Proposed Boundary TreatmentsProposed Boundary Treatments

Tree PlantingTree Planting

Pleached Trees along BoulevardPleached Trees along Boulevard

Proposed Soft LandscapeProposed Soft Landscape

Concrete Retaining WallsConcrete Retaining Walls

Benches - Canal PlazaBenches - Canal Plaza

200(L) X 100(W) X 100mm (D) Scoutmoor Yorkstone, Blue Grey to Buff Brown200(L) X 100(W) X 100mm (D) Scoutmoor Yorkstone, Blue Grey to Buff Brown
or equivalent and approved.or equivalent and approved.

300(L) X 200(W) X 100mm (D) Scoutmoor Yorkstone, Blue Grey to Buff Brown300(L) X 200(W) X 100mm (D) Scoutmoor Yorkstone, Blue Grey to Buff Brown
or equivalent and approved.or equivalent and approved.

300(L) X 200(W) x 100mm (D) Silva Vilar Granite, SIlver Grey300(L) X 200(W) x 100mm (D) Silva Vilar Granite, SIlver Grey
or equivalent and approved.or equivalent and approved.

200(L) X 100(W) X 100mm (D) Paving Mix: Figueiredo, Fernando beige SPI200(L) X 100(W) X 100mm (D) Paving Mix: Figueiredo, Fernando beige SPI
and Silva Montemuro or equivalent and approved.and Silva Montemuro or equivalent and approved.

100(L) X 100(W) X 100mm (D) Preta Odilvelas, Dark Grey100(L) X 100(W) X 100mm (D) Preta Odilvelas, Dark Grey
or equivalent and approved.or equivalent and approved.

Truckpave Grasscrete Paving or equivalent and approved.Truckpave Grasscrete Paving or equivalent and approved.

Weathered Light Buff Tarmac Ulticolour or equivalent and approved.Weathered Light Buff Tarmac Ulticolour or equivalent and approved.

400(L) X 400(W) X 50mm (D) Red Tactile Pavers for controlled crossing400(L) X 400(W) X 50mm (D) Red Tactile Pavers for controlled crossing
or equivalent and approvedor equivalent and approved

400(L) X 400(W) X 50mm (D) Textured Charcoal Tactile Pavers for uncontrolled crossing400(L) X 400(W) X 50mm (D) Textured Charcoal Tactile Pavers for uncontrolled crossing
or equivalent and approved.or equivalent and approved.

400(L) X 400(W) X 50mm (D) Textured Natural Tactile Pavers for level change hazards400(L) X 400(W) X 50mm (D) Textured Natural Tactile Pavers for level change hazards
or equivalent and approved.or equivalent and approved.

1000(L) X 300(W) x 165mm (D) - Silva Vilar Granite Kerb, Silver Grey1000(L) X 300(W) x 165mm (D) - Silva Vilar Granite Kerb, Silver Grey
or equivalent and approved.or equivalent and approved.

To demarcate external seating areasTo demarcate external seating areas

Refer to External Lighting Specification for moreRefer to External Lighting Specification for more
details see notes.details see notes.

Brass/Bronze plaques displaying imagery.Brass/Bronze plaques displaying imagery.

Bespoke Concrete Seating.Bespoke Concrete Seating.

Wall to have artwork etched into or painted onto wall face.Wall to have artwork etched into or painted onto wall face.

4m Height 4m Height –– Aluminium panels with anodised finish Aluminium panels with anodised finish
Anolok 545 to match building façade material paletteAnolok 545 to match building façade material palette

200(L)X 100(W) x 100mm (D) Silva Vilar Granite, Silver Grey or equivalent200(L)X 100(W) x 100mm (D) Silva Vilar Granite, Silver Grey or equivalent
and approved.and approved.

Bespoke Granite with integrated timber seating.Bespoke Granite with integrated timber seating.
Lengths vary.Lengths vary.

2m Height - Brass/Bronze panels with2m Height - Brass/Bronze panels with
artwork etched or engraved into panel.artwork etched or engraved into panel.

Wall to have artwork etched into or painted onto wall face.Wall to have artwork etched into or painted onto wall face.

1000(L) X 145(W) x 255mm (D) Concrete Conservation Kerb, Silver Grey1000(L) X 145(W) x 255mm (D) Concrete Conservation Kerb, Silver Grey
or equivalent and approved.or equivalent and approved.

External Vents to have external ventilation shaftExternal Vents to have external ventilation shaft
cover with Class A weatherproof louvres.cover with Class A weatherproof louvres.

Permeable resin bound gravel, Rhine Gold. 6 - 10mm aggregate sizePermeable resin bound gravel, Rhine Gold. 6 - 10mm aggregate size
or equivalent and approved.or equivalent and approved.

Aluminium with anodised (bronze) finish Anolok 545 to matchAluminium with anodised (bronze) finish Anolok 545 to match
building facade material palette.building facade material palette.

Shallow mounted bollard with powder coated bronze sleeve, RALShallow mounted bollard with powder coated bronze sleeve, RAL
8008 or equivalent and approved.8008 or equivalent and approved.

Retractable bollard with powder coated bronze sleeve, RAL 8008 orRetractable bollard with powder coated bronze sleeve, RAL 8008 or
equivalent and approved.equivalent and approved.

Concrete retaining wall with metal balustrade fixed onto wall top.Concrete retaining wall with metal balustrade fixed onto wall top.
Bespoke Steel Balustrade, RAL 8008 or equivalent and approved.Bespoke Steel Balustrade, RAL 8008 or equivalent and approved.

Refer to Soft Landscape General Arrangement for Schedule and Specification.Refer to Soft Landscape General Arrangement for Schedule and Specification.
See notes.See notes.

Refer to Soft Landscape General Arrangement for Schedule and Specification.Refer to Soft Landscape General Arrangement for Schedule and Specification.
See notes.See notes.

HARD LANDSCAPE LEGENDHARD LANDSCAPE LEGEND
Proposed Hard LandscapeProposed Hard Landscape

SOFT LANDSCAPE LEGENDSOFT LANDSCAPE LEGEND

Tree PlantingTree Planting

Pleached Trees along BoulevardPleached Trees along Boulevard

Rain Garden Mix A - Great Ancoats StreetRain Garden Mix A - Great Ancoats Street

Rain Garden Mix B - Canal SideRain Garden Mix B - Canal Side

Proposed Soft LandscapeProposed Soft Landscape

Hedge planting to Dog Spend AreaHedge planting to Dog Spend Area

Amenity Lawn to Dog Spend AreaAmenity Lawn to Dog Spend Area

Refer to Soft Landscape General Arrangement for Schedule and Specification.Refer to Soft Landscape General Arrangement for Schedule and Specification.
See notes.See notes.

Refer to Soft Landscape General Arrangement for Schedule and Specification.Refer to Soft Landscape General Arrangement for Schedule and Specification.
See notes.See notes.

Refer to Soft Landscape General Arrangement for Schedule and Specification.Refer to Soft Landscape General Arrangement for Schedule and Specification.
See notes.See notes.

Refer to Soft Landscape General Arrangement for Schedule and Specification.Refer to Soft Landscape General Arrangement for Schedule and Specification.
See notes.See notes.

Refer to Soft Landscape General Arrangement for Schedule and Specification.Refer to Soft Landscape General Arrangement for Schedule and Specification.
See notes.See notes.

Refer to Soft Landscape General Arrangement for Schedule and Specification.Refer to Soft Landscape General Arrangement for Schedule and Specification.
See notes.See notes.

Low Density Planting Mix CLow Density Planting Mix C
Refer to Soft Landscape General Arrangement for Schedule and Specification.Refer to Soft Landscape General Arrangement for Schedule and Specification.
See notes.See notes.

Raised Planter Mix D - TerraceRaised Planter Mix D - Terrace
Refer to Soft Landscape General Arrangement for Schedule and Specification.Refer to Soft Landscape General Arrangement for Schedule and Specification.
See notes.See notes.

Rain Garden Mix A - Great Ancoats StreetRain Garden Mix A - Great Ancoats Street

Hedge planting to Dog Spend AreaHedge planting to Dog Spend Area

Amenity Lawn to Dog Spend AreaAmenity Lawn to Dog Spend Area

Refer to Soft Landscape General Arrangement for Schedule and Specification.Refer to Soft Landscape General Arrangement for Schedule and Specification.
See notes.See notes.

Refer to Soft Landscape General Arrangement for Schedule and Specification.Refer to Soft Landscape General Arrangement for Schedule and Specification.
See notes.See notes.

Refer to Soft Landscape General Arrangement for Schedule and Specification.Refer to Soft Landscape General Arrangement for Schedule and Specification.
See notes.See notes.

Refer to Soft Landscape General Arrangement for Schedule and Specification.Refer to Soft Landscape General Arrangement for Schedule and Specification.
See notes.See notes.

Low Density Planting Mix C - North BuildingLow Density Planting Mix C - North Building
Refer to Soft Landscape General Arrangement for Schedule and Specification.Refer to Soft Landscape General Arrangement for Schedule and Specification.
See notes.See notes.

Raised Planter Mix D - TerraceRaised Planter Mix D - Terrace
Refer to Soft Landscape General Arrangement for Schedule and Specification.Refer to Soft Landscape General Arrangement for Schedule and Specification.
See notes.See notes.

HandrailsHandrails
Stainless Steel HandrailsStainless Steel Handrails

Rain Garden Mix B - Canal SideRain Garden Mix B - Canal Side

Metal Edging to Resin Bound Gravel AreasMetal Edging to Resin Bound Gravel Areas
Aluminum edging 75 (H) x 2500 (L) mm. Top bead thickness 6.5mm.Aluminum edging 75 (H) x 2500 (L) mm. Top bead thickness 6.5mm.
To be powder coated to RAL 8008.To be powder coated to RAL 8008.

Intercom LocationsIntercom Locations

Existing Utilities and ServicesExisting Utilities and Services
in Abeyancein Abeyance

TREE PIT LOCATION PLAN LEGENDTREE PIT LOCATION PLAN LEGEND

Undercroft Outline LayoutUndercroft Outline Layout

Proposed Recessed/Ground Level PlanterProposed Recessed/Ground Level Planter

Proposed Tree Pits Above UndercroftProposed Tree Pits Above Undercroft

Proposed Tree Pits to Hard LandscapeProposed Tree Pits to Hard Landscape

Proposed Low Density PlantingProposed Low Density Planting

Proposed SuDS/Rain Gardens PlantingProposed SuDS/Rain Gardens Planting

Requires Structural Cells 600mm and 400mm to account for level variationsRequires Structural Cells 600mm and 400mm to account for level variations
min. depth 750mm, max depth 1000mmmin. depth 750mm, max depth 1000mm

Requires structural cells of 600mm, max depth 1125mmRequires structural cells of 600mm, max depth 1125mm

Landscape build up 450mmLandscape build up 450mm

Landscape build up 1200mmLandscape build up 1200mm

Proposed Tree Pits in Soft LandscapeProposed Tree Pits in Soft Landscape
Depth 1200mmDepth 1200mm

Proposed SuDS/Rain Gardens Low Density PlantingProposed SuDS/Rain Gardens Low Density Planting
Landscape build up 1200mmLandscape build up 1200mm

Proposed Planting in Raised PlanterProposed Planting in Raised Planter
Landscape build up 1000mmLandscape build up 1000mm

Proposed Raised PlanterProposed Raised Planter

Natural Stone PavingNatural Stone Paving

Natural Stone Paving - Non Trafficked AreasNatural Stone Paving - Non Trafficked Areas

Natural Stone Feature BandingNatural Stone Feature Banding

Natural Stone Feature PavingNatural Stone Feature Paving

Buff Granite SettsBuff Granite Setts

Grey Granite SettsGrey Granite Setts

Reinforced GrasscreteReinforced Grasscrete

Coloured AsphaltColoured Asphalt

Hazard Blister PavingHazard Blister Paving

Hazard Blister PavingHazard Blister Paving

Hazard Corduroy PavingHazard Corduroy Paving

Natural Stone Kerb EdgingNatural Stone Kerb Edging

Flush Conservation Kerb EdgingFlush Conservation Kerb Edging

Bronze Studs to Canal PlazaBronze Studs to Canal Plaza

The Boulevard Lighting FeaturesThe Boulevard Lighting Features

The Boulevard PlaquesThe Boulevard Plaques

External VentsExternal Vents

Bench Bench –– Great Ancoats Street Great Ancoats Street

Resin Bound Gravel to Trees in Hard LandscapeResin Bound Gravel to Trees in Hard Landscape

Raised Planters to Terraced AreaRaised Planters to Terraced Area

Static BollardsStatic Bollards

Retractable BollardsRetractable Bollards

Indicative Wayfinding LocationIndicative Wayfinding Location

Litter Bin and Dog Waste BinLitter Bin and Dog Waste Bin

Flag PolesFlag Poles

Vehicle Access  BarriersVehicle Access  Barriers

Turnstiles to North Building EntranceTurnstiles to North Building Entrance

Gates & DoorsGates & Doors

Proposed Street FurnitureProposed Street Furniture

3m Height Concrete Wall3m Height Concrete Wall

3.6m Height Concrete Wall3.6m Height Concrete Wall

3.6m Height Concrete Wall3.6m Height Concrete Wall

Monolith Gateway Feature along BoulevardMonolith Gateway Feature along Boulevard

Artwork / Heritage Feature Panel along Canal PlazaArtwork / Heritage Feature Panel along Canal Plaza

Concrete Retaining Wall with Metal BalustradeConcrete Retaining Wall with Metal Balustrade

FenceFence

Proposed Boundary TreatmentsProposed Boundary Treatments

Concrete Retaining WallsConcrete Retaining Walls

Benches - Canal PlazaBenches - Canal Plaza

200(L) X 100(W) X 100mm (D) Scoutmoor Yorkstone, Blue Grey to Buff Brown200(L) X 100(W) X 100mm (D) Scoutmoor Yorkstone, Blue Grey to Buff Brown
or equivalent and approved.or equivalent and approved.

300(L) X 200(W) X 100mm (D) Scoutmoor Yorkstone, Blue Grey to Buff Brown300(L) X 200(W) X 100mm (D) Scoutmoor Yorkstone, Blue Grey to Buff Brown
or equivalent and approved.or equivalent and approved.

300(L) X 200(W) x 100mm (D) Silva Vilar Granite, SIlver Grey300(L) X 200(W) x 100mm (D) Silva Vilar Granite, SIlver Grey
or equivalent and approved.or equivalent and approved.

200(L) X 100(W) X 100mm (D) Paving Mix: Figueiredo, Fernando beige SPI200(L) X 100(W) X 100mm (D) Paving Mix: Figueiredo, Fernando beige SPI
and Silva Montemuro or equivalent and approved.and Silva Montemuro or equivalent and approved.

100(L) X 100(W) X 100mm (D) Preta Odilvelas, Dark Grey100(L) X 100(W) X 100mm (D) Preta Odilvelas, Dark Grey
or equivalent and approved.or equivalent and approved.

Truckpave Grasscrete Paving or equivalent and approved.Truckpave Grasscrete Paving or equivalent and approved.

Weathered Light Buff Tarmac Ulticolour or equivalent and approved.Weathered Light Buff Tarmac Ulticolour or equivalent and approved.

400(L) X 400(W) X 50mm (D) Red Tactile Pavers for controlled crossing400(L) X 400(W) X 50mm (D) Red Tactile Pavers for controlled crossing
or equivalent and approvedor equivalent and approved

400(L) X 400(W) X 50mm (D) Textured Charcoal Tactile Pavers for uncontrolled crossing400(L) X 400(W) X 50mm (D) Textured Charcoal Tactile Pavers for uncontrolled crossing
or equivalent and approved.or equivalent and approved.

400(L) X 400(W) X 50mm (D) Textured Natural Tactile Pavers for level change hazards400(L) X 400(W) X 50mm (D) Textured Natural Tactile Pavers for level change hazards
or equivalent and approved.or equivalent and approved.

1000(L) X 300(W) x 165mm (D) - Silva Vilar Granite Kerb, Silver Grey1000(L) X 300(W) x 165mm (D) - Silva Vilar Granite Kerb, Silver Grey
or equivalent and approved.or equivalent and approved.

To demarcate external seating areasTo demarcate external seating areas

Refer to External Lighting Specification for moreRefer to External Lighting Specification for more
details see notes.details see notes.

Brass/Bronze plaques displaying imagery.Brass/Bronze plaques displaying imagery.

Bespoke Concrete Seating.Bespoke Concrete Seating.

With artwork etched into or painted onto wall face. ForWith artwork etched into or painted onto wall face. For
Structural information refer to Structural EngineersStructural information refer to Structural Engineers
Specification see notes.Specification see notes.

4m Height 4m Height –– Aluminium panels with anodised finish Aluminium panels with anodised finish
Anolok 545 to match building façade material paletteAnolok 545 to match building façade material palette

200(L)X 100(W) x 100mm (D) Silva Vilar Granite, Silver Grey or equivalent200(L)X 100(W) x 100mm (D) Silva Vilar Granite, Silver Grey or equivalent
and approved.and approved.

Bespoke Granite with integrated timber seating.Bespoke Granite with integrated timber seating.
Lengths vary.Lengths vary.

2m Height - Brass/Bronze panels with2m Height - Brass/Bronze panels with
artwork etched or engraved into panel.artwork etched or engraved into panel.

With artwork etched into or painted onto wall face.ForWith artwork etched into or painted onto wall face.For
Structural information refer to Structural EngineersStructural information refer to Structural Engineers
Specification see notes.Specification see notes.

1000(L) X 145(W) x 255mm (D) Concrete Conservation Kerb, Silver Grey1000(L) X 145(W) x 255mm (D) Concrete Conservation Kerb, Silver Grey
or equivalent and approved.or equivalent and approved.

External Vents to have external ventilation shaftExternal Vents to have external ventilation shaft
cover with Class A weatherproof louvres.cover with Class A weatherproof louvres.

Permeable resin bound gravel, Rhine Gold. 6 - 10mm aggregate sizePermeable resin bound gravel, Rhine Gold. 6 - 10mm aggregate size
or equivalent and approved.or equivalent and approved.

Aluminium with anodised (bronze) finish Anolok 545 to matchAluminium with anodised (bronze) finish Anolok 545 to match
building facade material palette.building facade material palette.

Shallow mounted bollard with powder coated bronze sleeve, RALShallow mounted bollard with powder coated bronze sleeve, RAL
8008 or equivalent and approved.8008 or equivalent and approved.

Retractable bollard with powder coated bronze sleeve, RAL 8008 orRetractable bollard with powder coated bronze sleeve, RAL 8008 or
equivalent and approved.equivalent and approved.

For Structural information refer to Structural EngineersFor Structural information refer to Structural Engineers
Specification see notes.Specification see notes.

Concrete retaining wall with metal balustrade fixed onto wall top. For StructuralConcrete retaining wall with metal balustrade fixed onto wall top. For Structural
information refer to Structural Engineers Specification see notes.information refer to Structural Engineers Specification see notes.
Bespoke Steel Balustrade, RAL 8008 or equivalent and approved.Bespoke Steel Balustrade, RAL 8008 or equivalent and approved.

Refer to Structural Engineers Specification for more details see notes.Refer to Structural Engineers Specification for more details see notes.

HandrailsHandrails
Stainless Steel HandrailsStainless Steel Handrails

Metal Edging to Resin Bound Gravel AreasMetal Edging to Resin Bound Gravel Areas
Aluminum edging 75 (H) x 2500 (L) mm. Top bead thickness 6.5mm.Aluminum edging 75 (H) x 2500 (L) mm. Top bead thickness 6.5mm.
To be powder coated to RAL 8008.To be powder coated to RAL 8008.

Indicative Intercom LocationsIndicative Intercom Locations

Existing Utilities and ServicesExisting Utilities and Services
in Abeyancein Abeyance

Standpipe with HoseStandpipe with Hose
Galvanised and Powder Coated Dark GreenGalvanised and Powder Coated Dark Green Standpipe and HoseStandpipe and Hose

Galvanised and Powder Coated Dark GreenGalvanised and Powder Coated Dark Green

Stainless Steel Powder Coated to RAL 8008 and RAL 9005Stainless Steel Powder Coated to RAL 8008 and RAL 9005

Sheet Pile Wall with Bronze Fencing on TopSheet Pile Wall with Bronze Fencing on Top
Wall to be cladded to match adjacent concrete walls.Wall to be cladded to match adjacent concrete walls.
Fence to be 1m high and have a bronze finish.Fence to be 1m high and have a bronze finish.

Sheet Pile WallsSheet Pile Walls
To be cladded to match adjacent concrete walls.To be cladded to match adjacent concrete walls.

3.6m Height Concrete Wall with fence3.6m Height Concrete Wall with fence
Wall to have artwork etched into or painted onto wall face.Wall to have artwork etched into or painted onto wall face.
Fence to be 1m high and have a bronze finish.Fence to be 1m high and have a bronze finish.
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Betula utilis var. Jacquemontii

Amelanchier × grandiflora 'Robin Hill'

Betula utilis var. Jacquemontii

Magnolia grandiflora 'Gallisoniensis'

Acer campestre 'Elsrijk'

Acer rubrum 'Karpick'

Quercus palustris ‘Fastigiata’

Acer rubrum 'Karpick'

Pinus nigra

Amelanchier × grandiflora 'Robin Hill'
Amelanchier × grandiflora 'Robin Hill'

Pinus nigra

Betula utilis var. Jacquemontii

Acer rubrum 'Karpick'

Quercus palustris ‘Fastigiata’

Betula utilis var. Jacquemontii

Acer campestre 'Elsrijk'

Acer rubrum 'Karpick'

Magnolia grandiflora 'Gallisoniensis'

Amelanchier × grandiflora 'Robin Hill'

Pinus nigra

Quercus palustris ‘Fastigiata’

Pinus nigra

Acer rubrum 'Karpick'

Quercus palustris ‘Fastigiata’

Acer campestre 'Elsrijk'

Amelanchier × grandiflora 'Robin Hill'
(Multi-stem)

Pinus sylvestris 'Watereri' (Multi-stem)

Amelanchier × grandiflora 'Robin Hill'
(Multi-stem)

Quercus palustris ‘Fastigiata’

2 Quercus palustris ‘Fastigiata’

2 Quercus palustris ‘Fastigiata’

2 Quercus palustris ‘Fastigiata’

2 Quercus palustris ‘Fastigiata’

9 Liriodendron tulipifera 'Fastigiatum'

Betula utilis var. Jacquemontii

9 Carpinus betulus (Pleached) 9 Carpinus betulus (Pleached)

Carpinus betulus ‘Fastigiata’

Magnolia grandiflora 'Gallisoniensis'

2 Quercus palustris ‘Fastigiata’

Carpinus betulus ‘Fastigiata’

2 Quercus palustris ‘Fastigiata’

Rain Garden Mix A - 24m2

Rain Garden Mix A - 24m2Rain Garden Mix A - 24m2

Rain Garden Mix A - 24m2

Rain Garden Mix A - 24m2

Rain Garden Mix A - 24m2

Rain Garden Mix B - 15.5m2 Rain Garden Mix B - 15.2m2

Rain Garden Mix B - 2.0m2

Low Level Planting Mix C - 193m2

Low Level Planting Mix C - 395.6m2

Low Level Planting Mix C - 249.5m2

Low Level Planting Mix C - 41.5m2

Low Level Planting Mix C- 104.3m2

Low Level Planting Mix C - 7.5m2

Low Level Planting Mix C - 109.6m2

Low Level Planting Mix C - 314.1m2

Raised Planter Mix D - 82.5m2

Raised Planter Mix D - 28.8m2

Betula utilis var. Jacquemontii

4 Liriodendron tulipifera 'Fastigiatum'

Magnolia grandiflora 'Gallisoniensis'

Carpinus betulus ‘Fastigiata’

Carpinus betulus ‘Fastigiata’

Carpinus betulus ‘Fastigiata’

Quercus palustris ‘Fastigiata’

Raised Planter Mix D - 28.8m2

Low Level Planting Mix C - 32m2
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THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL 
ARCHITECTS, ENGINEERS AND SPECIALIST DRAWINGS.
THIS DRAWING HAS BEEN CO-ORDINATED USING EXISTING 
UTILITY DATA SUPPLIED AS PART OF THE PREVIOUS PLANNING 
SUBMISSION.  
EXISTING TOPOGRAPHICAL SURVEY DATA IS BASED ON 
MGS46696-UT TOPOGRAPHICAL SURVEY OBTAINED AS PART OF 
THE PREVIOUS PLANNING SUBMISSION. 
FOR ALL PROPOSED BUILDING INFORMATION REFER TO 
ARCHITECTS DRAWINGS/REPORTS.
LANDSCAPE DRAWING TO BE READ IN CONJUNCTION WITH ALL 
OTHER LANDSCAPE DRAWINGS AND REPORTS ISSUED AS PART 
OF THE PLANNING UPDATES. 
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