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Drop Kerb Detail

otes "\ CHEETHAM HILL

1. All dimensions in millimetres unless

noted otherwise. STN 2
2. The table is based on Figure 3.1 of E 383281 194
. . the Design Manual for Roads and = C R | C K E T C I_ U B
0x 200PCC it lopedng 125 x 265 PCC naf bttered 125 150 PCC blnosed 50200 POC flt 1p eding becied Bridges - Volume 7 Section 2 - Part 2 '@30 N 402379.476

edded on and backed wi erb bedded on and backe erb bedded on and backe on and backed wi class i i
class ST4 concrete, 50 face with 150 class ST4 concrete with 150 class ST4 concrete concrete set flush with footway surface and i for guidance purposes only. RL 80.090

3. CBRtests will be required on top of 4

2 ) the sub base layer and a minimum Gy

) 000 Footway ) 5500 Carriageway 2000 Footway value of 30% must be achieved at
Vehicular Crossing

=%

{
(6750 for Loop Roads) each test location.

From top of kerb to 4. Kerb Face for Vehicular Crossing = 79 8
125 top of surface course For Kerb Face -84
Refer to Note 4

f 1 in 40 camber 1in 40 camber
—_————— -

Kerbnléaoe for Pedestrian Crossing =
6mm
(maximum)

5. Tack Coat between all layers: C40B4
bituminous spray (0.3kg/m2)

1in 40 crossfall
e

Surface Course

20mm thickness

AC6 Dense SURF 100/150 HS
(excluding limestone)

Surface Course

20mm thickness

AC 6 Dense SURF 100/150 HS
(excluding limestone)

Surface Course
40mm thickness

AC 10 close SURF 100/150 HS
(excluding limestone)

Binder Course
60mm thickness
AC 20 Dense BIN 100/150 REC

Binder Course
60mm thickness
AC 20 Dense BIN 100/150 REC

Sub Base _— Binder Course
150mm thickness (footways) 60mm thickness
Type '1" un-bound mixture AC 20 Dense BIN 100/150 REC Sub Base

750mm thickness (vehicular crossing)
Type '1" un-bound mixture

STNT
> E 383313.128
T~ N 402367.447

—— Base
100mm thickness
(125 thickness for loop roads)

SUBGRADE |CAPPING | SUB-BASE | OVERALL AC 32 Dense BASE 100/150 REC ~—__ RL 80.485
CBR (%) | LAYER LAYER | THICKNESS —~
2 450 150 600 L SubBase/Capping Layers T~
Sub Base: 150mm thickness Type '1' un-bound mixture
25 400 150 550 Capping: (According to CBR) Class 6F2 granular material
3 350 150 500 Combined thickness dependant on CBR test values of
4 300 150 450 the sub-grade (see table). Top of Sub Base layer must
achieve minimum 30% CBR value.
5 250 150 400
8 210 150 360 . .
O T T N Forest Essential Double Slatted Fencing Panel
15 150 150 300

Boundary Treatment

402350 N 402350 N

1828.0
100 x 80mm

a5

Concrete Post

1828.0
2000.0

80mm Concrete Block paving top car parking bays and turning areas within site boundary.
Type to be as Landscape Architects drawing.

Concrete Gravel Board

150.0

50 /60mm Concrete Block to paving footpath areas within plot boundaries.
Type to be as Landscape Architects drawing.

Proposed Boundary Treatment
Forest Essential Double Slatted Fence Panel
(1.8m High for Perimeter and Side Boundaries)
(1.5m High between Plots)

[ [ 1] 400 x 400 x 500mm Textured concrete paving to footpath and patio areas within plot boundaries.
HERN Type to be as Landscape Architects drawing.

0 1m

™ ™ s ™ ey
SCALE 1:25

> \ RSN : ' Sea S/ GJ6 3 x cycle 1800 x 900mm Argas metal 3 no. cycle storage shed within individual plot boundaries.
99 : ‘ : 55 store
The Addition Metal Bike Shed
e 2m High Concrete Post and Timber Panel Fencing to site perimeter and side boundaries with

Horizontal 3 Bike Locker

1.5m high fencing between Plots

/T Existing retained Masonry wall / retaining walls to be retained and repaired as required.

1 /\\

N New Masonry wall / retaining walls to match existing retained wall.
o A FIRST ISSUE - 24.03.26
g N _ _ AMENDMENTS DATE
402300 N 1 ‘7 Standard dimensions: 1800mm x 1400mm x 2500 x 180mm Hard Standing Area to accommodate 4no. 240ltr domestic waste bins 402300 N
| | T 900mm (General waste, Mixed Recycling, Garden Waste, Glass/Plastic/Metal) PROPOSED RESIDENTIAL DEVELOPMENT
e  Up tothree bikes per unit ; BURY OLD ROAD AND
N e  Hot Dipped Galvanised 2.5mm Sheet Steel to BS : IC\:/I'XI\II-CI:IIE-IIIQEIQITEERROAD
EN ISO 1461:2022 EV 2500 x 180mm Hard Standing Area to accommodate 4no. 240ltr domestic waste bins M25 9NQ
Available in a range of RAL colours
| o /j o e  High security pick and drill resistant lock - 3 point o PROPOSED SUBJECT | DATE  24.03.2026
¢ locking i R SITE PLAN SCALE 150
] ) e Weather protection, hard wearing, scratch SR Existing T5 Tree to be removed.
0 z i z resistant powder coating . o 0B o,
. | 1002
0 1 2m 0 10m l DRG No.
w o s = s w e e s = Y
s SCALE 1:50 2 SCALE 1:200 ¢ 400
AMENDMENT
DREAM HOMES CONSTRUCTION A
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