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FLOOR

L1

Unit 3 Sunlight House
Manchester

Internal Section AA & BB

1:50

7063-08.1

SE
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27.11.25

Ground Floor

Scale: 1:25@A1
Section AAAA

Scale: 1:25@A1
Section BBBB

New timber & glass
partition around bar /

prep area
2.4m High

5x 44" Menu Screen
Suspended from ceiling
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  m

Use Internal walls & ceilings

Supplier Dulux Trade

Type Dulux Diamond Matt

Sheen 2-5 %

Paint Type

  s

Use Internal Woodwork

Supplier Dulux Trade

Type Dulux Diamond Satinwood

Sheen 25-35 %

g

Use Internal Woodwork

Supplier Dulux Trade

Type Dulux High Gloss

Sheen 85% +

e

Use Internal walls & ceilings

Supplier Dulux Trade

Type Dulux Diamond Eggshell

Sheen 10-25%

Ref P2

Range Dulux Trade

Colour
RAL 7033
Cement Grey

LRV 22

RAL
7033

P2

Ref P1

Range Dulux Trade

Colour
RAL 7032
Pebble Grey

LRV 43

RAL
7032

P1

Ref P12

Range RAL Classic

Colour
RAL 7016
Anthracite Grey

LRV 8

P12

Ref P11

Range RAL Classic

Colour RAL 9010
Pure White

LRV 85

P11
Pure
White

Anthracite
Grey

Wall TilesColour Reference Wall Panels

Type 2.5mm Hygienic PVC Wall
Cladding

Supplier AM-Clad

Code AMC28 / 1W

Colour White

Finish Stain

LRV 92

H1

Type Low Level Timber Panels

Supplier Client Direct
Height 920mm

Ref Refer to standard Details

Colour Mid-Tone Version

S1

Use WC

Supplier Europeanheritage.co.uk

Range Moda Marfil Fluted

Finish Limestone / textured

Ref C019305

Size 900x300x8.7mm

Type Porcelain-  rectified

Grout 2mm / Mapei 137 Caribbean

Pattern Laid Horizontal

T2

Use Bar Area

Supplier Domus

Range Etoile

Finish Gloss

Ref DREL03 Glossy

Size 597mm x 597mm x 9.5mm

Type Porcelain- rectified

Grout 2mm / Mapei 113 Cement Grey

Pattern Laid Vertically

T5

Type 2.5mm Hygienic PVC Wall
Cladding

Supplier Altro

Range Whiterock SATINS

Colour URBAN (Mid Grey)

Finish Stain

LRV 9228

H7

H1

T5T5P1m P1m P1m
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Existing stone molding to be
protected during fitout.
To receive gentle brush down and
clean only

14
00

P1s

New alumnium plenum box
Black finish to match frame

S1

11
40

21
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40

Skirting
Ref SK1

Location FOH Area (Without Wall Panels)

Type Soft Wood Square Edge

Size 150mm (h) x 18mm

Finish Painted

SK1

Ref SK2

Location FOH Area (Without Wall Panels)

Type Veneered MDF Square Edge

Size 150mm (h) x 18mm

Finish To Match Wall Panels

SK2

SK3
Ref SK3

Location BOH - Under H1 Panels

Type
 Self-Coved skirting detail with
cover former with transition strip to
hygienic wall panel above

Size 100mm (h) x 12mm

Finish As F1
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80

New ducts to be sprayed out to
match ceilingSuspended Light Track

Suspended Light Track Suspended Light TrackCable tray

Cable tray
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