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1. INTRODUCTION 

  

1.1 The project relates to the construction of a new Lidl supermarket in the future following 
construction of existing buildings and associated car parking areas. The site is located at 
Hollinwood Ave, Moston, Manchester M40 0JZ. 
 

1.2 To satisfy item 4 of planning conditions which state: 
 

Notwithstanding details submitted, prior to the commencement of development 
(excluding demolition), a construction management outlining working practices during 
development shall be submitted to and approved in writing by the City Council as Local 
Planning Authority, which for the avoidance of doubt should include: 
- Measures to control noise and vibrations. 
- Dust suppression measures. 
- Compound locations where relevant. 
- Location, removal and recycling of waste. 
- Detail of an emergency contact telephone number. 
- Parking of construction vehicles. and 
- Sheeting over of construction vehicles. 

1.3 The development shall only be carried out in accordance with the approved 
construction management/demolition management plan.  
 

1.4 The works of a new build Lidl store and will comprise of the following: 
- Site Set Up installation of welfare facilities / hoarding 
- Installation of drainage works. 
- Installation of ground petrol interceptors. 
- Formation of new store footings. 
- Installation of concrete for steel installations. 
- Installation of steel structure. 
- Installation of ground floor slab. 
- Installation of sandwich panels and roof sheeting. 
- Installation of internal partition walls. 
- Installation of floor screed and floor tiles. 
- Installation of mechanical and electrical services. 
- Installation of retail fixtures and fittings. 
- Installation of walk-in freezer. 
- Installation of shelving and tills. 
- Installation of internal bakery. 
- Installation of internal and external signage. 



- Decorations of all internal areas. 
- Formation of new car park. 
- Installation of external lighting columns. 
- White lining to new car park layout. 
- Formation of new landscape areas 
- Access to the site is anticipated to be from March 2024 and is expected to run for 8 

months.  
 
1.5 The objective and scope of the Construction Management Plan has been based on the 

information provided within the planning permission (see above 1.2.1), all available site 
information and Lidl GB Ltd’s experience.  
 

1.6 The Construction Management Plan will cover both the construction and operational 
phases of the development and will set out mitigation measures to safeguard the living 
conditions of neighbouring residents arising from the development of the site. The CMP 
will be submitted to the local authority for approval prior to the commencement of the 
development works. 
 

1.7 Limitations - The conclusions and recommendations presented in this report are the 
result of our professional interpretation of the information currently available. Lidl GB 
Ltd reserves the right to amend the conclusions and recommendations if further 
information becomes available. 

 

2. SITE MANAGEMENT   
 
2.1 This section describes the environmental roles and responsibilities of key 

members of the project team and provides contact details for the relevant personnel. 
The Contractor shall assign individuals to each of the roles and responsibilities outlined 
below: 

 
Business Director 

 Take responsibility for the overall environmental management process and champion all 
areas of environmental management.  

 Ensure that appropriate resources are in place to effectively implement the CMS and 
deliver all legal requirements and the requirements outlined in the planning conditions.  

 
Site Manager  
 

 Ensure that appropriate resources are in place to effectively implement the CMS and 
ensure that all legal requirements and planning conditions are identified and met.  

 Develop and review the CMS throughout the construction process to ensure it remains 
relevant and effective in identifying and managing risks.  



 Monitor construction activities and performance to ensure compliance with the CMS 
and that hazards are identified, and appropriate control measures are being effective. 

 Ensure delivery of training to personnel within the project team. 
 Act as a main point of contact between the regulatory authorities and the project on 

any issues that arise. 
 Manage investigation and resolution of complaints in accordance with the Lidl GB Ltd 

Complaints Protocol. 
 Ensure correct procedures are followed in case of an accident or incident. 
 Encourage site personnel to report near misses, and ensure effective measures are 

taken to prevent a re-occurrence. 
 Ensure method statement, risk assessments and COSHH assessments are available prior 

to works commencing and adequate control measures are identified. 

Principal Contractors Health & Safety Manager 
 

 Conduct weekly health, safety and environmental inspections incorporating compliance 
with planning conditions, recording findings of the inspections and taking appropriate 
action where necessary.  

 Ensure fortnightly toolbox talks are carried out and include but not limited to the 
control of noise, dust, housekeeping, traffic management and maintaining of the public 
highway. 

 Check the site hoarding and gates to ensure they remain in good condition and fit for 
purpose.  

 Ensure the site is left in a safe condition.  
 Implement and maintain effective health, safety and environmental controls on site 

including an auditable record filing system. 
 
 
Site Staff & Subcontractors 
 

 Comply with direction given in the Site Induction and proactively approach health, 
safety and environmental issues whilst on site. 

 Be fully aware of the site rules and procedures for mitigating risks to neighbouring 
residents and if they have any questions they should be directed towards the Site 
Manager. 

 All plant operators will be CPCS license holders and will provide evidence of such on site. 
 

2.2 All site personnel with health, safety and environmental responsibilities shall 
be suitably trained and qualified. If additional specific training requirements are needed, 
it is the responsibility of the site management to ensure these needs are met at the 
earliest possible opportunity. 

 



2.3 A project specific training plan shall be produced to ensure personnel allocated with 
environmental responsibilities are competent to carry out their duties. 

 
2.4 As a minimum, all staff and site personnel will receive a health, safety and 

environmental briefing as part of their site induction. The induction given to site 
personnel shall include a general overview of site-specific environmental issues and 
issues that may affect neighbouring residents, as well as details of how these issues shall 
be managed. 

 
2.5 Supervisors will support information provided at induction through completing 

briefings and ‘toolbox talks’ prior to specific activities commencing. 
 

2.6 It is a Lidl requirement that contractors sign up to the approved Considerate Contractors 
Scheme for all Lidl construction projects. Upon appointment of the Principal Contractor, 
it will be required for them to sign up to the Considerate Constructors Scheme prior to 
commencement on site and a copy of the appointment sent to Lidl as proof. 

 

3. WELFARE: 
 

3.1 Welfare facilities will be provided to a standard that satisfies schedule 2 of CDM Regs. 
 

3.2 The location of the welfare facilities together with staff / visitor parking are identified on 
the site set-up plan contained within this document. 
 

3.3 The provision of site accommodation will be compliant with respect to the Construction 
(Design & Management) Regulations 2015  

 

4. WORKING HOURS  
 

4.1 Construction delivery/collection vehicles will be permitted into the site between 09:30-
15:00hrs only so as to avoid peak travel times and further congestion on local roads. 
Vehicles arriving to site outside of the hours will be turned away.  
 

4.2 Working hours will be limited to: 
 08:00-18:00hrs Monday-Friday 
 08:30-12:30hrs Saturday 
 No working permitted on Sunday or Bank Holidays 

 



4.3 The above working hours and restrictions applied to deliveries/collections to the site are 
in line with the Manchester City Council Planning and Noise Technical Guidance.   

5. SAFETY 
 
5.1 The appointed Principal Contractor (PC) will ensure that all sub-contractors and site 

operatives have suitable and adequate skills, knowledge, attitude, training and 
experience prior to starting work on site through a contractor appraisals system and 
review of operative’s competencies. Qualifications such as CSCS, CPCS will be 
documented within the site Construction Phase Plan (CPP) as part of the Induction 
procedure. 
 

5.2 All necessary registers, accident books, diary, time book, test certificates, method 
statement, risk assessment, health and safety plan etc. will be kept on site under the 
control of the Site Supervisor and can be inspected at any time. All accidents are to be 
reported to and entered in the site accident book.  
 

5.3 A supply of spare hard hats, overalls, gloves, goggles, masks, face visors etc. will be 
stored on Site.  
 

5.4 At all times the appointed construction contractor will ensure a high standard of Health 
and Safety is carried out at all times on site.  
 

5.5 All operatives on site must wear full PPE in accordance with site requirements including 
safety boots, hard hats and a high visibility vets or coat and LEP (Light Eye Protection) as 
standard.  
 

5.6 ‘No smoking on site’ policy will be adhered to at all times.  
 

5.7 Adequate segregation of pedestrians and vehicular traffic will be maintained at all times. 
The reversing of vehicles and plant will be minimised at all times. This will be highlighted 
on a site plan and will form part of the site induction for all operatives.  
 

5.8 The Principal Contractor will nominate an emergency contact person for whom all 
queries or complaints relating to the site can be referred to. The name and contact 
details of the emergency contact will be displayed on the site hoarding.  
 

5.9 Accidents / RIDDOR – the appointed PC will ensure that all hazards and risks are reduced 
to ALARP. An accident book shall be kept within the site office including a first aid box / 
eye wash for minor injuries, a first aid qualified operative will always be present on site 
to administer minor first aid.  



 
5.10 Accidents and injuries that require further treatment shall be taken to the nearest A&E 

hospital at: 

 
Royal Oldham Hospital 

Rochdale Road, 
Oldham, 

Lancashire  
OL1 2JH 

 
5.11 Details of which will be displayed on the information board.  

 

 
 

5.12 Injuries that qualify as reportable shall be reported to the HSE (RIDDOR) within the 
specified 15 days of accident. 

  



6. Community Engagement 
 

6.1 We will implement a community engagement approach to ensure residents and local 
businesses are informed and supported throughout the project. This will be tailored to fit 
the level of interest shown in the project by local stakeholders but will typically include 
most if not all of the following: 
 Leaflet drops in the surrounding area prior to the commencement of works. 

Delivered to residents and businesses in the area outlining the scope of works, 
expected timelines, and contact information for the site manager. 

 A site noticeboard displaying site plans, milestones, and key dates, including any 
community relevant information e.g. noise-sensitive activities. 

 A single point of contact for the public to raise concerns, ask questions, or request 
assistance (especially useful for vulnerable residents).  

 Feedback and complaints log - a record system for tracking community issues and 
documenting resolutions which demonstrates responsiveness and accountability. 

 Provision for scheduled meetings or drop-in sessions during key phases of work 
offering stakeholders a chance to ask questions directly and understand the project 
better. 

 Advanced notice of disruptive works for example, giving at least 48 hours’ notice for 
higher noise tasks or works outside usual hours, including their expected durations. 

7. Noise and Vibration 
 

7.1 Some noise and disruption to local residents will occur during development works and it is 
important for the construction phase Principal Contractor to remember that local 
residents may not necessarily be in favour of the development or all aspects of it. By using 
the measures outlined in Section 6 above i.e. keeping an open dialogue and attempting to 
placate any complaints or grievances, the construction phase should progress more 
efficiently. Linked to the above, the works undertaken in construction phase will be so 
arranged that the number of operations likely to be particularly disturbing is kept to a 
minimum.  

  



Summary of Effects of the Construction Activities upon the local environment. 

Hazard Risk Controls 

Nuisance noise 
from site activities 

 

Noise affecting local residents 
and can disturb nesting birds 
and other wildlife. 

 

 Establish baseline noise 
levels, the noise levels before 
start of work, and identify 
who and what may be 
affected by noise, i.e. 
neighbours and ecology. 

 Only use excessive noise 
under Section 61 consent 
from local council. 

 Undertake periodic noise 
readings to ensure levels 
remain within baseline. 

 Muffle noise at source where 
possible by adding noise 
dampeners to plant & 
machines. 

 Liaise with local residential 
properties to determine levels 
of nuisance caused. 

 The monitoring shall be 
carried out in accordance with 
the guidance set out in Annex 
E of BS5228: Part1:2009 

 

 
Vibration nuisance 
from site activities 

 
Risk of causing nuisance to local 
residents and ecology by 
vibration activities on site. 

 

 
 Use alternative techniques to 

vibration plates etc. 
 Use anti-vibration mountings 

where possible. 
 Keep haul roads as smooth as 

possible and maintain them 
to reduce vibration impacts 
caused by heavy plant 
movements. 

 

 



7.2 In order to minimise the disturbance caused by the potential issues highlighted in the 
table above, the following general mitigations for some of the issues have been put 
forward for use.  
 

7.3 However, it should be noted that the further site- specific assessment for each of the 
issues identified will be undertaken to ensure that the potential risks are fully understood 
and appropriate mitigation measures employed.  

 
7.4 The Principal Contractor will use the best practical means to minimise noise levels at all 

times throughout the duration of the project, giving special consideration to BS 5228 as 
amended in 2014. 

 
7.5 When assessing the actions in relation to noise reduction controls and monitoring, 

guidance was taken from BS 5228-1:2009+A1:2014, Section 4 - Community relations, 
Section 8 - Control of noise, Annex B - noise sources, remedies and their effectiveness, 
Annex E - significance of noise effects and Annex G - Noise monitoring. 

 
7.6 Good stakeholder relations are often the most effective way to manage potential noise 

impacts on site. Therefore, expanding on Section 6 above, the Principal Contractor will 
keep local residents and other receptors informed of the progress of the works, including 
when and where the noisiest activities will be taking place and how long they are 
expected to last. All noise complaints will be effectively recorded, investigated and 
addressed. 

 
7.7 The Principal Contractor will set-up and maintain good community relations with 

neighbouring residential and commercial occupants in order to ensure that the work 
carried out on site, does not significantly affect them. 

 
7.8 The Principal Contractor will establish dialogue between all parties which allows freedom 

of information between all parties and identifies the types of works that will be 
undertaken on site and the controls which will be implemented to reduce the impact of 
such work practices on the local community. 

 
7.9 A complaints procedure will be established and issued to local residentials and 

commercial occupiers, detailing the process to follow in the event of excessive noise 
exposure and the actions that will be taken by the Principal Contractor to resolve each 
complaint. 

  



7.10 Regular updates will be issued to local residential and commercial occupiers on the 
upcoming programme which will identify any areas which may produce higher noise 
levels, and the control measures the site team will implement to control them. 
 

7.11 The Principal Contractor will set limitations on noise levels from the start of the project in 
accordance with legislative requirements and of BS 5228: Part 1:2009+A1:2014. 

 
7.12 On site noise levels shall be monitored regularly, particularly when changes in process’ 

are required or in response to complaints. The monitoring shall be carried out in 
accordance with the guidance set out in Annex E of BS5228: Part1:2009. Noise readings 
taken will be recorded.  

 
7.13 As a general rule of thumb, the Inverse Square Law rule will be used to calculate noise 

attenuation levels on site - further guidance can be found online at: 
https://www.wkcgroup.com/tools-room/inverse-square-law-sound-calculator/  

 
7.14 Any compressors or pneumatic tools brought onsite should be silenced with mufflers or 

sound reduced models fitted with acoustic enclosures.  
 

7.15 Deliveries shall be programmed to arrive during construction hours (refer to Section 3 
above). This will appear on the site purchase order. Care will be taken when unloading 
vehicles to minimise noise and delivery vehicles will be prohibited from waiting within the 
site with their engines running.  

 
7.16 All machinery shall be adequately maintained and operated according to manufacturer’s 

instruction in such a manner as to avoid causing excessive noise. Plant and equipment will 
be switched off when not in use.  

 
7.17 All plant and equipment will be checked prior to use to ensure the equipment is in good 

working order, operators of equipment will be advised not to use the equipment until it 
has been repaired or replaced and that all defects should be immediately reported to site 
management.  

 
7.18 Equipment and plant of low noise emission levels will be selected where possible above 

those emitting higher noise levels.  
 

7.19 All machinery shall be sited so that the noise impact at nearby noise sensitive properties 
is minimised. Dampeners will be used to supress noise at source. 

  



7.20 Sound reducing barriers shall be erected as necessary to shield specific noisy activities.  
 

7.21 Regular Noise toolbox talks will be carried out throughout the duration of the contract. 
 

7.22 Radios will not be permitted on site, and a code of conduct will be communicated to all 
site personnel covering the use of load or offensive language. 

 

Means of Enclosure of the Construction Site 
 
7.23 Solid fencing that will be erected around the site boundary and this will remain in position 

until the programme of works dictates. The hoarding enclosure will provide a means of 
securing the site and also segregates the work activity from neighbouring residents and 
buildings, as well as reducing noise levels emitted from site activities.  
 

7.24 Pedestrian and vehicle access gates onto site will be locked at all times to prevent 
unauthorised access. A gate person will be appointed to ensure no unauthorized persons 
enter site.  

 
7.25 Health and Safety signage will be displayed on the site hoarding asking all visitors and 

delivery drivers to report to the site office and no unauthorised persons are permitted on 
site. In addition, contact details for the site manager will be displayed on the site hoarding 
for use by local residents or commercial premises in the event of enquiries or complaints 
are to be made (refer also to Section 6 above) 

 
7.26 The condition of the hoarding and gates will be checked on a daily basis to ensure they 

remain in good condition.  
 

7.27 CCTV will be installed as the site activities progress and security arrangements will be 
monitored daily and appropriate action taken where necessary should any issues of 
trespass arise.  

 

Vibration 
 

7.28 The Principal Contractor will use the best practical means to minimise vibrations levels at 
all times throughout the duration of the project. 

  



 
7.29 When assessing the actions in relation to vibration reductions and controls and 

monitoring, guidance was taken from BS 5228-1:2009+A1:2014: Part 2: Vibration. 
Consideration has also been given to the British Standard 6472, which details the effects 
of vibration on humans in buildings and sets limits on vibration levels to ensure they do 
not become a nuisance or effect on people’s health. 
 

7.30 Given the distance to the nearest sensitive receptors, vibration during the operational 
phase is not expected to result in significant impacts. 

 
7.31 BS 5228-2:2009+A1:2014: “Code of practice for noise and vibration control on 

construction and open sites – Part 2”, gives guidance on vibration levels that could be 
used to assess the likely impacts of construction activities, including piling, on the 
environment and people.  The main vibration impacts could arise from piling activities or 
heavy construction vehicle movements near sensitive receivers (typically within 20m).  
NO PILING IS REQUIRED TO BE UNDERTAKEN ON THIS PROJECT. 

 
7.32 Annex B of BS 5228-2:2009+A1:2014 Part 2 gives guidance on the significance of vibration 

effects in terms of human response to vibration and structural response to vibration. This 
information is displayed in Table 3-5 and Table 3-6 respectively. 

Table 3-5 BS 5228-2:2009+A1:2014 Part 2 Guidance on Human Response to Vibration Levels 

Vibration Level Effect 

0.14 mm/s Vibration might be just perceptible in the most sensitive situations for 
most vibration frequencies associated with construction. At lower 
frequencies, people are less sensitive to vibration 

 

0.3 mm/s Vibration might be just perceptible in residential environments 

 

1.0 mm/s It is likely that vibration of this level in residential environments will 
cause complaint, but can be tolerated if prior warning and explanation 
is given to residents 

 

10 mm/s Vibration is likely to be intolerable for any more than a brief exposure 
at this level 

 

 



Table 3-6 Transient vibration guide values for structural damage 

Type of Building Peak component particle velocity in frequency range of 
predominant pulse 

4 Hz to 15 Hz 15 Hz and above 

Reinforced or framed 
structures, industrial or heavy 
commercial buildings 

 

50 mm/s at 4 Hz and above 50 
mm/s at 4 Hz  

50 mm/s at 4 Hz and above 50 
mm/s at 4 Hz   

Unreinforced or light framed 
structures, residential or light 
commercial buildings 

 

15 mm/s at 4 Hz increasing to 
20 mm/s at 15 Hz 

20 mm/s at 15 Hz increasing to 
50 mm/s at 40 Hz and above 

 

Note 1: Values referred to are at the base of the building.  

Note 2: For line 2, at frequencies below 4 Hz, a maximum displacement of 0.6mm (zero to peak) is 
not to be exceeded. 

 
7.33 Selection of plant & machinery will be key to reducing vibration effects on site and will be 

carefully considered during the procurement stage of the project. 
 

7.34 Site specific mitigation measures for vibration broadly echo those for noise above (and in 
Section 6) i.e. developing a suitable communications plan between the site management 
and local residents that encourages two-way communications relating to the project, 
display the contact details of the person accountable for the project for ease of 
communicating concerns or complaints, operating a complaints log which records all 
complaints relating to concerns or issues regarding the project and make this available to 
the local authority when requested, records of all exceptional incidents on or off site that 
may cause vibration and take suitable steps to ensure a suitable resolution to the 
problem is implemented. Records of the steps taken will also be recorded. 

 

Monitoring Arrangements 
 

7.35 The Principal Contractor will take all reasonable steps to monitor the effects of the 
management arrangements and controls implemented to reduce vibration effects by: 



 Undertaking daily checks both on and off site and in receptor locations within 100 meters of 
the site to monitor vibration levels; 

 Provide sensitive receptors with programme of works, particularly for high vibration tasks 
on site; 

 Monitor our own compliance with our own management plan and update where required; 
 Increasing daily checks above when undertaking site specific tasks that have the potential to 

release higher vibration readings; 
 Record all sites inspections, complaints and make records available to local authority when 

requested. 

 
7.36 The Principal Contractor, as part of preparation of site prior to commencement, will take 

all reasonable steps to ensure site activities that have the potential to create high levels 
of vibration are: 

 Carried out as far away from receptors as possible; 
 Enclosed in suitable hoardings or barriers that restrict the spread of vibrations; 
 Risk assess the activity to ensure the least vibration equipment is used; 

 
7.37 The Principal Contractor will also take all reasonable steps to monitor the effects of the 

management arrangements and controls implemented to reduce vibration by 
implementing and encouraging the following: 

 Ensure all vehicles and machinery switch off their engines when not in use on site to reduce 
potential vibrations; 

 Avoid the use of diesel or petrol powered generators and use mains fed electricity and 
battery powered equipment instead; 

 Impose speed restrictions on site to reduce vibration of traversing vehicles; 
 Liaise with delivery organisation to seek combined deliveries of multiple products for 

multiple contractors of reduce delivery traffic to site and thus reduce vibration on local 
roads; 

 Encourage car sharing schemes, walking, cycling and use of public transport to reduce traffic 
and vibrations on local roads. 

 Only use cutting, grinding or sawing equipment fitted or in conjunction with suitable dust 
suppression techniques such as water sprays or local extraction, e.g. suitable local exhaust 
ventilation systems; 

 Substitute where reasonably practicable, plant and/or methods of work causing significant 
levels of vibration at sensitive premises should be replaced by other less intrusive plant 
and/or methods of working. 

 Use picking attachments on excavators during construction phase to reduce vibration 
impact of pull down of large sections of the building; 

 Reduce the effects of breaking up of hard standing areas by suppressing hammer impact at 
source by use of mufflers; 



 Where reasonably practicable, low vibration working methods should be employed. 
 Use roller compactors as opposed to vibration compactors; 
 Use hand tightening tools as opposed to air powered compressor tighteners. 
 Vibration should be controlled at source and the spread of vibration should be limited, in 

accordance with Clause 8 of BS 5228-2:2009+A1:2014 Part 2 – Vibration; 
 Reduce the speeds of vibration equipment where reasonably practicable. 

 

Deposition of Mud or Debris on The Highway  
 

 Wheel washing facilities such as a jet washer will be located at the entrance and exit 
points of the site to minimise mud on public roads.  

 Regular use of road sweepers at access points and on local roads (to remove mud from 
public highways).  

 The highway adjacent to the site will be checked regularly throughout the day by the 
gate person, any issues will be immediately reported to the site manager and dealt with 
immediately.  

 Vehicles will be checked prior to leaving to ensure they are not overloaded and, where 
deemed necessary, covered to prevent the risk of falling debris.  

 A toolbox talk on maintaining the public highway will be given throughout the duration 
of the project.  

 

8. OPERATIONAL CONTROL, AUDITING AND CORRECTIVE ACTION  
 
8.1 In order to avoid the possible consequences which may arise from poor environmental  

management: operation controls, auditing and corrective action should play a key part 
in the management of the project. 

 
Operational Control  
 

8.2 All activities on site shall be reviewed against the requirements of the CMS via an 
integrated risk assessment and method statement protocol.  

 
8.3 Regular review of the health, safety and environmental risks to neighbouring residents 

associated with the construction process and their respective control measures shall be 
carried out by all relevant construction teams by referring to on-site method 
statements.  

 
8.4 Mitigation or protection measures that are agreed with statutory authorities shall be 

implemented prior to the undertaking of any potentially polluting activities and form a 
basis of ‘toolbox talks’  



 
8.5 All Method Statements shall be approved by the Site Manager.  
 

Auditing and Monitoring  
 

8.6 The site activities will be regularly inspected by the Client’s Health and Safety 
Representatives and Lidl GB Ltd’s Senior Construction Consultant.  

 
8.7 Site Management will undertake daily visual checks of the activities undertaken and 

conduct a weekly inspection using a standard proforma.  
 
8.8 Regular audits will be conducted by the Senior Construction Consultant and Site 

Manager to ensure compliance with the Construction Management Plan.  
 
8.9 All audit and inspections reports will be reviewed by the Senior Construction Consultant 

on a weekly basis.  
 
  



9. SITE SET UP AND CONSTRUCTION PLAN 

SITE SET UP 

  

Proposed hoarding line 

Proposed site office location 

Welfare 

Site parking 

Initial loading unloading and storage 

 



APPENDIX A RISK ASSESSMENT 

 

1: Identify the 
hazards (add rows 
to table for 
number of hazards 
as required) 
 

2: Hazard effect type of injury (identify who 
might be harmed and how) 

3. Initial Risk 

 

Low / Med / 
High 

4. Control Measures (training, procedures method 
statements, etc.) 

5. Residual 
Risk 

 

Low / Med / 
High 

Vehicle/plant 
Movements. 
 

Damage to vehicles and structures. Injury to 
site personnel. Crush and physical injury to 
all parts of body, possible death. 
 

Med Competent operatives ; Use of Banks person; RAMS; 
Good housekeeping to be practiced at all times; 
Constant monitoring and regular supervision to be in 
place and used to spot potential incidents and hazards. 
;  Site walk inspections daily ;Correct use of 
barriers/exclusion zones ; Exercise caution on site at all 
times . RAMS 
 

Low 

Manual handling MSD injuries, breaks, fractures, strains. Site 
personnel 

Med Training; use of mechanical lifting machinery; efficient 
positioning of materials; PPE; RA 
 

Low 

Use of general 
hand tools 
 

HAV’s, puncture, crush, Muscular strains. 
Site personnel 

Med Training; Pre-use checks of equipment / tools; PPE; RA Low 

Working at height. 
Use of MEWP 
 

Crush, breaks, fractures, trapping, 
overturning. Collision. Site personnel / 
operator 

High Training; inspection & maintenance; use of suitable 
ground conditions; barrier segregation; fall restraint 
systems; PPE; RAMS; permits to work system 
 

Med 

Falling objects/ 
materials 
 

Crush; fractures; breaks High Segregation / barriers; PPE; signage; RAMS Med 

 

  



 

Construction Dust Silicosis, lung disease, COPD High RAMS; water suppression; dust netting; RPE (face 
fitted); training; monitoring; use of dust extraction tools 
/ attachments. Spoil will be sheeted, damped down, 
removed promptly or a combination of all three 
dependent on site conditions at the time of the works. 
All tipper/skip trucks to be fitted with remote operated 
up and over sheeting devices.  

Med 

Construction noise 
 

Tinnitus, loss of hearing, Nuisance to 
neighbours 

Med Training, RAMS, PPE, noise exclusion zones, monitoring, 
acoustic barriers at point of work or affected 
boundaries if necessary. Providing monitoring for 
nuisance.  
 

Low 

Vibration HAV’s, nuisance Med HAV monitoring and risk assessment to control 
operator exposures.  
  
Prioritise non-percussive methods such as: 
 Hydraulic shears 
 Munchers or pulverisers 
 Wire saws or diamond cutting 
 
Demolish from the top down and work in small sections 
to limit force and vibration. Stagger high-vibration 
activities across the day to reduce cumulative impact. 
Position vibration-intensive equipment as far as 
practicable from sensitive boundaries. Providing 
monitoring for nuisance.  
 

Low 

Asbestos some 
residual asbestos 
containing 
materials may be 
present  

Asbestosis, cancer Low Training; PPE; RAMS; RPE; monitoring; information; tool 
box talks; 

Low 

Uncontrolled 
collapse 

Crush, puncture, fractures Low RAMS; survey’s; segregation; exclusion zones; Training; 
tool box talks; permits to work system 
 

Low 



Fire / Explosion Burns; crush; fractures Med RAMS; FRA: FFE; tool box talks; training; security; good 
housekeeping; permits to work system; isolation 
procedures 
 

Low 
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