
600mm X 600mm CLEAR OPENING COVER
COMPLYING WITH BS EN 124 AND BS 7903
SEE CLAUSE E2.32

TYPICAL MANHOLE DETAIL - TYPE B
(MAXIMUM DEPTH FROM COVER TO SOFFIT OF PIPE 3.0 m)

MINIMUM CLEAR ACCESS 600mm

PRECAST CONCRETE MANHOLE SECTIONS AND
COVER SLAB TO BE BEDDED WITH MORTAR,
PLASTOMERIC OR ELASTOMERIC SEAL
CONFORMING TO BS EN 1917 AND BS 5911-3.
SEE CLAUSE E2.29

150mm CONCRETE SURROUND

CHAMBER HEIGHT (NOT LESS THAN 900mm)

BENCHING SLOPE TO BE 1:10 TO 1:30

THE BOTTOM PRECAST MANHOLE RING TO BE
BUILT INTO BASE CONCRETE MINIMUM 75mm

DISTANCE BETWEEN TOP OF PIPE AND
UNDERSIDE OF PRECAST SECTION TO BE
MINIMUM 50mm TO MAXIMUM 300mm

225mm TO UNDERSIDE OF CHANNEL

SEE FIGURE B.14 AND CLAUSE E6.6.2
FOR ROCKER PIPE DETAILS

MINIMUM WIDTH OF
BENCHING TO BE 225mm

MORTAR BEDDING AND HAUNCHING TO
COVER AND FRAME TO CLAUSE E6.7

MINIMUM 2 COURSES OF CLASS B
ENGINEERING BRICKS OR PRECAST
CONCRETE COVER FRAME SEATING RINGS

675mm MAXIMUM TO FIRST STEP
RUNG FROM COVER LEVEL

LIFTING EYES IN CONCRETE
RINGS TO BE POINTED

IN-SITU CONCRETE TO BE GEN3
(DESIGNED TO BRE SPECIAL DIGEST 1
CONCRETE IN AGGRESSIVE GROUND)

INVERTS TO BE FORMED
USING CHANNEL PIPES

HIGH-STRENGTH CONCRETE TOPPING TO BE
BROUGHT UP TO A DENSE, SMOOTH FACE,
NEATLY SHAPED AND FINISHED TO ALL BRANCH
CONNECTIONS (MINIMUM THICKNESS 20mm)

SELF-CLEANING TOE HOLES TO BE PROVIDED
WHERE CHANNEL EXCEEDS 600mm WIDE

INVERTS TO BE FORMED USING CHANNEL PIECES

JOINT TO BE AS CLOSE AS POSSIBLE TO FACE
OF MANHOLE TO PERMIT SATISFACTORY
JOINT AND SUBSEQUENT MOVEMENT

PIPE JOINT WITH CHANNEL TO BE LOCATED
MINIMUM 100mm INSIDE FACE OF MANHOLE

DOUBLE STEP RUNGS IN ACCORDANCE
WITH BS EN 13101. SEE CLAUSE E2.33
FOR DOUBLE STEP DETAILS

500mm

MINIMUM FROM EDGE OF STEPPING

CLAUSE B3.2.13 FOR PC RING DIAMETER

CATCH PIT DETAIL

TYPICAL INSPECTION CHAMBER COVER DETAILS

SITED IN HARD LANDSCAPED AREAS
WITH STANDARD COVER

REFER TO MANHOLE SCHEDULE

225mm DEEP CONCRETE (GEN3)
PLINTH TO SUPPORT FINISH

SURFACING TO SUIT LOCATION

DEEP INSPECTION CHAMBER
DEPTHS BETWEEN 1.2m AND 3.0m

INSPECTION CHAMBER BASE DETAILS

MAIN
FLOW

SHALLOW
INSPECTION
CHAMBER

WHERE CHAMBERS ARE
POSITIONED ON 90°
CORNERS ALWAYS USE
THE MAIN CHANNEL BY
FITTING A 45° BEND ON
INLET AND OUTLET

MAIN
FLOW

BENDS OF UP TO MAX 45° ANGLE
CAN BE USED ON ANY INLET

INLET
ADAPTOR

MAIN
FLOW

WHERE CHAMBERS ARE
POSITIONED ON 90°
CORNERS ALWAYS USE
THE MAIN CHANNEL BY
FITTING A 45° BEND ON
INLET AND OUTLET

MAIN
FLOW

PPIC 150mm
INLET

100mm
COUPLING

HEAVIEST FLOW
SHOULD ALWAYS
BE DIRECTED
THROUGH MAIN
CHANNEL

SHORT STEEP BRANCH CONNECTIONS SHOULD
PREFERABLY BE CONNECTED VIA A 45° INLET
USING A BEND WHERE NECESSARY.

MAIN
FLOW

 BENDS OF UP TO MAX 45°  ANGLE CAN BE
USED ON ANY  INLET AND THE OUTLET

MAIN
FLOW

UNIVERSAL
INSPECTION
CHAMBER

 PPIC - 100mm INLET

MAIN
FLOW

SHALLOW INSPECTION CHAMBER
MAX DEPTH 0.6m

GEN3 CONCRETE BED AND SURROUND (DESIGNED IN ACCORDANCE
WITH BRE SPECIAL DIGEST 1 - CONCRETE IN AGGRESSIVE GROUND)
TO BE PROVIDED  WHERE DEPTH OF COVER IS LESS THAN 600mm.

150mm THK GEN3 CONCRETE SURROUND DESIGNED IN ACCORDANCE
WITH BRE SPECIAL DIGEST 1 - CONCRETE IN AGGRESSIVE GROUND

150mm CONCRETE  PLINTH
TO SUPPORT FINISH

SHALLOW INSPECTION
CHAMBER (450mmØ)

JOINTS TO BE AS CLOSE AS POSSIBLE TO
FACE OF CHAMBER TO PERMIT
SATISFACTORY JOINT AND SUBSEQUENT
MOVEMENT

JOINTS TO BE AS CLOSE AS POSSIBLE TO FACE
OF CHAMBER TO PERMIT SATISFACTORY JOINT
AND SUBSEQUENT MOVEMENT

UNUSED INLETS TO BE
SEALED AND WATER TIGHT

POLYPROPYLENE  INSPECTION
CHAMBER (MIN 450mm Ø)

TELESCOPIC RAISING PIECE

WELL COMPACTED BEDDING  MATERIAL USED
AS BACKFILL THICKNESS DEPENDANT ON
DEPTH OR 150mm MIN. THK GEN 3 CONCRETE
IN VEHICULAR AREAS

150mm MIN. THK GEN 3 CONCRETE

ACCESS RESTRICTED TO 350mm
DIAMETER OR 300mm X 300mm SQUARE

MIN RADIUS TO BE 500mm FOR 100mm Ø PIPE
AND 600mm FOR 150mm Ø PIPE TO ALLOW
ENTRY OF MAINTENANCE EQUIPMENT.

TYPICAL INSPECTION CHAMBER DETAILS - PPIC

WHERE CHAMBERS ARE
POSITIONED ON 90°
CORNERS ALWAYS USE
THE MAIN CHANNEL BY
FITTING A 45° BEND ON
INLET AND OUTLET

GEN 3 CONCRETE
BASE SLAB

300mm TO INVERT
OF LOWEST PIPE

50mm PROJECTION
INTO BASE CONCRETEMIN 225mm

15
0m

m

150mm

INVERT OF RODDING EYE TO BE NOT
GREATER THAN 1.5m ABOVE TOP OF
BENCHING (UNLESS SPECIFIC
MAN-ACCESS REQUIREMENTS ARE
PROVIDED)

INSIDE FACE OF MANHOLE

STRAIGHT OUTLET PIPE FOR 150mm
AND 225mm DIAMETER ONLY. FOR
LARGER DIAMETERS, BENDS ARE TO BE
BUILT THROUGH THE MANHOLE WALL

BENCHING

TUMBLING BAY JUNCTION
(ACTUAL DETAILS WILL BE
DEPENDENT ON THE TYPE
OF PIPE USED)

IN-SITU CONCRETE TO BE GEN3
(DESIGNED TO BRE SPECIAL DIGEST 1
CONCRETE IN AGGRESSIVE GROUND)

REST BEND 210mm
MINIMUM RADIUS

CONCRETE BASE

TO CHANNEL

EXTERNAL VERTICAL BACKDROP

INTERNAL COVER DETAIL

PPIC/ BRICK MANHOLE

RECESSED DOUBLE SEALED COVER AND
FRAME TO ACCEPT FLOOR FINISHES.FRAME SAT IN REBATE

WITHIN FLOOR SLAB

GROUTING TO SURROUND OF
CHAMBER/COVER50

INTERNAL COVERS TO BE CO-ORDINATED
WITH STRUCTURAL SLAB DETAILS

150mm MIN. THK
DC2 CONCRETE

PPIC CATCHPIT BASE
DETAIL

35
0m

m
SU

MP

SEE INSPECTION CHAMBER
DETAILS FOR NOTES

1220mm X 685mm MULTIPLE COVER
COMPLYING WITH CLAUSE E2.32

TYPICAL MANHOLE DETAIL - TYPE C
( DEPTH FROM COVER TO SOFFIT OF PIPE <1.5 m)

BENCHING SLOPE TO BE 1:10 TO 1:30

225mm TO UNDERSIDE OF CHANNEL

MINIMUM WIDTH OF
BENCHING TO BE 225mm

MORTAR BEDDING AND HAUNCHING TO
COVER AND FRAME TO CLAUSE E6.7

CLASS B ENGINEERING BRICKS OR
PRECAST CONCRETE BLOCKS TO BE
CORBELLED (MAXIMUM 30mm PER
COURSE).

IN-SITU CONCRETE TO BE GEN3
(DESIGNED TO BRE SPECIAL DIGEST 1
CONCRETE IN AGGRESSIVE GROUND)

HIGH-STRENGTH CONCRETE TOPPING TO BE
BROUGHT UP TO A DENSE, SMOOTH FACE,
NEATLY SHAPED AND FINISHED TO ALL BRANCH
CONNECTIONS (MINIMUM THICKNESS 20mm)

INVERTS TO BE FORMED USING CHANNEL PIECES

JOINT TO BE AS CLOSE AS POSSIBLE TO FACE
OF MANHOLE TO PERMIT SATISFACTORY
JOINT AND SUBSEQUENT MOVEMENT

PIPE JOINT WITH CHANNEL TO BE LOCATED
MINIMUM 100mm INSIDE FACE OF MANHOLE

DOUBLE STEP RUNGS IN ACCORDANCE
WITH BS EN 13101. SEE CLAUSE E2.33
FOR DOUBLE STEP DETAILS

500mm

MINIMUM FROM EDGE OF STEPPING

MINIMUM 1350mm RINGS

PRECAST CONCRETE MANHOLE
SECTIONS AND COVER SLAB TO BE

BEDDED WITH MORTAR, PLASTOMERIC
OR ELASTOMERIC SEAL CONFORMING

TO BS EN 1917 AND BS 5911-3.
CHAMBER WALL TO BE MINIMUM 125MM

SITED IN HARD LANDSCAPED AREAS
WITH RECESSED COVER

SQUARE  DUCTILE IRON COVER & FRAME
SECURED WITH CLIPS SUPPLIED CLASS D400

SITED IN SOFT LANDSCAPED AREAS
WITH STANDARD COVER

REFER TO MANHOLE SCHEDULE

225mm DEEP CONCRETE (GEN3)
PLINTH TO GROUND LEVEL

225mm DEEP CONCRETE (GEN3)
PLINTH TO SUPPORT FINISH

P01 ISSUED FOR STAGE 2 14.07.23 ATL CG

P02 ISSUED FOR STAGE 3 27.09.24 ATL ATL

P03 PRELIMINARY STAGE 4 ISSUE 05.12.25 ATL MW

Project:

Drg Title:

Rev: Description: Date: By: Chkd:

GENERAL NOTES:
1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL RELEVANT

ARCHITECTS AND ENGINEERS DRAWINGS AND SPECIFICATIONS.

2. DO NOT SCALE THIS DRAWING. ANY AMBIGUITIES, OMISSIONS AND
ERRORS  ON DRAWINGS SHALL BE BROUGHT TO THE ENGINEERS
ATTENTION  IMMEDIATELY. ALL DIMENSIONS MUST BE
CHECKED / VERIFIED ON SITE.

3. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS NOTED OTHERWISE.

4. FOR GENERAL NOTES REFER TO DRAWING 082142-CUR-XX-XX-D-C-92500

Status:

Date

Designed By Checked ByDrawn By

Scales @ A1

Project No  -  Originator  -  Function  -  Spatial  -  Form  -  Discipline  -  Number Revision

- - - - --

Birmingham • Bristol • Cambridge • Cardiff • Douglas • Dublin • Edinburgh • Glasgow • Kendal • Leeds • Liverpool • London • Manchester • Nottingham
Civils & Structures • Transport Planning • Environmental • Infrastructure • Geotechnical • Conservation & Heritage • Principal  Designer

STAGE 4

SPARKLE STREET, MANCHESTER

TYPICAL DRAINAGE DETAILS
SHEET 2

ATL ATL CD

14/07/23 NTS

SPS CUR ZZ ZZ DR C 83-4921 P03

\\m
a-

fs-
1\P

ro
jec

ts\
08

20
01

 - 
08

30
00

\08
21

42
 - 

Ce
ntr

al 
& 

Ur
ba

n B
TR

\Q
4-

Pr
od

uc
tio

n\4
A-

Mo
de

ls-
Dr

aw
ing

s\C
\C

AD
\92

\

Merchant Exchange, 17-19 Whitworth Street West, Manchester, M1 5WG
0161 236 2394
manchester@curtins.com
www.curtins.com

0824142
Project No.


	Sheets and Views
	92521


