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New ramp to

New floor formed with 175x50 Grade C24
joists at max 400c/c. New floor boards to
be min 25mm thick.
Install 150x50 wall plates to both sides of
new floor area, bolted to existing walls
using M12 threaded bar + tooth plate
connectors, set min 150mm into brickwork
in Fischer FIS-V resin or similar, at max
400c/c (i.e. 1 bolt per joist)

3

3

New joists
doubled up at
new 'front' edge.

175x50 solid noggins
at mid-span and at
ends.

FL 41.88

LGF=40.66

Existing stairs
repositioned

GF=41.88

113 GF = 41.880

113 LGF = 40.61

New floor formed with 175x50 Grade C24
joists at max 400c/c. New floor boards to
be min 25mm thick.
Provide full depth noggins at both ends
and at mid-span.

Install 150x50 wall plates to both sides of new floor area,
bolted to existing walls using M12 threaded bar + tooth plate
connectors, set min 150mm into brickwork in Fischer FIS-V
resin or similar, at max 400c/c (i.e. 1 bolt per joist).
Joists to be fixed to 150x50 plate with proprietary angle
brackets and screwed.

Section 3-3
1:25 at A1
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NOTES:
1. Do not scale from this drawing.

2. This drawing is copyright and is sent to you in confidence. It must not be
copied, used or disclosed, in whole or in part, to third parties without
written permission. It remains the property of Booth King Partnership Ltd.
(BKPL) and must be returned on request.

3. This drawing is to be read in conjunction with all relevant contractual
documents.

4. Anyone using this drawing must be aware of their legal duties under the
CDM Regulations 2015, refer to the HSE website for further information.
BKPL are not Principal Designers.

5. All dimensions shown on this drawing are in millimeters unless noted
otherwise.

6. If the Contractor consider that they do not have sufficient information to
safely complete the works detailed on this drawing, they should contact
the Engineer.

7. This document uses revision codes in accordance with ISO EN 19650:
P. Preliminary (non-contractual) - review, comment or approval.
C. Contractual - Approved for stage completion.

8. This document uses status codes in accordance with ISO EN 19650:
Work in progress:
S0 - WIP
Shared (non-contractual):
S1 - Coordination, S2 - Information, S3 - Review, S4 & S5 - Approval.
Published (contractual):
A1, An, etc. (where "n" relates to the project stage)

9. This document uses project stages in accordance with the IStructE
Structural Plan of Work 2020:
2 - Concept, 3 - Coordination, 4 - Technical Design,
4.5 - Production Design, 5 - Construction, 6 - Handover.

10. Only documents with a revision code C# (where '#' relates to a revision
number) and status code A4 or A5 are suitable for construction.
Any deviations to that which is on site is not the liability of

11. New steel lintels to be Grade S355. Steel to be blast cleaned and to have
high build epoxy primer finish.

12. Padstones to be min Grace C25 concrete and SOLIDLY bedded on
mortar.

13. All mortar to be historic lime mortar to match original.

14. Where possible re-use existing timber joists for ramp construction. If
additional joists required, use joists same size as existing (approx
260x75) using Grade C24 timber.

15. New joists to proposed raised area to be Grade C24.

16. Bolt fixings to masonry walls MUST use high strength resin, Fischer
FIS-V or similar. Expanding type bolts must not be used.

17. Finishes to reveals, soffit of opening, ramp and new floor are to be to
Architects details.

18. All fire protection to be to Architect / Fire Engineers details.
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Proposed Modifications
113 & 117 Portland Street

General Arrangement and Details
of Works to New Raised Floor

as noted cc Oct'25 P02 15790

15790 BKP XX 00 DR S 1002

P01 22.8.25 First Issue cc

Details of Proposed
Raised Floor Area.
1:50 at A1

Location Plan.
1:200 at A1

Notes For New Raised Floor
· Existing stairs to be removed and stored for re-use.
· New floor formed with 175x50 Grade C24 joists at max 400c/c.
· New floor boards to be min 25mm thick.
· Install 150x50 wall plates to both sides of new floor area, bolted to

existing walls using M12 threaded bar, set min 150mm into brickwork
in Fischer FIS-V resin or similar, at max 400c/c (i.e. 1 bolt per joist)

· All finishes to architects details.

P02 8.10.25 Updated to suit latest architects layouts and
client comments
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