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Repairs Notes
1.

2.

3.

4.

5.

6.

7.
8.
9.
10.

11.

12.
13.

Existing cementitious slates and 
sarking to be replaced with 
breathable sarking and natural slates 
as NBS Clause H62/105.  All roof 
penetration seals and flashing to be 
renewed.  See NBS Sections H62 and 
H71
Existing lead chimney flashings to be 
removed and replaced with new  lead 
flashings as NBS Clause H71/472.
Existing vertical slates to be removed 
and replaced with natural slate as 
NBS Clause H62/120  Lead Flashings 
to be replaced, see NBS Clauses 
H71/441 and 492
Existing hip tiles to be replaced with 
lead roll hip with soakers as NBS 
Clause H71/315
Poorly carried out brick repair to be 
replaced with brick to match existing 
as NBS Clause C41/365
Delaminated stone to be patch 
repaired. Repair technique to be 
determined following inspection. See 
NBS C41/350 for stone insert repairs 
and C41/530 for stone restoration as 
agreed on site.
crack to be pointed
cill repair divot
holes in all window reveals repaired
Moulding repair 500x100x40, Corbel 
repair
Previosuly replaced stone badly fixed 
and loose has been removed for 
safety, recommend all previous stone 
indents checked and replaced
Cill repairs 1400x350x50 x6
Defrass all facade at this level

General Notes

All timber sash windows on First Second 
and Third floors to be prepared and 
repainted externally.  See NBS Section M60. 
All external sealant to be replaced.
Stone dentil and cornice to be inspected 
following water damage and areas of 
delamination to be repaired
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