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NOTES:

1. MANCHESTER CITY COUNCIL ARE THE PRIMARY HIGHWAY
AUTHORITY.

2. ANY DISCREPANCIES ON SITE MUST BE REPORTED TO THE
PROJECT MANAGER IMMEDIATELY.

3. ALL WORKS ARE TO BE CARRIED OUT IN ACCORDANCE WITH THE
APPROVED CONTRACT DRAWINGS WITHIN APPENDIX 0/4, THE
HCC PLACE & MOVEMENT PLANNING AND DESIGN GUIDE PART 4,
THE MANUAL OF CONTRACT DOCUMENTS FOR HIGHWAY WORKS
(SHW) VOLUME 1, AND SERIES 200.

4. DO NOT SCALE FROM THIS DRAWING.
5. DRAWING TO BE PRINTED IN COLOUR.
6. ANY ELECTRICAL DISCONNECTIONS TO BE ARRANGED BY A

HIGHWAY AUTHORITY APPROVED CONTRACTOR.
7. THE CONTRACTOR IS RESPONSIBLE FOR SAFE AND RESPONSIBLE

DISPOSAL OF ALL ITEMS REQUIRED TO BE TAKEN OFF SITE. THE
FACILITY CHOSEN BY THE CONTRACTOR SHALL BE APPROVED TO
HANDLE SUCH ITEMS AS REQUIRED, AS WELL AS HAVING A
PROVEN HISTORY OF SAFE AND ENVIRONMENTALLY FRIENDLY
PRACTICES.

8. REFER TO BREAKUP AND PERFORATION DRAWINGS AS LISTED IN
APPENDIX 0/4 FOR AREAS OF EXISTING PAVEMENT BREAKUP.

9. THE LOCATION OF STATUTORY PLANT SHOWN ON ANY PLANS IS
INDICATIVE ONLY AND SHOULD NOT BE RELIED UPON. PRESENCE
OF STATUTORY UNDERTAKERS EQUIPMENT IN THE HIGHWAY
SHOULD BE VERIFIED BY THE CONTRACTOR e.g. CAT SCANS
AND/OR HAND DUG TRIAL PITS, ON SITE PRIOR TO STARTING ANY
WORKS.

10. ALLOWANCE FOR THE PRESENCE OF STATS APPROPRIATE
PROTECTION/ DIVERSION MEASURES IS TO BE PUT IN PLACE BY
THE CONTRACTOR (UNLESS STATED OTHERWISE) WHERE STATS
EQUIPMENT ARE FOUND TO BE WITHIN THE AREA OF HIGHWAY
WORKS.

11. THE CONTRACTOR SHALL MAKE ALL NECESSARY TRAFFIC
MANAGEMENT ARRANGEMENTS UNDER CHAPTER 8 OF THE
TRAFFIC SIGNS MANUAL.

12. EXCAVATED, UNSUITABLE MATERIALS ARE TO BE DISPOSED OF
BY THE CONTRACTOR WITH SUITABLE MATERIAL TESTED AND
SET ASIDE FOR REUSE AS DIRECTED BY THE PROJECT MANAGER.

13. CONTRACTOR IS RESPONSIBLE FOR DETERMINING THE FULL
EXTENT OF SITE CLEARANCE, WITH ANY DISCREPANCIES
REPORTED TO VECTOS PRIOR TO STARTING ON SITE.

EXISTING KERBING TO BE REMOVED

EXISTING ROAD MARKINGS TO BE REMOVED

EXISTING PAVEMENT TO BE PLANED OFF TO BINDER
COURSE AND REMOVED TO A LICENSED TIP OFF
SITE. PAVEMENT TO BE EXCAVATED TO REQUIRED
FORMATION LEVEL

EXISTING FLAGGED FOOTWAY TO BE TAKEN UP
AND SET ASIDE FOR REUSE.

AWAITING TECHNICAL
APPROVAL

This drawing has NOT been technically approved
by Local Authority and/or Water Authority.
All works subject to change through technical
review process with relevant approving authorities.

SAFETY, HEALTH AND
ENVIRONMENTAL INFORMATION

PLEASE REFER TO THE HEALTH AND SAFETY FILE FOR A FULL LIST OF THE HAZARDS ASSOCIATED
WITH THIS WORK - THE FOLLOWING ARE THE MOST SIGNIFICANT ITEMS TO BE AWARE OF.

1. OPERATIVES TO TAKE PRECAUTIONS WHEN WORKING ADJACENT TO OR WITHIN DEEP
EXCAVATIONS. METHOD STATEMENT TO BE PRODUCED BY CONTRACTOR PRIOR TO
WORKS COMMENCING.

2. ATTENTION IS DRAWN TO THE EXISTENCE OF BOTH EXISTING UNDERGROUND AND
OVERHEAD UTILITIES.

1. EXISTING WATERCOURSES IN CLOSE PROXIMITY TO WORKS, A POLLUTION PREVENTION
STRATEGY AND WORKING METHOD STATEMENTS TO BE PRODUCED BY THE CONTRACTOR
FOR ALL WORKS.

2. CONSIDERATION GIVEN TO NOISE LEVELS GIVEN PROXIMITY TO EXISTING PROPERTIES.
3. CONSIDERATION GIVEN TO GROUND CONDITIONS. CONTRACTOR TO REVIEW

GEOTECHNICAL REPORT PRIOR TO UNDERTAKEN EXCAVATION WORKS.
WORK CAN ONLY BE CARRIED OUT BY SUITABLY TRAINED AND BRIEFED PERSONNEL.

CONSTRUCTION

ENVIRONMENTAL
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